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Modified subclause
6.6.4 Measurements on cells of other radio access technologies

For a multi-RAT MS, cells or frequencies with other radio access technologies (excluding E-UTRA) may be included in 3G Cell Reselection list (see 3GPP TS 44.018). If cell reselection based on ranking is used, the network controls the measurements for reselection of these cells by the parameter Qsearch_I broadcast on BCCH. Qsearch_I defines a threshold and also indicates whether these measurements shall be performed when RLA_C (see subclause 6.6.1) of the serving cell is below or above the threshold. These measurements may be performed less frequently than measurements of GSM cells as described in subclause 6.6.1, in order to conserve MS power. 

For a multi-RAT MS supporting E-UTRA, E-UTRAN frequencies may be included in the E-UTRAN Neighbour Cell list (see 3GPP TS 44.018). The network controls the measurements for reselection of E-UTRA cells by the parameter THRESH_priority_search broadcast on BCCH. This parameter also controls measurement of inter-RAT cells or frequencies included in the 3G Cell Reselection list when the inter-RAT cell reselection algorithm based on priority information is used (see subclause 6.6.6). When RLA_C (see subclause 6.6.1) of the serving cell is above the threshold or THRESH_priority_search, the mobile station is allowed not to monitor cells of inter-RAT frequencies of lower priority than the serving cell. The mobile station shall monitor cells of inter-RAT frequencies of higher priority than the serving cell at least once every (60*Nhpf) seconds, where Nhpf is the number of inter-RAT frequencies of higher priority. When RLA_C of the serving cell is below THRESH_priority_search, the mobile station shall monitor cells of higher and lower priority than serving cell at least once every (60* Nhlpf ) seconds, where Nhlpf is the number of inter-RAT frequencies of higher and lower priority.  
The MS shall perform the measurement processes for E-UTRAN and other access technologies in parallel when applicable.






