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	Reason for change:
(

	During the introduction of new RF test cases for EGPRS2A capable phones it has been missed to define all applicability conditions correctly. See GP-102054.



	
	

	Summary of change:
(

	For test case 13.17.2a condition C487 used.
Applicability for 13.17.1a and 13.17.2a corrected: All EGPRS2A MS.

New applicability condition value defined for “Support of EGPRS2A Uplink” and applied for test cases 22.8a and 22.9a..
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	Other comments:
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	This CR applies to Rel-7 and later MS.

The place holder Cyyy must be set to the new next number in sequence in table Table B.1a: Applicability of tests – Conditions definitions


Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	


[ Skip table ]
	13.17.1
	Frequency error and Modulation accuracy 
	R99
	EGPRS MS capable of 8PSK in Uplink, of all Multislot classes
	
	C238
	
	

	13.17.1a
	Frequency error and Modulation accuracy in EGPRS2A Configuration
	Rel-7
	All EGPRS2A MS
	
	C487
	
	

	13.17.2
	Frequency error under multipath and interference conditions
	R99
	All EGPRS MS
	
	C216
	
	

	13.17.2a
	Frequency error under multipath and interference conditions for EGPRS2A configuration
	Rel-7
	All EGPRS2A MS
	
	C487
	
	

	13.17.3-1
	EGPRS Transmitter output power- MS with permanent- or temporary antenna connector
	R99
	EGPRS MS capable of 8PSK in Uplink, of all Multislot classes with permanent- or temporary antenna connector
	
	C97
	TSPC_Addinfo_Red_IntSlotRange_Mult_Conf
	


[ Skip table ]
	22.6
	Normal transmit power control timing and confirmation in ECSD
	R99
	All ECSD MS
	
	C214
	
	

	22.7
	ECSD Fast Power Control timing and interworking with normal power control
	R99
	All MS capable of class B ECSD operation
	
	C214
	
	

	22.8
	EGPRS Uplink Power Control – Use of ( and (CH parameters
	R99
	All EGPRS MS
	
	C216
	
	

	22.8a
	EGPRS2A uplink power control- use of ( and (CH  parameter
	Rel-7
	Support of EGPRS2A Uplink
	
	Cyyy
	
	

	22.9a
	EGPRS2A uplink power control – independence of TS power control
	Rel-7
	Support of EGPRS2A Uplink
	
	Cyyy
	
	

	22.9
	EGPRS Uplink Power Control – Independence of TS Power Control
	R99
	All EGPRS MS supporting EGPRS Multislot Operation in Uplink Direction
	
	C410
	TSPC_Addinfo_Red_IntSlotRange_Mult_Conf
	

	26.19.9.11
	Change of Active Codec Set
	Rel-5
	MS supporting TCH/WFS or O-TCH/WFS or O-TCH/WHS
	
	C390
	TSPC_O-TCH_WFS

TSPC_O-TCH_WHS

TSPC_TCH_WFS
	


< Skip section >

Table B.1a: Applicability of tests – Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI


[ Skip table ]
	C519
	Void
	

	C520
	IF A.2/95 AND (NOT (A.2/98) OR NOT (A.2/60)) AND A.5/37 THEN A ELSE N/A
	-- TSPC_MSA_A-GANSS AND (NOT TSPC_GALILEO OR NOT TSPC_A-GPS_Assist) AND TSPC_MOLR_POS

	C521
	IF A.2/95 AND A.25/167 AND A.5/37 THEN A ELSE N/A
	-- TSPC_MSA_A-GANSS AND TSPC_A-GNSS_Data_Reset AND TSPC_MOLR_POS

	C522
	IF A.2/95 AND A.5/37 THEN A ELSE N/A
	-- TSPC_MSA_A-GANSS AND TSPC_MOLR_POS

	C523
	IF A.2/94 AND (NOT (A.2/98) OR NOT (A.2/59)) THEN A ELSE N/A
	-- TSPC_MSB_A-GANSS AND (NOT TSPC_GALILEO OR NOT TSPC_A-GPS_Based)

	C524
	IF A.2/94 AND A.25/167 THEN A ELSE N/A
	-- TSPC_MSB_A-GANSS AND TSPC_A-GNSS_Data_Reset

	C525
	IF A.2/94 THEN A ELSE N/A
	-- TSPC_MSB_A-GANSS

	C526
	IF A.25/139 AND A.25/26 THEN A ELSE N/A
	-- TSPC_Repeated_SACCH AND TSPC_Addinfo_CCprotocol_oneBC

	Cyyy
	IF A.2/114 THEN A ELSE N/A
	-- TSPC_EGPRS2A_UL

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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