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	First modified subclause


4.7
Acceptable uncertainty of measurement equipment
The maximum acceptable uncertainty of measurement equipment is specified separately for each test, where appropriate. The measurement equipment shall enable the stimulus signals in the test case to be adjusted to within the specified tolerance, and the conformance requirement to be measured with an uncertainty not exceeding the specified values. All tolerances and uncertainties are absolute values, unless otherwise stated.

For the test methods, according to the present document, the measurement uncertainty figures shall be calculated in accordance with ETR 028 and shall correspond to an expansion factor (coverage factor) k = 1,96 or k = 2 (which provide confidence levels of respectively 95% and 95,45% in the case where the distributions characterising the actual measurement uncertainties are normal (Gaussian).

Subclause 4.6, Test environments:


Pressure
±5 kPa
Temperature
±2 degrees
Relative Humidity
±5 %
DC Voltage
±1,0 %
AC Voltage
±1,5 %
Vibration
10 %
Vibration frequency
0,1 Hz
The above values shall apply unless the test environment is controlled and the specification for the control of the test environment specifies the uncertainty for the parameter.

Transmitter
Subclause 6.2, Modulation accuracy:

Conformance requirement:

Frequency, GMSK
±10 Hz

± 5 Hz for GSM 400

Phase
1,5 degree rms



5 degrees peak

EVM
-(0,75 + 0,025RMS_EVM) – +(0,75 + 0,025RMV_EVM) % RMS



± 4 % for individual measurement samples

Origin Offset suppression
± 1,5 dB

Frequency
, 8-PSK

± 16 Hz



16-QAM
± 6 Hz



32-QAM
± 6 Hz



QPSK
± 6 Hz



AQPSK
± 6 Hz

NOTE 1:
The value of the RMS EVM specification is a function of the value of RMS_EVM being measured. The asymmetric specification results from the RMS EVM minimisation method used for parameter estimation (see 3GPP TS 45.005, Annex G). This method of measurement for RMS EVM always produces a result that is lower than the actual value of RMS EVM. 

NOTE 2:
The value for individual EVM samples assumes a Rayleigh distribution of measurement errors. It represents the maximum 95th percentile value test equipment should return when measuring a signal without error.

Subclause 6.3, Mean transmitted RF carrier power:

Conformance requirement:

RF power, for static power step 0


±1,0 dB

Relative RF Power, for other power steps
±0,7 dB

Subclause 6.4, Transmitted RF carrier power versus time:

Conformance requirement

RF power (0 dB reference)




±1,0 dB

RF power relative to 0 dB reference

±10 dB

Subclause 6.5.1, Spectrum due to modulation and wideband noise:

Conformance requirement

RF power (absolute limit values)


(1,0 dB

NOTE 1:
This may require calibration of the power levels corresponding to the limit values.

Relative RF power:

	Offset from carrier, MHz
	Power difference, dB
	Uncertainty of relative power, dB

	(f ( 0.1 MHz
	All
	(0,5 dB

	0.1 MHz ( (f (1.8 MHz
	( 50 dB
	(0,7 dB

	0.1 MHz ( (f (1.8 MHz
	( 50 dB
	(1,5 dB

	( 1.8 MHz
	All
	(2,0 dB


Subclause 6.5.2, Switching transients spectrum:

Conformance requirement:

RF power:







(1,5 dB

Relative RF power:

Power difference ( 50 dB


(0,7 dB

Power difference ( 50 dB


(1,5 dB

Subclause 6.6.1, Conducted spurious emissions from the transmitter antenna connector, inside the BTS transmit band:

Conformance requirement:

RF power:







(1,5 dB

Subclause 6.6.2, Conducted spurious emissions from the transmitter antenna connector, outside the BTS transmit band:

Conformance requirement:

Conformance requirement i) (in the receive band of the BSS):

RF power








(3 dB

Conformance requirements ii), iii) and iv) (elsewhere):

RF power:

f ( 2 GHz








(1,5 dB

2 GHz ( f ( 4 GHz





(2,0 dB

f ( 4 GHz








(4,0 dB

Subclause 6.7, Intermodulation attenuation and

Subclause 6.8, Intra base station system intermodulation attenuation:

Test case:

Relative RF power (of injected signal);
(1,5 dB

Conformance requirement (outside RX band):

RF power; absolute limit values



(1,5 dB

RF power, relative measurements


(2,0 dB

Conformance requirement (inside RX band):

RF power; absolute limit values



+4 dB - 3 dB

NOTE 2:
The positive limit for uncertainty is greater than the negative limit because the measurement result can be increased (but not decreased) due to intermodulation products within the measurement apparatus.

Receiver

Where a measurement uncertainty of +5 dB ‑0 dB is specified for an input signal, the measured value of the input signal should be increased by an amount equal to the uncertainty with which it can be measured. This will ensure that the true value of the input signal is not below the specified nominal.

Subclause 7.1, Static layer 1 receiver functions:

Test case

RF power, lower limit





(5 - 0 dB

RF power, ‑40 dBm nominal



(2,5 dB

RF power, ‑23 and ‑15 dBm nominal

(1,5 dB

Subclause 7.2, Erroneous frame indication performance:

Test case:

RF Power









(5 - 0 dB

Subclause 7.3, Static reference sensitivity level:

Test case:

RF power









(1,0 dB

Relative RF power ( adjacent timeslots)
(3,0 dB

Subclause 7.4, Multipath reference sensitivity level:


Test case:

RF power









(1,5 dB

Relative RF power






(3,0 dB

Subclause 7.5, Reference interference level:

Test case:

RF power









(5 - 0 dB

Relative RF power






(1,0 dB

NOTE 3:
The measurement uncertainty for a faded (multipath) input signal may depend on the time taken to average the power of the b signal from the fader. It may be possible to reduce the measurement time by measuring the power with the fader set to the same class of fade profile, but with an increased fade rate.

Subclause 7.6, Blocking characteristics:

Test case:

RF power, wanted signal




(1,0 dB

RF power, interfering signal;

f ( 2 GHz








(0,7 dB

2 GHz ( f ( 4 GHz





(1,5 dB

f ( 4 GHz








(3,0 dB

Subclause 7.7, Intermodulation characteristics and subclause 7.8 AM suppression:

Test case:

RF power, wanted signal




(1,0 dB

RF power, interfering signals



(0,7 dB

Subclause 7.9, Spurious emissions from the receiver antenna connector:

Conformance requirement:

RF power;

f ( 2 GHz








(1,5 dB

2 GHz ( f ( 4 GHz





(2,0 dB

f ( 4 GHz








(4,0 dB

Clause 8, Radiated spurious emissions:

Conformance requirement:

RF power;








(6,0 dB

Clause 9, Radio link management:

Test case:

RF power









(1,0 dB

Relative RF power






(0,7 dB

Conformance requirement:

Timing difference
single measurement 
±1/4 bit




average of 100 measurements
±0,1 bit
	Next modified subclause


6.2.3
Essential conformance

Test Environment
Normal:
One test shall be performed on each of B, M and T.

Extreme Power supply:
One test shall be performed on each of B, M and T.

NOTE:
tests under extreme power supply are carried out at extreme temperature limits.

In case of multicarrier BTS the tests shall be performed for single carrier operation at B, M and T of the operating transmit band, and with declared maximum number of carriers distributed according to test case b) in subclause 6.12.2 throughout the maximum Base Station RF bandwidth. For the test with maximum number of carriers, all carriers shall apply the same modulation type and operate at equal, maximum declared carrier power for this modulation type. The test shall be repeated for each modulation type supported by the multicarrier BTS.
Conformance requirement

GMSK modulation
The phase error shall not exceed:

5 degrees rms

20 degrees peak

For normal and micro BTSs the mean frequency error across the burst shall not exceed:

0,05 ppm 

For pico BTSs the mean frequency error across the burst shall not exceed:

0,1 ppm 

Higher order modulation

The RMS EVM values, measured after any active element and excluding the effect of passive combining equipment, shall not exceed:
	
	Normal symbol rate
	Higher symbol rate

	
	AQPSK
	8-PSK
	16-QAM
	32-QAM
	QPSK
	16-QAM
	32-QAM

	under normal conditions
	7,0 %1)
5,0 %2)
	7,0 %
	5,0 %
	5,0 %
	7,0 %
	4,0 %
	4,0 %

	under extreme conditions
	8,0 %1)
6,0 %2)
	8,0 %
	6,0 %
	6,0 %
	8,0 %
	5,0 %
	5,0 %

	Note 1: 
Applicable for absolute SCPIR_DL values ≤ 8,0 dB

Note 2: 
Applicable for absolute SCPIR_DL values > 8,0 dB


The RMS EVM values, measured after any active element and including the effect of passive combining equipment, shall not exceed:

	
	Normal symbol rate
	Higher symbol rate

	
	AQPSK
	8-PSK
	16-QAM
	32-QAM
	QPSK
	16-QAM
	32-QAM

	under normal conditions
	8,0 %1)
6,0 %2)
	8,0 %
	6,0 %
	6,0 %
	8,0 %
	5,5 %
	5,5 %

	under extreme conditions
	9,0 %1)
7,0 %2)
	9,0 %
	7,0 %
	7,0 %
	9,0 %
	6,5 %
	6,5 %

	Note 1: 
Applicable for absolute SCPIR_DL values ≤ 8,0 dB

Note 2: 
Applicable for absolute SCPIR_DL values > 8,0 dB


The origin offset suppression shall exceed:

35 dB

For normal and micro BTSs the frequency offset shall not exceed:

0,05 ppm 

For pico BTSs the frequency offset  shall not exceed:

0,1 ppm 

The peak EVM values, excluding the effect of passive combining equipment, shall not exceed:

22 %

The 95:th percentile EVM value, excluding the effect of passive combining equipment, shall not exceed:

11 %

	Next modified subclause


6.5.1.3
Essential Conformance

Test Environment
Normal

Normal BTS Conformance requirement

The test shall be performed for one TRX. In case of a multicarrier BTS the test is performed for each transmitting antenna connector.
For each static power step, the power measured in steps d) to g) of the test cases shall not exceed the limits shown in table 6.5-1 for the power level measured in step b), except where one or more of the following exceptions and minimum measurement levels applies:

1)
For a GSM 400, GSM900, GSM 850, MXM 850 or GSM 700 BTS, if the limit according to table 6.5-1 is below ‑65 dBm, a value of ‑65 dBm shall be used instead.

2)
For a DCS 1800, PCS 1900 or MXM 1900 BTS, if the limit according to table 6.5-1 is below ‑57 dBm, a value of ‑57 dBm shall be used instead.

3)
In the combined range 600 kHz to 6 MHz above and below the carrier frequency, in up to three bands of 200 kHz width centred on a frequency which is an integer multiple of 200 kHz, exceptions at up to ‑36 dBm are allowed.

4)
Above 6 MHz offset from the carrier frequency, in up to 12 bands of 200 kHz width centred on a frequency which is an integer multiple of 200 kHz, exceptions at up to ‑36 dBm are allowed.

5)
In case of multicarrier BTS operating with one carrier, the level and number of allowable exceptions up to 10MHz outside the relevant transmit band as defined in section 6.12.3 using N= 1 apply.

6)
In case of multicarrier BTS for all applicable frequency bands, if the limit according to table 6.5-1 is below ‑47 dBm, this value shall be used instead.

Table 6.5-1: Continuous modulation spectrum ‑ maximum limits for BTS

	
	Power

level
	Maximum relative level (dB) at specified carrier offsets (kHz),

using specified measurement (filter)bandwidths (kHz):

	
	(dBm)
	100
	200
	250
	400
	600 to

< 1 200
	1 200 to

< 1 800
	1 800 to

< 6 000
	>6000 **

	
	as measured in step b)
	Measurement (filter)bandwidth;

30 kHz
	Measurement (filter)

bandwidth; 100 kHz

	Case 1
	( 43
	+0,5
	‑30
	‑33
	‑60*
	‑70
	‑73
	‑75
	‑80

	
	41
	+0,5
	‑30
	‑33
	‑60*
	‑68
	‑71
	‑73
	‑80

	
	39
	+0,5
	‑30
	‑33
	‑60*
	‑66
	‑69
	‑71
	‑80

	
	37
	+0,5
	‑30
	‑33
	‑60*
	‑64
	‑67
	‑69
	‑80

	
	35
	+0,5
	‑30
	‑33
	‑60*
	‑62
	‑65
	‑67
	‑80

	
	( 33
	+0,5
	‑30
	‑33
	‑60*
	‑60
	‑63
	‑65
	‑80

	*  For equipment supporting  QPSK, AQPSK, 8-PSK, 16-QAM or 32-QAM, at normal symbol rate, the requirement at these modulations is -56 dB.

** For equipment belonging to a multicarrier BTS class, the requirement also applies for the frequency offset of 6 MHz.


The requirements are specified, depending on symbol-rate and pulse-shaping filter used:

Case 1:

Normal symbol rate using linearised GMSK pulse-shaping filter and higher symbol rate using   spectrally narrow pulse shaping filter

The spectrally narrow pulse shaping filter in Case 1 and the spectrally wide pulse shaping filter in Case 2  are in this specification referred to as narrow and wide pulse shaping filter respectively. The limit values in table 6.5-1, at the listed offsets from carrier frequency (kHz), are the ratio of the measured power to the measured power in step c) for the same static power step.

Table 6.5-1 provides requirements at discrete power levels. For powers between those specified, linear interpolation should be applied.

Micro and Pico‑BTS Conformance requirement

The test shall be performed for one TRX.

For each static power step, the power measures in steps d) and e) of the test case shall not exceed the limits shown in table 6.5-1 for the power level measured in step b), except where one or more of the micro or pico-BTS exceptions and minimum measurement levels applies.

For each static power step, the ratio of the power measured in steps f) and g) of the test case to the power measured in step c) for the same static power step shall not exceed the limits specified in table 6.5-2 for GSM900, GSM 850, MXM 850 and GSM 700 and table 6.5-3 for DCS1800, PCS 1900 and MXM 1900 systems, except where one or more of the micro or pico-BTS exceptions and minimum measurement levels applies.

Table 6.5-2: Continuous modulation spectrum - maximum limits for GSM900, 
GSM 850, MXM 850 and GSM 700 Micro and Pico-BTS

	Power Class


	
	Maximum relative level (dB) at specified carrier offsets (kHz),

using specified measurement (filter)bandwidths (kHz):

	
	
	1 800 to < 6 000
	> 6 000

	
	
	Measurement (filter) bandwidth;  100kHz

	M1 to M3
	Case 1
	-70
	-70

	P1
	Case 1
	-70
	-80


Table 6.5-3: Continuous modulation spectrum - maximum limits for DCS1800, PCS 1900
and MXM 1900 Micro and Pico-BTS

	Power Class


	
	Maximum relative level (dB) at specified carrier offsets (kHz),

using specified measurement (filter)bandwidths (kHz):

	
	
	1 800 to < 6 000
	> 6 000

	
	
	Measurement (filter) bandwidth;  100kHz

	M1 to M3
	Case 1
	-76
	-76

	DCS 1800 P1
	Case 1
	-76
	-80

	PCS 1900 and 
MXM 1900
P1
	Case 1
	-76
	-76


The following exceptions and minimum measurement levels shall apply for the micro and pico‑BTS.

1)
In the combined range 600 kHz to 6 MHz above and below the carrier frequency, in up to three bands of 200 kHz width centred on a frequency which is an integer multiple of 200 kHz, exceptions at up to ‑36 dBm are allowed.

2)
Above 6 MHz offset from the carrier frequency, in up to 12 bands of 200 kHz width centred on a frequency which is an integer multiple of 200 kHz, exceptions at up to ‑36 dBm are allowed.

3)
If the limit as specified above is below the values in table 6.5-4, then the values in table 6.5-4 shall be used instead. 

Table 6.5-4: Continuous modulation spectrum ‑ minimum levels for micro and pico‑BTS

	Power Class 
	Maximum spectrum due to modulation and noise in 100 kHz

	
	GSM900, GSM 850, MXM 850 and GSM 700 (dBm)
	DCS1800, PCS 1900 and MXM 1900 (dBm)

	M1
	‑59
	‑57

	M2
	‑64
	‑62

	M3
	‑69
	‑67

	P1
	-68
	-65


VAMOS mode is not applicable to pico BTS.
	Next modified subclause


7.5.2
Test Case

If Slow Frequency Hopping (SFH) is supported by the BSS, it shall be disabled during this measurement, except when performing tests using propagation conditions with ideal SFH.

When SFH is used in the test, the BSS shall hop over the maximum range and number of ARFCNs possible for the test environment and which are available in the BSS configuration. If SFH is not supported, the test shall be performed on the specified number of ARFCNs. As a minimum, one time slot shall be tested on one TRX.

The tests shall be performed in a single-antenna configuration except in case of packet-switched channels with higher symbol rate and channels in VAMOS mode where two-antenna configuration with no correlation or gain difference between the branches is used.

Two input signals shall be connected to the respective receiver connector via a combining network. When testing each signal shall be connected through a Multipath Fading Simulator (MFS) as described in annex B.1, except in the cases of frequency offsets of the interfering signal from the wanted signal of 400kHz or greater, where the interferer shall be static, unless otherwise stated in table 7.5-2 and 7.5-3. The multipath fading propagation conditions shall be uncorrelated. In the case of channels in VAMOS mode, two input wanted signals and two input interfering signals shall be connected to each receiver antenna connector via a Multipath Fading Simulator such that the multipath fading propagation conditions between all the input signals and all the receiver antennas are uncorrelated. The frequency offsets and the relative levels of the interfering signals are defined in table 7.5-1a for test scenarios VUTS-1, VUTS-2, VUTS-3 and VUTS-4. The wanted signals VAMOS sub-channel 1 and VAMOS sub-channel 2 shall be GMSK modulated and encoded according to the channel type in table  7.5-5a. The interfering signals shall be GMSK modulated with a pseudo random bitstream without midamble. Independent pseudo random bit streams shall be assumed between all input signals.
Table 7.5-1a: Test scenarios for reference interference level for channels in VAMOS mode.

	Test Scenario
	Interfering Signal
	Interferer power level*
	TSC
	Interferer Delay range

	VUTS-1
	Co-channel 1

Co-channel 2
	-

0 dB
	none

none
	no delay

no delay

	VUTS-2
	Adjacent channel 1**

Adjacent channel 2**
	-

0 dB
	none 

none
	no delay

no delay

	VUTS-3
	Co-channel 1***

Co-channel 2***
	-

0 dB
	none

none
	74 symbols

74 symbols

	VUTS-4
	Co-channel 1

Adjacent channel 1
	-

3 dB
	none

none
	no delay

no delay

	NOTE 1:
*Power level relative to Co-channel 1 (VUTS-1, VUTS-3 and VUTS-4) or Adjacent channel 1 (VUTS-2).
NOTE 2:
**Both interferers are on the same adjacent channel frequency.

NOTE 3:
***In calculating I1 (see table 7.5-5a), the power of the delayed interferer shall be measured over the active part of the burst of VAMOS sub-channel 2. No signal shall be applied in the timeslots adjacent to the delayed interferers.


The referred power level for both signals shall be the average power into the BSS RX antenna connector. This shall be measured by taking the mean powers of the sum of the individual paths.

For GMSK modulated circuit switched channels except AMR-WB and channels in VAMOS mode, the wanted signal shall have the power level as defined in table 7.5-1. It shall have normal GSM modulation. In the case of a pico-BTS, the power level defined in table 7.5-1 (*) shall be 4dB greater for measurements performed with interferer offsets of 400kHz or greater.

For packet switched channels, ECSD and for AMR-WB, and for 8-PSK modulated AMR and AMR-WB channels, the wanted signal level shall be (X-9dB+Ir), where "X" is the power level defined in table 7.5-1 and "Ir" is the co-channel interference ratio defined in table 7.5-4. As an exception, the wanted signal level shall be (X+9dB+Iar) for packet-switched channels with QPSK, 16-QAM and 32-QAM modulation in the case of 200 kHz adjacent channel interference, where "X" is the power level defined in table 7.5-1 and “Iar” the interference ratio in table 7.5-5.

For channels in VAMOS mode, VAMOS sub-channel 2 shall be at input level (X-9dB+Ir) for test scenarios VUTS-1, VUTS-3 and VUTS-4 and input level (X+9dB+Ir) for test scenario VUTS-2, where "X" is the power level defined in table 7.5-1 and "Ir" is the carrier-to-interference ratio in table 7.5-5a. VAMOS sub-channel 1 shall be at an input level relative to VAMOS sub-channel 2 according to SCPIR_UL (see clause 3.1) in table 7.5-5a.

Table 7.5-1: Test signal average input level for Reference Interference Level measurements

	BTS Type
	Test signal average input level to receiver

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/MXM 850/MXM 1900/GSM700  BTS
	‑84 dBm

	GSM900/GSM850/MXM 850/GSM700 micro‑BTS M1
	‑77 dBm

	GSM900/GSM850/MXM 850/GSM700 micro‑BTS M2
	‑72 dBm

	GSM900/GSM850/MXM 850/GSM700 micro‑BTS M3
	‑67 dBm

	GSM900/GSM850/MXM 850/GSM700 pico-BTS P1
	‑68 dBm *

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M1
	‑82 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M2
	‑77 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M3
	‑72 dBm

	DCS1800/PCS 1900/ MXM 1900 pico-BTS P1
	-75 dBm *


The interfering signal shall be continuous and have GSM modulation of a pseudo‑random bitstream without midamble. If the TRX supports 8-PSK, 16-QAM or 32-QAM at normal symbol rate it shall be tested with the interfering signal having GMSK modulation and with the interfering signal having 8-PSK modulation, unless it can be demonstrated that it is sufficient to test either with GMSK or 8-PSK modulated interfering signal. 
If the wanted signal has higher symbol rate, the TRX shall be tested for adjacent (200 kHz) channel interference performance with an interfering signal at higher symbol rate, using the same modulation and pulse shaping filter as the wanted signal, while co-channel interference performance and adjacent (400 kHz) channel interference performance shall be tested with the interfering signal having GMSK modulation and with the interfering signal having 8-PSK modulation. 
If the TRX does not support 8-PSK it shall be tested with the interfering signal having GMSK modulation. For SFH this interferer shall consist of either one signal which hops in synchronization with the time slot under test or a number of fixed frequency signal sources. In the latter case the number of interfering sources determines the number of frequencies over which the time slot under test can hop in the test environment irrespective of the upper limit of the BTS.

For packet-switched channels only BTTI without PAN need to be tested.

When testing 16-QAM, 32-QAM (both normal and higher symbol rate) and QPSK modulated channels TSC-6 shall be used for the wanted signal.

For GMSK modulated circuit switched channels except AMR-WB and channels in VAMOS mode, the test shall be performed with frequency offsets of the interfering signal from the wanted signal, for a relative level of interfering signal above the wanted signal as specified in table 7.5-2. In some cases a second requirement is specified, where the interference ratio in table 7.5-2 shall be increased or decreased by 3 dB. In these cases the Error measures are noted as FER@+3dB or FER@-3dB respectively.

For packet switched channels, ECSD and AMR-WB, and 8-PSK modulated AMR and AMR-WB channels except channels in VAMOS mode, the test shall be performed with frequency offsets of the interfering signal from the wanted signal, for a carrier to interferer ratio, relative to the co-channel interference ratio (C/Ic), as specified in table 7.5-3. The minimum co-channel interference ratio (C/Ic) for all the combinations of logical channel type and propagation condition are as specified in table 7.5-4.

For channels in VAMOS mode, the test shall be performed for the test scenarios in table 7.5-1 with a carrier to interferer ratio in table 7.5-5a. The minimum carrier to interference ratios are as specified in table 7.5-5a. 

In the case of Slow Frequency Hopping (SFH) the interfering signal shall be on the same ARFCN as the wanted signal over the useful part of the time slot burst. For offsets greater than 0 kHz only the multipath propagation condition TU50 (no SFH) need be tested for normal and micro-BTS systems, and only the multipath propagation condition TI5 (no SFH) need be tested for pico-BTS systems.

Table 7.5-2: Co-channel and adjacent channel interference rejections for circuit switched channels except ECSD and AMR-WB channels, and 8-PSK modulated AMR and AMR-WB channels

	Interferers offset:
	Carrier to Interferer Ratio:
	Fading of interferer

	
	Normal and Micro-BTS
	Pico-BTS
	

	0 kHz
	9 dB
	13 dB
	yes

	200 kHz
	‑9 dB
	‑5 dB
	yes

	400 kHz
	‑41 dB
	-37dB
	no


Table 7.5-3: Co-channel and adjacent channel interference ratios for packet switched channels, for ECSD and for AMR-WB channels, and for 8-PSK modulated AMR and AMR-WB channels

	Modulation of wanted signal
	GMSK
	8-PSK
	16-QAM and 32-QAM with normal symbol rate
	QPSK, 16-QAM and 32-QAM with higher symbol rate
	

	Interferers offset:
	Carrier to Interferer Ratio 
	Carrier to Interferer Ratio 
	Carrier to Interferer Ratio
	Carrier to Interferer Ratio
	Fading of interferer

	0 kHz
	C/Ic (table 7.5-4)
	C/Ic (table 7.5-4)
	C/Ic (table 7.5-4)
	C/Ic (table 7.5-4)
	yes

	200 kHz
	C/Ic - 18 dB
	Table 7.5-5
	Table 7.5-5
	Table 7.5-5
	yes

	400 kHz
	C/Ic - 50 dB
	C/Ic - 50 dB 
	C/Ic – 48 dB
	C/Ic – 44.5 dB (QPSK)

C/Ic – 43 dB (16QAM)

C/Ic – 42.5 dB (32QAM)
	yes


For QPSK, 16-QAM and 32-QAM modulated channels with higher symbol rate, the wanted signal shall be generated with wide pulse shaping filter when testing for co-channel and adjacent (400 kHz) channel performance. For tests of adjacent (200 kHz) channel performance the input signals shall be generated with pulse shaping filters according to table 7.5-5.

For channels in VAMOS mode, a time and frequency offset shall be applied to VAMOS sub-channel 1 relative to VAMOS sub-channel 2. The offsets shall be applied burst-wise and taken from a sample sequence that conforms to the probability distribution in Eq 7.5.2a for the time offset and Eq 7.5.2b for the frequency offset, where 
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 and 
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 are given in the table below:

	Frequency Band
	850/900
	1800
	1900
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	45 Hz
	90 Hz
	95 Hz
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	17 Hz
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NOTE:
The precise sample sequence for each offset has been left for test equipment manufacturers to specify.
Table 7.5-4: Co-channel interference ratios (C/Ic) for packet switched channels, for ECSD and for AMR-WB channels, and for 8-PSK modulated AMR and AMR-WB channels

	Table 7.5-4
	GSM 400, GSM 700, GSM900, GSM 850 and MXM 850***

	Channel Type
	Unit
	Carrier to Interferer Ratios for specified propagation conditions

	
	
	TU3
(no SFH)
	TU50
(no SFH)
	TU50
(ideal SFH)
	RA250
(no SFH)
	TI5
(no SFH)

	PDTCH/CS-1
	dB
	13
	10
	9
	9
	14

	PDTCH/CS-2
	dB
	15
	14
	13
	13
	18

	PDTCH/CS-3
	dB
	16
	16
	15
	16
	20

	PDTCH/CS-4
	dB
	21
	24
	24
	*
	27

	PDTCH/MCS-1
	dB
	13
	10.5
	9.5
	10
	14.5

	PDTCH/MCS-2
	dB
	15
	12.5
	12
	12
	16.5

	PDTCH/MCS-3
	dB
	16.5
	17
	17
	19
	21

	PDTCH/MCS-4
	dB
	19
	22
	22
	*
	26

	PDTCH/MCS-5
	dB
	18
	15.5
	14.5
	16
	19.5

	PDTCH/MCS-6
	dB
	20
	18
	17.5
	21
	22

	PDTCH/MCS-7
	dB
	23.5
	24
	24.5
	26.5**
	28

	PDTCH/MCS-8
	dB
	28.5
	30
	30
	*
	34

	PDTCH/MCS-9
	dB
	30
	33
	35
	*
	37

	PDTCH/UAS-7
	dB
	27
	23.5
	22.5
	22
	27.5

	PDTCH/UAS-8
	dB
	28
	25
	24.5
	25.5
	29

	PDTCH/UAS-9
	dB
	28.5
	27
	26.5
	33
	31

	PDTCH/UAS-10
	dB
	29.5
	29.5
	29.5
	34.5**
	33.5

	PDTCH/UAS-11
	dB
	30.5
	33
	33
	*
	37

	PDTCH/UBS-5
	dB
	-4.5
	-4.5
	-6.0
	-1.5
	-0.5

	PDTCH/UBS-6
	dB
	-2.0
	-3.0
	-3.5
	1.5
	1.0

	PDTCH/UBS-7
	dB
	2.5
	1.5
	1.0
	5.5
	5.5

	PDTCH/UBS-8
	dB
	4.5
	4.0
	3.5
	9.5
	8.0

	PDTCH/UBS-9
	dB
	5.5
	5.5
	5.0
	13.0
	9.5

	PDTCH/UBS-10
	dB
	11.0
	12.5
	12.0
	26.0
	16.5

	PDTCH/UBS-11
	dB
	13.5
	16.5
	17.0
	35.0
	20.5

	PDTCH/UBS-12
	dB
	15.0
	19.5
	19.5
	28.0**
	23.5

	E-TCH/F43,2 NT 
	dB
	24
	19.5
	19
	21.5
	23.5

	E-TCH/F32,0 T
	dB
	25.5
	17
	15.5
	15.5
	21

	E-TCH/F28,8 T
	dB
	27
	17.5
	15.5
	16
	21.5

	E-TCH/F28,8 NT
	dB
	20
	14.5
	13.5
	13.5
	18.5

	E-FACCH/F
	dB
	17.5
	12.5
	11.5
	11.5
	16.5

	PACCH
	dB
	13
	10
	9
	9
	14

	PRACH/11 bits
	dB
	8
	8
	8
	10
	12

	PRACH/8 bits
	dB
	8
	8
	8
	9
	12

	TCH/WFS12.65
	 dB
	21,5
	14,5
	13
	12,5
	18,5

	TCH/ WFS8.85
	dB
	20
	11,5
	10
	9
	15,5

	TCH/ WFS6.60
	dB
	19
	10,5
	9
	8
	14,5

	O-FACCH/F
	dB
	15,5
	10
	8
	9
	14

	O-FACCH/H
	dB
	15,5
	10
	9
	9,5
	14

	O-TCH/AHS12.2
	dB
	22,5
	16,5
	15,5
	17
	20,5

	O-TCH/AHS10.2
	dB
	21,5
	15,5
	14,5
	15,5
	19,5

	O-TCH/AHS7.95
	dB
	20,5
	14,5
	13,5
	14,5
	18,5

	O-TCH/AHS7.4
	dB
	20
	14
	12,5
	13,5
	18

	O-TCH/AHS6.7
	dB
	19,5
	13,5
	12
	13
	17,5

	O-TCH/AHS5.9
	dB
	19
	13
	12
	12,5
	17

	O-TCH/AHS5.15
	dB
	18,5
	12,5
	11
	12
	16,5

	O-TCH/AHS4.75
	dB
	18
	12
	10,5
	11,5
	16

	O-TCH/AHS-INB (FER)
	dB
	16,5
	10,5
	10,5
	12,5
	14,5

	O-TCH/AHS (EVSIDUR)
	dB
	16
	10,5
	9,5
	10,5
	14,5

	O-TCH/AHS (EVRFR)
	dB
	16
	10,5
	9,5
	11
	14,5

	O-TCH/WFS23.85
	dB
	22,5
	16
	13,5
	13,5
	20

	O-TCH/WFS15.85
	dB
	20
	13,5
	11
	10,5
	17,5

	O-TCH/WFS12.65
	dB
	18,5
	11,5
	9,5
	9,5
	15,5

	O-TCH/WFS8.85
	dB
	17
	10,5
	7,5
	7,5
	14,5

	O-TCH/WFS6.60
	dB
	16
	9,5
	7
	6,5
	13,5

	O-TCH/WFS-INB (FER)
	dB
	14,5
	7
	6
	6
	11

	O-TCH/WFS (EVSIDUR)
	dB
	17,5
	11,5
	9,5
	9,5
	15,5

	O-TCH/WFS (EVRFR)
	dB
	16,5
	10
	7,5
	7,5
	14

	O-TCH/WHS12.65
	dB
	22,5
	17
	15,5
	17
	21

	O-TCH/WHS8.85
	dB
	21
	15
	14
	15
	19

	O-TCH/WHS6.60
	dB
	19,5
	13,5
	12
	13
	17,5

	O-TCH/WHS-INB (FER)
	dB
	16,5
	10,5
	10,5
	12,5
	14,5

	O-TCH/WHS (EVSIDUR)
	dB
	16
	10,5
	9,5
	10,5
	14,5

	O-TCH/WHS (EVRFR)
	dB
	16
	10,5
	9,5
	11
	14,5


	Table 7.5-4
	DCS1800, PCS 1900 and MXM1900***

	Channel Type
	Unit
	Carrier to Interferer Ratios for specified propagation conditions

	
	
	TU1.5
(no SFH)
	TU50
(no SFH) 
	TU50
(ideal SFH)
	RA130
(no SFH)
	TI5
(no SFH)

	PDTCH/CS-1
	dB
	13
	9
	9
	9
	14

	PDTCH/CS-2
	dB
	15
	13
	13
	13
	18

	PDTCH/CS-3
	dB
	16
	16
	16
	16
	20

	PDTCH/CS-4
	dB
	21
	27
	27
	*
	27

	PDTCH/MCS-1
	dB
	13
	10
	9.5
	10
	14.5

	PDTCH/MCS-2
	dB
	15
	12
	12
	12
	16.5

	PDTCH/MCS-3
	dB
	16.5
	17
	18
	19
	21

	PDTCH/MCS-4
	dB
	19
	23
	23
	*
	26

	PDTCH/MCS-5
	dB
	18
	15
	15
	16
	19.5

	PDTCH/MCS-6
	dB
	20
	17.5
	18
	21
	22

	PDTCH/MCS-7
	dB
	23.5
	26
	26.5
	27**
	28

	PDTCH/MCS-8
	dB
	28.5
	25**
	24.5**
	*
	34

	PDTCH/MCS-9
	dB
	30
	29**
	29**
	*
	37

	PDTCH/UAS-7
	dB
	27
	23
	23
	22
	27.5

	PDTCH/UAS-8
	dB
	28
	25
	25
	25.5
	29

	PDTCH/UAS-9
	dB
	28.5
	26
	26
	33
	31

	PDTCH/UAS-10
	dB
	29.5
	26.5**
	26.5**
	34.5**
	33.5

	PDTCH/UAS-11
	dB
	30.5
	29.5**
	29.5**
	*
	37

	PDTCH/UBS-5
	dB
	-4.5
	-4.5
	-4.5
	-1.5
	-0.5

	PDTCH/UBS-6
	dB
	-2.0
	-2.5
	-2.5
	1.5
	1.0

	PDTCH/UBS-7
	dB
	2.5
	2.5
	2.5
	5.5
	5.5

	PDTCH/UBS-8
	dB
	4.5
	5.0
	5.0
	9.5
	8.0

	PDTCH/UBS-9
	dB
	5.5
	6.5
	6.5
	13.0
	9.5

	PDTCH/UBS-10
	dB
	11.0
	14.5
	14.5
	26.0
	16.5

	PDTCH/UBS-11
	dB
	13.5
	22.5
	22.5
	35.0
	20.5

	PDTCH/UBS-12
	dB
	15.0
	28.5
	28.5
	28.0**
	23.5

	E-TCH/F43,2 NT 
	dB
	24
	19.5
	19.5
	22
	23.5

	E-TCH/F32,0 T
	dB
	25.5
	16
	15.5
	15.5
	21

	E-TCH/F28,8 T
	dB
	27
	16
	16
	17
	21.5

	E-TCH/F28,8 NT
	dB
	20
	14
	14
	14.5
	18.5

	E-FACCH/F
	dB
	17.5
	11.5
	11.5
	11.5
	16.5

	PACCH
	dB
	13
	9
	9
	9
	14

	PRACH/11 bits
	dB
	9
	9
	9
	10
	12

	PRACH/8 bits
	dB
	8
	8
	8
	9
	12

	TCH/WFS12.65
	 dB
	21,5
	13
	13
	12,5
	18,5

	TCH/ WFS8.85
	dB
	20
	10
	10
	9
	15,5

	TCH/ WFS6.60
	dB
	19
	9
	9
	8
	14,5

	O-FACCH/F
	dB
	15,5
	9
	9
	9
	14

	O-FACCH/H
	dB
	15,5
	9,5
	9,5
	9,5
	14

	O-TCH/AHS12.2
	dB
	22,5
	16,5
	16,5
	17
	20,5

	O-TCH/AHS10.2
	dB
	21,5
	15,5
	15,5
	15,5
	19,5

	O-TCH/AHS7.95
	dB
	20,5
	14,5
	14,5
	14,5
	18,5

	O-TCH/AHS7.4
	dB
	20
	14
	14
	13,5
	18

	O-TCH/AHS6.7
	dB
	19,5
	13
	13
	13
	17,5

	O-TCH/AHS5.9
	dB
	19
	12,5
	12,5
	12,5
	17

	O-TCH/AHS5.15
	dB
	18,5
	12
	12
	12
	16,5

	O-TCH/AHS4.75
	dB
	18
	11,5
	11,5
	11,5
	16

	O-TCH/AHS-INB (FER)
	dB
	16,5
	11
	11
	12,5
	14,5

	O-TCH/AHS (EVSIDUR)
	dB
	16
	10,5
	10,5
	10,5
	14,5

	O-TCH/AHS (EVRFR)
	dB
	16
	10,5
	10,5
	11
	14,5

	O-TCH/WFS23.85
	dB
	22,5
	14,5
	14,5
	13,5
	20

	O-TCH/WFS15.85
	dB
	20
	12
	12
	10,5
	17,5

	O-TCH/WFS12.65
	dB
	18,5
	10,5
	10,5
	9,5
	15,5

	O-TCH/WFS8.85
	dB
	17
	9
	9
	7,5
	14,5

	O-TCH/WFS6.60
	dB
	16
	8
	8
	6,5
	13,5

	O-TCH/WFS-INB (FER)
	dB
	14,5
	6,5
	6,5
	6
	11

	O-TCH/WFS (EVSIDUR)
	dB
	17,5
	11
	11
	9,5
	15,5

	O-TCH/WFS (EVRFR)
	dB
	16,5
	9
	9
	7,5
	14

	O-TCH/WHS12.65
	dB
	22,5
	16,5
	16,5
	17
	21

	O-TCH/WHS8.85
	dB
	21
	14,5
	14,5
	15
	19

	O-TCH/WHS6.60
	dB
	19,5
	13
	13
	13
	17,5

	O-TCH/WHS-INB (FER)
	dB
	16,5
	11
	11
	12,5
	14,5

	O-TCH/WHS (EVSIDUR)
	dB
	16
	10,5
	10,5
	10,5
	14,5

	O-TCH/WHS (EVRFR)
	dB
	16
	10,5
	10,5
	11
	14,5

	NOTE 1: PDTCH/CS-4, MCS-x and UAS-x shall not be tested for the propagation conditions marked as (*).

NOTE 2: For GSM 400 the speeds shall be doubled (e.g. TU50 shall be TU100) and for GSM 700 the speeds shall be multiplied by 1,2 (e.g. TU50 shall be TU60).

NOTE 3: Performance is specified at 30% BLER for those cases marked as (**).

***NOTE 4: PDTCH/CS-1 to 4 and ECSD are not applicable for MXM850 and MXM1900.

NOTE 5:
PDTCH/UBS-5 to 12 requirements assume two-antenna configuration. The wanted signal shall use higher symbol rate and be generated with wide pulse shaping filter. The interfering signal shall use GMSK and 8-PSK modulation.


Table 7.5-5 adjacent channel interference ratios (C/Ia) for EGPRS, EGPRS2, ECSD and 8-PSK modulated AMR and AMR-WB channels

	Table 7.5-5
	GSM 400, GSM 700, GSM900, GSM850 and MXM 850***

	Channel Type
	Unit
	Carrier to Interferer Ratios for specified propagation conditions

	
	
	TU3              (no SFH)
	TU50            (no SFH) 
	TU50        (ideal SFH)
	RA250          (no SFH)
	TI5                (no SFH)
	Comment

	PDTCH/MCS-5
	dB
	2.5
	-2
	-2
	1
	2
	

	PDTCH/MCS-6
	dB
	4.5
	1
	1
	6.5
	5
	

	PDTCH/MCS-7
	dB
	8
	8.5
	8.5
	13.5**
	12.5
	

	PDTCH/MCS-8
	dB
	10.5
	9**
	9.5**
	*
	13**
	

	PDTCH/MCS-9
	dB
	12
	13.5**
	13.5**
	*
	17.5**
	

	PDTCH/UAS-7
	dB
	13
	9.5
	8
	10.5
	13.5
	

	PDTCH/UAS-8
	dB
	14.5
	11
	10
	15
	15
	

	PDTCH/UAS-9
	dB
	15.5
	13.5
	12.5
	22.5
	17.5
	

	PDTCH/UAS-10
	dB
	17.5
	17
	17
	25**
	21
	

	PDTCH/UAS-11
	dB
	19
	23.5
	24
	-
	27.5
	

	PDTCH/UBS-5
	dB
	-17.5
	-16.5
	-17.0
	-9.0
	-12.5
	Input signals

generated

with wide

pulse-shaping 

filter

(Note 5)

	PDTCH/UBS-6
	dB
	-15.0
	-14.0
	-14.5
	-5.5
	-10.0
	

	PDTCH/UBS-7
	dB
	-11.5
	-9.5
	-9.5
	-2.5
	-5.5
	

	PDTCH/UBS-8
	dB
	-8.0
	-6.0
	-6.0
	1.5
	-2.0
	

	PDTCH/UBS-9
	dB
	-6.0
	-3.5
	-4.0
	4.0
	0.5
	

	PDTCH/UBS-10
	dB
	0.0
	1.0
	1.0
	12.5
	5.0
	

	PDTCH/UBS-11
	dB
	5.5
	9.0
	9.0
	25.0
	13.0
	

	PDTCH/UBS-12
	dB
	8.0
	13.5
	12.5
	16.5**
	17.5
	

	PDTCH/UBS-5
	dB
	-14.5
	-14.0
	-14.0
	-2.5
	-10.0
	Input signals

generated

with narrow

pulse-shaping 

filter

(Note 5)

	PDTCH/UBS-6
	dB
	-12.0
	-11.0
	-11.5
	1.5
	-7.0
	

	PDTCH/UBS-7
	dB
	-1.5
	-2.5
	-3.0
	7.0
	1.5
	

	PDTCH/UBS-8
	dB
	1.0
	0.5
	0.5
	11.0
	4.5
	

	PDTCH/UBS-9
	dB
	2.5
	2.0
	2.0
	12.5
	6.0
	

	PDTCH/UBS-10
	dB
	7.0
	9.0
	9.0
	18.0
	13.0
	

	PDTCH/UBS-11
	dB
	8.5
	13.0
	13.5
	18.5**
	17.0
	

	PDTCH/UBS-12
	dB
	9.0
	14.5
	15.0
	22.5**
	18.5
	

	E-TCH/F43,2 NT 
	dB
	8
	3.5
	2.5
	12
	7.5
	

	E-TCH/F32,0 T
	dB
	7.5
	-2.5
	-4
	-4
	1.5
	

	E-TCH/F28,8 T
	dB
	10
	0.5
	- 1
	2.5
	4.5
	

	E-TCH/F28,8NT
	dB
	3.5
	- 1.5
	- 2.5
	- 0.5
	2.5
	

	O-FACCH/F
	dB
	0
	-7,5
	-8
	-8,5
	-3,5
	

	O-FACCH/H
	dB
	0,5
	-5,5
	-6,5
	-6
	-1,5
	

	O-TCH/AHS12.2
	dB
	5
	-1
	-2
	-0,5
	3
	

	O-TCH/AHS10.2
	dB
	4,5
	-2
	-3
	-2
	2
	

	O-TCH/AHS7.95
	dB
	3
	-3
	-4
	-3,5
	1
	

	O-TCH/AHS7.4
	dB
	2,5
	-4
	-5
	-4,5
	0
	

	O-TCH/AHS6.7
	dB
	2
	-4,5
	-6
	-5,5
	-0,5
	

	O-TCH/AHS5.9
	dB
	1,5
	-5,5
	-6,5
	-6,5
	-1,5
	

	O-TCH/AHS5.15
	dB
	1
	-6
	-7
	-7
	-3
	

	O-TCH/AHS4.75
	dB
	0,5
	-7
	-7,5
	-7,5
	-4
	

	O-TCH/AHS-INB (FER)
	dB
	-1
	-7
	-7
	-6,5
	-3
	

	O-TCH/AHS (EVSIDUR)
	dB
	-1,5
	-8
	-8
	-7,5
	-4
	

	O-TCH/AHS (EVRFR)
	dB
	-1
	-8
	-8,5
	-7,5
	-4
	

	O-TCH/WFS23.85
	dB
	5
	-2
	-4
	-4
	2
	

	O-TCH/WFS15.85
	dB
	2
	-5
	-7
	-7
	-1
	


	Table 7.5-5
	GSM 400, GSM 700, GSM900, GSM850 and MXM 850***

	Channel Type
	Unit
	Carrier to Interferer Ratios for specified propagation conditions

	
	
	TU3              (no SFH)
	TU50            (no SFH) 
	TU50        (ideal SFH)
	RA250          (no SFH)
	TI5                (no SFH)
	Comment

	O-TCH/WFS12.65
	dB
	0,5
	-7
	-9
	-9
	-3
	

	O-TCH/WFS8.85
	dB
	-0,5
	-9
	-11
	-10,5
	-5
	

	O-TCH/WFS6.60
	dB
	-1,5
	-10
	-12
	-11,5
	-6
	

	O-TCH/WFS-INB (FER)
	dB
	-4
	-11,5
	-13
	-13
	-7,5
	

	O-TCH/WFS (EVSIDUR)
	dB
	-0,5
	-7
	-8,5
	-8
	-3
	

	O-TCH/WFS (EVRFR)
	dB
	-1
	-9,5
	-11
	-10,5
	-5,5
	

	O-TCH/WHS12.65
	dB
	5
	-1
	-2
	0
	3
	

	O-TCH/WHS8.85
	dB
	3
	-3
	-3,5
	-3
	1
	

	O-TCH/WHS6.60
	dB
	2
	-5
	-6
	-5,5
	-1
	

	O-TCH/WHS-INB (FER)
	dB
	-1
	-7
	-7
	-6,5
	-3
	

	O-TCH/WHS (EVSIDUR)
	dB
	-1,5
	-8
	-8
	-7,5
	-4
	

	O-TCH/WHS (EVRFR)
	dB
	-1
	-8
	-8,5
	-7,5
	-4
	


	Table 7.5-5
	DCS1800, PCS 1900 and MXM1900***

	Channel Type
	Unit
	Carrier to Interferer Ratios for specified propagation conditions

	
	
	TU1.5           (no SFH)
	TU50            (no SFH) 
	TU50        (ideal SFH)
	RA130          (no SFH)
	TI5                (no SFH)
	Comment

	PDTCH/MCS-5
	dB
	2.5
	-2
	-1.5
	1
	2
	

	PDTCH/MCS-6
	dB
	4.5
	1.5
	1.5
	6.5
	5
	

	PDTCH/MCS-7
	dB
	8
	10.5
	11
	13.5**
	12.5
	

	PDTCH/MCS-8
	dB
	10.5
	10**
	9.5**
	*
	13**
	

	PDTCH/MCS-9
	dB
	12
	16**
	16**
	*
	17.5**
	

	PDTCH/UAS-7
	dB
	13
	9.5
	9.5
	10.5
	13.5
	

	PDTCH/UAS-8
	dB
	14.5
	12
	12
	15
	15
	

	PDTCH/UAS-9
	dB
	15.5
	15.5
	15.5
	22.5
	17.5
	

	PDTCH/UAS-10
	dB
	17.5
	24.5
	24.5
	25**
	21
	

	PDTCH/UAS-11
	dB
	19
	20.5**
	20.5**
	-
	27.5
	

	PDTCH/UBS-5
	dB
	-17.5
	-13.0
	-13.0
	-9.0
	-12.5
	Input signals

generated

with wide

pulse-shaping 

filter

(Note 5)

	PDTCH/UBS-6
	dB
	-15.0
	-10.0
	-10.0
	-5.5
	-10.0
	

	PDTCH/UBS-7
	dB
	-11.5
	-5.5
	-5.5
	-2.5
	-5.5
	

	PDTCH/UBS-8
	dB
	-8.0
	-2.0
	-2.0
	1.5
	-2.0
	

	PDTCH/UBS-9
	dB
	-6.0
	1.5
	1.5
	4.0
	0.5
	

	PDTCH/UBS-10
	dB
	0.0
	5.0
	5.0
	12.5
	5.0
	

	PDTCH/UBS-11
	dB
	5.5
	14.5
	14.5
	25.0
	13.5
	

	PDTCH/UBS-12
	dB
	8.0
	20.0
	20.0
	16.5**
	17.5
	

	PDTCH/UBS-5
	dB
	-14.5
	-10.0
	-10.0
	-2.5
	-10.0
	Input signals

generated

with narrow

pulse-shaping 

filter

(Note 5)

	PDTCH/UBS-6
	dB
	-12.0
	-6.5
	-6.5
	1.5
	-7.5
	

	PDTCH/UBS-7
	dB
	-1.5
	2.0
	2.0
	7.0
	1.5
	

	PDTCH/UBS-8
	dB
	1.0
	5.0
	5.0
	11.0
	4.5
	

	PDTCH/UBS-9
	dB
	2.5
	7.0
	7.0
	12.5
	6.0
	

	PDTCH/UBS-10
	dB
	7.0
	14.0
	14.0
	18.0
	13.0
	

	PDTCH/UBS-11
	dB
	8.5
	12.5**
	12.5**
	18.5**
	17.0
	

	PDTCH/UBS-12
	dB
	9.0
	14.0**
	14.0**
	22.5**
	18.5
	

	E-TCH/F43,2 NT 
	dB
	8
	4
	3.5
	14
	7.5
	

	E-TCH/F32,0 T
	dB
	7
	-3.5
	-3.5
	-4
	1.5
	

	E-TCH/F28,8 T
	dB
	10
	- 0.5
	- 0.5
	5
	4.5
	

	E-TCH/F28,8NT
	dB
	3.5
	- 2
	- 2
	0.5
	2.5
	

	O-FACCH/F
	dB
	0
	-6,5
	0
	-8,5
	-3,5
	

	O-FACCH/H
	dB
	0,5
	-5,5
	0,5
	-6
	-1,5
	

	O-TCH/AHS12.2
	dB
	5
	-1
	5
	-0,5
	3
	

	O-TCH/AHS10.2
	dB
	4,5
	-2
	4,5
	-2
	2
	

	O-TCH/AHS7.95
	dB
	3
	-3
	3
	-3,5
	1
	

	O-TCH/AHS7.4
	dB
	2,5
	-4
	2,5
	-4,5
	0
	

	O-TCH/AHS6.7
	dB
	2
	-5
	2
	-5,5
	-0,5
	

	O-TCH/AHS5.9
	dB
	1,5
	-5,5
	1,5
	-6,5
	-1,5
	

	O-TCH/AHS5.15
	dB
	1
	-6,5
	1
	-7
	-3
	

	O-TCH/AHS4.75
	dB
	0,5
	-7
	0,5
	-7,5
	-4
	

	O-TCH/AHS-INB (FER)
	dB
	-1
	-6,5
	-1
	-6,5
	-3
	

	O-TCH/AHS (EVSIDUR)
	dB
	-1,5
	-7,5
	-1,5
	-7,5
	-4
	

	O-TCH/AHS (EVRFR)
	dB
	-1
	-8
	-1
	-7,5
	-4
	

	O-TCH/WFS23.85
	dB
	5
	-2,5
	5
	-4
	2
	

	O-TCH/WFS15.85
	dB
	2
	-5,5
	2
	-7
	-1
	

	O-TCH/WFS12.65
	dB
	0,5
	-7,5
	0,5
	-9
	-3
	


	Table 7.5-5
	DCS1800, PCS 1900 and MXM1900***

	Channel Type
	Unit
	Carrier to Interferer Ratios for specified propagation conditions

	
	
	TU1.5           (no SFH)
	TU50            (no SFH) 
	TU50        (ideal SFH)
	RA130          (no SFH)
	TI5                (no SFH)
	Comment

	
	
	
	
	
	
	
	

	O-TCH/WFS8.85
	dB
	-0,5
	-10
	-0,5
	-10,5
	-5
	

	O-TCH/WFS6.60
	dB
	-1,5
	-11,5
	-1,5
	-11,5
	-6
	

	O-TCH/WFS-INB (FER)
	dB
	-4
	-11
	-4
	-13
	-7,5
	

	O-TCH/WFS (EVSIDUR)
	dB
	-0,5
	-8
	-0,5
	-8
	-3
	

	O-TCH/WFS (EVRFR)
	dB
	-1
	-10,5
	-1
	-10,5
	-5,5
	

	O-TCH/WHS12.65
	dB
	5
	-1
	5
	0
	3
	

	O-TCH/WHS8.85
	dB
	3
	-3
	3
	-3
	1
	

	O-TCH/WHS6.60
	dB
	2
	-5
	2
	-5,5
	-1
	

	O-TCH/WHS-INB (FER)
	dB
	-1
	-6,5
	-1
	-6,5
	-3
	

	O-TCH/WHS (EVSIDUR)
	dB
	-1,5
	-7,5
	-1,5
	-7,5
	-4
	

	O-TCH/WHS (EVRFR)
	dB
	-1
	-8
	-1
	-7,5
	-4
	

	NOTE 1: PDTCH/MCS-x and UAS-x shall not be tested for the propagation conditions marked as (*).

NOTE 2: For GSM 400 the speeds shall be doubled (e.g. TU50 shall be TU100) and for GSM 700 the speeds shall be multiplied by 1,2 (e.g. TU50 shall be TU60).

NOTE 3: Performance is specified at 30% BLER for those cases marked as (**).

***NOTE 4: ECSD is not applicable for MXM850 and MXM1900.

NOTE 5:
PDTCH/UBS-5 to 12 requirements assume two-antenna configuration. The Interfering signal shall use higher symbol rate and be generated with the same modulation and pulse shaping filter as the wanted signal.


Table 7.5-5a: carrier to interference ratios for channels in VAMOS mode.

	Table 7.5-5a
	GSM 400, GSM 700, GSM900, GSM 850 and MXM 850

	Channel Type
	Unit
	SCPIR_UL (dB)
	Carrier to Interferer Ratios (C/I1) for test scenarios for propagation condition TU50 (no SFH)

	
	
	
	VUTS-1
	VUTS-2
	VUTS-3
	VUTS-4

	TCH/HS
	dB
	0
	[11]
	[-6.5]
	[11.5]
	[7]

	TCH/EFS
	dB
	0
	[13.5]
	[-3.5]
	[14]
	[10]

	TCH/AFS 12.2
	dB
	0
	[13]
	[-4.5]
	[13.5]
	[9.5]

	TCH/AFS 4.75
	dB
	0
	[7]
	[-12.5]
	[6]
	[3.5]

	TCH/AHS 7.4
	dB
	0
	[15]
	[-1]
	[16.5]
	[12]

	TCH/AHS 4.75
	dB
	0
	[10.5]
	[-7.5]
	[10.5]
	[7.5]

	TCH/WFS 12.65
	dB
	0
	[13]
	[-4]
	[14]
	[9.5]

	TCH/WFS 6.60
	dB
	0
	[9]
	[-11]
	[8.5]
	[4.5]

	FACCH/F
	dB
	0
	[10]
	[-8.5]
	[11]
	[6.5]

	FACCH/H
	dB
	0
	[10.5]
	[-8.5]
	[10.5]
	[6]

	SACCH
	dB
	0
	[10]
	[-7.5]
	[11]
	[6.5]

	Repeated SACCH
	dB
	0
	[6]
	[-14.5]
	[5]
	[2.5]

	TCH/HS
	dB
	-10
	[11.5]
	[-8]
	[11]
	[6]

	TCH/EFS
	dB
	-10
	[12.5]
	[-7]
	[13]
	[7]

	TCH/AFS 12.2
	dB
	-10
	[12]
	[-7.5]
	[12.5]
	[6.5]

	TCH/AHS 7.4
	dB
	-10
	[14.5]
	[[-3]
	[15]
	[10.5]

	TCH/WFS 12.65
	dB
	-10
	[12]
	[-6.5]
	[12.5]
	[7]


	Table 7.5-5a
	DCS1800, PCS 1900 and MXM1900

	Channel Type
	Unit
	SCPIR_UL (dB)
	Carrier to Interferer Ratios (C/I1) for test scenarios for propagation condition TU50 (no SFH)

	
	
	
	VUTS-1
	VUTS-2
	VUTS-3
	VUTS-4

	TCH/HS
	dB
	0
	[11]
	[-5.5]
	[11.5]
	[7.5]

	TCH/EFS
	dB
	0
	[13.5]
	[-3.5]
	[14.5]
	[10.5]

	TCH/AFS 12.2
	dB
	0
	[13]
	[-4.5]
	[14]
	[10]

	TCH/AFS 4.75
	dB
	0
	[6]
	[-14]
	[5.5]
	[1]

	TCH/AHS 7.4
	dB
	0
	[15.5]
	[-1]
	[17]
	[12.5]

	TCH/AHS 4.75
	dB
	0
	[11.5]
	[-7.5]
	[10]
	[8.5]

	TCH/WFS 12.65
	dB
	0
	[13.5]
	[-4]
	[14]
	[10.5]

	TCH/WFS 6.60
	dB
	0
	[8.5]
	[-11]
	[8.5]
	[4]

	FACCH/F
	dB
	0
	[10]
	[-8.5]
	[10.5]
	[6.5]

	FACCH/H
	dB
	0
	[10.5]
	[-8]
	[10.5]
	[6.5]

	SACCH
	dB
	0
	[12]
	[-7]
	[10.5]
	[8.5]

	Repeated SACCH
	dB
	0
	[6]
	[-15]
	[5]
	[2.5]

	TCH/HS
	dB
	-10
	[12]
	[-6.5]
	[12]
	[7]

	TCH/EFS
	dB
	-10
	[13.5]
	[-5]
	[14]
	[9]

	TCH/AFS 12.2
	dB
	-10
	[13.5]
	[-6]
	[14]
	[8]

	TCH/AHS 7.4
	dB
	-10
	[17]
	[0.5]
	[17.5]
	[14]

	TCH/WFS 12.65
	dB
	-10
	[13.5]
	[-5]
	[14]
	[9]

	NOTE 1: I1 corresponds to the power of Co-channel 1 (VUTS-1, VUTS-3 and VUTS-4) or Adjacent channel 1 (VUTS-2)

NOTE 2: For GSM 400 the speeds shall be doubled (e.g. TU50 shall be TU100) and for GSM 700 the speeds shall be multiplied by 1,2 (e.g. TU50 shall be TU60)


All TRXs in the BSS configuration shall be on and transmitting full power in all time slots.

The input signal before channel encoding in the BSSTE shall be compared with the signal which is obtained from the BSS receiver after channel decoding.
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