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      - High band, sens, TCH/WFS6.60 SCPIR +4 dB
#3. The VAMOS-II unbalances are corrected for table 1t and table 2ab.

#4. One implementation error (in low-band VDTS-2), and one typing error (in high-band VDTS-4) are corrected for table 1t and table 2ab.
#5. TCH/HS RBER1b requirements are tightened by limiting the deviation measure to 1.25 for all cases were the previous spread exceeded 1.25

6#. All requirements earlier specified with three digits have been corrected to the similar two digit requirements

#7. Square brackets are removed except for the tightened TCH/HS RBER1b requirements
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not approved:
	#1. Incorrect VAMOS II requirements are specified for SCPIR -8 dB and -10 dB for the test scenarios: Sensitivity, VDTS-1, VDTS-2, and VDTS-3.
#2. Four VAMOS II FER requirement points are not tightly specified:
      - High band, sens, TCH/AFS12.2 SCPIR +4 and 0 dB

      - High band, sens, TCH/AHS7.4 SCPIR -10 dB

      - High band, sens, TCH/WFS6.60 SCPIR +4 dB
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#3. Some of the VAMOS-II MS RBER performance requirements are incorrect.
#4. Non intended loose TCH/HS RBER1b requirements is kept in the specification.
#5. Square brackets will remain for the agreed requirements.
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	First Modified table


Table 1t: Input signal level for VAMOS II MS at reference performance for speech channels in VAMOS mode 

	GSM 900 and GSM 850

	Type of channel
	Propagation conditions

	
	TU50 no FH

	SCPIR_DL
	+4 dB
	0 dB
	-4 dB
	-8 dB
	-10 dB

	TCH/HS
	FER (dBm)
	-100
	-97,5
	-96,5
	-93,5
	-91,5

	 
	RBER1b
	0,12 %
	0,12 %
	0,11 %
	0,15 %
	0,15 %

	 
	RBER2
	5,27 %
	4,94 %
	4,84 %
	5,65 %
	5,98 %

	TCH/EFS
	FER (dBm)
	-99
	-97
	-96
	-92,5
	-90,5

	 
	RBER1b
	0,03 %
	0,03 %
	0,06 %
	0,04 %
	0,03 %

	 
	RBER2
	4,31 %
	3,93 %
	4,21 %
	4,52 %
	4,81 %

	TCH/AFS12.2
	FER (dBm)
	-99,5
	-97
	-95,5
	-92,5
	-91

	 
	RBER1b
	0,74 %
	0,62 %
	0,46 %
	0,51 %
	0,93 %

	TCH/AFS4.75
	FER (dBm)
	-104,5
	-103
	-101,5
	-98,5
	-96,5

	 
	RBER1b
	0,11 %
	0,17 %
	0,15 %
	0,15 %
	0,11 %

	TCH/AHS7.4
	FER (dBm)
	-97
	-94,5
	-93
	-90,5
	-88

	 
	RBER1b
	0,26 %
	0,22 %
	0,12 %
	0,23 %
	0,25 %

	 
	RBER2
	2,67 %
	2,41 %
	1,91 %
	2,77 %
	2,95 %

	TCH/AHS4.75
	FER (dBm)
	-101
	-99
	-97,5
	-94,5
	-92,5

	 
	RBER1b
	0,12 %
	0,19 %
	0,14 %
	0,16 %
	0,13 %

	 
	RBER2
	6,1 %
	6,63 %
	6,01 %
	6,2 %
	6,9 %

	TCH/WFS12.65
	FER (dBm)
	-99
	-97
	-95,5
	-92,5
	-91

	 
	RBER1b
	0,35 %
	0,51 %
	0,36 %
	0,38 %
	0,66 %

	TCH/WFS6.60
	FER (dBm)
	-102
	-99,5
	-99
	-96,5
	-94,5

	 
	RBER1b
	0,25 %
	0,24 %
	0,17 %
	0,27 %
	0,17 %

	FACCH/F
	FER
	-99,5
	-97,5
	-96
	-93,5
	-91,5

	FACCH/H
	FER
	-99,5
	-98
	-96,5
	-93,5
	-91,5

	SACCH
	FER
	-99,5
	-97,5
	-96
	-93
	-91

	Repeated FACCH/F
	FER
	-
	-101
	-
	-
	-

	Repeated SACCH
	FER
	-
	-102,5
	-
	-
	-


	DCS 1800 & PCS 1900

	Type of channel
	Propagation conditions

	
	TU50 no FH

	SCPIR_DL
	 +4 dB
	0 dB
	-4 dB
	-8 dB
	-10 dB

	TCH/HS
	FER (dBm)
	-99
	-97
	-95,5
	-91,5
	-90

	 
	RBER1b
	[0,23 %]
	[0,17 %]
	[0,2 %]
	[0,21 %]
	[0,23 %]

	 
	RBER2
	6,01 %
	5,57 %
	5,5 %
	5,68 %
	5,98 %

	TCH/EFS
	FER (dBm)
	-99,5
	-98
	-96
	-92,5
	-90,5

	 
	RBER1b
	0,07 %
	0,06 %
	0,06 %
	0,06 %
	0,06 %

	 
	RBER2
	5,18 %
	5,13 %
	5,09 %
	5,66 %
	6,14 %

	TCH/AFS12.2
	FER (dBm)
	-99,5
	-98
	-96
	-92,5
	-90,5

	 
	RBER1b
	0,94 %
	1,06 %
	0,77 %
	0,92 %
	0,94 %

	TCH/AFS4.75
	FER (dBm)
	-105,5
	-103,5
	-101,5
	-98
	-96,5

	 
	RBER1b
	0,2 %
	0,17 %
	0,18 %
	0,16 %
	0,2 %

	TCH/AHS7.4
	FER (dBm)
	-96
	-94,5
	-92
	-88,5
	-86

	 
	RBER1b
	0,17 %
	0,24 %
	0,16 %
	0,18 %
	0,22 %

	 
	RBER2
	1,9 %
	2,35 %
	1,79 %
	2,46 %
	2,85 %

	TCH/AHS4.75
	FER (dBm)
	-100,5
	-98,5
	-96,5
	-93
	-91

	 
	RBER1b
	0,17 %
	0,15 %
	0,12 %
	0,15 %
	0,15 %

	 
	RBER2
	6,12 %
	5,79 %
	5,76 %
	6,55 %
	6,6 %

	TCH/WFS12.65
	FER (dBm)
	-99,5
	-98
	-96
	-92,5
	-90,5

	 
	RBER1b
	0,53 %
	0,82 %
	0,59 %
	0,64 %
	0,72 %

	TCH/WFS6.60
	FER (dBm)
	-103,5
	-100
	-99,5
	-96,5
	-94,5

	 
	RBER1b
	0,33 %
	0,31 %
	0,18 %
	0,24 %
	0,26 %

	FACCH/F
	FER
	-100
	-98,5
	-97
	-94
	-92

	FACCH/H
	FER
	-99,5
	-98
	-96,5
	-93
	-91

	SACCH
	FER
	-99,5
	-97,5
	-96
	-92,5
	-90,5

	Repeated FACCH/F
	FER
	-
	-101,5
	-
	-
	-

	Repeated SACCH
	FER
	-
	-102,5
	-
	-
	-


	Next Modified table


Table 2ab: C/I1 ratio at reference performance for VAMOS II MS for voice channels in VAMOS mode

	GSM 900 and GSM 850

	VAMOS Test Scenario (see AnnexQ)
	VDTS-1

	Propagation condition
	TU50 noFH

	SCPIR_DL
	+4 dB
	0 dB
	-4 dB
	-8 dB
	-10 dB

	TCH/HS
	FER (dB)
	10
	11,5
	13,5
	17,5
	19

	 
	Rber1b
	0,09 %
	[0,2 %]
	[0,21 %]
	[0,2 %]
	[0,22 %]

	 
	Rber2
	4,24 %
	5,29 %
	5,59 %
	5,42 %
	5,7 %

	TCH/EFS
	FER (dB)
	11,5
	13
	15,5
	19
	21

	 
	Rber1b
	0,05 %
	0,04 %
	0,06 %
	0,04 %
	0,06 %

	 
	Rber2
	3,73 %
	3,6 %
	3,77 %
	3,66 %
	4,06 %

	TCH/AFS12.2
	FER (dB)
	11,5
	13
	15,5
	19
	21

	 
	Rber1b
	0,45 %
	0,45 %
	0,47 %
	0,4 %
	0,47 %

	TCH/AFS4.75
	FER (dB)
	5,5
	7
	9
	13
	15

	 
	Rber1b
	0,14 %
	0,13 %
	0,14 %
	0,11 %
	0,12 %

	TCH/AHS7.4
	FER (dB)
	14
	16
	18,5
	22
	24

	 
	Rber1b
	0,16 %
	0,12 %
	0,13 %
	0,17 %
	0,17 %

	 
	Rber2
	1,67 %
	1,56 %
	1,61 %
	1,92 %
	2,01 %

	TCH/AHS4.75
	FER (dB)
	9,5
	11
	13,5
	17
	18,5

	 
	Rber1b
	0,15 %
	0,13 %
	0,15 %
	0,15 %
	0,19 %

	 
	Rber2
	5,42 %
	5,52 %
	5,87 %
	5,85 %
	6,34 %

	TCH/WFS12.65
	FER (dB)
	11,5
	13
	15,5
	19
	21

	 
	Rber1b
	0,34 %
	0,36 %
	0,38 %
	0,36 %
	0,36 %

	TCH/WFS6.60
	FER (dB)
	7,5
	9
	11,5
	15,5
	17

	 
	Rber1b
	0,2 %
	0,2 %
	0,13 %
	0,13 %
	0,15 %

	FACCH/F
	FER
	9,5
	11,5
	13,5
	17
	18,5

	FACCH/H
	FER
	9,5
	11
	13,5
	16,5
	18,5

	SACCH
	FER
	10
	11,5
	14
	17
	19

	Repeated FACCH/F
	FER
	-
	7,5
	-
	-
	-

	Repeated SACCH
	FER
	-
	6,5
	-
	-
	-


	GSM 900 and GSM 850

	VAMOS Test Scenario (see AnnexQ)
	VDTS-2

	Propagation condition
	TU50 noFH

	SCPIR_DL
	+4 dB
	0 dB
	-4 dB
	-8 dB
	-10 dB

	TCH/HS
	FER (dB)
	11,5
	13
	15,5
	19
	21

	 
	Rber1b
	[0,18 %]
	[0,18 %]
	[0,2 %]
	[0,21 %]
	0,12 %

	 
	Rber2
	5,03 %
	4,97 %
	5,2 %
	5,21 %
	5 %

	TCH/EFS
	FER (dB)
	13
	15
	17
	20
	22

	 
	Rber1b
	0,03 %
	0,03 %
	0,04 %
	0,05 %
	0,04 %

	 
	Rber2
	3,58 %
	3,45 %
	3,8 %
	4,25 %
	4,17 %

	TCH/AFS4.75
	FER (dB)
	7
	8,5
	11
	14,5
	16

	 
	Rber1b
	0,11 %
	0,16 %
	0,14 %
	0,11 %
	0,09 %

	TCH/AHS7.4
	FER (dB)
	15,5
	17,5
	19
	23,5
	25

	 
	Rber1b
	0,15 %
	0,15 %
	0,1 %
	0,12 %
	0,12 %

	 
	Rber2
	1,84 %
	1,82 %
	1,89 %
	2,03 %
	2,15 %

	TCH/WFS12.65
	FER (dB)
	13
	15
	17
	20
	22

	 
	Rber1b
	0,39 %
	0,34 %
	0,36 %
	0,4 %
	0,4 %


	GSM 900 and GSM 850

	VAMOS Test Scenario (see AnnexQ)
	VDTS-3

	Propagation condition
	TU50 noFH

	SCPIR_DL
	+4 dB
	0 dB
	-4 dB
	-8 dB
	-10 dB

	TCH/HS
	FER (dB)
	9,5
	11
	13,5
	17,5
	19

	 
	Rber1b
	0,05 %
	[0,21 %]
	[0,23 %]
	[0,26 %]
	[0,24 %]

	 
	Rber2
	4,81 %
	4,96 %
	5 %
	5,5 %
	5,5 %

	TCH/EFS
	FER (dB)
	10
	12
	15
	18,5
	20,5

	 
	Rber1b
	0,05 %
	0,05 %
	0,07 %
	0,07 %
	0,06 %

	 
	Rber2
	4,23 %
	3,85 %
	3,75 %
	3,69 %
	3,76 %

	TCH/AFS4.75
	FER (dB)
	4,5
	6
	8,5
	11,5
	13,5

	 
	Rber1b
	0,18 %
	0,21 %
	0,18 %
	0,18 %
	0,21 %

	TCH/AHS7.4
	FER (dB)
	13
	15
	18
	21,5
	23,5

	 
	Rber1b
	0,2 %
	0,21 %
	0,23 %
	0,26 %
	0,24 %

	 
	Rber2
	2,11 %
	2 %
	2 %
	2,2 %
	2,5 %

	TCH/WFS12.65
	FER (dB)
	10
	13
	15
	19
	21

	 
	Rber1b
	0,4 %
	0,38 %
	0,43 %
	0,42 %
	0,42 %


	GSM 900 and GSM 850

	VAMOS Test Scenario (see AnnexQ)
	VDTS-4

	Propagation condition
	TU50 noFH

	SCPIR_DL
	+4 dB
	0 dB
	-4 dB
	-8 Db
	-10 dB

	TCH/HS
	FER (dB)
	-11,5
	-8
	-3,5
	-3,5
	-0,5

	 
	Rber1b
	[0,24 %]
	[0,24 %]
	[0,22 %]
	[0,14 %]
	[0,17 %]

	 
	Rber2
	5,09 %
	5,12 %
	5,05 %
	5,9 %
	6,51 %

	TCH/EFS
	FER (dB)
	-8,5
	-5
	-0,5
	-2,5
	1

	 
	Rber1b
	0,05 %
	0,06 %
	0,05 %
	0,04 %
	0,03 %

	 
	Rber2
	3,58 %
	3,75 %
	3,74 %
	4,99 %
	3,19 %

	TCH/AFS4.75
	FER (dB)
	-18,5
	-15
	-12
	-10,5
	-8,5

	 
	Rber1b
	0,22 %
	0,14 %
	0,13 %
	0,18 %
	0,17 %

	TCH/AHS7.4
	FER (dB)
	-9,5
	-2
	-2
	1,5
	6

	 
	Rber1b
	0,2 %
	0,16 %
	0,11 %
	0,27 %
	0,12 %

	 
	Rber2
	2,16 %
	1,67 %
	1,18 %
	2,97 %
	1,74 %

	TCH/WFS12.65
	FER (dB)
	-8
	-3,5
	0
	-3
	0,5

	 
	Rber1b
	0,37 %
	0,32 %
	0,39 %
	0,73 %
	0,46 %


	DCS 1800 & PCS 1900

	VAMOS Test Scenario (see AnnexQ)
	VDTS-1

	Propagation condition
	TU50 noFH

	SCPIR_DL
	+4 dB
	0 dB
	-4 dB
	-8 dB
	-10 dB

	TCH/HS
	FER (dB)
	10
	11,5
	14
	18
	19,5

	 
	Rber1b
	[0,17 %]
	[0,19 %]
	[0,2 %]
	[0,2 %]
	[0,21 %]

	 
	Rber2
	5,24 %
	5,46 %
	5,8 %
	5,71 %
	5,96 %

	TCH/EFS
	FER (dB)
	10
	11,5
	14,5
	18
	20

	 
	Rber1b
	0,05 %
	0,04 %
	0,06 %
	0,04 %
	0,04 %

	 
	Rber2
	5,02 %
	5,35 %
	5,32 %
	5,33 %
	5,58 %

	TCH/AFS12.2
	FER (dB)
	10,5
	12
	14,5
	18
	20

	 
	Rber1b
	0,76 %
	0,74 %
	0,74 %
	0,8 %
	0,85 %

	TCH/AFS4.75
	FER (dB)
	3,5
	5,5
	7,5
	11,5
	13,5

	 
	Rber1b
	0,11 %
	0,12 %
	0,17 %
	0,12 %
	0,13 %

	TCH/AHS7.4
	FER (dB)
	14,5
	16
	18,5
	23
	24,5

	 
	Rber1b
	0,16 %
	0,14 %
	0,12 %
	0,15 %
	0,16 %

	 
	Rber2
	1,69 %
	1,77 %
	1,79 %
	1,92 %
	2,28 %

	TCH/AHS4.75
	FER (dB)
	9,5
	11
	13,5
	17,5
	19,5

	 
	Rber1b
	0,12 %
	0,13 %
	0,11 %
	0,13 %
	0,12 %

	 
	Rber2
	5,78 %
	5,85 %
	6 %
	6,09 %
	6,41 %

	TCH/WFS12.65
	FER (dB)
	10,5
	12
	15
	18,5
	20

	 
	Rber1b
	0,49 %
	0,53 %
	0,52 %
	0,64 %
	0,6 %

	TCH/WFS6.60
	FER (dB)
	6
	7,5
	10
	14
	16

	 
	Rber1b
	0,27 %
	0,28 %
	0,21 %
	0,15 %
	0,17 %

	FACCH/F
	FER
	9
	10,5
	13
	16
	18

	FACCH/H
	FER
	9,5
	11
	13,5
	17
	19

	SACCH
	FER
	10
	11,5
	14
	17,5
	19,5

	Repeated FACCH/F
	FER
	-
	7
	-
	-
	-

	Repeated SACCH
	FER
	-
	7
	-
	-
	-


	DCS 1800 & PCS 1900

	VAMOS Test Scenario (see AnnexQ)
	VDTS-2

	Propagation condition
	TU50 noFH

	SCPIR_DL
	+4 dB
	0 dB
	-4 dB
	-8 dB
	-10 dB

	TCH/HS
	FER (dB)
	11,5
	13
	15,5
	19
	21

	 
	Rber1b
	[0,19 %]
	[0,2 %]
	[0,2 %]
	[0,25 %]
	[0,26 %]

	 
	Rber2
	5,52 %
	5,61 %
	5,73 %
	5,92 %
	6,31 %

	TCH/EFS
	FER (dB)
	12
	13,5
	16
	19,5
	21,5

	 
	Rber1b
	0,03 %
	0,07 %
	0,06 %
	0,05 %
	0,05 %

	 
	Rber2
	4,57 %
	4,89 %
	5,16 %
	5,38 %
	5,62 %

	TCH/AFS4.75
	FER (dB)
	6
	7,5
	9,5
	13
	15

	 
	Rber1b
	0,15 %
	0,15 %
	0,15 %
	0,19 %
	0,13 %

	TCH/AHS7.4
	FER (dB)
	16
	17,5
	20
	24
	26,5

	 
	Rber1b
	0,12 %
	0,13 %
	0,14 %
	0,16 %
	0,15 %

	 
	Rber2
	1,85 %
	1,96 %
	2,01 %
	2,25 %
	2,36 %

	TCH/WFS12.65
	FER (dB)
	12
	13,5
	16
	20
	22

	 
	Rber1b
	0,46 %
	0,57 %
	0,54 %
	0,43 %
	0,52 %


	DCS 1800 & PCS 1900

	VAMOS Test Scenario (see AnnexQ)
	VDTS-3

	Propagation condition
	TU50 noFH

	SCPIR_DL
	+4 dB
	0 dB
	-4 dB
	-8 dB
	-10 dB

	TCH/HS
	FER (dB)
	9,5
	11,5
	14
	18
	20

	 
	Rber1b
	[0,2 %]
	[0,21 %]
	[0,21 %]
	[0,19 %]
	[0,2 %]

	 
	Rber2
	4,88 %
	4,55 %
	5 %
	5,5 %
	5,5 %

	TCH/EFS
	FER (dB)
	9
	10,5
	14
	18
	19,5

	 
	Rber1b
	0,04 %
	0,06 %
	0,05 %
	0,07 %
	0,05 %

	 
	Rber2
	5,27 %
	5,4 %
	4,33 %
	4,77 %
	4,85 %

	TCH/AFS4.75
	FER (dB)
	2,5
	4,5
	7
	10,5
	12,5

	 
	Rber1b
	0,18 %
	0,11 %
	0,15 %
	0,16 %
	0,16 %

	TCH/AHS7.4
	FER (dB)
	13,5
	16
	18,5
	22,5
	24,5

	 
	Rber1b
	0,23 %
	0,22 %
	0,23 %
	0,22 %
	0,21 %

	 
	Rber2
	2 %
	2 %
	2 %
	2,2 %
	2,5 %

	TCH/WFS12.65
	FER (dB)
	9
	11,5
	14
	18
	20

	 
	Rber1b
	0,63 %
	0,51 %
	0,5 %
	0,44 %
	0,48 %


	DCS 1800 & PCS 1900

	VAMOS Test Scenario (see AnnexQ)
	VDTS-4

	Propagation condition
	TU50 noFH

	SCPIR_DL
	+4 dB
	0 dB
	-4 dB
	-8 dB
	-10 dB

	TCH/HS
	FER (dB)
	-11
	-7,5
	-2,5
	-1
	1,5

	 
	Rber1b
	[0,23 %]
	[0,24 %]
	[0,22 %]
	0,14 %
	0,15 %

	 
	Rber2
	5,11 %
	5,2 %
	5,2 %
	4,19 %
	5,11 %

	TCH/EFS
	FER (dB)
	-9,5
	-6
	-1
	-2
	2

	 
	Rber1b
	0,05 %
	0,06 %
	0,06 %
	0,03 %
	0,04 %

	 
	Rber2
	4,29 %
	4,55 %
	4,61 %
	3,98 %
	4,09 %

	TCH/AFS4.75
	FER (dB)
	-19,5
	-16,5
	-13,5
	-11,5
	-9,5

	 
	Rber1b
	0,21 %
	0,16 %
	0,21 %
	0,22 %
	0,22 %

	TCH/AHS7.4
	FER (dB)
	-9,5
	-1
	-2
	4,5
	9,5

	 
	Rber1b
	0,2 %
	0,18 %
	0,23 %
	0,17 %
	0,25 %

	 
	Rber2
	2,18 %
	1,76 %
	2,5 %
	1,9 %
	2,95 %

	TCH/WFS12.65
	FER (dB)
	-9
	-5
	-0,5
	-2,5
	1

	 
	Rber1b
	0,55 %
	0,48 %
	0,57 %
	0,52 %
	0,54 %
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