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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	

	--skip table--
	
	
	
	
	
	
	

	14.2.26
	Reference Sensitivity – Repeated SACCH
	Rel-6
	MS supporting Repeated SACCH
	
	C414
	
	

	14.2.27
	Reference Sensitivity – TCH/FS – DARP Phase II
	Rel-7
	MS supporting full rate speech and DARP phase II
	
	C451
	
	

	14.2.28
	Reference sensitivity TCH/HS in VAMOS configuration
	Rel-9
	MS supporting DARP phase I or DARP phase II,Reated SACCH, Repeated FACCH and VAMOS Type 1 or VAMOS Type 2
	
	C528
	TSPC_DARP_Phase1
TSPC_DARP_Phase2
TSPC_Repeated_SACCH

TSPC_Repeated_FACCH
TSPC_VAMOS_Type1

TSPC_VAMOS_Type2
	

	14.2.29
	Reference sensitivity TCH/EFS in VAMOS configuration
	Rel-9
	MS supporting DARP phase I or DARP phase II, Reated SACCH, Repeated FACCH and VAMOS Type 1 or VAMOS Type 2
	
	C528
	TSPC_DARP_Phase1
TSPC_DARP_Phase2
TSPC_Repeated_SACCH

TSPC_Repeated_FACCH
TSPC_VAMOS_Type1

TSPC_VAMOS_Type2
	

	14.2.30
	Reference sensitivity TCH/AFS in VAMOS configuration
	Rel-9
	MS supporting DARP phase I or DARP phase II, Reated SACCH, Repeated FACCH and VAMOS Type 1 or VAMOS Type 2
	
	C528
	TSPC_DARP_Phase1
TSPC_DARP_Phase2
TSPC_Repeated_SACCH

TSPC_Repeated_FACCH
TSPC_VAMOS_Type1

TSPC_VAMOS_Type2
	

	14.2.32
	Reference sensitivity TCH WFS
	Rel-9
	MS supporting DARP phase I or DARP phase II, Reated SACCH, Repeated FACCH and VAMOS Type 1 or VAMOS Type 2
	
	C528
	TSPC_DARP_Phase1
TSPC_DARP_Phase2
TSPC_Repeated_SACCH

TSPC_Repeated_FACCH
TSPC VAMOS Type 1

TSPC VAMOS Type 2
	

	14.2.33
	Reference sensitivity FACCH/F performance
	Rel-9
	MS supporting DARP phase I or DARP phase II, Reated SACCH, Repeated FACCH and VAMOS Type 1 or VAMOS Type 2
	
	C528
	TSPC_DARP_Phase1
TSPC_DARP_Phase2
TSPC_Repeated_SACCH

TSPC_Repeated_FACCH
TSPC VAMOS Type 1

TSPC VAMOS Type 2
	

	14.2.34
	Reference sensitivity FACCH/H performance in VAMOS configuration
	Rel-9
	MS supporting DARP phase I or DARP phase II, Reated SACCH, Repeated FACCH and VAMOS Type 1 or VAMOS Type 2
	
	C528
	TSPC_DARP_Phase1
TSPC_DARP_Phase2
TSPC_Repeated_SACCH

TSPC_Repeated_FACCH
TSPC VAMOS Type 1

TSPC VAMOS Type 2
	

	14.2.35
	Reference sensitivity SACCH performance
	Rel-9
	MS supporting DARP phase I or DARP phase II, Reated SACCH, Repeated FACCH and VAMOS Type 1 or VAMOS Type 2
	
	C528
	TSPC_DARP_Phase1
TSPC_DARP_Phase2
TSPC_Repeated_SACCH

TSPC_Repeated_FACCH
TSPC VAMOS Type 1

TSPC VAMOS Type 2
	

	14.2.36
	Reference sensitivity Repeated SACCH in VAMOS configuration
	Rel-9
	MS supporting DARP phase I or DARP phase II, Reated SACCH, Repeated FACCH and VAMOS Type 1 or VAMOS Type 2
	
	C528
	TSPC_DARP_Phase1
TSPC_DARP_Phase2
TSPC_Repeated_SACCH

TSPC_Repeated_FACCH
TSPC VAMOS Type 1

TSPC VAMOS Type 2
	

	14.2.37
	Reference sensitivity Repeated FACCH/F in VAMOS configuration
	Rel-9
	MS supporting DARP phase I or DARP phase II, Reated SACCH, Repeated FACCH and VAMOS Type 1 or VAMOS Type 2
	
	C528
	TSPC_DARP_Phase1
TSPC_DARP_Phase2
TSPC_Repeated_SACCH

TSPC_Repeated_FACCH
TSPC VAMOS Type 1

TSPC VAMOS Type 2
	

	14.3
	Usable receiver input level range
	Phase 2
	MS supporting full rate speech
	
	C24
	
	

	14.4.1
	Co-channel rejection - TCH/FS
	Phase 2
	MS supporting full rate speech
	L3
	C24
	TSPC_DARP_Phase1

TSPC_DARP_Phase2
	

	14.4.2
	Co-channel rejection - TCH/HS
	Phase 2
	MS supporting half-rate speech
	
	C13
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	14.19.3.2
	DARP phase II Speech bearer tests / TCH/AHS / DTS-2
	Rel-7
	MS supporting AMR and DARP phase II
	
	C454
	
	

	14.20.1
	TCH HS – VDTS-1, VDTS-2/3 and VDTS-4
	Rel-9
	MS supporting DARP phase I or DARP phase II, Reated SACCH, Repeated FACCH and VAMOS Type 1 or VAMOS Type 2
	
	C528
	TSPC_DARP_Phase1
TSPC_DARP_Phase2
TSPC_Repeated_SACCH

TSPC_Repeated_FACCH
TSPC VAMOS Type 1

TSPC VAMOS Type 2
	

	14.20.2
	TCH EFS – VDTS-1, VDTS-2/3 and VDTS-4
	Rel-9
	MS supporting DARP phase I or DARP phase II, Reated SACCH, Repeated FACCH and VAMOS Type 1 or VAMOS Type 2
	
	C528
	TSPC_DARP_Phase1 

TSPC_DARP_Phase2
TSPC_Repeated_SACCH

TSPC_Repeated_FACCH
TSPC VAMOS Type 1

TSPC VAMOS Type 2
	

	14.20.6
	FACCH/F – VDTS-1
	Rel-9
	MS supporting DARP phase I or DARP phase II, Reated SACCH, Repeated FACCH and VAMOS Type 1 or VAMOS Type 2
	
	C528
	TSPC_DARP_Phase1
TSPC_DARP_Phase2
TSPC_Repeated_SACCH

TSPC_Repeated_FACCH
TSPC VAMOS Type 1

TSPC VAMOS Type 2
	

	14.20.7
	FACCH/H – VDTS-1
	Rel-9
	MS supporting DARP phase I or DARP phase II,Reated SACCH, Repeated FACCH and VAMOS Type 1 or VAMOS Type 2
	
	C528
	TSPC_DARP_Phase1
TSPC_DARP_Phase2
TSPC_Repeated_SACCH

TSPC_Repeated_FACCH
TSPC VAMOS Type 1

TSPC VAMOS Type 2
	

	14.20.8
	SACCH – VDTS-1
	Rel-9
	MS supporting DARP phase I or DARP phase II, Reated SACCH, Repeated FACCH and VAMOS Type 1 or VAMOS Type 2
	
	C528
	TSPC_DARP_Phase1
TSPC_DARP_Phase2
TSPC_Repeated_SACCH

TSPC_Repeated_FACCH
TSPC VAMOS Type 1

TSPC VAMOS Type 2
	

	14.20.9
	Repeated FACCH/F – VDTS-1
	Rel-9
	MS supporting DARP phase I or DARP phase II, Reated SACCH, Repeated FACCH and VAMOS Type 1 or VAMOS Type 2
	
	C528
	TSPC_DARP_Phase1
TSPC_DARP_Phase2
TSPC_Repeated_SACCH

TSPC_Repeated_FACCH
TSPC VAMOS Type 1

TSPC VAMOS Type 2
	

	14.20.10
	Repeated SACCH – VDTS-1
	Rel-9
	MS supporting DARP phase I or DARP phase II, Reated SACCH, Repeated FACCH and VAMOS Type 1 or VAMOS Type 2
	
	C528
	TSPC_DARP_Phase1
TSPC_DARP_Phase2
TSPC_Repeated_SACCH

TSPC_Repeated_FACCH
TSPC VAMOS Type 1

TSPC VAMOS Type 2
	

	15.1
	Timing advance and absolute delay
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	
	

	--skip table--
	
	
	
	
	
	
	


-------------------------------------TEXT SKIPPED-----------------------------------------
Table B.1a: Applicability of tests – Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI

	C4
	IF A.5/14 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC

	C5
	IF A.25/11 THEN A ELSE N/A
	-- TSPC_AddInfo_AsyncNonTransData

	C6
	IF A.25/10 THEN A ELSE N/A
	-- TSPC_AddInfo_AsyncData

	C7
	IF A.2/26 THEN A ELSE N/A
	-- TSPC_Feat_Autocall

	--skip table--
	
	

	C525
	IF A.2/94 THEN A ELSE N/A
	-- TSPC_MSB_A-GANSS

	C526
	IF A.25/139 AND A.25/26 THEN A ELSE N/A
	-- TSPC_Repeated_SACCH AND TSPC_Addinfo_CCprotocol_oneBC

	C527
	IF A.2/114 THEN A ELSE N/A
	-- TSPC_EGPRS2A_UL

	C528
	IF (A.25/129 OR A.25/141) AND A.25/139 AND A.25/149 AND (A.2/121 OR A.2/122) THEN A ELSE N/A
	-- (TSPC_DARP_Phase1 OR TSPC_DARP_Phase 2) AND TSPC_Repeated_SACCH AND TSPC_Repeated_FACCH AND  TSPC_VAMOS_Type1 OR TSPC_VAMOS_Type2

	C529
	IF A.25/26 AND A.2/17 AND A.2/87 THEN A ELSE N/A
	-- TSPC_Addinfo_CCprotocol_oneBC AND TSPC_Feat_A51 AND TSPC_Feat_A54

	--skip table--
	
	

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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