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**** FIRST MODIFIED SECTION ****

Table 10.5.2.11.1: Control Channel Description information element

	MSCR, MSC Release (octet 2)

Bit

8

0
MSC is Release '98 or older

1
MSC is Release '99 onwards

	ATT, Attach-detach allowed (octet 2)

Bit

7

0
MSs in the cell are not allowed to apply IMSI attach and detach procedure.

1
MSs in the cell shall apply IMSI attach and detach procedure.

BS-AG-BLKS-RES (octet 2)

The BS-AG-BLKS-RES field is coded as the binary representation of the number of blocks reserved for access grant.

Range

0 to 2
if CCCH-CONF = "001"

0 to 7
for other values of CCCH-CONF

All other values are reserved in the first case



	CBQ3, Cell Bar Qualify 3 (octet 3)

Bits

7 6

0 0
Iu mode not supported

0 1
Iu mode capable MSs barred

1 0
Iu mode supported, cell not barred

1 1
Iu mode supported, cell not barred. The network shall not use this value.

NOTE: See 3GPP TS 45.008 for information on Cell Bar Qualify 3



	CCCH-CONF (octet 2)

bits

3 2 1

0 0 0
1 basic physical channel used for CCCH, not combined with SDCCHs

0 0 1
1 basic physical channel used for CCCH, combined with SDCCHs

0 1 0
2 basic physical channel used for CCCH, not combined with SDCCHs

1 0 0
3 basic physical channel used for CCCH, not combined with SDCCHs

1 1 0
4 basic physical channels used for CCCH, not combined with SDCCHs

all other values are reserved



	BS-PA-MFRMS (octet 3)

Bits

3 2 1

0 0 0
2 multiframes period for transmission of PAGING REQUEST messages to the same paging subgroup

0 0 1
3 multiframes period for transmission of PAGING REQUEST messages to the same paging subgroup

0 1 0
4 multiframes period for transmission of PAGING REQUEST messages to the same paging subgroup.


.


.

1 1 1
9 multiframes period for transmission of PAGING REQUEST messages to the same paging subgroup

NOTE:
The number of different paging subchannels on the CCCH is:


MAX(1,(3 - BS-AG-BLKS-RES)) * BS-PA-MFRMS



if CCCH-CONF = "001"


(9 - BS-AG-BLKS-RES) * BS-PA-MFRMS



for other values of CCCH-CONF



	T3212 timeout value (octet 4)

The T3212 timeout value field is coded as the binary representation of the timeout value for periodic updating in decihours.

Range: 1 to 255

The value 0 is used for infinite timeout value i.e. periodic updating shall not be used within the cell.
NOTE: 
If the MS supports the extended periodic timer T3212 feature, see 3GPP TS 24.008, and the MS receives an explicit message (Location Updating Accept) with new value, then T3212 timeout value will be replaced.


NOTE:
The MSC Release bit indicates the version of the MSC specific protocols and is not applicable to access stratum protocols.
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