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***************************  First change  ********************************

3.3.2.2
Paging response

Upon receipt of a paging request message, or other message containing information to trigger the establishment of a RR connection, and if access to the network is allowed, the addressed mobile station shall, when camped on a cell as specified in 3GPP TS 23.022, initiate the immediate assignment procedure as specified in sub-clause 3.3.1. The establishment of the main signalling link is then initiated by use of an SABM with information field containing the PAGING RESPONSE message (see sub-clause 3.1.5). The MM sublayer in the mobile station is informed that the RR entity has entered the dedicated mode.
If the PAGING RESPONSE message is being sent as part of a CS FallBack procedure, then the mobile station shall set the CSMT flag in the Additional Update Parameters IE.
Upon receipt of the PAGING RESPONSE message the network stops timer T3113. The MM sublayer in the network is informed that an RR connection exists.

****************** end of first changes *****************

9.1.25
Paging response

This message is sent on the main DCCH by the mobile station to the network in connection with establishment of the main signalling link as a response to the paging request message. See table 9.1.25.1.

Message type:
PAGING RESPONSE

Significance:
dual

Direction:
mobile station to network

Table 9.1.25.1: PAGING RESPONSE message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	RR management Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	Paging Response Message Type
	Message Type
10.4
	M
	V
	1

	
	Ciphering Key Sequence Number
	Ciphering Key Sequence Number
10.5.1.2
	M
	V
	1/2

	
	Spare Half Octet
	Spare Half Octet
10.5.1.8
	M
	V
	1/2

	
	Mobile Station Classmark
	Mobile Station Classmark 2
10.5.1.6
	M
	LV
	4

	
	Mobile Identity
	Mobile Identity
10.5.1.4
	M
	LV
	2-9

	C-
	Additional update parameters
	Additional update parameters
10.5.1.14
	O
	TV
	1


9.1.25.1
Mobile Station Classmark

This IE shall include for multiband mobile station the Classmark 2 corresponding to the frequency band in use.

9.1.25.2
Additional Update Parameters
The MS shall include this IE during CS fallback for a mobile terminating call (see subclause 3.3.2.2).
************************** end of 2nd changes *****************************
10.5.1
Common information elements.

10.5.1.0
General

The content of the common information elements identified below is specified in the corresponding sub-clauses in 3GPP TS 24.008.

10.5.1.1
Cell identity

See 3GPP TS 24.008.

10.5.1.2
Ciphering Key Sequence Number

See 3GPP TS 24.008.

10.5.1.3
Location Area Identification

See 3GPP TS 24.008.

10.5.1.4
Mobile Identity

See 3GPP TS 24.008.

10.5.1.5
Mobile Station Classmark 1

See 3GPP TS 24.008.

10.5.1.6
Mobile Station Classmark 2

See 3GPP TS 24.008.

10.5.1.7
Mobile Station Classmark 3

See 3GPP TS 24.008.

10.5.1.8
Spare Half Octet

See 3GPP TS 24.008.

10.5.1.9
Descriptive group or broadcast call reference

See 3GPP TS 24.008.

10.5.1.10
Group Cipher Key Number

See 3GPP TS 24.008.

10.5.1.10a
(void)

10.5.1.11
(void)

10.5.1.12
(void)

10.5.1.13
(void)
10.5.1.14
Additional Update Parameters
See 3GPP TS 24.008.
*************** end of changes *******************
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