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1. Overall Description:

GERAN WG2 would like to thank CT1 and CT4 for their feedback on issues on inbound CSG mobility failure from GERAN WG2.
Based on TR 23.830 and requirements on the TS 22.220 from SA2, GERAN concluded that inbound mobility to CSG cells shall be supported from Rel-9 for both CS and PS domain in connected mode, and therefore since Rel-9 GERAN has worked in standardizing mechanisms to cater for this. Based on the feedback from CT1, GERAN would like to inform CT1 that GERAN also agreed the working assumption that in case of DTM Handover to UTRAN CSG cells, the MSC shall not perform the CSG access check/membership verification. Thus only the SGSN shall perform the CSG access check/membership verification of the target CSG cell reported by the mobile in DTM based on the {RPLMN, EPLMN} received during RAU procedure.
During the discussion GERAN found some inconsistency between different WG groups. Currently in both 3GPP TS 48.008 and TS 25.413 MSC CSG access control/membership check is clearly defined to be performed upon request from the BSS/RNC that a handover/relocation to a CSG cell is required.  From the CT perspective however the support for CSG access control/membership check seems to be unclear. Therefore GERAN would kindly ask CT1 and CT4 groups to clarify how is inbound mobility to CSG cells is supported from the CN side for the CS domain:

1. Does MSC support CSG access control/membership check from Rel-9? If yes, what is the expected behaviour and exact mechanism for the MSC to support this functionality, seen that GERAN/UTRAN Stage3 specifications define that the check is performed based on the handover/relocation required message from the RAN node?
2. If the MSC does not support CSG access control/membership check from Rel-9, what is the expected behaviour for MSC when receiving a Handover Required message towards a CSG cell? And in what release the MSC is expected to support CSG access control/membership check?

3. In case of an inter-PLMN (non-equivalent) handover between two macro cells with a subsequent handover towards a CSG cell, what is the expected behaviour for MSC to support CSG access control/membership check?
2. Actions:

To TSG CT1 and CT4:
ACTION: 
GERAN WG2 kindly asks TSG CT1 and CT4 to answer the above questions.
3. Date of Next TSG GERAN Meetings:
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