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A.4.3
Mobile Station Features

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the mobile station features given in the table below.

Table A.2: Mobile Station Features

	Item
	Mobile Station Feature
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Display of Called Number.
	3GPP TS 02.07 B.1.1
	 Phase 2
	C.202
	
	TSPC_Feat_DCN

	2
	Indication of Call Progress Signals.
	3GPP TS 02.07 B.1.2
	 Phase 2
	C.204
	
	TSPC_Feat_CPSind

	3
	Country/PLMN Indication.
	3GPP TS 02.07 B.1.3
	 Phase 2
	C.202
	
	TSPC_Feat_PLMNind

	4
	Country/PLMN Selection.
	3GPP TS 02.07 B.1.4
	 Phase 2
	M
	
	TSPC_Feat_PLMNsel

	
	[… skipped section…]
	
	
	
	
	

	84
	Support of Latency reductions
	3GPP TS 43.064 3.3.5
	Rel-7
	O
	
	TSPC_Latency_Reductions

	85
	Support of Downlink Dual Carrier
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_Downlink_DualCarrier

	
	[… skipped section…]
	
	
	
	
	

	125
	eCall Only subscription support
	3GPP TS 24.008
	Rel-9
	C.219
	
	TSPC_eCall_only_support

	126
	Support of TIGHTER for speech and signalling channels
	3GPP TS 45.005
	Rel-10
	O
	
	TSPC_TIGHTER_SPEECH_SIGNALLING 

	127
	Support of TIGHTER for GPRS and EGPRS    
	3GPP TS 45.005
	Rel-10
	O
	
	TSPC_TIGHTER_GPRS_EGPRS

	128
	Support of TIGHTER for EGPRS2
	3GPP TS 45.005
	Rel-10
	O
	
	TSPC_TIGHTER_EGPRS2

	xxx
	Support of FANR capability
	3GPP TS 44.060 9.1.14
	Rel-10
	O
	
	TSPC_FANR_Capability


[…]
Annex B (normative):
Applicability of the individual test

The applicability of each individual test is identified in the table B.1.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

[Text Skipped] 

Table B.1: Applicability of tests
	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	57.1.3-1
	Intra frequency reallocation of CS resources / DTM Assignment Command, test 1
	R99
	All DTM/EGPRS capable MS
	
	C342
	
	

	57.1.3-2
	Intra frequency reallocation of CS resources / DTM Assignment Command, test 2
	R99
	All DTM/EGPRS capable MS supporting singleslot allocation
	
	C343
	
	

	
	[… skipped section…]
	
	
	
	
	
	

	58a.1.1
	Uplink TBF, SSN based PAN Format
	Rel-7
	MS supporting Latency Reductions or FANR Capability
	
	 Cxxx
	
	

	58a.1.2
	Uplink TBF, SSN based PAN Format, with Concurrent Downlink TBF
	Rel-7
	MS supporting Latency Reductions or FANR Capability
	
	 Cxxx
	
	

	58a.1.3
	Uplink TBF, Time based PAN Format
	Rel-7
	MS supporting Latency Reductions or FANR Capability
	
	 Cxxx
	
	

	58a.1.4
	Uplink TBF, Time based PAN Format, with Concurrent Downlink TBF
	Rel-7
	MS supporting Latency Reductions or FANR Capability
	
	 Cxxx
	
	

	58a.1.5
	Concurrent Uplink and Downlink TBFs, Discrimination of PAN Information from different PDTCH Pairs
	Rel-7
	MS supporting Latency Reductions or FANR Capability
	
	 Cxxx
	
	

	58a.1.6
	Concurrent Uplink and Downlink TBFs, Mobile Coding and Puncturing Schemes
	Rel-7
	MS supporting Latency Reductions or FANR Capability
	
	 Cxxx
	
	

	58a.1.7
	Concurrent Uplink and Downlink TBFs, Choice of MCS for Uplink Data Block Re-Transmission with PAN Field Present
	Rel-7
	MS supporting Latency Reductions or FANR Capability
	
	 Cxxx
	
	

	58a.1.8
	Uplink TBF, Handling of Erroneous PAN Fields, SSN Based Format
	Rel-7
	MS supporting Latency Reductions or FANR Capability
	
	 Cxxx
	
	

	58a.1.9
	Uplink TBF, Handling of Erroneous PAN Fields, Time Based Format
	Rel-7
	MS supporting Latency Reductions or FANR Capability
	
	 Cxxx
	
	

	58a.1.10
	Downlink TBF, with Concurrent Uplink TBF, Polled FANR
	Rel-7
	MS supporting Latency Reductions or FANR Capability
	
	 Cxxx
	
	

	58a.1.11
	Downlink TBF, with Concurrent Uplink TBF, Event Based FANR, Out of Sequence Condition
	Rel-7
	MS supporting Latency Reductions or FANR Capability
	
	 Cxxx
	
	

	58a.1.12
	Downlink TBF, with Concurrent Uplink TBF, Event Based FANR, Corrupted RLC Data Part with Event-based Fast Ack/Nack reporting
	Rel-7
	MS supporting Latency Reductions or FANR Capability
	
	 Cxxx
	
	

	58a.1.13
	Downlink TBF, with Concurrent Uplink TBF, Event Based and Polled FANR Combined
	Rel-7
	MS supporting Latency Reductions or FANR Capability
	
	 Cxxx
	
	

	58a.1.14
	Downlink TBF, with and without Concurrent Uplink TBF, CES/P Polling Response
	Rel-7
	MS supporting Latency Reductions or FANR Capability
	
	 Cxxx
	
	

	58a.1.15
	Downlink TBF, with Concurrent Uplink TBF, Transmission of Other Messages in Response to Polling for PAN, PACKET CS REQUEST
	Rel-7
	MS supporting Latency Reductions or FANR Capability,Support of Enhanced DTM CS 
	
	 Cxx2
	
	

	58a.1.16
	Downlink TBF, with Concurrent Uplink TBF, Transmission of Other Messages in Response to Polling for PAN, PACKET CELL CHANGE NOTIFICATION
	Rel-7
	MS supporting Latency Reductions or FANR Capability
	
	 Cxxx
	
	

	58a.1.17
	Downlink TBF, with and without Concurrent Uplink TBF, PAN Reaction Time, Polled PANR Polled Fast Ack/Nack reporting
	Rel-7
	MS supporting Latency Reductions or FANR Capability
	
	 Cxxx
	
	

	58a.1.18
	Downlink TBF, with Concurrent Uplink TBF, PAN Reaction Time, Event Based FANR
	Rel-7
	MS supporting Latency Reductions or FANR Capability
	
	 Cxxx
	
	

	58a.1.19
	Concurrent Uplink and Downlink TBFs, FANR/PAN, RLC Unacknowledged Mode
	Rel-7
	MS supporting Latency Reductions or FANR Capability
	
	 Cxxx
	
	


[…]
Table B.1a: Applicability of tests – Conditions definitions

	C550
	IF A.2/123 AND A.2/84 THEN A ELSE N/A
	TSPC_EFTA AND TSPC_Latency_Reductions

	C551
	IF A.2/123 AND (A.1/270 OR A.1/271 OR A.1/272 OR A.1/273 OR A.1/274 OR A.1/275)
	TSPC_EFTA AND (TSPC_EFTA_Alt_Multislot_Class_24 OR TSPC_EFTA_Alt_Multislot_Class_25 OR TSPC_EFTA_Alt_Multislot_Class_26 OR TSPC_EFTA_Alt_Multislot_Class_27 OR TSPC_EFTA_Alt_Multislot_Class_28 OR TSPC_EFTA_Alt_Multislot_Class_29)

	C552
	IF A.2/125 OR A.2/91 THEN A ELSE N/A
	-- TSPC_eCall_only_support OR TSPC_eCallOnly_Equipment

	
	[… skipped section…]
	

	C555
	IF A.2/127 THEN A ELSE N/A
	TSPC_TIGHTER_GPRS_EGPRS

	C555
	IF A.2/128 THEN A ELSE N/A
	TSPC_TIGHTER_EGPRS2

	Cxxx
	IF A.2/84 OR A.2/xxx THEN A ELSE N/A
	TSPC_ Latency_Reductions OR TSPC_FANR_Capability

	Cxx2
	IF (A.2/84 OR A.2/xxx) AND A.2/81 THEN A ELSE N/A


	-- (TSPC_Latency_Reductions OR
TSPC_FANR_Capability) AND TSPC_Enhanced_DTM_CS
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