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	First modified subclause


6.4.3
Essential conformance

Test Environment
Normal

Conformance requirement
The output power of each GMSK modulated time slot tested relative to time shall conform with that illustrated in figure 6.4-1 and, if other modulations than GMSK are supported, in figures 6.4-2, 6.4-3, 6.4-4,  6.4-5 and 6.4-6. The residual output power, if a time slot is not activated, shall be maintained at, or below, the level of ‑30 dBc (300 kHz measurement bandwidth).

	Second modified subclause


6.4.4
Complete conformance

The requirement of essential conformance shall apply.
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Power/time mask for GSM 400, GSM 900, DCS 1800, GSM 700, GSM 850 and MXM 850
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Figure 6.4-1: Power/time mask for power ramping of normal bursts at GMSK modulation
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NOTE:
The 0 dB reference is equal to the power Pmax or Pmin.

Figure 6.4-2: Power/time mask for power ramping of normal bursts at 8-PSK modulation
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Figure 6.4-3: Power/Time mask for normal bursts (NB) at 16-QAM and 32-QAM modulation at normal symbol rate
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Figure 6.4-4: Power/Time mask for higher symbol rate bursts (HB) at QPSK modulation with narrow pulse shaping filter
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Figure 6.4-5: Power/Time mask for higher symbol rate bursts (HB) at 16-QAM and 32-QAM modulation with narrow pulse shaping filter
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Figure 6.4-6: Power/time mask for power ramping of normal bursts at AQPSK modulation
	(*)
	For all BTS on all frequency bands
	no requirement below ‑30 dBc

	(****)
	For all BTS on all frequency bands
	Lower limit within the useful part of burst is seen as undefined for 16-QAM and 32-QAM.

	


	Third modified subclause


6.7.2
Test case

If SFH is supported by the BSS, it shall be disabled during this measurement.

The Manufacturer shall declare how many TRXs the BSS supports. The BSS shall be configured with the maximum number of TRXs supported. The test shall be performed for the number of TRXs and the frequencies defined in the conformance requirement.

Only the TRX under test shall be active. All remaining TRXs shall be idle on an ARFCN within the transmit operating band for the BSS.

NOTE 1:
It is particularly important, for a BSS which uses a tuned transmitter combiner, that all sections of the combiner are set to frequencies within the transmit operating band of the BSS during this test.

The antenna output of the RF transmit equipment under test, including the combiner, shall be connected to a coupling device, presenting to the RF equipment a load with an impedance of 50 ohms. The frequency of the test signal shall be within the transmit operating band (see subclause 4.2). The test signal shall be unmodulated and the frequency shall be X MHz offset from the frequency of the RF transmit equipment under test. The TRX under test shall be set to highest static power control level and the test signal power level shall be adjusted 30 dB below this value. The test signals are illustrated in figure 6.7-1. The power level of the test signal shall be measured at the antenna output end of the coaxial cable, when disconnected from the RF transmit equipment and then correctly matched into 50 ohms. The antenna output power of the RF transmit equipment shall be measured directly at the antenna output terminal connected to an artificial antenna. Intermodulation product frequencies in the relevant TX band and relevant RX band shall be identified and measured according to the following process.

For the measurements in the relevant RX band:
Use a measurement and filter bandwidth of 100 kHz, frequency scan mode, averaged over 200 sweeps, with a sweep time of at least 75 ms. The frequency offset X shall be chosen to cause the lowest order intermodulation product to fall in the operating RX band.

For measurements in the relevant TX band:

i) For BTSs not belonging to the multicarrier BTS class
The measurement shall be made for frequency offsets X of: 0.8 MHz, 2.0 MHz, 3.2 MHz, 6.2 MHz. The power of all third and fifth order intermodulation products shall be measured. The method of measurement specified below depends on the frequency offset of the intermodulation product from the carrier frequency:

For measurements at frequency offsets from the active TRX of more than 6 MHz the peak power of any intermodulation components shall be measured with a bandwidth of 300 kHz, zero frequency span, over a time slot period. This shall be measured over sufficient time slots to ensure conformance according to methodology of annex A. The reference power for relative measurements is the power measured in a bandwidth of at least 300 kHz for the TRX under test.

For measurements at frequency offsets from the active TRX 1.8 MHz or less the intermodulation product power shall be measured selectively using video averaging over 50 to 90 % of the useful part of the time slot excluding the mid‑amble. The averaging shall be over at least 200 time slots and only active bursts shall be included in the averaging process. The RF and video filter bandwidth of the measuring instrument shall be 30 kHz.

For measurements at frequency offsets in the range 1.8 to 6 MHz the intermodulation product power shall be measured in a frequency scan mode, with a minimum sweep time of 75 ms and averaged over 200 sweeps. The RF and video filter bandwidth of the measuring instrument shall be 100 kHz.

ii) For BTSs belonging to the multicarrier BTS class
The measurements shall be made for frequency offsets X of: 0.8 MHz, 2.0 MHz, 3.2 MHz and 6.2 MHz. The power of all third and fifth order intermodulation products shall be measured in a 600 kHz band centered at their centre frequencies. The method of measurement specified below depends on the frequency offset of the intermodulation product from the carrier frequency:

For measurements at frequency offsets from the active TRX of more than 6 MHz the average power of any intermodulation components shall be measured with a bandwidth of 300 kHz, zero frequency span, over a time slot period. This shall be measured over sufficient time slots to ensure conformance according to methodology of annex A. The reference power for relative measurements is the power measured in a bandwidth of at least 300 kHz for the TRX under test. The measurement shall be performed with center frequencies of the measurement bandwidth in the frequency band ± 150 kHz around the center frequencies of the intermodulation components.
For measurements at frequency offsets in the range from 1.8 MHz up to and including 6 MHz the average power of any intermodulation components shall be measured with a bandwidth of 100 kHz, zero frequency span, over a time slot period. This shall be measured over sufficient time slots to ensure conformance according to methodology of annex A. The reference power for relative measurements is the power measured in a bandwidth of at least 100 kHz for the TRX under test. The measurement shall be performed with center frequencies of the measurement bandwidth in the frequency band ± 250 kHz around the center frequencies of the intermodulation components.
For measurements at frequency offsets in the range from 1.2 MHz up to 1.8 MHz the average power of any intermodulation components shall be measured with a bandwidth of 30 kHz, zero frequency span, over a time slot period. This shall be measured over sufficient time slots to ensure conformance according to methodology of annex A. The reference power for relative measurements is the power measured in a bandwidth of at least 30 kHz for the TRX under test.
NOTE 2:
When the above measurements are performed precautions should be taken, so that non‑linearity in the selective measuring device does not influence the results appreciably. Furthermore it should be ensured that intermodulation components which may be generated by non‑linear elements in the test equipment (e.g. signal generator, coupling device, selective measuring device) are sufficiently reduced. The RF transmit equipment under test and the test signal source should be physically separated in such a way that the measurement is not influenced by direct radiation. A possible measurement set‑up is shown in annex B.2.

	Fourth modified subclause


7.4.2
Test Case

As a minimum, one time slot shall be tested on one TRX.

A test signal with normal GSM modulation shall be applied to the BSS RX antenna connector through a Multipath Fading Simulator as described in annex B.1, on the chosen time slot. When testing 16-QAM, 32-QAM  (both normal and higher symbol rate) and QPSK modulated channels, TSC-6 shall be used for the wanted signal. When testing channels in VAMOS mode, two input wanted signals VAMOS sub-channel 1 and VAMOS sub-channel 2 shall be connected to each receiver antenna connector via a Multipath Fading Simulator such that the multipath fading propagation conditions between the input signals and the receiver antennas are uncorrelated. Both VAMOS sub-channels shall be GMSK modulated and encoded independently according to the channel type in table  7.4-2. Independent pseudo random bit streams shall be assumed for both VAMOS sub-channels.

For circuit switched channels, except ECSD and AMR-WB, and 8-PSK modulated AMR and AMR-WB channels and channels in VAMOS mode, the average signal level at the receiver antenna connector of a BTS shall be as specified in table 7.4-1.

For packet switched channels (GPRS, EGPRS and EGPRS2), for ECSD, for AMR-WB channels, and for 8-PSK modulated AMR and AMR-WB channels and channels in VAMOS mode, the average signal level at the receiver antenna connector of a normal BTS for which the reference performance shall be met is specified in table 7.4-2, according to the type of channel and the propagation condition. For channels in VAMOS mode, VAMOS sub-channel 2 shall be at the signal level in table 7.4-2 and VAMOS sub-channel 1 shall be at an input level relative to VAMOS sub-channel 2 according to SCPIR_UL (see clause 3.1). Reference performance shall be met for both VAMOS sub-channels at these levels. For the TI5 propagation profile used for testing GSM 900 and DCS 1800 pico BTS P1 the column headed "TU50 (no FH)" shall be used. For BTS types other than normal, the levels specified in table 7.4-2 shall be increased by the values specified in table 7.4-3. VAMOS mode is not applicable to pico BTS.
In all cases, the average signal level at the receiver shall be measured by taking the mean powers of the sum of the individual paths.

All TRXs in the BSS configuration shall be on and transmitting full power in all time slots.

For tests with TU50 (ideal SFH):

The BSS shall be hopping over the maximum range and number of ARFCNs possible for the test environment and which are available in the BSS configuration.

For TU50 (no SFH), RA250 (no SFH), HT100 (no SFH) and TI5 (no SFH):

If slow frequency hopping is supported by the BSS, it shall be disabled. The test shall be performed for the specified ARFCNs. A test signal with GMSK modulation shall also be applied to the RX antenna connector on the two adjacent time slots at a static power level 50 dB above the reference sensitivity requirement specified in table 7.4-1 of the chosen time slot over the useful part of the burst as defined in 3GPP TS 45.005 for the MS. The content of this signal shall allow the receiver of the TRX under test to either be activated or to detect valid GMSK modulated GSM signals (as specified in the conformance requirement) on the adjacent timeslots for the duration of the test.

For channels in VAMOS mode a time and frequency offset shall be applied to VAMOS sub-channel 1 relative to VAMOS sub-channel 2. The offsets shall be applied burst-wise and taken from a sample sequence that conforms to the probability distribution in Eq 7.4.2a for the time offset and Eq 7.4.2b for the frequency offset, where 
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 and 
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 are given in the table below:

Table 7.4-0: Probability distribution parameters.
	Frequency Band
	850/900
	1800
	1900
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	45 Hz
	90 Hz
	95 Hz
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	10 Hz
	17 Hz
	17 Hz
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(Eq 7.4.2a)
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(Eq 7.4.2b)

NOTE:
The precise sample sequence for each offset has been left for test equipment manufacturers to specify.
Table 7.4-1: Test signal input level for Multipath Reference Sensitivity measurements
for circuit switched channels except ECSD, AMR-WB channels and 8-PSK modulated AMR and AMR-WB channels and channels in VAMOS mode

	BTS Type
	Test signal Average Input Level to receiver

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/MXM 850/MXM 1900/GSM 700  BTS
	‑104 dBm

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M1
	‑97 dBm

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M2
	‑92 dBm

	GSM900/GSM850/MXM 850/GSM 700 micro‑BTS M3
	‑87 dBm

	GSM900/GSM850/MXM 850/GSM 700 pico-BTS P1
	-85 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M1
	‑102 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M2
	‑97 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M3
	‑92 dBm

	DCS1800/PCS 1900/ MXM 1900 pico-BTS P1
	-92 dBm


Table 7.4-2: Test signal input level for Multipath Reference Sensitivity measurements for packet switched, ECSD and AMR-WB channels, and 8-PSK modulated AMR and AMR-WB channels and channels in VAMOS mode

	Table 7.4-2
	Normal BTS (GSM 400, GSM 900, GSM 700, GSM 850 and MXM 850***)

	Type of
	Propagation conditions

	Channel
	TU50

(no FH)
	TU50

(ideal FH)
	RA250

(no FH)
	HT100

(no FH)
	Comments

	PDTCH/CS-1 
	dBm
	-104
	-104
	-104
	-103
	
	

	PDTCH/CS-2
	dBm
	-100
	-101
	-101
	-99
	
	

	PDTCH/CS-3
	dBm
	-98
	-99
	-98
	-96
	
	

	PDTCH/CS-4
	dBm
	-90
	-90
	*
	*
	
	

	PDTCH/MCS-1
	dBm
	-102.5
	-103
	-103
	-102
	(6)
	

	PDTCH/MCS-2
	dBm
	-100.5
	-101
	-100.5
	-100
	(6)
	

	PDTCH/MCS-3
	dBm
	-96.5
	-96.5
	-92.5
	-95.5
	(6)
	

	PDTCH/MCS-4
	dBm
	-91
	-91
	*
	*
	(6)
	

	PDTCH/MCS-5
	dBm
	-96.5
	-97
	-96
	-95
	(6)
	

	PDTCH/MCS-6
	dBm
	-94
	-94.5
	-91
	-91
	(6)
	

	PDTCH/MCS-7
	dBm
	-89
	-88.5
	-87**
	-86**
	(6)
	

	PDTCH/MCS-8
	dBm
	-84
	-84
	*
	-81.5**
	(6)
	

	PDTCH/MCS-9
	dBm
	-80
	-80
	*
	*
	(6)
	

	PDTCH/UAS-7
	dBm
	-92
	-93
	-93.5
	-91
	(6)
	

	PDTCH/UAS-8
	dBm
	-91
	-91.5
	-90.5
	-89
	(6)
	

	PDTCH/UAS-9
	dBm
	-89
	-89.5
	-85.5
	-86.5
	(6)
	

	PDTCH/UAS-10
	dBm
	-87
	-87
	-84.5**
	-86.5**
	(6)
	

	PDTCH/UAS-11
	dBm
	-82.5
	-82
	*
	-80.5**
	(6)
	

	PDTCH/UBS-5
	dBm
	-104
	-104
	-104
	-104
	(6)
	Input signal

generated

with wide

pulse-shaping 

filter

	PDTCH/UBS-6
	dBm
	-104
	-104
	-104
	-103.5
	(6)
	

	PDTCH/UBS-7
	dBm
	-99.5
	-100.5
	-101.5
	-98.5
	(6)
	

	PDTCH/UBS-8
	dBm
	-97.5
	-98.5
	-99.5
	-95.5
	(6)
	

	PDTCH/UBS-9
	dBm
	-96.5
	-97
	-97.5
	-93
	(6)
	

	PDTCH/UBS-10
	dBm
	-92.5
	-93
	-93
	-93.5**
	(6)
	

	PDTCH/UBS-11
	dBm
	-90
	-90
	-92.5**
	-89.5**
	(6)
	

	PDTCH/UBS-12
	dBm
	-88.5
	-88.5
	-90**
	*
	(6)
	

	PDTCH/UBS-5
	dBm
	*
	-103.5
	*
	-103.5
	(6)
	Input signal

generated

with narrow

pulse-shaping 

filter

	PDTCH/UBS-6
	dBm
	*
	-101.5
	*
	-101
	(6)
	

	PDTCH/UBS-7
	dBm
	*
	-95
	*
	-92.5
	(6)
	

	PDTCH/UBS-8
	dBm
	*
	-92.5
	*
	-88
	(6)
	

	PDTCH/UBS-9
	dBm
	*
	-91.5
	*
	-85
	(6)
	

	PDTCH/UBS-10
	dBm
	*
	-87
	*
	*
	(6)
	

	PDTCH/UBS-11
	dBm
	*
	-82
	*
	*
	(6)
	

	PDTCH/UBS-12
	dBm
	*
	-80
	*
	*
	(6)
	

	E-TCH/F43,2 NT
	dBm
	-91
	-92
	-89
	-89.5
	
	

	E-TCH/F32,0 T
	dBm
	-97.5
	-100
	-100
	-96.5
	
	

	E-TCH/F28,8 T
	dBm
	-93.5
	-95
	-93.5
	-94.5
	
	

	E-TCH/F28,8 NT
	dBm
	-95.5
	-96.5
	-96.5
	-96
	
	

	E-FACCH/F
	dBm
	-101
	-102
	-102
	-98
	
	

	PRACH/11 bits
	dBm
	-104
	-104
	-103
	-103
	
	

	PRACH/8 bits
	dBm
	-104
	-104
	-103
	-103
	
	

	PACCH
	dBm
	-104
	-104
	-104
	-103
	
	

	TCH/WFS12.65
	dBm
	-99,5
	-100,5
	-101
	-99
	
	

	TCH/ WFS8.85
	dBm
	-102
	-103,5
	-104
	-102
	
	

	TCH/ WFS6.60
	dBm
	-103
	-104
	-104
	-103,5
	
	

	O-FACCH/F
	dBm
	-100,5
	-101,5
	-101,5
	-100
	
	

	O-FACCH/H
	dBm
	-100,5
	-100,5
	-101
	-99
	
	

	O-TCH/AHS12.2
	dBm
	-94,5
	-95
	-94
	-92,5
	
	


	Table 7.4-2
	Normal BTS (GSM 400, GSM 900, GSM 700, GSM 850 and MXM 850***)

	Type of
	Propagation conditions

	Channel
	TU50

(no FH)
	TU50

(ideal FH)
	RA250

(no FH)
	HT100

(no FH)
	Comments

	O-TCH/AHS10.2
	dBm
	-95,5
	-96
	-95
	-93,5
	
	

	O-TCH/AHS7.95
	dBm
	-96,5
	-97
	-96,5
	-94,5
	
	

	O-TCH/AHS7.4
	dBm
	-97,5
	-97,5
	-97
	-95
	
	

	O-TCH/AHS6.7
	dBm
	-98
	-98,5
	-97,5
	-95,5
	
	

	O-TCH/AHS5.9
	dBm
	-98
	-98,5
	-98,5
	-96,5
	
	

	O-TCH/AHS5.15
	dBm
	-98,5
	-99
	-98,5
	-97
	
	

	O-TCH/AHS4.75
	dBm
	-99,5
	-99,5
	-99,5
	-97,5
	
	

	O-TCH/AHS-INB (FER)
	dBm
	-99
	-99,5
	-98,5
	-98
	
	

	O-TCH/AHS (EVSIDUR)
	dBm
	-100,5
	-101,5
	-101,5
	-99
	
	

	O-TCH/AHS (EVRFR)
	dBm
	-101
	-101,5
	-101,5
	-99
	
	

	O-TCH/WFS23.85
	dBm
	-95
	-96,5
	-97
	-94,5
	
	

	O-TCH/WFS15.85
	dBm
	-97,5
	-99
	-100,5
	-97
	
	

	O-TCH/WFS12.65
	dBm
	-99
	-100
	-101
	-98,5
	
	

	O-TCH/WFS8.85
	dBm
	-100,5
	-102
	-102,5
	-100,5
	
	

	O-TCH/WFS6.60
	dBm
	-101,5
	-103
	-103,5
	-101,5
	
	

	O-TCH/WFS-INB (FER)
	dBm
	-103,5
	-103,5
	-104
	-103
	
	

	O-TCH/WFS (EVSIDUR)
	dBm
	-100
	-102
	-101
	-99,5
	
	

	O-TCH/WFS (EVRFR)
	dBm
	-101
	-103
	-103
	-101
	
	

	O-TCH/WHS12.65
	dBm
	-94,5
	-95
	-93,5
	-92,5
	
	

	O-TCH/WHS8.85
	dBm
	-96
	-96,5
	-96
	-94
	
	

	O-TCH/WHS6.60
	dBm
	-98
	-98,5
	-97,5
	-96
	
	

	O-TCH/WHS-INB (FER)
	dBm
	-99
	-99,5
	-98,5
	-98
	
	

	O-TCH/WHS (EVSIDUR)
	dBm
	-100,5
	-101,5
	-101,5
	-99
	
	

	O-TCH/WHS (EVRFR)
	dBm
	-101
	-101,5
	-101,5
	-99
	
	

	TCH/HS
	dBm
	-108
	*
	*
	*
	
	VAMOS mode with 0 dB SCPIR_UL

	TCH/EFS
	dBm
	-106.5
	*
	*
	*
	
	

	TCH/AFS 12.2
	dBm
	-106.5
	*
	*
	*
	
	

	TCH/AFS 4.75
	dBm
	-112
	*
	*
	*
	
	

	TCH/AHS 7.4
	dBm
	-104
	*
	*
	*
	
	

	TCH/AHS 4.75
	dBm
	-108.5
	*
	*
	*
	
	

	TCH/WFS 12.65
	dBm
	-106.5
	*
	*
	*
	
	

	TCH/WFS 6.60
	dBm
	-110.5
	*
	*
	*
	
	

	FACCH/F
	dBm
	-108.5
	*
	*
	*
	
	

	FACCH/H
	dBm
	-108.5
	*
	*
	*
	
	

	SACCH
	dBm
	-108.5
	*
	*
	*
	
	

	Repeated SACCH
	dBm
	-113.5
	*
	*
	*
	
	

	TCH/HS
	dBm
	-108.5
	*
	*
	*
	
	VAMOS mode with -10 dB SCPIR_UL

	TCH/EFS
	dBm
	-107
	*
	*
	*
	
	

	TCH/AFS 12.2
	dBm
	-107.5
	*
	*
	*
	
	

	TCH/AHS 7.4
	dBm
	-105
	*
	*
	*
	
	

	TCH/WFS 12.65
	dBm
	-107.5
	*
	*
	*
	
	


	Table 7.4-2
	Normal BTS (DCS 1800, PCS 1900 and MXM 1900***)

	Type of
	Propagation conditions

	Channel
	TU50

(no FH)
	TU50

(ideal FH)
	RA130

(no FH)
	HT100

(no FH)
	Comments

	PDTCH/CS-1 
	dBm
	-104
	-104
	-104
	-103
	
	

	PDTCH/CS-2
	dBm
	-100
	-100
	-101
	-99
	
	

	PDTCH/CS-3
	dBm
	-98
	-98
	-98
	-94
	
	

	PDTCH/CS-4
	dBm
	-88
	-88
	*
	*
	
	

	PDTCH/MCS-1
	dBm
	-102.5
	-103
	-103
	-101.5
	(6)
	

	PDTCH/MCS-2
	dBm
	-100.5
	-101
	-100.5
	-99.5
	(6)
	

	PDTCH/MCS-3
	dBm
	-96.5
	-96.5
	-92.5
	-94.5
	(6)
	

	PDTCH/MCS-4
	dBm
	-90.5
	-90.5
	*
	*
	(6)
	

	PDTCH/MCS-5
	dBm
	-95.5
	-97
	-96
	-93
	(6)
	

	PDTCH/MCS-6
	dBm
	-94
	-94
	-91
	-85.5
	(6)
	

	PDTCH/MCS-7
	dBm
	-87
	-86.5
	-87**
	*
	(6)
	

	PDTCH/MCS-8
	dBm
	-86.5**
	-86.5**
	*
	*
	(6)
	

	PDTCH/MCS-9
	dBm
	-83**
	-83**
	*
	*
	(6)
	

	PDTCH/UAS-7
	dBm
	-92.5
	-92.5
	-93.5
	-85
	(6)
	

	PDTCH/UAS-8
	dBm
	-91
	-91
	-90.5
	-87.5**
	(6)
	

	PDTCH/UAS-9
	dBm
	-89
	-89
	-85.5
	-81.5**
	(6)
	

	PDTCH/UAS-10
	dBm
	-85
	-85
	-84.5**
	*
	(6)
	

	PDTCH/UAS-11
	dBm
	-86**
	-86**
	*
	*
	(6)
	

	PDTCH/UBS-5
	dBm
	-104
	-104
	-104
	-104
	(6)
	Input signal

generated

with wide

pulse-shaping 

filter

	PDTCH/UBS-6
	dBm
	-104
	-104
	-104
	-104
	(6)
	

	PDTCH/UBS-7
	dBm
	-100.5
	-100.5
	-101.5
	-97.5
	(6)
	

	PDTCH/UBS-8
	dBm
	-98.5
	-98.5
	-99.5
	-97
	(6)
	

	PDTCH/UBS-9
	dBm
	-97
	-97
	-97.5
	-94.5
	(6)
	

	PDTCH/UBS-10
	dBm
	-92.5
	-92.5
	-93
	-91.5**
	(6)
	

	PDTCH/UBS-11
	dBm
	-88.5
	-88.5
	-92.5**
	*
	(6)
	

	PDTCH/UBS-12
	dBm
	-86.5
	-86.5
	-90**
	*
	(6)
	

	PDTCH/UBS-5
	dBm
	*
	-103.5
	*
	-103.5
	(6)
	Input signal

generated

with narrow

pulse-shaping 

filter

	PDTCH/UBS-6
	dBm
	*
	-101.5
	*
	-101
	(6)
	

	PDTCH/UBS-7
	dBm
	*
	-95
	*
	-89.5
	(6)
	

	PDTCH/UBS-8
	dBm
	*
	-92.5
	*
	-92**
	(6)
	

	PDTCH/UBS-9
	dBm
	*
	-91.5
	*
	-88.5**
	(6)
	

	PDTCH/UBS-10
	dBm
	*
	-87
	*
	*
	(6)
	

	PDTCH/UBS-11
	dBm
	*
	-82
	*
	*
	(6)
	

	PDTCH/UBS-12
	dBm
	*
	-80
	*
	*
	(6)
	

	E-TCH/F43,2 NT
	dBm
	-91.5
	-91.5
	-88.5
	-86
	
	

	E-TCH/F32,0 T
	dBm
	-98.5
	-100
	-100
	-97
	
	

	E-TCH/F28,8 T
	dBm
	-94.5
	-95
	-92.5
	-93
	
	

	E-TCH/F28,8 NT
	dBm
	-96
	-96.5
	-96
	-95
	
	

	E-FACCH/F
	dBm
	-102
	-102
	-102
	-98
	
	

	PRACH/11 bits
	dBm
	-104
	-104
	-103
	-103
	
	

	PRACH/8 bits
	dBm
	-104
	-104
	-103
	-103
	
	

	PACCH
	dBm
	-104
	-104
	-104
	-103
	
	

	TCH/WFS12.65
	(dBm)
	-100,5
	-100,5
	-101
	-99
	
	

	TCH/ WFS8.85
	(dBm)
	-103,5
	-103,5
	-104
	-102
	
	

	TCH/ WFS6.60
	(dBm)
	-104
	-104
	-104
	-103,5
	
	

	O-FACCH/F
	dBm
	-100,5
	-100,5
	-101,5
	-100
	
	

	O-FACCH/H
	dBm
	-100
	-100
	-101
	-99
	
	

	O-TCH/AHS12.2
	dBm
	-94,5
	-94,5
	-94
	-92
	
	

	O-TCH/AHS10.2
	dBm
	-95,5
	-95,5
	-95
	-93
	
	

	O-TCH/AHS7.95
	dBm
	-96,5
	-96,5
	-96,5
	-94
	
	

	O-TCH/AHS7.4
	dBm
	-97
	-97
	-97
	-94,5
	
	


	Table 7.4-2
	Normal BTS (DCS 1800, PCS 1900 and MXM 1900***)

	Type of
	Propagation conditions

	Channel
	TU50

(no FH)
	TU50

(ideal FH)
	RA130

(no FH)
	HT100

(no FH)
	Comments

	O-TCH/AHS6.7
	dBm
	-98
	-98
	-97,5
	-95,5
	
	

	O-TCH/AHS5.9
	dBm
	-98,5
	-98,5
	-98,5
	-96
	
	

	O-TCH/AHS5.15
	dBm
	-99
	-99
	-98,5
	-97
	
	

	O-TCH/AHS4.75
	dBm
	-99,5
	-99,5
	-99,5
	-97,5
	
	

	O-TCH/AHS-INB (FER)
	dBm
	-99
	-99
	-98,5
	-97,5
	
	

	O-TCH/AHS (EVSIDUR)
	dBm
	-97,5
	-97,5
	-101,5
	-99
	
	

	O-TCH/AHS (EVRFR)
	dBm
	-101
	-101
	-101,5
	-99
	
	

	O-TCH/WFS23.85
	dBm
	-96
	-96
	-97
	-94
	
	

	O-TCH/WFS15.85
	dBm
	-98,5
	-98,5
	-100,5
	-97
	
	

	O-TCH/WFS12.65
	dBm
	-100
	-100
	-101
	-98,5
	
	

	O-TCH/WFS8.85
	dBm
	-102
	-102
	-102,5
	-100,5
	
	

	O-TCH/WFS6.60
	dBm
	-102,5
	-102,5
	-103,5
	-101,5
	
	

	O-TCH/WFS-INB (FER)
	dBm
	-103
	-103
	-104
	-102,5
	
	

	O-TCH/WFS (EVSIDUR)
	dBm
	-101
	-101
	-101
	-99
	
	

	O-TCH/WFS (EVRFR)
	dBm
	-102,5
	-102,5
	-103
	-101
	
	

	O-TCH/WHS12.65
	dBm
	-94,5
	-94,5
	-93,5
	-92
	
	

	O-TCH/WHS8.85
	dBm
	-96
	-96
	-96
	-94
	
	

	O-TCH/WHS6.60
	dBm
	-98
	-98
	-97,5
	-95,5
	
	

	O-TCH/WHS-INB (FER)
	dBm
	-99
	-99
	-98,5
	-97,5
	
	

	O-TCH/WHS (EVSIDUR)
	dBm
	-97,5
	-97,5
	-101,5
	-99
	
	

	O-TCH/WHS (EVRFR)
	dBm
	-101
	-101
	-101,5
	-99
	
	

	TCH/HS
	dBm
	-107.5
	*
	*
	*
	
	VAMOS mode with 0 dB SCPIR

	TCH/EFS
	dBm
	-106.5
	*
	*
	*
	
	

	TCH/AFS 12.2
	dBm
	-106.5
	*
	*
	*
	
	

	TCH/AFS 4.75
	dBm
	-113
	*
	*
	*
	
	

	TCH/AHS 7.4
	dBm
	-103.5
	*
	*
	*
	
	

	TCH/AHS 4.75
	dBm
	-108.5
	*
	*
	*
	
	

	TCH/WFS 12.65
	dBm
	-106.5
	*
	*
	*
	
	

	TCH/WFS 6.60
	dBm
	-111
	*
	*
	*
	
	

	FACCH/F
	dBm
	-109
	*
	*
	*
	
	

	FACCH/H
	dBm
	-108.5
	*
	*
	*
	
	

	SACCH
	dBm
	-108.5
	*
	*
	*
	
	

	Repeated SACCH
	dBm
	-113
	*
	*
	*
	
	

	TCH/HS
	dBm
	-108
	*
	*
	*
	
	VAMOS mode with -10 dB SCPIR

	TCH/EFS
	dBm
	-106.5
	*
	*
	*
	
	

	TCH/AFS 12.2
	dBm
	-107
	*
	*
	*
	
	

	TCH/AHS 7.4
	dBm
	-103.5
	*
	*
	*
	
	

	TCH/WFS 12.65
	dBm
	-107
	*
	*
	*
	
	

	NOTE 1: 
Logical channels shall not be tested for the propagation conditions marked as (*).

NOTE 2: 
For GSM 400 the speeds shall be doubled (e.g. TU50 shall be TU100), and for GSM 700 the speeds shall be multiplied by 1,2 (e.g. TU50 shall be TU60).

NOTE 3: 
Performance is specified at 30% BLER for those cases marked as (**)

***NOTE 4: 
PDTCH/CS-1 to 4 and ECSD are not applicable for MXM850 and MXM1900

NOTE 5: 
PDTCH/UBS-5 to 12 requirements assume that two-antenna receive diversity is used. The input signals shall use higher symbol rate and be generated with the applicable pulse-shaping filter.

NOTE 6:
Only BTTI without PAN need to be tested.


Table 7.4-3: Test signal input level corrections for different BTS Types (for table 7.4-2)

	BTS Type
	Test signal Average Input Level corrections

	GSM850/GSM900/MXM850/GSM700 micro‑BTS M1
	+7 dB

	GSM900/GSM850/MXM850/GSM700 micro‑BTS M2
	+12 dB

	GSM900/GSM850/MXM850/GSM700 micro‑BTS M3
	+17 dB

	GSM900/GSM850/MXM850/GSM700 pico-BTS P1
	+19 dB

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M1
	+2 dB

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M2
	+7 dB

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M3
	+12 dB

	DCS1800/PCS 1900/ MXM 1900 pico-BTS P1
	+12 dB


The input signal before channel encoding in the BSSTE shall be compared with the signal which is obtained from the BSS receiver after channel decoding.

	End of modified subclauses
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