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1st  modified subclause
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.


References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.


For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]
3GPP TR 21.905: " Vocabulary for 3GPP Specifications ".

[2]
GSM 04.22: "Digital cellular telecommunications system (Phase 2+); Radio Link Protocol (RLP) for data and telematic services on the Mobile Station ‑ Base Station System (MS ‑ BSS) interface and the Base Station System ‑ Mobile‑services Switching Centre (BSS ‑ MSC) interface".

[3]
GSM 05.01: "Digital cellular telecommunications system (Phase 2); Physical layer on the radio path; General description".

[4]
GSM 05.02 (ETS 300 574): "Digital cellular telecommunications system (Phase 2); Multiplexing and multiple access on the radio path".

[5]
GSM 05.03 (ETS 300 575): "Digital cellular telecommunications system (Phase 2); Channel coding".

[6]
GSM 05.04 (ETS 300 576): "Digital cellular telecommunications system (Phase 2); Modulation".

[7]
GSM 05.05 (ETS 300 577): "Digital cellular telecommunications system (Phase 2); Radio transmission and reception".

[8]
GSM 05.08 (ETS 300 578): "Digital cellular telecommunications system (Phase 2); Radio subsystem link control".

[9]
GSM 05.10 (ETS 300 579): "Digital cellular telecommunications system (Phase 2); Radio subsystem synchronization".

[10]
3GPP TS 08.20: "Digital cellular telecommunications system (Phase 2); Rate adaption on the Base Station System ‑ Mobile‑services Switching Centre (BSS ‑ MSC) interface".

[11]
ETSI EN 300 019‑1: "Equipment Engineering (EE); Environmental conditions and environmental tests for telecommunications equipment Part 1‑0: Classification of environmental conditions Introduction".

[12]
IEC 60 068-2: "Basic environmental testing procedures; Part 2: Tests".

[13]
IEC 60 721: "Classification of environmental conditions".

[14]
ETSI ETR 027: "Radio and Equipment Systems; methods of measurement for mobile radio equipment".

[15]
ETSI ETR 028: "Radio and Equipment Systems; Uncertainties in the measurement of mobile radio equipment characteristics".

[16]
ITU-R Rec. SM.329-7: "Spurious emissions"

[17]
3GPP TS 05.05: " Digital cellular telecommunications system (Phase 2+); Radio transmission and reception ".

[18]
3GPP TS 45.001: "Physical layer on the radio path; General description".

[19]
3GPP TS 45.002: "Multiplexing and multiple access on the radio path".

[20]
3GPP TS 45.003: "Channel coding".

[21]
3GPP TS 45.004: "Modulation".

[22]
3GPP TS 45.005: "Radio transmission and reception".

[23]
3GPP TS 45.008: "Radio subsystem link control".

[24]
3GPP TS 45.010: "Radio subsystem synchronization".

[25]
TIA/EIA-136-C: “TDMA Third Generation Wireless”.

[26]
EN 300 019‑1‑3: "Equipment Engineering (EE): Environmental conditions and environmental tests for telecommunications equipment Part 1‑3; Classification of environmental conditions, Stationary use at weather-protected locations".

[27]
EN 300 019‑1‑4: "Equipment Engineering (EE): Environmental conditions and environmental tests for telecommunications equipment Part 1‑4; Classification of environmental conditions, Stationary use at non-weather-protected locations".

[28]
IEC 60 721-3-3
"Stationary use at weather protected locations".
[29]
IEC 60 721-3-4
"Stationary use at non weather protected locations".

[30]
3GPP TS 24.022 “Radio Link Protocol (RLP) for circuit switched bearer and teleservices”.


[31]



3GPP TS 48.020 “Rate adaption on the Base Station System - Mobile services Switching Centre 





(BSS - MSC) interface”.

[32]
3GPP TS 25.113 “Base Station (BS) and repeater ElectroMagnetic Compatibility (EMC)”.
[33]
3GPP TS 36.113 “E-UTRA - Base Station (BS) and repeater ElectroMagnetic Compatibility (EMC)”.
2nd modified subclause
3.1
Definitions

For the purposes of the present document, the following terms and definitions apply.

8-PSK: modulation type as defined 3GPP TS 45.004 clause 3.

Carrier Frequency: centre of the ARFCN under test.

GMSK: modulation type as defined by 3GPP TS 45.004 clause 2.

GSM: unless otherwise specified, references to GSM include GSM 400, GSM 700, T-GSM 810, GSM 850, GSM 900, DCS1800, PCS 1900, MXM 850 and MXM 1900.

BSS: in the present document, the term BSS (or base station subsystem) applies to both a BTS and integrated BSS. If a separate BSC is required to perform tests on a BTS, the BSC may be regarded as test equipment and the environmental conditions of the BSC need not be controlled.

pico-BTS: as defined in 3GPP TS 45.005. In the present document, this also includes a BSS which incorporates a pico‑BTS.

micro‑BTS: as defined in 3GPP TS 05.05 and 3GPP TS 45.005. In the present document, this also includes a BSS which incorporates a micro‑BTS.

Multicarrier BTS: defined as a class of BTS, characterized by the ability to, in addition to single carrier operation, process two or more carriers in common active components simultaneously, either in multicarrier transmitter only or, in both multicarrier transmitter and multicarrier receiver.

MXM: mixed Mode system. Mixed-mode is defined as a network that deploys both 30 kHz RF carriers and 200 kHz RF carriers in geographic regions where the Federal Communications Commission (FCC) or similar regulations are applied. In the present document MXM 850 and MXM 1900 are defined.

normal BTS: any BTS or BSS as defined by 3GPP TS 05.05 and 3GPP TS 45.005 which is not a micro‑BTS or pico-BTS.

BSSTE: base Station System Test Equipment; see annex B.

manufacturer: in the present document, a reference to a manufacturer shall also apply to an agent of the manufacturer.

T-GSM 810: Trunking GSM 810 band. For T-GSM 810 the requirements for GSM 900 shall apply, apart for those parameters for which a separate requirement exists.

P‑GSM: primary GSM 900 band.

E‑GSM: extended GSM 900 band (includes P‑GSM band).

R‑GSM: Railways GSM 900 band (includes P‑GSM band and E‑GSM band).

GSM 400: unless otherwise specified, references to GSM 400 include GSM 450 and GSM 480 band.

GSM 700: unless otherwise specified, references to GSM 700 include GSM 710 and GSM 750 band.

Relevant TX band (or relevant transmit band): transmit band defined in subclause 3.3.1 for the frequency band of BTS declared by the manufacturer.

Relevant RX band (or relevant receive band): receive band defined in subclause 3.3.1 for the frequency band of BTS declared by the manufacturer.

Operating band: transmit and receive operating bands together comprise the frequency band supported by the BSS; (see subclause 4.2). 
Base Station RF bandwidth: The instantaneous bandwidth in which a multicarrier BTS transceiver transmits or transmits and receives multiple carriers simultaneously.

Maximum Base Station RF bandwidth: The maximum bandwidth in which a multicarrier BTS transceiver transmits or transmits and receives multiple carriers simultaneously.

Maximum Transmit Filter bandwidth: The maximum bandwidth of the duplexer or the transmit filter used in a multicarrier BTS when transmitting carriers simultaneously.
Circuit switched logical channels: all the standard GSM logical channels, including traffic channels (TCH), common control channels (RACH) and dedicated control channels (SDCCH, SACCH).

Packet switched logical channels: all the General Packet Radio Services (GPRS) packet data logical channels, including packet traffic channels (PDTCH and PACCH) and packet common control channels (PRACH).

GPRS: any subset of the packet traffic channels PDTCH/CS-1 to CS-4  and related control channels.

EGPRS: any subset of the packet traffic channels PDTCH/MCS-1 to MCS-9 and related control channels.

ECSD: any subset of the E-TCH traffic channels and related control channels.

EGPRS2-A: packet traffic channels utilizing any subset of the packet traffic channels MCS-1 to 6 and PDTCH/UAS-7 to UAS-11 in uplink, together with MCS-1 to 4 and PDTCH/DAS-5 to DAS-12 in downlink, and related control channels. In addition, MCS-7 and MCS-8 may be used in downlink when either the USF or the PAN or both are addressed to one or more EGPRS mobile stations.
EGPRS2-B: packet traffic channels utilizing any subset of the packet traffic channels MCS-1 to 4 and PDTCH/UBS-5 to UBS-12 in uplink, together with MCS-1 to 4 and PDTCH/DBS-5 to DBS-12 in downlink, and related control channels. In addition, MCS-6 to MCS-9, DAS-5, DAS-6, DAS-8, DAS-9, DAS-10 pad, DAS-11, and DAS-12pad may be used in downlink under the conditions specified in 3GPP TS 44.060.
EGPRS2: Any of EGPRS2-A and EGPRS2-B

16-QAM: modulation type as defined 3GPP TS 45.004 clause 4 for EGPRS2-A and clause 5 for EGRPS2-B.

32-QAM: modulation type as defined 3GPP TS 45.004 clause 4 for EGPRS2-A and clause 5 for EGRPS2-B.

QPSK: modulation type as defined 3GPP TS 45.004 clause 5, used in EGPRS2-B.

VAMOS mode: as defined in 3GPP TS 45.001 clause 13.1.

AQPSK: modulation type as defined in 3GPP TS 45.004 clause 6.

VAMOS sub-channel: as defined in 3GPP TS 45.001 clause 13.1.

SCPIR_UL: as defined in 3GPP TS 45.005 clause 1.3.

SCPIR_DL: as defined in 3GPP TS 45.004 clause 6.

Minimum carrier frequency spacing: minimum spacing between the centre frequencies of simultaneously transmitted or received GSM carriers of a BTS belonging to the multicarrier BTS class. The minimum carrier frequency spacing is 600 kHz.
Enclosure port: physical boundary of the apparatus through which electromagnetic fields may radiate or impinge. 
Port: particular interface, of the specified equipment (apparatus), with the electromagnetic environment
Radio digital unit: equipment which contains base band and functionality for controlling radio unit

Radio equipment: equipment which contains radio digital unit and radio unit

Radio unit: equipment which contains transmitter and receiver
3rd modified subclause
4.10.10
Multicarrier BTS

If the BTS belongs to the multicarrier BTS class the configuration and number of TRXs to be used in the test corresponds to the configuration and number of active carriers at each transmitting antenna connector (i.e. at each transmitter output of a multicarrier transmitter or transceiver). The tests shall be repeated for each transmitting antenna connector, if connected to a multicarrier transmitter. If the maximum Base Station RF bandwidth is less than the relevant transmit band, and the transmitter is capable of operating on all parts of the relevant transmit band or a declared part of it (operating TX band according to subclause 4.2) by tuning, the transmitter tests are repeated until the whole relevant transmit band or the declared operating band is tested. 

For multicarrier BTS testing, when the definition minimum carrier frequency spacing is used, the carrier spacing of 600 kHz shall apply for that test case.

The tests in this specification are based on the testing of multicarrier configurations for the supported numbers of carriers, operating at declared maximum power for each number of carriers equally distributed among the carriers. All supported numbers of carriers shall be included in the tests unless otherwise stated in the test case. Equipment that passes all the tests in this specification shall also comply in other configurations, with unequal distribution of power among the carriers, as long as these configurations are defined within the limits of total power, power control margin and maximum number of carriers in the multicarrier transmitter. To verify this compliance a test case with unequal power distribution shall be tested when stated in the subclause:

· If support of four or more active carriers is declared: two carriers are configured to 2 dB higher power  and  two to 4 dB lower power than the declared maximum power at equal distribution. Any additional carrier shall be configured to the declared maximum power at equal distribution. If one carrier needs to be defined as BCCH carrier according to test case, the carrier with highest power shall be used for BCCH.

· If support of less than four active carriers is declared: One carrier is configured to 2 dB higher power  and  one to 4 dB lower power than the declared maximum power at equal distribution. Any additional carrier shall be configured to the declared maximum power at equal distribution. If one carrier needs to be defined as BCCH carrier according to test case, the carriers with highest power shall be used for BCCH. 

If the BTS belongs to the multicarrier BTS class the manufacturer shall declare the supported combinations of number of carriers, output powers and the maximum Base Station RF bandwidth applicable for each connector. When the carriers in a transmitter test are required to be distributed over the maximum Base Station RF bandwidth, the supported maximum bandwidth at respective transmit antenna connector shall be applied.
The manufacturer shall also declare if the multicarrier BTS is equipped with multicarrier receiver and if any multicarrier receiver paths are equivalent, in terms of radio performance. The tests shall be repeated for each antenna connector, if connected to a multicarrier receiver. If the manufacturer has declared multicarrier receiver paths to be equivalent, it is sufficient to apply the specified test signal(s) at any one of the equivalent receiver paths’ antenna connectors. If the maximum Base Station RF bandwidth is less than the relevant receive band, and the receiver is capable of operating on all parts of the relevant receive band or a declared part of it (operating RX band according to subclause 4.2) by tuning, the receiver tests are repeated until the whole relevant receive band or the declared operating band is tested.
For any test that applies to a multicarrier BTS with multicarrier receiver, the required receiver resources for the declared maximum supported number of wanted signals shall be allocated and activated simultaneously at frequencies as evenly distributed as possible over the declared maximum Base Station RF bandwidth including the band edges of the Base Station RF bandwidth during the complete test, unless otherwise stated. The actual number and allocation of the applied input signals shall be as defined in each respective test. In case the supported maximum number of signals is higher than the number of applied wanted signals the remaining resources are allocated and activated for frequencies, not under test.

The declared configuration and stated performance shall be tested and fulfilled for any channel using the resource allocation and input signal configuration stated above. When the receiver resources in a test are required to be distributed over the maximum Base Station RF bandwidth, the maximum number of supported wanted signals shall be distributed over the supported maximum bandwidth at respective receive antenna connector.
For any test that applies to a multicarrier configuration in case of a multicarrier BTS all carriers shall apply the GMSK modulation, unless otherwise stated.
In test cases regarding unwanted emissions inband, i.e. including spectrum due to modulation and wideband noise, spurious emissions and intermodulation attenuation, detector mode RMS shall be used for conformance testing. 
The vendor shall declare if the multicarrier BTS supports non-contiguous frequency allocation, defined as an allocation where two groups of frequencies are separated with at least 5.4 MHz.

4.10.10
Multicarrier BTS

If the BTS belongs to the multicarrier BTS class the configuration and number of TRXs to be used in the test corresponds to the configuration and number of active carriers at each transmitting antenna connector (i.e. at each transmitter output of a multicarrier transmitter or transceiver). The tests shall be repeated for each transmitting antenna connector, if connected to a multicarrier transmitter. If the maximum Base Station RF bandwidth is less than the relevant transmit band, and the transmitter is capable of operating on all parts of the relevant transmit band or a declared part of it (operating TX band according to subclause 4.2) by tuning, the transmitter tests are repeated until the whole relevant transmit band or the declared operating band is tested. Similarly, if the maximum Base Station RF bandwidth is less than the relevant receive band, the receiver tests are to be repeated until the whole relevant receive band is tested. 

For a multicarrier BTS testing, when the definition minimum frequency spacing is used, the carrier spacing of 600 kHz shall apply for that test case.

The tests in this specification are based on the testing of multicarrier configurations for the supported numbers of carriers, operating at declared maximum power for each number of carriers equally distributed among the carriers. All supported numbers of carriers shall be included in the tests unless otherwise stated in the test case. Equipment that passes all the tests in this specification shall also comply in other configurations, with unequal distribution of power among the carriers, as long as these configurations are defined within the limits of total power, power control margin and maximum number of carriers in the multicarrier transmitter. To verify this compliance a test case with unequal power distribution shall be tested when stated in the subclause:

· If support of four or more active carriers is declared: two carriers are configured to 2 dB higher power  and  two to 4 dB lower power than the declared maximum power at equal distribution. Any additional carrier shall be configured to the declared maximum power at equal distribution. If one carrier needs to be defined as BCCH carrier according to test case, the carrier with highest power shall be used for BCCH.

· If support of less than four active carriers is declared: One carrier is configured to 2 dB higher power  and  one to 4 dB lower power than the declared maximum power at equal distribution. Any additional carrier shall be configured to the declared maximum power at equal distribution. If one carrier needs to be defined as BCCH carrier according to test case, the carriers with highest power shall be used for BCCH. 

If the BTS belongs to the multicarrier BTS class the manufacturer shall declare the supported combinations of number of carriers, output powers and the maximum Base Station RF bandwidth. The manufacturer shall also declare if the multicarrier BTS is equipped with multicarrier receiver.

For any test that applies to a multicarrier configuration in case of a multicarrier BTS all carriers shall apply the GMSK modulation, unless otherwise stated.
In test cases regarding unwanted emissions inband, i.e. including spectrum due to modulation and wideband noise, spurious emissions and intermodulation attenuation, detector mode RMS shall be used for conformance testing. 
The vendor shall declare if the multicarrier BTS supports non-contiguous frequency allocation, defined as an allocation where two groups of frequencies are separated with at least 5.4 MHz.

4th modified subclause
6.5.1
Spectrum due to modulation and wideband noise

6.5.1.1
Test purpose

To verify that the output RF spectrum due to modulation and wideband noise does not exceed the specified levels for an individual transceiver.

6.5.1.2
Test case

The system under test shall be tested with one TRX active or with the BTS equipped with only one TRX, at three frequencies (first at RF channel B, second at RF channel M and third at RF channel T). Slow frequency hopping shall be disabled.
a)
All time slots shall be set up to transmit full power GMSK modulated with a pseudo‑random bit sequence of encrypted bits apart from time slot 0 which shall be set up to transmit at full power but may be modulated with normal BCCH data. The pseudo‑random bit sequence may be generated by another pseudo‑random bit sequence inserted before channel encoding in the BSS.

b)
The power level (as used in table 5) shall be measured using the method of subclause 6.3 for each power step to be tested.

c)
Using a filter and video bandwidth of 30 kHz the power shall be measured at the antenna connector on the carrier frequency. The measurement shall be gated over 50 ‑ 90 % of the useful part of the time slot excluding midamble, and the measured value over this part of the burst shall be averaged. The averaging shall be over at least 200 time slots and only the active burst shall be included in the averaging process. The test is performed on one timeslot and not on timeslot 0.

d)
Step c) shall be repeated with the following offsets above and below the carrier frequency:

in case of BTS not belonging to a multicarrier BTS class: 

-
100 kHz, 200 kHz, 250 kHz, 400 kHz; and

-
600 kHz to 1 800 kHz in steps of 200 kHz.

in case of BTS belonging to a multicarrier BTS class: 

-
100 kHz, 200 kHz, 250 kHz, 400 kHz; and

-
600 kHz up to and including 1 600 kHz in steps of 200 kHz.

e)
With all time slots at the same power level, step c) and d) shall be repeated for all static power levels specified for the equipment (subclause 6.3).

f)
With a filter and video bandwidth of 100 kHz and all time slots active, the power shall be measured at the antenna connector for frequency offsets beyond 1800 kHz up to 2 MHz outside either side of the relevant TX band in case of BTS not belonging to a multicarrier BTS class. In case of BTS belonging to a multicarrier BTS class the power shall also be measured at the frequency offset of 1.8 MHz. This test shall be made in a frequency scan mode, with a minimum sweep time of 75 ms and averaged over 200 sweeps.

g)
With all time slots at the same power level, step f) shall be repeated for all static power levels specified for the equipment (subclause 6.3).

h)
If the TRX supports QPSK, AQPSK, 8-PSK, 16-QAM or 32-QAM modulation, step a) to g) shall be repeated with all time slots set up to transmit with the respective modulation apart from timeslot 0 which may be modulated with normal BCCH data.

For a multicarrier BTS, the test methods and conditions in this subclause apply for configurations with one carrier active. For BTS configurations with more than one carrier active, the test in subclause 6.12 shall be performed.

5th modified subclause
6.5.2
Switching transients spectrum

6.5.2.1
Test purpose

To verify that the output RF spectrum due to switching transients does not exceed the specified limits.

6.5.2.2
Test case

The Manufacturer shall declare how many TRXs the BSS supports:

1 TRX:
The TRX shall be tested at B, M and T.

2 TRX:
One shall be configured to support the BCCH and the second TRX shall be activated and tested at B, M and T.

3 TRX: 
One shall be configured to support the BCCH and the other two shall be activated and tested. Tests shall be performed on B, M and T and both TRXs shall be tested on at least one frequency.

4 TRX or more:
One shall be configured to support the BCCH and three TRXs shall be tested, one on B, one on M and one on T.

For a multicarrier BTS, the test is performed for a single active carrier at B, M and T for each antenna port, transmitting at declared maximum power.

If the TRX supporting the BCCH is physically different from the remaining TRX(s), it shall also be tested on B, M and T.

a)
All active time slots shall be GMSK, 8-PSK, QPSK, AQPSK, 16-QAM or 32-QAM modulated with a pseudo‑random bit sequence apart from time slot 0 of the TRX supporting the BCCH which may be modulated with normal data. The power shall be measured at the offsets listed below from one of the carrier frequencies in the configuration with the test equipment parameters below. The reference power for relative measurements is the power measured in a bandwidth of at least 300 kHz for the TRX under test for the time slot in this test with the highest power.

Resolution bandwidth: 30 kHz

Video bandwidth: 100 kHz

Zero frequency scan

Peak hold enabled


The following offsets from the carrier frequency shall be used:

400 kHz, 600 kHz, 1200 kHz and 1800 kHz.

b)
All timeslots of the TRX or TRXs under test shall be activated at the highest level of static power control and the power measured as described in step a). If synthesizer SFH is supported, the test shall be repeated for the TRX or TRXs which are activated and which do not support the BCCH, with them hopping between B, M and T.

c)
All timeslots of the TRX or TRXs under test shall be activated at the lowest level of static power control and the power measured as described in step a). If synthesizer SFH is supported, the test shall be repeated for the TRX or TRXs which are activated and which do not support the BCCH, with them hopping between B, M and T.

d)
Any active TRX which does not support the BCCH shall be configured with alternate timeslots active at the highest level of static power control and the remaining timeslots idle as illustrated in figure 4 and the power measured as described in step a).

e)
Any active TRX which does not support the BCCH shall be configured with alternate timeslots active at the lowest level of static power control and the remaining timeslots idle as illustrated in figure 4 and the power measured as described in step a).

f)
If the BSS supports dynamic downlink power control, any active TRX which does not support the BCCH shall be configured with transitions between timeslots active at the highest level of static power control and timeslots active at the lowest available level of dynamic power control and idle timeslots, as illustrated in figure 3 and the power measured as described in step a).




NOTE:
Pdmin = The lowest dynamic power step measured in subclause 6.3.

Figure 3: Power/time slot configuration (RF power control)




Figure 4: Power/time slot configuration (no RF power control)

6th modified subclause
6.6
Spurious emissions from the transmitter antenna connector

The test conditions for conducted emissions are defined separately for the BSS relevant transmit band, and elsewhere.

6.6.1
Conducted spurious emissions from the transmitter antenna connector, inside the BTS transmit band

6.6.1.1
Test Purpose

This test measures spurious emissions from the BSS transmitter antenna connector inside the BSS relevant transmit band, while one transmitter is in operation.

6.6.1.2
Test Case

i) For a BTS not belonging to the multicarrier BTS class 
The BTS shall be configured with one TRX active at its maximum output power on all time slots. The test shall be performed at RF channels B, M and T. Slow frequency hopping shall be disabled.

NOTE:
It may be necessary to take steps to ensure that emissions from other transmitters which are not active do not influence the results. This may be achieved by, for example, equipping the BTS with only one TRX or by muting the outputs of the transmitters to a greater degree than otherwise required in GSM 05.05 (ETS 300 577), 3GPP TS 05.05 or 3GPP TS 45.005.

The transmitter antenna connector shall be connected to a spectrum analyser or selective voltmeter with the same characteristic impedance. Peak hold shall be enabled. The power shall be measured.

For frequencies with an offset of 1.8 MHz ( f < 6 MHz from the carrier frequency, and which fall within the relevant TX band:

-
The detecting device shall be configured with a resolution bandwidth of 30 kHz and a video bandwidth of approximately three times this value.

For frequencies with an offset of ( 6 MHz from the carrier frequency, and which fall within the relevant TX band:

-
The detecting device shall be configured with a resolution bandwidth of 100 kHz and a video bandwidth of approximately three times this value.

ii) For a BTS belonging to the multicarrier BTS class 
The test methods and conditions specified in clause 6.5.1.2 apply for configurations with one carrier active and declared maximum output power on all time slots. For BTS configurations with more than one carrier active, the test in subclause 6.12 shall be performed in addition.

7th modified subclause
6.6.2.6
Applicability (Release 8 and later releases GSM 400, T-GSM 810, GSM 900 and DCS 1800)

This subclause replaces subclause 6.6.2.2 for equipment belonging to the multicarrier BTS class.

This test is applicable to equipment meeting the requirements of  3GPP TS 45.005 subclauses 4.3 and 4.7.2.

6.6.2.6.1
Test Purpose

This test measures spurious emissions from the BSS transmitter antenna connectors outside the BSS relevant transmit band for the multicarrier BTS, while the carriers are in operation. It also tests the intra‑BTS intermodulation requirements for GSM 400, T-GSM810, GSM 900 and DCS 1800 outside the BTS transmit and receive bands.

6.6.2.6.2
Test Case

a)
The BSS shall be configured with the maximum number of carriers per antenna connector active at their corresponding maximum output power on all time slots. All carriers shall be distributed according to test case b) in subclause 6.12.2 throughout the maximum Base Station RF bandwidth, including the lowest and highest possible RF channels. If a carrier is designated as being a dedicated BCCH, it shall be allocated to RF channel in the middle of the maximum Base Station RF bandwidth. The maximum Base Station RF bandwidth shall include RF channel B and in a repeated test RF channel T. Slow frequency hopping shall be disabled
b)
Each transmitter antenna connector shall be connected to a spectrum analyser or selective voltmeter with the same characteristic impedance.


The detecting device shall be configured with a resolution and video bandwidth of 100 kHz. The minimum sweep time shall be at least 75 ms and the response shall be averaged over 200 sweeps.


The power shall be measured over the BSS operating receive band.

c)
Step b) shall be repeated for the following frequency band:

‑
for a T-GSM 810, GSM 900 or GSM 400 BSS, the band 1 805 – 1 880 MHz.

‑
for a T-GSM 810, DCS1800 or GSM 400 BSS, the band 921 – 960 MHz.
-
for a GSM900, DCS1800 or GSM 400 BSS, the band 851 – 866 MHz.
d)
If the manufacturer declares that the BSS is suitable for the co-siting of GSM 400, GSM900, DCS1800 and T-GSM810 BSSs the following test shall be performed:


Step b) shall be repeated for the following frequency band:

‑
for a T-GSM810, GSM900 or GSM 400 BSS suitable for co-siting with a DCS 1800 BSS, the band 1 710 – 1 785 MHz.

-
for a T-GSM810, DCS1800 or GSM 400 BSS suitable for co-siting with a GSM 900 BSS, the band 876 – 915 MHz.
-
for a GSM900, DCS1800 or GSM 400 BSS suitable for co-siting with a T-GSM810 BSS, the band 806 – 821 MHz.
-
for a T-GSM810, GSM 900 or DCS 1800 BSS suitable for co-siting with a GSM 400 BSS, the bands 450,4 – 457,6 MHz and 478,8 – 486,0 MHz.

e)
The BSS shall be configured as in step a) except that each carrier which is not a dedicated BCCH shall transmit on full power on alternate time slots. The active timeslots should be the same for all carriers. Either odd or even timeslots may be tested. If slow frequency hopping is supported, each carrier which is not a dedicated BCCH shall hop over the full range of frequencies defined in step a).


The detecting device shall be configured as defined in table 9f. RMS detector mode shall be enabled, and the video bandwidth shall be approximately three times the resolution bandwidth. If this video bandwidth is not available on the detecting device, it shall be the maximum available, and at least 1 MHz. 


The power shall be measured over those parts of the frequency range 100 kHz to 12.75 GHz which are outside the BTS relevant transmit band.

f)
If the manufacturer declares that the BSS protects co-coverage GSM 400 systems the following test shall be performed:


Step b) shall be repeated for the following frequency band:

· for a T-GSM810, GSM900 or DCS 1800 BSS, the bands 460,4 – 467,6 MHz and 488,8 – 496,0 MHz.

g)
Test e) is repeated for two cases:  when the carriers not supporting BCCH are located at minimum frequency spacing at RF channel B and upwards and when allocated at RF channel T and downwards. 

Table 9f: Spurious Emissions Measurements outside the transmit band

	Frequency Band
	Frequency offset
	Resolution Bandwidth

	100 kHz ‑ 50 MHz
	
	10 kHz

	50 MHz ‑ 500 MHz and outside the

relevant transmit band
	(offset from the edge of the relevant transmit band)
	

	
	( 2 MHz
	30 kHz

	
	( 5 MHz
	100 kHz

	500 MHz ‑ 1000 MHz and outside the relevant transmit band
	(offset from the edge of the relevant transmit band)
	

	
	( 2 MHz
	30 kHz

	
	( 5 MHz
	100 kHz

	
	( 10 MHz
	300 kHz

	
	( 20 MHz
	1 MHz

	
	( 30 MHz
	3 MHz

	1000 MHz ‑ 12,75 GHz and outside the relevant transmit band
	(offset from the edge of the relevant transmit band)
	

	
	( 2 MHz
	30 kHz

	
	( 5 MHz
	100 kHz

	
	( 10 MHz
	300 kHz / 1 MHz (note)

	
	( 20 MHz
	1 MHz

	
	( 30 MHz
	3 MHz

	NOTE:

1 MHz measurement bandwidth applies only to BTS belonging to the multicarrier BTS class.


8th modified subclause
6.6.2.7
Applicability (Release 8 and later releases GSM 700, GSM 850 and PCS 1900)

This subclause replaces subclause 6.6.2.2 for equipment belonging to the multicarrier BTS class.

This test is applicable to equipment meeting the requirements of 3GPP TS 45.005 subclauses 4.3 and 4.7.2.

6.6.2.7.1
Test Purpose

This test measures spurious emissions from the BSS transmitter antenna connectors outside the BSS relevant transmit band for the multicarrier BTS, while the carriers are in operation. It also tests the intra‑BTS intermodulation requirements for GSM 700, GSM 850 and PCS 1900 outside the BTS transmit and receive bands.

6.6.2.7.2
Test Case

a)
The BSS shall be configured with the maximum number of carriers per antenna connector active at their corresponding maximum output power on all time slots. All carriers shall be distributed according to test case b) in subclause 6.12.2 throughout the maximum Base Station RF bandwidth, including the lowest and highest possible RF channels. If a carrier is designated as being a dedicated BCCH, it shall be allocated to RF channel in the middle of the maximum Base Station RF bandwidth. The maximum Base Station RF bandwidth shall include RF channel B and in a repeated test RF channel T. Slow frequency hopping shall be disabled
b)
Each transmitter antenna connector shall be connected to a spectrum analyser or selective voltmeter with the same characteristic impedance.


The detecting device shall be configured with a resolution and video bandwidth of 100 kHz. The minimum sweep time shall be at least 75 ms and the response shall be averaged over 200 sweeps.


The power shall be measured over the BSS operating receive band.

c)
Step b) shall be repeated for the following frequency band:

‑
for a GSM 850 or PCS 1900 BSS, the band 728 – 763 MHz.

‑
for a GSM 700 BSS or GSM 850 BSS, the band 1 930 – 1 990 MHz.
-
for a GSM700 BSS or PCS 1900 BSS, the band 869 – 894 MHz.
d)
If the manufacturer declares that the BSS is suitable for the co-siting of GSM 700, GSM850 and PCS1900 BSSs the following test shall be performed:


Step b) shall be repeated for the following frequency band:

-
for a GSM850 or PCS 1900 BSS suitable for co-siting with a GSM 700 BSS, the bands 698 – 716 MHz and  777 – 793 MHz.
-
for a GSM 700 or PCS 1900 BSS suitable for co-siting with a GSM 850 BSS, the band 824 – 849 MHz.

-
for a GSM 700 or GSM 850 BSS suitable for co-siting with a PCS 1900 BSS, the band 1 850 – 1 910 MHz.

e)
The BSS shall be configured as in step a) except that each carrier which is not a dedicated BCCH shall transmit on full power on alternate time slots. The active timeslots should be the same for all TRXs. Either odd or even timeslots may be tested. If slow frequency hopping is supported, each TRX which is not a dedicated BCCH shall hop over the full range of frequencies defined in step a).


The detecting device shall be configured as defined in table 9g. RMS detectormode shall be enabled, and the video bandwidth shall be approximately three times the resolution bandwidth. If this video bandwidth is not available on the detecting device, it shall be the maximum available, and at least 1 MHz. 


The power shall be measured over those parts of the frequency range 100 kHz to 12.75 GHz which are outside the BTS relevant transmit band.

f)
Test e) is repeated for two cases:  when the carriers not supporting BCCH are located at minimum frequency spacing at RF channel B and upwards and when allocated at RF channel T and downwards. 

Table 9g: Spurious Emissions Measurements outside the transmit band

	Frequency Band
	Frequency offset
	Resolution Bandwidth

	100 kHz ‑ 50 MHz
	
	10 kHz

	50 MHz ‑ 500 MHz and outside the

relevant transmit band
	(offset from the edge of the relevant transmit band)
	

	
	( 2 MHz
	30 kHz

	
	( 5 MHz
	100 kHz

	500 MHz ‑ 1000 MHz and outside the relevant transmit band
	(offset from the edge of the relevant transmit band)
	

	
	( 2 MHz
	30 kHz

	
	( 5 MHz
	100 kHz

	
	( 10 MHz
	300 kHz

	
	( 20 MHz
	1 MHz

	
	( 30 MHz
	3 MHz

	1000 MHz ‑ 12,75 GHz and outside the relevant transmit band
	(offset from the edge of the relevant transmit band)
	

	
	( 2 MHz
	30 kHz

	
	( 5 MHz
	100 kHz

	
	( 10 MHz
	1 MHz

	
	( 20 MHz
	1 MHz

	
	( 30 MHz
	3 MHz


9th modified subclause
7.9
Spurious emissions from the receiver antenna connector

7.9.1
Test Purpose

Spurious emissions are emissions at frequencies other than those of the BTS transmitter ARFCNs and adjacent frequencies. This test measures spurious emissions from the BTS receiver antenna connector.

7.9.2
Test Case

The transmitter shall be configured with one TRX active. It shall be allocated to RF Channel M and shall transmit at full power on all time slots.

For a BTS equipped with diversity, the requirements of this subclause apply to each receiver dedicated antenna connector.

 For a BTS equipped with a duplexer or duplexers, the requirements of subclause 6.6 apply to any antenna connector which is a port for both transmitter(s) and receiver(s). Therefore, this test need not be performed on these ports.

The receiver antenna connector shall be connected to a spectrum analyser or selective voltmeter with the same characteristic impedance. 

The detecting device shall be configured as defined in table 26. Peak hold shall be enabled, and the video bandwidth shall be approximately three times the resolution bandwidth. If this bandwidth is not available on the detecting device, it shall be the maximum available, and at least 1 MHz. In case of multicarrier BTS with multicarrier receiver, RMS detector mode shall be enabled instead.

The power shall be measured over the frequency ranges specified in table 26.

Table 26: Measurement conditions for Conducted Emissions from the
Receiver Antenna Connector

	Frequency Band
	Frequency offset
	Resolution Bandwidth

	100 kHz ‑ 50 MHz
	
	10 kHz

	50 MHz ‑ 500 MHz and outside the

relevant transmit band
	(offset from the edge of the relevant transmit band)
	

	
	( 2 MHz
	30 kHz

	
	( 5 MHz
	100 kHz

	500 MHz ‑ 1 GHz

and outside the relevant transmit band
	(offset from the edge of the relevant transmit band)
	

	
	(2 MHz
	30 kHz

	
	(5 MHz
	100 kHz

	
	(10 MHz
	300 kHz

	
	(20 MHz
	1 MHz

	
	(30 MHz
	3 MHz

	1 GHz – 12,75 GHz and outside the relevant transmit band
	(offset from the edge of the relevant transmit band)
	

	
	(2 MHz
	30 kHz

	
	(5 MHz
	100 kHz

	
	(10 MHz
	300 kHz/ 1 MHz(NOTE)

	
	(20 MHz
	1 MHz

	
	(30 MHz
	3 MHz

	Inside the relevant transmit band
	(offset from the  transmit carrier frequency)
	

	
	(1.8 MHz
	30 kHz

	
	(6 MHz
	100 kHz

	NOTE:

1 MHz measurement bandwidth applies only to BTS belonging to multicarrier BTS class equipped with multicarrier receiver.


10th modified subclause
8
Radiated spurious emissions

8.1
Test Purpose

This test measures radiated spurious emissions from the BSS cabinet, including emissions due to the transmitters. For a BTS with multiple enclosures according to clause 8.2 the BTS part with Radio digital unit and the Radio unit may be tested separately in alignment with requirements specified for such equipment operating UTRA [32] or E-UTRA [33], respectively. 
8.2
Test Case

a)
A test site fulfilling the requirements of ITU-R SM.329-10 shall be used. The BTS shall be placed on a non‑conducting support and shall be operated from a power source via an RF filter to avoid radiation from the power leads. The method of ITU-R SM.329-10 shall be used, except in any case where it conflicts with the present document.


Radiation of any spurious components shall be detected by the test antenna and measuring receiver (e.g. a spectrum analyser). At each frequency at which a component is detected, the BSS shall be rotated and the height of the test antenna adjusted to obtain maximum response, and the effective radiated power of that component determined by a substitution measurement. The measurement shall be repeated with the test antenna in the orthogonal polarization plane.
For BTS with single enclosure solution according to Fig. 7 and Fig. 8, radiated spurious emissions are measured from the BSS cabinet including emissions due to the transmitters from the radio equipment. 

For BTS with multiple enclosure solution according to Fig. 7 and Fig. 9, radiated spurious emissions from the BTS part with radio digital unit and the radio unit may be tested separately.

The definition of enclosure port is aligned to [32] and [33] and is depicted below in Fig. 7. Further definitions are included in clause 3.1.
NOTE:  
For example, any connection point on an equipment intended for connection of cables to or from that equipment is considered as a port (see Fig. 7).
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Figure 7: Examples of ports
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Figure 8: BTS with single enclosure solution
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Figure 9: BTS with multiple enclosure solution
b)
The BTS shall be configured with one transmitter active, at its maximum output power on all time slots, on the specified ARFCNs. Slow frequency hopping shall be disabled.

NOTE:
It may be necessary to take steps to ensure that emissions from other transmitters which are not active do not influence the results. This may be achieved by, for example, equipping the BTS with only one TRX or by muting the outputs of the transmitters to a greater degree than otherwise required in 3GPP TS 05.05 or 3GPP TS 45.005.

c)
The measuring receiver shall be configured with a resolution bandwidth of 30 kHz and a video bandwidth of approximately three times this value. Peak hold shall be enabled, except in case of multicarrier BTS where RMS detector mode applies. The received power shall be measured for frequencies with an offset of 1.8 MHz ( f < 6 MHz from the carrier frequency, and which fall within the BTS relevant transmitter band.


At each frequency at which a component is detected, the maximum effective radiated power of that component shall be determined, as described in step a).

d)
The measuring receiver shall be configured with a resolution bandwidth of 100 kHz and a video bandwidth of approximately three times this value. Peak hold shall be enabled, except in case of multicarrier BTS where RMS detectormode applies. The received power shall be measured for frequencies with an offset of (6 MHz from the carrier frequency, and which fall within the BTS relevant transmitter band.


At each frequency at which a component is detected, the maximum effective radiated power of that component shall be determined, as described in step a).

e)
The BSS shall be configured with all transmitters active at their maximum output power on all time slots. If a TRX is designated as being a dedicated BCCH, it shall be allocated to RF channel M. All remaining TRXs shall be allocated in the following order; first to RF channel B, then to T, then distributed as evenly as possible throughout the BSS operating transmit band. Slow frequency hopping shall be disabled.
In case of multicarrier BTS the maximum number of supported carriers are active and operating at maximum declared power. The carriers are distributed over the maximum supported RF BW as defined in subclause 6.12.


The measuring receiver shall be configured as defined in table 27. Peak hold shall be enabled, and the video bandwidth shall be approximately three times the resolution bandwidth. If this video bandwidth is not available on the measuring receiver, it shall be the maximum available, and at least 1 MHz. In case of multicarrier BTS the RMS detector mode applies instead. The received power shall be measured over the frequency range 30 MHz to 12,75 GHz, excluding the BTS relevant transmitter band.

Table 27: Radiated spurious Emissions Measurements outside the transmit band

	Frequency Band
	Frequency offset
	Resolution Bandwidth

	30 MHz ‑ 50 MHz
	
	10 kHz

	50 MHz ‑ 500 MHz and outside the

relevant transmit band
	(offset from the edge of the relevant transmit band)
	

	
	( 2 MHz
	30 kHz

	
	( 5 MHz
	100 kHz

	500 MHz ‑ 1 GHz and outside the relevant transmit band
	(offset from the edge of the relevant transmit band)
	

	
	(2 MHz
	30 kHz

	
	(5 MHz
	100 kHz

	
	(10 MHz
	300 kHz

	
	(20 MHz
	1 MHz

	
	(30 MHz
	3 MHz

	1 GHz ‑ 12,75 GHz and outside the relevant transmit band
	(offset from the edge of the relevant transmit band)
	

	
	(2 MHz
	30 kHz

	
	(5 MHz
	100 kHz

	
	(10 MHz
	300 kHz/ 1 MHz(NOTE)

	
	(20 MHz
	1 MHz

	
	(30 MHz
	3 MHz

	NOTE:

1 MHz measurement bandwidth applies only to BTS belonging to multicarrier BTS class


At each frequency at which a component is detected, the maximum effective radiated power of that component shall be determined, as described in step a).

End of modifications



































































 





Radio





 





Equipment





 





BTS





 Equipment





 





 





Radio 





digital





 





unit





 





Radio





 Equipment





 





Radio unit





 





BTS





 Equipment





 


















































�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark appropriate boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Office® 2003 applications. Prefered format is ISO standard yyyy-MM-dd.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected and the CRs which are linked. This is particularly important where the affected specs belong to a different working group than that which will agree the present CR.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_984310544

_984310570

