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	Reason for change:
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	For the new feature Selective Ciphering a PICS is needed in classmark check tests (51.010-1 table Table 26.6.11b)

	
	

	Summary of change:
(

	New PICS “TSPC_Selective_Ciphering_DL_SACCH” added to table A.4.3 Mobile Station Features

	
	

	Consequences if 
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	No PICS available for Selective Ciphering of Downlink SACCH
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	Other comments:
(

	New number xxx to be added to table Table A.4.3.


A.4.3
Mobile Station Features

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the mobile station features given in the table below.

Table A.2: Mobile Station Features

	Item
	Mobile Station Feature
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Display of Called Number.
	3GPP TS 02.07 B.1.1
	 Phase 2
	C.202
	
	TSPC_Feat_DCN

	2
	Indication of Call Progress Signals.
	3GPP TS 02.07 B.1.2
	 Phase 2
	C.204
	
	TSPC_Feat_CPSind

	3
	Country/PLMN Indication.
	3GPP TS 02.07 B.1.3
	 Phase 2
	C.202
	
	TSPC_Feat_PLMNind


 [Skip in table]

	121
	Support of VAMOS Type 1
	3GPP TS 45.005
	Rel-9
	O
	
	TSPC_VAMOS_Type1

	122
	Support of VAMOS Type 2
	3GPP TS 45.005
	Rel-9
	O
	
	TSPC_VAMOS_Type2

	123
	Support of EFTA
	3GPP TS 45.002
	Rel-9
	O
	
	TSPC_EFTA

	124
	Support of Fast Downlink Frequency Switching Capability
	3GPP TS 24.008
	Rel-10
	O
	
	TSPC_Fast_Downlink_Freq_Switch_Cap

	125
	eCall Only subscription support
	3GPP TS 24.008
	Rel-9
	C.219
	
	TSPC_eCall_only_support

	126
	Support of TIGHTER for speech and signalling channels
	3GPP TS 45.005
	Rel-10
	O
	
	TSPC_TIGHTER_SPEECH_SIGNALLING 

	127
	Support of TIGHTER for GPRS and EGPRS    
	3GPP TS 45.005
	Rel-10
	O
	
	TSPC_TIGHTER_GPRS_EGPRS

	128
	Support of TIGHTER for EGPRS2
	3GPP TS 45.005
	Rel-10
	O
	
	TSPC_TIGHTER_EGPRS2

	129
	Support of DTR
	3GPP TS 44.060
	Rel-10
	O
	
	TSPC_DTR

	130
	Support of FANR capability
	3GPP TS 44.060 9.1.14
	Rel-10
	O
	
	TSPC_FANR_Capability

	xxx
	Support of Selective Ciphering of Downlink SACCH
	3GPP TS 24.008
	Rel-10
	O
	
	TSPC_Selective_Ciphering_DL_SACCH

	C.201
	IF A.3/1 OR A.3/2 OR A.4/20 OR A.4/21 THEN M ELSE N/A
	-- TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_BS61 OR TSPC_Serv_BS81

	C.202
	IF A.2/27 THEN M ELSE N/A
	-- TSPC_Feat_Alphanum_Display 

	C.203
	IF A.2/27 OR A.2/28 THEN M ELSE N/A
	-- TSPC_AlphaNum_Display OR TSPC_Other_Means_of_Display

	C.204
	IF A.2/29 THEN M ELSE N/A
	-- TSPC_Speech_Indicator

	C.205
	IF A.2/26 OR A.2/40 THEN M ELSE N/A
	-- TSPC_Feat_Autocall

	C.206
	IF A.1/16 OR A.1/17 THEN M ELSE N/A
	-- TSPC_Feat_Ext_TA

	C.207
	IF A.2/41 OR A.2/42 THEN M ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C.208
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C.209
	IF A.2/41 or A.2/42 THEN at least one of these items shall be supported ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C.210
	IF A.2/42 THEN O ELSE N/A
	-- TSPC_EGPRS

	C.211
	IF A.3/2 THEN M ELSE N/A
	-- TSPC_Serv_TS12

	C.212
	Void
	

	C.213
	Void
	

	C.214
	IF (A.2/41 AND A.1/51) OR (A.2/42 AND A.1/66)THEN O ELSE N/A
	-- (TSPC_GPRS AND TSPC_Type_GPRS_Multislot_operation)  OR (TSPC_EGPRS AND TSPC_Type_EGPRS_Multislot_operation )

	C.215
	IF A.2/59 OR A.2/94 OR A.2/60 OR A.2/95 THEN O ELSE N/A
	-- TSPC_A-GPS_Based OR TSPC_MSB_A-GANSS OR TSPC_A-GPS_Assist OR TSPC_MSA_A-GANSS)

	C.216
	IF A.2/71 THEN O ELSE N/A
	-- TSPC_GAN

	C.217
	IF A.2/96 or A.2/97 or A.2/98 THEN at least one of these items shall be supported ELSE N/A
	-- TSPC_GLONASS OR TSPC_MGPS OR TSPC_GALILEO

	C.218
	IF A.2/99 OR A.2/100 THEN M ELSE N/A
	-- TSPC_CS_EGAN OR TSPC_PS_EGAN

	C.219
	IF A.2/91 THEN A ELSE IF A.2/125 THEN O ELSE N/A
	-- TSPC_eCallOnly_Equipment  OR TSPC_eCallCapableMS
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