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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	42.8.3
	Dynamic Allocation/ Downlink Transfer with Uplink TBF Establishment/ T3168/Packet Access Reject/ With WAIT_INDICATION
	R97
	All GPRS MS
	
	C215
	42.8.3
	


[Skip in table]

	42.9.2.1.1
	Extended Dynamic Allocation / Uplink Transfer / Normal / Successful
	R99 
	All GPRS MS supporting Extended Dynamic Allocation and GPRS multislot classes: 3,5,6,7,9 to 29, 31 to 34, 36 to 39, 41 to 45
	
	C348
	TSPC_Type_GPRS_Multislot_ClassX (where X = 1..45)
	

	42.9.2.1.2
	Extended Dynamic Allocation / Uplink Transfer / Normal / USF_GRANULARITY = 4 blocks
	R99 
	All GPRS MS supporting Extended Dynamic Allocation and GPRS multislot classes: 3, 5, 6, 7, 9 to 29, 31 to 34, 36 to 39, 41 to 45
	
	C348
	
	

	42.9.2.1.3
	Extended Dynamic Allocation / Uplink Transfer / Normal / Allocation via polling mechanism
	R99 
	All GPRS MS supporting Extended Dynamic Allocation and GPRS multislot classes: 3,5,6,7,9 to 29, 31 to 34, 36 to 39, 41 to 45
	
	C348
	TSPC_Type_GPRS_Multislot_ClassX (where X = 1..45)
	

	42.9.2.1.4
	Extended Dynamic Allocation / Uplink Transfer / Normal / PACCH operation in downlink
	R99 
	All GPRS MS supporting Extended Dynamic Allocation and GPRS multislot classes: 3, 5, 6, 7, 9 to 29, 31 to 34, 36 to 39, 41 to 45
	
	C348
	TSPC_Type_GPRS_Multislot_ClassX (where X = 1..45)
	

	42.9.2.1.5
	Extended Dynamic Allocation / Uplink Transfer / Normal / Polling for PDAN
	R99 
	All GPRS MS supporting Extended Dynamic Allocation and GPRS multislot classes: 3, 5, 6, 7, 9 to 29, 31 to 34, 36 to 39, 41 to 45
	
	C348
	TSPC_Type_GPRS_Multislot_ClassX (where X = 1..45)
	

	42.9.2.2.1
	Extended Dynamic Allocation / Uplink Transfer / configuration change / Changes in the Allocation from Dynamic to Extended Dynamic.
	R99 
	All GPRS MS supporting Extended Dynamic Allocation and GPRS multislot classes: 3,5,6,7,9 to 29, 31 to 34, 36 to 39, 41 to 45
	
	C348
	TSPC_Type_GPRS_Multislot_ClassX (where X = 1..45)
	42.9.2.2.1

	42.9.2.2.2
	Extended Dynamic Allocation / Uplink Transfer / configuration change / Changes in the Allocation from Extended Dynamic to Dynamic.
	R99 
	All GPRS MS supporting Extended Dynamic Allocation and GPRS multislot classes: 3,5,6,7,9 to 29, 31 to 34, 36 to 39, 41 to 45
	
	C348
	TSPC_Type_GPRS_Multislot_ClassX (where X = 1..45)
	42.9.2.2.2

	42.9.2.2.3
	Extended Dynamic Allocation / Uplink Transfer / configuration change / Reduction in number of uplink slots using PACKET UPLINK ASSIGNMENT.
	R99 
	All GPRS MS supporting Extended Dynamic Allocation and GPRS multislot classes: 3,5,6,7,9 to 29, 31 to 34, 36 to 39, 41 to 45
	
	C348
	TSPC_Type_GPRS_Multislot_ClassX (where X = 1..45)
	42.9.2.2.3

	42.9.2.2.4
	Extended Dynamic Allocation / Uplink Transfer / configuration change / Reduction in number of uplink slots using PACKET PDCH RELEASE.
	R99 
	All GPRS MS supporting Extended Dynamic Allocation and GPRSmultislot classes: 3,5,6,7,9 to 29, 31 to 34, 36 to 39, 41 to 45
	
	C348
	TSPC_Type_GPRS_Multislot_ClassX (where X = 1..45)
	42.9.2.2.4

	42.9.2.2.5
	Extended Dynamic Allocation / Uplink Transfer / configuration change / Increase in number of uplink slots
	R99 
	All GPRS MS supporting Extended Dynamic Allocation and GPRS multislot classes: 3,5,6,7,9 to 29, 31 to 34, 36 to 39, 41 to 45
	
	C348
	TSPC_Type_GPRS_Multislot_ClassX (where X = 1..45)
	42.9.2.2.5

	42.9.3.1.1
	Extended Dynamic Allocation / Shifted USF / PACCH management / Successful
	R99 
	All GPRS MS supporting Extended Dynamic Allocation AND GPRS multislot classes: 34, 39 and 45
	
	C420
	TSPC_Type_GPRS_Multislot_ClassX (where X = 1..45)
	42.9.3.1.1

	42.9.3.1.2
	Extended Dynamic Allocation / Shifted USF / Normal / USF assignment on 2nd PDCH
	R99 
	All GPRS MS supporting Extended Dynamic Allocation AND GPRS multislot classes: 34, 39 and 45
	
	C420
	TSPC_Type_GPRS_Multislot_ClassX (where X = 1..45)
	

	42.9.3.1.3
	Extended Dynamic Allocation / Shifted USF / Normal / Release of 2nd PDCH
	R99 
	All GPRS MS supporting Extended Dynamic Allocation AND GPRS multislot classes: 34, 39 and 45
	
	C420
	TSPC_Type_GPRS_Multislot_ClassX (where X = 1..45)
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