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A.4.3
Mobile Station Features

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the mobile station features given in the table below.

Table A.2: Mobile Station Features

	Item
	Mobile Station Feature
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Display of Called Number.
	3GPP TS 02.07 B.1.1
	 Phase 2
	C.202
	
	TSPC_Feat_DCN
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	61
	Void
	
	
	
	
	

	62
	Support of DTM/GPRS
	3GPP TS 24.008 10.5.1.7, 3GPP TS 24.008 10.5.5.12a
	R99
	C.208
	
	TSPC_DTM_GPRS 

	63
	Support MS Assisted EOTD Performance for GMSK
	3GPP TS  05.05 Annex I
	R98
	O
	
	TSPC_EOTD_ASSIST AND TSPC_PERF_GMSK

	64
	Support MS Assisted EOTD Performance for 8PSK
	3GPP TS 05.05 Annex I
	R99
	O
	
	TSPC_EOTD_ASSIST AND TSPC_PERF_8PSK

	65
	Support of EGPRS Packet Access enhancement
	3GPP TS 04.18 3.5.2.1.2

3GPP TS 04.60 7.1.2.1
	R99 only
	O
	
	TSPC_EGPRS_ENHANC

	66
	void
	
	
	
	
	

	67
	Support of MT SMS over GPRS
	3GPP TS 22.060, 5.4
	R99
	O
	
	TSPC_MT_SMS_over_GPRS

	68
	void
	
	
	
	
	

	69
	Support of DTM/EGPRS
	3GPP TS 24.008 10.5.1.7, 3GPP TS 24.008 10.5.5.12a
	R99
	C.210
	
	TSPC_DTM_EGPRS

	70
	Support of Extended dynamic allocation
	3GPP TS 45.002, B.1
	R99
	C.214
	
	TSPC_Extended_Dynamic_Allocation
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