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51.2.3.14
Packet Immediate Assignment by IPA Capable MS/ One phase packet access / IPA uplink assignment/ Radio_Access_Capability_bit  set
51.2.3.14.1
Conformance requirement

If frequency hopping is applied, the network may use the indirect encoding or the direct encoding of the frequency configuration in the Packet Channel Description information element in the IPA Uplink Assignment struct in IMMEDIATE PACKET ASSIGNMENT message. If the indirect encoding is used, the mobile station uses information received in system information or stored from a previous assignment to determine the frequency parameters, see 3GPP TS 44.060. If the direct encoding is used, the mobile station uses the cell allocation defined for the cell to decode the mobile allocation.

If the indirect encoding is used, the IMMEDIATE PACKET ASSIGNMENT message may contain a CHANGE_MARK_1 field. If that is present, the mobile station shall verify the validity of the SI13_CHANGE_MARK associated with the GPRS mobile allocation to which the message refers, see 3GPP TS 44.060. If the CHANGE_MARK_1 field and the SI13_CHANGE_MARK do not match, the message does not satisfactorily define a PDCH.
In the case the one phase packet access is granted to MS supporting IMMEDIATE PACKET ASSIGNEMENT, the IPA Uplink Assignment struct may assign packet uplink resource for multiple mobile stations and contain following parameters specific to different mobile stations:
-
the temporary flow identity;

-
the USF value;
-
the EGPRS channel coding command for RLC data block;

-
the timing advance value;
-
the Radio Access Capabilities Request bit.
In addition, the IPA Uplink Assignment struct contains the timeslot number which is common to all mobile stations addressed in this construction. Relevant default values shall be used for the RLC window size, Alpha, RESEGMENT and USF_GRANULARITY parameters as specified in subclause 10.5.2.78.

If the Radio Access Capability Request bit is set to 1, mobile stations addressed in the IPA Uplink Assignment struct in the IMMEDIATE PACKET ASSIGNMENT message shall send MS Radio Access Capability 2 IE in PACKET RESOURCE REQUEST message.
Reference

3GPP TS 44.018 subclause 3.5.2.1.3.1and 3.5.2.1.3.2
51.2.3.14.2
Test purpose 

To verify that in the case of one phase packet access is granted to MS supporting IMMEDIATE PACKET ASSIGNMENT, the IPA Uplink Assignment struct correctly assigns the packet uplink resource to the addressed MS and contain parameters relevant to the uplink assignment of packet resources specific to the MS. If the Radio_Access_Capability_bit is set to 1, the MS sends the MS_Radio_Access_Capability_2_IE in the PACKET RESOURCE MESSAGE
51.2.3.14.3
Method of test

Initial conditions

System Simulator:


1 cell, CCCH combined with SDCCH.

Mobile Station:


MS is GPRS attached, PDP Context 31 is activated and the MS is in packet idle mode.

Specific PICS Statements

TSPC_IMMEDIATE_PACKET_ASSIGNMENT
PIXIT Statements

-

Test procedure
The IPA capable MS shall attempt a one phase packet access. The SS verifies that the MS correctly sets the packet uplink resource to the addressed MS and contain parameters relevant to the uplink assignment of packet resource specific to the MS. If the Radio_Access_Capability_bit is set to 1, The SS verifies that the MS sends the MS_Radio_Access_Capability_2_IE in the PACKET RESOURCE MESSAGE
Maximum duration of the test

5 minutes.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	The MS is triggered to transfer 200 octets of data.

	2
3
	MS -> SS
MS -> SS
	CHANNEL REQUEST
PACKET UPLINK RESOURCE REQUEST
	One Phase Access Request



	4

5

6
7
	SS -> MS
SS -> MS

SS -> MS
MS -> SS

	IMMEDIATE ASSIGNMENT

IMMEDIATE ASSIGNMENT

IMMEDIATE ASSIGNMENT REJECT
PACKET RESOURCE MESSAGE 

	SS verifies that the MS correctly sets the packet uplink resource to the addressed MS.

SS verifies that the MS correctly sets contain parameters relevant to the uplink assignment of packet resource specific to the MS.

If not, then an IMMEDIATE ASSIGNMENT REJECT message is sent to the MS to indicate packet access rejection.
If the Radio_Access_Capability_bit is set to 1, The SS verifies that the MS sends the “MS_Radio_Access_Capability_2_IE”
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