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On Single Carrier Reception in DLMC
1 Introduction

There have been extensive discussions in GERAN on the working assumptions for DLMC, and the latest set of working assumptions have been captured in [1], some of them still pending an agreement.
This document provides two proposals related to single carrier reception.
2 Background
To alleviate the increased risk of blocking for an MS in DLMC configuration it was proposed in [2] that an MS in DLMC mode shall regularly fallback to single carrier reception (although the MS still remains in DLMC configuration). Relating WAs in [1] are quoted as follows,
WA54: To ensure a communication channel between the MS and network when the MS is blocked, a fallback to single carrier is used on a regular pre-determined interval.

WA55: When falling back to single carrier configuration the MS remains in DLMC configuration but the non-DLMC performance requirements apply.
3 Non-contiguous intra-band reception and inter-band reception

It is not fully clear how the fallback shall be applied in case of non-contiguous reception. WA54 could be interpreted as either falling back to single carrier reception on one receive path and closing reception on the other receive path, or falling back to single carrier reception on both receive paths. Both interpretations are considered overkill by the sourcing company, because

· If a fallback is applied on one receive path, the achieved “reliable communication channel” is not expected to be impacted by the other receive path, whether the latter is blocked or not.
· In case a “reliable communication channel” has been ensured on one receive path, close of reception or fallback to single carrier reception on the other receive path may result in significant loss of peak throughput whenever the fallback occurs.

And the above is also true for inter-band reception.

WA1: In case of non-contiguous intra-band reception or inter-band reception, fallback to single carrier only applies to one receive path.
4 Carrier selection
In DLMC there are a number of cases where single carrier reception is used:
a) Fallback to single carrier reception on PTCCH.
b) Fallback to single carrier reception on PDTCH.
c) Carrier selection output of a single carrier in a given radio block period.

It has been agreed that in all three cases the current single carrier (i.e. non-DLMC) performance requirements shall apply (see WA1 and WA55 in [1]).
Figure 1 shows an example of single carrier reception on PDTCH (covering case b and case c).
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Figure 1.  Single carrier reception on PDTCH

Unlike case b, case c only occurs “irregularly”, depending on a number of factors: MS capability (e.g. supported maximum carrier separation), network planning (e.g. ARFCN spacing in a MA), radio resource management (e.g. number of assigned carriers), starting frame number of the radio block period, etc. For some DLMC configurations, it may never occur. And for some other DLMC configurations, it may occur every once in a while. In any case, once it occurs, the effect on reducing the risk of in-band blocking is exactly the same as case b. Hence it makes no sense to apply case b whenever case c occurs since last regular fallback period, as shown in blue in Figure 1.
WA2: Do not apply a regular fallback on PDTCH in case the carrier selection procedure outputs a single carrier at least once since last regular fallback period.
5 Conclusions
This document discusses some potential issues related to current working assumptions on single carrier reception when the MS is in downlink multi-carrier configuration.

It is proposed to take the text in bold below as working assumptions to avoid unnecessary loss of peak throughput performance brought by the DLMC feature.
WA1: In case of non-contiguous intra-band reception or inter-band reception, fallback to single carrier only applies to one receive path.

WA2: Do not apply a regular fallback on PDTCH in case the carrier selection procedure outputs a single carrier at least once since the last regular fallback period.
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