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--------------------------------FIRST CHANGE----------------------------

6.6
Rerouting procedure in case of MOCN configuration for network sharing

6.6.1
General

This procedure shall be supported by a BSS if and only if it supports the MOCN configuration (see [43]). 

In the MOCN configuration the radio access part of the network is shared. There may be more than one Gb-Interface towards the PS domain of different CN operators from the BSS.

Rerouting procedure is a mechanism used as part of the assignment of CN operator in shared networks with MOCN configuration when they perform initial attach/registration. In this case BSS may not know towards which SGSN to route the initial MS request message and the latter may be rerouted to another SGSN by BSS.

More precisely, in case of MOCN configuration, the selection of SGSN in BSS is based on the NRI (valid or invalid) or by random selection. In case where the SGSN cannot be deduced from the NRI and a GPRS attach or routing area updating initial layer 3 message (defined in [11]) shall be transferred in UL-UNITDATA message towards a SGSN, BSS shall choose a SGSN and initiate a rerouting procedure.

To trigger a rerouting procedure in MOCN configuration, the BSS adds the Redirect Attempt Flag IE to the UL-UNITDATA message, in order to indicate that the SGSN shall respond by including either Redirection Indication IE or Redirection Completed IE and Additional Redirection Indication IE in DL-UNITDATA.

6.6.2
Reroute Indication

If the SGSN cannot serve the request and reroute is possible (error causes are related to subscription options - defined in [11]), the reject Layer 3 Information LLC-PDU (e.g.GPRS attach Reject) and a Redirection Indication IE or an Redirection Complete IE and  Additional Redirection Indication IE containing a Reroute Reject Cause shall be included in the DL-UNITDATA message for the downlink direction.

When the IMSI is not included in the UL-UNITDATA message and CS/PS domain registration coordination is required (see [43]), the Initial LLC-PDU and a Redirection Indication IE containing the Reroute Reject Cause set to “CS/PS domain registration coordination required” shall be included in the DL-UNITDATA message for the downlink direction. CS/PS domain registration coordination may not be performed for the operator’s own subscribers by the SGSN.

In addition the DL-UNITDATA shall contain:

-
The Initial LLC-PDU received from the MS;

-
The IMSI, if available;

-
The Unconfirmed send state variable, if available.
In MOCN configuration, if the BSS receives the Redirection Indication IE or Redirection Complete IE and  Additional Redirection Indication IE in the DL-UNITDATA message from a SGSN which is not the last attempted, it shall re-initiate the  procedure towards another CN operator when possible (or possibly to the same CN in case when CS/PS domain registration coordination is required), with  in the UL-UNITDATA message:
-
The Initial LLC-PDU as LLC-PDU;

-
The Redirect Attempt Flag IE ;

-
The IMSI, if received from one of previously attempted CN operators;

-
The Unconfirmed send state variable, if received from previously attempted CN operator.

Upon reception of the downlink Redirection Indication IE or  Additional Redirection Inidcation IE, the BSS shall store as part of the Rerouting Function the associated Reroute Reject Cause included in the Redirection Indication IE or in the Additional Redirection Indication IE. Furthermore the BSS shall store the LLC-PDU related to this SGSN. In case the Reroute Reject Cause  is set to "CS/PS domain registration coordination required", then the BSS shall perform CS/PS domain registration coordination based on the received IMSI. In this case the Reroute Reject Cause value and the associated  LLC-PDU shall not be stored.

In case all attempted CN operators have replied with a Redirection Indication IE, the BSS shall select the most appropriate Layer 3 Information  received from the attempted CN nodes based on the stored information as part of the Rerouting procedure and send it back to the MS (see [11).
6.6.3
Reroute complete

If the SGSN can serve the request, the Redirection Completed  IE with outcome value set to "MS is accepted" or "MS is already registered" and  Layer 3 Information LLC-PDU (e.g.GPRS Attach Accept) shall be included in the DL-UNITDATA message for the downlink direction.

Upon reception of the downlink Redirection Completed  IE, the BSS shall send back the included LLC-PDU to the MS and terminate the Rerouting procedure.

6.6.4
Abnormal Conditions

If the SGSN cannot serve the request and rerouting is not possible, the Redirection Completed  IE with outcome value set to "MS is not accepted" and  Layer 3 Information LLC-PDU (e.g.GPRS Attach Reject) shall be included in the DL-UNITDATA message for the downlink direction.
--------------------------------NEXT CHANGE----------------------------

10.2.1
DL-UNITDATA

This PDU is sent to the BSS to transfer an LLC-PDU across the radio interface to an MS.

PDU type:
DL-UNITDATA

Direction:
SGSN to BSS

Table 10.2.1: DL-UNITDATA PDU contents

	Information element
	Type / Reference
	Presence
	Format
	Length

	PDU type
	PDU type/11.3.26
	M
	V
	1

	TLLI (current)
	TLLI/11.3.35
	M
	V
	4

	QoS Profile (note 1)
	QoS Profile/11.3.28
	M
	V
	3

	PDU Lifetime
	PDU Lifetime/11.3.25
	M
	TLV
	4

	MS Radio Access Capability (note 2)
	MS Radio Access Capability/11.3.22
	O
	TLV
	7-?

	Priority (note 3)
	Priority/11.3.27
	O
	TLV
	3

	DRX Parameters
	DRX Parameters/11.3.11
	O
	TLV
	4

	IMSI 
	IMSI/11.3.14
	O
	TLV
	5-10

	TLLI (old)
	TLLI/11.3.35
	O
	TLV
	6

	PFI
	PFI/11.3.42
	O
	TLV
	3

	LSA Information
	LSA Information/11.3.19
	O
	TLV
	7-?

	Service UTRAN CCO
	Service UTRAN CCO/11.3.47
	O
	TLV
	3

	Subscriber Profile ID for RAT/Frequency priority (note 5)
	Subscriber Profile ID for RAT/Frequency priority/11.3.105
	O
	TLV
	3

	Redirection Indication  (note 6)
	Redirection Indication/11.3.112
	O
	TLV
	3

	Additional Redirection Indication (note 11)
	Additional Redirection Indication/11.3.120
	C
	TLV
	3

	Redirection Completed (note 7)
	Redirection Completed/11.3.113
	O
	TLV
	3

	Unconfirmed send state variable (note 9)
	Unconfirmed send state variable/11.3.114
	C
	TLV
	4

	SCI (note 10)
	SCI/ 11.3.116
	O
	TLV
	3

	GGSN/P-GW location (note 10)
	GGSN/P-GW location/11.3.117
	O
	TLV
	3

	Alignment octets
	Alignment octets/11.3.1
	O
	TLV
	2-5

	LLC-PDU (note 4)
	LLC-PDU/11.3.15
	M
	TLV
	2-?

	Initial LLC-PDU (note 8)
	LLC-PDU/11.3.15
	O
	TLV
	2-?

	NOTE 1:
Some attributes of the QoS Profile shall be discarded if the PFI field is present and corresponds to a known PFC in the BSS.

NOTE 2:
The field shall be present if there is valid MS Radio Access Capability information known by the SGSN; the field shall not be present otherwise.

NOTE 3:
The priority field shall be discarded if the PFI field is present and corresponds to a known PFC in the BSS for which the ARP field was received.

NOTE 4:
The LLC-PDU Length Indicator may be zero. 

NOTE 5:
This IE may be included if available in the SGSN. If the Service UTRAN CCO IE is present with the value of "shall not" the Service UTRAN CCO IE takes precedence over this IE. 

NOTE 6:
This IE shall be included if Redirect Attempt flag was present in UL-UNITDATA and the CN requests rerouting by the BSC to another CN operator.

NOTE 7:
This IE shall be included if Redirect Attempt flag was present in UL-UNITDATA and the redirection is completed.

NOTE 8:
The initial Layer 3 Information received from MS. Only present when Redirection Indication is present.
NOTE 9:
Contains the value of the V(U) as defined in 3GPP TS 44.064 [12] if Redirection Indication IE is present.

NOTE 10:
These IEs are included when the SGSN supports the SIRUG feature and the received GTP-U packet contained the SCI IE.
NOTE 11: This IE may only be present when Redirection Complete is present.


--------------------------------NEXT CHANGE----------------------------

11.3
Information Element Identifier (IEI)

An Information Element Identifier (IEI) is identified by the same coding in all BSSGP PDUs.

Table 11.3: IEI types

	IEI coding
(hexadecimal)
	IEI Types

	x00
	Alignment Octets

	x01
	Bmax default MS

	x02
	BSS Area Indication

	x03
	Bucket Leak Rate

	x04
	BVCI

	x05
	BVC Bucket Size

	x06
	BVC Measurement

	x07
	Cause

	x08
	Cell Identifier

	x09
	Channel needed

	x0a
	DRX Parameters

	x0b
	eMLPP-Priority

	x0c
	Flush Action

	x0d
	IMSI

	x0e
	LLC-PDU

	x0f
	LLC Frames Discarded

	x10
	Location Area

	x11
	Mobile Id

	x12
	MS Bucket Size

	x13
	MS Radio Access Capability

	x14
	OMC Id

	x15
	PDU In Error

	x16
	PDU Lifetime

	x17
	Priority

	x18
	QoS Profile

	x19
	Radio Cause

	x1a
	RA-Cap-UPD-Cause

	x1b
	Routeing Area

	x1c
	R_default_MS

	x1d
	Suspend Reference Number

	x1e
	Tag

	x1f
	TLLI

	x20
	TMSI

	x21
	Trace Reference

	x22
	Trace Type

	x23
	TransactionId

	x24
	Trigger Id

	x25
	Number of octets affected

	x26
	LSA Identifier List

	x27
	LSA Information

	x28
	Packet Flow Identifier

	x29
	GPRS Timer

	x3a
	Aggregate BSS QoS Profile (ABQP)

	x3b
	Feature Bitmap

	x3c
	Bucket_Full Ratio

	x3d
	Service UTRAN CCO (Cell Change Order)

	x3e
	NSEI

	x3f
	RRLP APDU

	x40
	LCS QoS

	x41
	LCS Client Type

	x42
	Requested GPS Assistance Data

	x43
	Location Type

	x44
	Location Estimate

	x45
	Positioning Data

	x46
	Deciphering Keys

	x47
	LCS Priority

	x48
	LCS Cause

	x49
	LCS Capability

	x4a
	RRLP Flags

	x4b
	RIM Application Identity 

	x4c
	RIM Sequence number

	x4d
	RAN-INFORMATION-REQUEST Application Container

	x4e
	RAN-INFORMATION Application Container

	x4f
	RIM PDU Indications

	x50
	This value is reserved for future use and shall be treated by the recipient as an unknown IEI

	x51
	This value should not be used, as it has been used in earlier versions of this protocol.

	x52
	PFC flow control parameters

	x53
	Global CN-Id

	x54
	RIM Routing Information

	x55
	RIM Protocol Version Number

	x56
	Application Error Container

	x57
	RAN-INFORMATION-REQUEST RIM Container

	x58
	RAN-INFORMATION RIM Container

	x59
	RAN-INFORMATION-APPLICATION-ERROR RIM Container

	x5a
	RAN-INFORMATION-ACK RIM Container

	x5b
	RAN-INFORMATION-ERROR RIM Container

	x5c
	TMGI

	x5d
	MBMS Session Identity

	x5e
	MBMS Session Duration

	x5f
	MBMS Service Area Identity List

	x60
	MBMS Response

	x61
	MBMS Routing Area List

	x62
	MBMS Session Information

	x63
	MBMS Stop Cause

	x64
	Source BSS to Target BSS Transparent Container

	x65
	Target BSS to Source BSS Transparent Container

	x66
	NAS container for PS Handover

	x67
	PFCs to be set-up list

	x68
	List of set-up PFCs

	x69
	Extended Feature Bitmap

	x6a
	Source to Target Transparent Container

	x6b
	Target to Source Transparent Container

	x6c
	RNC Identifier

	x6d
	Page Mode

	x6e
	Container ID

	x6f
	Global TFI

	x70
	IMEI

	x71
	Time to MBMS Data Transfer

	x72
	MBMS Session Repetition Number

	x73
	Inter RAT Handover Info

	x74
	PS Handover Command

	x75
	PS Handover Indications

	x76
	SI/PSI Container

	x77
	Active PFCs List

	x78
	Velocity Data

	x79
	DTM Handover Command

	x7a
	CS Indication

	x7b
	Requested GANSS Assistance Data

	x7c
	GANSS Location Type

	x7d
	GANSS Positioning Data

	x7e
	Flow Control Granularity

	x7f
	eNB Identifier

	x80
	E-UTRAN Inter RAT Handover Info

	x81
	Subscriber Profile ID for RAT/Frequency priority

	x82
	Request for Inter RAT Handover Info

	x83
	Reliable Inter RAT Handover Info

	x84
	SON Transfer Application Identity

	x85
	CSG Identifier

	x86
	TAC

	x87
	Redirect Attempt Flag

	x88
	Redirection Indication

	x89
	Redirection Completed

	x8a
	Unconfirmed send state variable

	x8b
	IRAT Measurement Configuration

	x8c
	SCI

	X8d
	GGSN/P-GW location

	x8e
	Selected PLMN ID

	x8f
	Priority Class Indicator

	X90
	Additional Redirection Indication


--------------------------------LAST CHANGE----------------------------

11.3.120
Additional Redirection Indication 

This IE indicates the cause of the reject of the Initial MS message in case of MOCN configuration for network sharing.

It is coded as follows:

	8
	7
	6
	5
	4
	3
	2
	1
	

	Element identifier
	octet 1

	Reroute Reject cause value
	octet 2


	

	Reroute Reject cause value (octet 2)

	Bits

	8
	7
	6
	5
	4
	3
	2
	1
	

	0
	0
	0
	0
	0
	0
	0
	0
	Reserved

	
	
	
	“
	
	
	
	
	“

	0
	0
	0
	1
	0
	0
	0
	1
	network failure (meaning is defined in [6])

	
	
	
	“
	
	
	
	
	“

	1
	1
	1
	1
	1
	1
	1
	1
	Reserved
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