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	Reason for change:
	New NIMTC test cases to be added to applicability table according to Network Improvements for Machine-Type Communications Workplan.

	
	

	Summary of change:
	New test cases 44.2.3.1.9 and 45.2.4.4 added applicability table.
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	Other comments:
	This CR applies to Rel-10 and later MS.

Note: New condition Cxxx to be added with number in sequence to “Table B.1a: Applicability of tests – Conditions definitions”


Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	

	11.3
	Verification of non-support of services (Advice of Charge Charging (AOCC))
	Phase 2
	MS which support at least one circuit switched basic service and do not support AOCC
	
	C32
	TSPC_Addinfo_MTsvc

TSPC_Addinfo_MOsvc
	


<<<<   Skip in table   >>>
	44.2.3.1.6
	Routing area updating/abnormal cases/change of cell into new routing area
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.1.7
	Routing area updating/abnormal cases/change of cell during routing area updating procedure
	R97
	All GPRS MS
	L2
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.1.8
	Routing area updating/abnormal cases/P-TMSI reallocation procedure collision
	R97
	All GPRS MS
	L1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.1.9
	Routing area updating / abnormal cases / Network reject with Extended Wait Timer
	Rel-10
	All GPRS MS supporting LAP and EAB
	
	Cxxx
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_Feat_OnOff
	

	44.2.3.2.1
	Combined routing area updating/combined RA/LA accepted
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.2.2
	Combined routing area updating/MS in CS operation at change of RA
	R97
	All GPRS MS supporting  CC protocol for at least one Bearer Capability
	R1
	C210
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.2.3-1
	Combined routing area updating/RA only accepted
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	


<<<<   Skip in table   >>>
	45.2.4.1
	T3380 Expiry
	R97
	All GPRS MS
	
	C215
	
	

	45.2.4.2-1
	Collision of MS initiated and network requested PDP context activation
	R97
	All GPRS MS supporting Network requested PDP context activation
	
	C405
	
	

	45.2.4.2-2
	Collision of MS initiated and network requested PDP context activation
	R97
	All GPRS MS not supporting Network requested PDP context activation
	
	C237
	
	

	45.2.4.3
	Network initiated PDP context activation request for an already activated PDP context (on the MS side)
	R99
	GPRS MS supporting two or more PDP contexts and GPRS MS supporting Secondary PDP Context Activation
	
	C332
	TSPC_AddInfo_N_req_PDP_CA
	

	45.2.4.4
	PDP context activation / Abnormal cases / Network reject with Extended Wait Timer
	Rel-10
	All GPRS MS supporting LAP and EAB
	
	Cxxx
	
	

	45.2.5.1.1
	QoS Offered by Network is the QoS Requested
	R99
	GPRS MS supporting two or more PDP contexts and GPRS MS supporting Secondary PDP Context Activation
	
	C332
	
	

	45.2.5.1.2.1
	QoS accepted by MS
	R99
	GPRS MS supporting two or more PDP contexts and GPRS MS supporting Secondary PDP Context Activation and supporting user settings of minimum QoS
	
	C406
	
	

	45.2.5.1.2.2
	QoS rejected by MS
	R99
	GPRS MS supporting two or more PDP contexts and GPRS MS supporting Secondary PDP Context Activation and supporting user settings of minimum QoS
	
	C406
	
	


<<<<   Skip   >>>
Table B.1a: Applicability of tests – Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI

	C4
	IF A.5/14 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC

	C5
	IF A.25/11 THEN A ELSE N/A
	-- TSPC_AddInfo_AsyncNonTransData


<<<<   Skip in table   >>>
	C594
	IF A.2/134 THEN A ELSE N/A
	TSPC_IMMEDIATE_PACKET_ASSIGNMENT

	C595
	IF A.2/41 AND A.2/135 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Feat_GEA1

	C596
	IF A.2/41 AND NOT A.2/135 THEN A ELSE N/A
	-- TSPC_GPRS AND NOT TSPC_Feat_GEA1

	C597
	IF A.2/130 THEN A ELSE N/A
	-- TSPC_FANR_Capability

	C598
	IF A.2/41 AND A.2/138 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_NMO_I_Behaviour

	C599
	IF A.2/41 AND A.2/139 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_AttachWithIMSI

	C600
	IF A.2/136 THEN A ELSE N/A
	-- TSPC_LAP_EAB

	C601
	IF A.2/137 THEN A ELSE N/A
	-- TSPC_MinimumPeriodicSearchTimer

	C602
	IF A.2/41 AND A.2/140 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_T3312Extended

	Cxxx
	IF A.2/41 AND A.2/136 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_LAP_EAB

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.


