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This CR may be implemented by mobile station complying to earlier release.


A.4.2.6.2
GANSS Generic Assistance Data

GANSS Generic Assistance data elements contain Information Elements that are applied on one specific GNSS at a time indicated by GANSS_ID. The format of the IE’s remains the same regardless of the GANSS; only the values of the parameters and inclusion of certain optional fields will vary. 

[**** parts omitted ****]
GANSS Reference Measurement Information

This field provides reference code and Doppler measurement information of visible satellites of a GANSS constellation. The information can be used as acquisition assistance to improve the sensitivity of the receiver. 

These parameters describe the range and optionally the derivatives from respective satellites to the GANSS Reference Location at the GANSS Reference Time. The code phase and Doppler fields are aligned with the time provided in GANSS Reference Time. Figure A.4a illustrates the relation between some of the fields with respect to the GANSS TOD.

If GPS Acquisition Assistance is included the Reference Time included in the GPS Acquisition Assistance is also valid for the GANSS Reference Measurement fields and the parameters are referenced to GPS TOW. Figure A.4b illustrates the relation between some of the fields with respect to GPS TOW.

The parameters are given in units of ms and m/s which makes it possible to convert the values to any nominal frequency and chipping and code rate.

Table A.52: GANSS Reference Measurement Information Contents

	Parameter
	Range
	Bits
	Resolution
	Incl.

	GANSS_Signal_ID
	0 - 7
	3
	---
	M

	The following fields occur once per satellite (Num_Sat times)

	SV_ID
	0 - 63
	6
	
	M

	Doppler (0th order term)
	-1024 m/s to 1023,5 m/s
	12
	0,5 m/s
	M

	Doppler (1st order term)
	-0,2 - 0,1 m/s2.
	6
	1/210 m/s2.
	O(1)

	Doppler Uncertainty
	2,5 m/s - 40 m/s 
[2-n(40) m/s, n = 0 - 4]
	3
	---
	O(1)

	Code Phase 
	0 - (1-2-10) ms
	10
	2-10 ms
	M

	Integer Code Phase 
	0 - 127 ms
	7
	1 ms
	M

	Code Phase Search Window
	See Table A.53
	5
	---
	M

	Azimuth
	0 - 348,75 deg
	5
	11,25 deg
	O(2)

	Elevation
	0 - 78,75 deg
	3
	11,25 deg
	O(2)

	NOTE 1,2: 
All of these fields shall be present together, or none of them shall be present.
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Figure A.4a. Exemplary calculations of some GANSS Reference Measurement fields with respect to GANSS TOD.
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Figure A.4b. Exemplary calculations of some GANSS Reference Measurement fields with respect to GPS TOW.

GANSS_Signal_ID

This field specifies the GNSS signal type. The supported signals are listed in Table A.59.

Num_Sat

This field specifies the number of satellites in GANSS Reference Measurement Information element.

SV_ID

This field specifies the SV for which the GANSS Reference Measurement Assistance is given. The interpretation of SV ID is defined in Table A.10.14.
Range: 
0 – 63

Doppler (0th order term)

This field contains the Doppler (0th order term) value. A positive value in Doppler defines the increase in satellite signal frequency due to velocity towards the MS. A negative value in Doppler defines the decrease in satellite signal frequency due to velocity away from the MS. 
Doppler is given in unit of m/s by multiplying the Doppler value in Hz by the nominal wavelength of the assisted signal.

This field is mandatory.

Doppler (1st order term)

This field contains the Doppler (1st order term) value. A positive value defines the rate of increase in satellite signal frequency due to acceleration towards the MS. A negative value defines the rate of decrease in satellite signal frequency due to acceleration away from the MS. 

Doppler (1st order term) is given in unit of m/s by multiplying the Doppler value in Hz by the nominal wavelength of the assisted signal.

This field is optional.
Doppler Uncertainty
This field contains the Doppler uncertainty value. It is defined such that the Doppler experienced by a stationary MS is in the range "Doppler  Doppler Uncertainty" to "Doppler  Doppler Uncertainty". This field is optional. If Doppler Uncertainty (together with Doppler 1st order term) is omitted, the terminal shall interpret Doppler Uncertainty as greater than +/-40 m/s.

Doppler Uncertainty is given in unit of m/s by multiplying the Doppler Uncertainty value in Hz by the nominal wavelength of the assisted signal.

Permitted Values:
2,5 m/s, 5 m/s, 10 m/s, 20 m/s, 40 m/s as encoded by an integer n in the range 0-4 according to the formula in Table A.52.

Code Phase

This field contains code phase, in units of milliseconds, in the range from 0 to 1 millisecond scaled by the nominal chipping rate of the GNSS signal, where increasing values of the field signify increasing predicted signal code phases, as seen by a receiver at the Reference Location at the GANSS Reference Time. The Reference Location would typically be an apriori estimate of the MS location. This field is mandatory.

Range: 
0 - (1-2-10) ms

Integer Code Phase

This field contains integer code phase (expressed modulo 128 ms). The satellite integer milliseconds code phase currently being transmitted at the GANSS Reference Time, as seen by a receiver at the Reference Location is calculated as reference time (GANSS TOD or GPS TOW, expressed in milliseconds) minus (Integer_Code_Phase + (n×128 ms)), as shown in Figure A.4a/b, with n = …-2,-1,0,1,2…. This field is mandatory.

Range: 
0-127 ms

Code Phase Search Window
This field contains the code phase search window. The code phase search window accounts for the uncertainty in the estimated MS location but not any uncertainty in GANSS Reference Time. It is defined such that the expected code phase is in the range "Code Phase - Code Phase Search Window" to "Code Phase + Code Phase Search Window" given in units of milliseconds. This field is mandatory.

Range: 
0-31 (i.e. 0,002 - 2,000 ms according to following table)

Table A.53: Code Phase Search Window Parameter Format

	CODE_PHASE_SEARCH_WINDOW
	Code Phase Search Window [ms]

	'00000'
	No information

	'00001'
	0,002

	'00010'
	0,004

	'00011'
	0,008

	'00100'
	0,012

	'00101'
	0,016

	'00110'
	0,024

	'00111'
	0,032

	'01000'
	0,048

	'01001'
	0,064

	'01010'
	0,096

	'01011'
	0,128

	'01100'
	0,164

	'01101'
	0,200

	'01110'
	0,250

	'01111'
	0,300

	'10000'
	0,360

	'10001'
	0,420

	'10010'
	0,480

	'10011'
	0,540

	'10100'
	0,600

	'10101'
	0,660

	'10110'
	0,720

	'10111'
	0,780

	'11000'
	0,850

	'11001'
	1,000

	'11010'
	1,150

	'11011'
	1,300

	'11100'
	1,450

	'11101'
	1,600

	'11110'
	1,800

	'11111'
	2,000


Azimuth
This field together with the Azimuth LSB  included in GANSS Reference Measurement Extension in Table A.55.23contains the azimuth angle. An angle of x degrees means the satellite azimuth a is in the range (x ( a < x+0,703125) degrees. This field is optional.

Range: 
0 - 359,296875 degrees.

Elevation
This field together with the Elevation LSB included in GANSS Reference Measurement Extension in Table A.55.23 contains the elevation angle. An angle of y degrees means the satellite elevation e is in the range (y ( e < y+0,703125) degrees except for y = 89,296875 where the range is extended to include 90 degrees. This field is optional.

Range: 
0 - 89,296875 degrees

[**** Parts Omitted ****]
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