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26.6.2.6
Paging / EAB active

26.6.2.6.1
Conformance requirements

Upon receipt of a paging request message, or other message containing information to trigger the establishment of a RR connection, and if access to the network is allowed, the addressed mobile station shall, when camped on a cell as specified in 3GPP TS 23.022, initiate the immediate assignment procedure as specified in sub-clause 3.3.1. The establishment of the main signalling link is then initiated by use of an SABM with information field containing the PAGING RESPONSE message (see sub-clause 3.1.5). The MM sublayer in the mobile station is informed that the RR entity has entered the dedicated mode.

For a mobile originated access attempt, a mobile station configured for EAB shall perform a preliminary access barring check (see sub-clause 3.3.1.4). If the preliminary access barring check indicates network access is barred then access to the network is not allowed. Otherwise, the mobile station shall proceed according to the remainder of this sub-clause.

References

3GPP TS 44.018, subclause 3.3.2 and 3.3.1.1.1

26.6.2.6.2
Test purpose

To verify that the MS, configured for Extended Access class Barring, responds to paging messages when EAB is being broadcast by the network.

26.6.2.6.3
Method of test

Initial Conditions

System Simulator:



The SYSTEM INFORMATION TYPE 21 is sent on the BCCH. The SI 21 Rest Octets information element is configured with: EAB Authorization Mask set to”xxxxxxxxx1” and EAB Subcategory set to “00”.

Mobile Station:


The MS is switched off.

The MS is configured for “Extended Access Barring”

The MS belong to access class 0

Specific PICS statements

-
PIXIT statements

-

Foreseen Final State of the MS


MS is camped on the cell.
Test Procedure

The MS is switched on. The SS checks for 120 s that the MS doesn’t access the cell.
The SS pages the MS with PAGING REQUEST TYPE 1 messages on the paging subchannel which corresponds to the MS's IMSI. The MS shall answer to the paging by sending CHANNEL REQUEST.. The SS responds by assigning a channel, and the MS shall then send a correct PAGING RESPONSE. The SS then releases the channel.

Maximum Duration of Test

2 minutes.

Expected Sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	MS is switched On

	2

3
	SS -> MS
	PAGING REQUEST TYPE 1
	The SS verifies for 120 sec that the MS does not send CHANNEL REQUEST.
1st Mobile Ident contains IMSI of MS.

	4
	MS -> SS
	CHANNEL REQUEST
	Establ. Cause = "Answer to paging".

	5
	SS -> MS
	IMMEDIATE ASSIGNMENT
	

	6
	MS -> SS
	PAGING RESPONSE
	Mobile Ident: IMSI.

	7
	SS -> MS
	CHANNEL RELEASE
	

	
	
	
	


Specific Message Contents

SYSTEM INFORMATION TYPE 3 broadcast in the cell:

Same as default content except

	Information Element
	Value/remark

	SI 3 Rest Octets

	

	
SYSTEM INFORMATION 21 Indicator
	H (SYSTEM INFORMATION TYPE 21 message is available)

	
SI21_POSITION
	0 (SYSTEM INFORMATION TYPE 21 message is sent on BCCH Norm)


SYSTEM INFORMATION TYPE 21 broadcastin the cell:

Same as default content except

	Information Element
	Value/remark

	SI 21 Rest Octets
	

	
EAB Authorization Mask
	‘xxxxxxxxx1’ (MSs configured for EAB and a member of Access Class 0 are barred)

	
EAB Subcategory
	‘00’ (applicable to all mobile stations configured for EAB)


