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26.3.4
Manual mode of PLMN selection

26.3.4.1
Conformance requirements

In manual mode, the MS can try to obtain normal service on any available VPLMN and it shall try to obtain normal service on a VPLMN if and only if the user makes a manual selection of this VPLMN.

Reference

3GPP TS 03.22 subclause 3.1.

26.3.4.2
Test purpose

To check that in manual mode the MS is able to obtain normal service on a PLMN which is neither the better nor a preferred PLMN and that it tries to obtain service on VPLMN if and only if the user selects it manually.

26.3.4.3
Method of test

Initial conditions

System Simulator:


2 cells, defaults parameter unless otherwise specified.


The SS transmits 2 BCCH carriers in the supported band(s) of the mobile station (for a multiband MS carrier A and B shall be in different bands) with the initial following parameters:

	
	
	level (dBVemf)

	carrier A
	PLMN 1
	38

	carrier B
	PLMN 2
	33


Mobile Station:


The MS is "idle updated" on PLMN1 (HPLMN) and is in manual mode.


The preferred PLMN list does not contain PLMN2, it contains PLMN 3.

Specific PICS statements:

- Support of multiband functionality (TSPC_Type_MB_Simul)

PIXIT Statements:

- Description of the manual PLMN selector.

Foreseen final state of the MS

The MS is "idle updated".

Test procedure

For the different networks and during the whole test, "IMSI attach" flag is set in the BCCH data.

Carrier A is turned off. The MS does not attempt a location updating during 2 minutes.

Carrier A is turned back on with a different MCC-MNC (indicating PLMN 3) and with a higher level (48 dBmVemf) than PLMN 2. The MS does not attempt a location updating during 2 minutes.

PLMN 2 is selected manually. The MS performs a location updating on PLMN 2. Carrier B is turned off. The MS does not attempt a location updating during 2 minutes.

Maximum duration of test

10 minutes.

Expected Sequence

	Step
	Direction
	Message
	Comments

	1
	SS
	
	carrier A is turned off

	2
	
	
	wait 2 min: the MS shall not send any CHANNEL REQUEST messages during this time

	3
	SS
	
	carrier A is turned on with a different MNC-NCC (PLMN3) and with a high level (48dBmVemf)

	4
	
	
	wait 2 min: the MS shall not send any CHANNEL REQUEST messages during this time

	5
	MS
	
	PLMN 2 selected manually

	6
	MS -> SS
	CHANNEL REQUEST
	

	7
	SS -> MS
	IMMEDIATE ASSIGNMENT
	

	8
	MS -> SS
	LOCATION UPDATING REQUEST
	on carrier B

	9
	SS -> MS
	LOCATION UPDATING ACCEPT
	

	10
	SS -> MS
	CHANNEL RELEASE
	

	11
	SS
	
	carrier B is turned off

	12
	
	
	wait 2 min: the MS shall not send any CHANNEL REQUEST messages during this time


Specific message contents

None.

