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Table B.1: Applicability of tests
	45.2.1.1
	Attach initiated by context activation/QoS Offered by Network is the QoS Requested
	R97
	All GPRS MS
	R1
	C215
	TSPC_AddInfo_on_auto_GPRS_AP

	45.2.1.2.1
	QoS Accepted by MS
	R97 and R98 only
	All GPRS MS supporting user settings of minimum QoS
	
	C248
	

	45.2.1.2.2
	QoS Rejected by MS
	R97 and R98 only
	All GPRS MS supporting user settings of minimum QoS
	
	C248
	

	45.2.2-1
	PDP context activation requested by the network, successful and unsuccessful
	R97
	All GPRS MS supporting Network requested PDP context activation
	
	Cxxx
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	C611
	IF (A.2/94 AND A.2/144 AND NOT (A.2/59 OR A.2/96 OR A.2/97 OR A.2/98)) AND A.5/40 THEN A ELSE N/A
	-- (TSPC_MSB_GANSS AND TSPC_BDS AND NOT (TSPC_A-GPS_Based OR TSPC_GLONASS OR TSPC_MGPS OR TSPC_GALILEO)) AND TSPC_MOLR_ASSIS

	C612
	IF (A.2/94 AND A.2/144 AND NOT (A.2/59 OR A.2/96 OR A.2/97 OR A.2/98)) AND A.5/37 THEN A ELSE N/A
	-- (TSPC_MSB_GANSS AND TSPC_BDS AND NOT (TSPC_A-GPS_Based OR TSPC_GLONASS OR TSPC_MGPS OR TSPC_GALILEO)) AND TSPC_MOLR_POS

	CXXX
	IF A.2/41 AND A.25/88 AND A1.b/5 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_AddInfo_N_req_PDP_CA AND

TSPC_MS_HIGHER_LAYER_RELEASE

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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