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[Start of modification]
Specific message contents

SYSTEM INFORMATION TYPE 3 (Cell A) in Test Procedure 2:

	Information element
	Value/remark

	As default message contents except:
	

	Control Channel Description
	

	T3212 timeout value
	6 min


Note: An R97 MS will use this value to set T3302.

ATTACH ACCEPT and ROUTING AREA UPDATE ACCEPT in Test Procedure 2:

	Information Element
	Value/remark

	As default message contents except:
	

	T3302 value
	6 min


Note:
This IE is only read by MS's supporting R99 and onwards.
44.2.3.2.3a
Combined routing area updating / PSM
44.2.3.2.3a.1
Conformance requirement

MS supporting PSM may request the network to assign a value for timer T3324 by including a requested IE value in ROUTING AREA UPDATE REQUEST message.

The MS may use PSM only if the network has provided the T3324 value IE during the routing area updating procedure with a value different from "deactivated".

Upon expiry of the timer T3324 or if the T3324 value provided by the network is zero, the MS may deactivate the AS layer and activate PSM by entering the state GMM-REGISTERED.NO-CELL-AVAILABLE:
Reference(s):

3GPP TS 04.08 / 3GPP TS 24.008 subclause 4.7.2.8, 4.7.2.9 and 4.7.5.2.
44.2.3.2.3a.2
Test Purpose

Test purpose 1

To test the behaviour of MS if the MS supports PSM by providing a T3324 value IE during the RAU procedure.
Test purpose 2

To test the behaviour of MS if the network provides a value of timer T3324.

Test purpose 3

To test the behaviour of MS upon the expiry of timer T3324.
44.2.3.2.3a.3
Method of test

Initial conditions

System Simulator:


Two cells (not simultaneously activated), cell A in MCC1/MNC1/LAC1/RAC1, cell B in MCC1/MNC1/LAC1/RAC2.


Both cells operating in network operation mode I.

Mobile Station:


The MS has a valid IMSI. MS is Idle Updated on cell A.
     The MS is configured to use Power Saving Mode.

     The UE is configured to use a specific value of T3324.
Specific PICS statements:

-
MS operation mode B (TSPC_operation_mode_B)

-
MS operation mode A (TSPC_operation_mode_A).

-
Switch off on button (TSPC_Feat_OnOff).

-
Automatic GPRS attach procedure at switch on or power on (TSPC_AddInfo_on_auto_GPRS_AP). 
-    Supporting of Power Saving Mode (TSPC_PSM).
PIXIT statements:

-

Test procedure

After attach the MS sends a ROUTING AREA UPDATE REQUEST message including the T3324 value IE. The SS allocates a P-TMSI and returns ROUTING AREA UPDATE ACCEPT message providing a value for timer T3324. Upon expiry of the timer T3324, the MS deactivate the AS layer and activate PSM by entering the state GMM-REGISTERED.NO-CELL-AVAILABLE.
Maximum duration of test

8 minutes.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	The MS is set in MS operation mode B or A (see PICS).

	2
	MS
	
	The MS is powered up or switched on and initiates an attach (see PICS).

	3
	MS -> SS
	ATTACH REQUEST
	Attach type = 'Combined GPRS / IMSI attach' or 'GPRS attach while IMSI attached'

Mobile identity =IMSI
TMSI status = no valid TMSI available

	4
	SS -> MS
	ATTACH ACCEPT
	Attach result = 'Combined GPRS / IMSI attached'

Mobile identity = P-TMSI-2

P-TMSI-2 signature

Routing area identity = RAI-1

	5
	MS -> SS
	ATTACH COMPLETE
	

	
	
	
	The following messages are sent and shall be received on cell B.

	6
	SS
	
	Activate cell B with lower signal strength than cell A. The RF level of cell A is lowered until cell B is preferred by the MS.

	7
	MS -> SS
	ROUTING AREA UPDATING REQUEST
	Update type = 'Combined RA/LA updating'

P-TMSI-2 signature

Routing area identity = RAI-1
TMSI status = no valid TMSI available
T3324 value IE included

	8
	SS -> MS
	ROUTING AREA UPDATING ACCEPT
	Update result = 'RA updated'

Mobile identity = P-TMSI-1

P-TMSI-1 signature

Routing area identity = RAI-4
T3324 value is set to 6 minutes

	9
	MS -> SS
	ROUTING AREA UPDATING COMPLETE
	

	10
	SS -> MS
	
	SS pages the MS with mobile identity P-TMSI-1 and paging order for TBF establishment according to the channel combination of the cell.

	11
	MS
	
	Verify that the MS initiates a TBF connection and sends an UPLINK RLC DATA BLOCK as a response to the paging request. This is checked during 3 seconds.

	12
	SS
	
	SS waits for 6 minutes until the timer T3324 time out.

	13
	SS -> MS
	
	SS pages the MS with mobile identity P-TMSI-1 or IMSI and paging order for RR connection according to the channel combination of the cell.

	14
	MS
	
	The MS shall not initiate an RR connection. This is checked during 3 seconds. 

	15
	MS
	
	The MS is switched off or power is removed (see PICS).

	16
	MS -> SS
	DETACH REQUEST
	Message not sent if power is removed.

Detach type = 'power switched off, GPRS detach'


Specific message contents

Contents of ROUTING AREA UPDATING REQUEST message:

	Protocol discriminator
	1000 (MM message for GPRS service)

	Skip indicator
	0000

	T3324 value
	Included, but value not checked. 


Contents of ROUTING AREA UPDATING ACCEPT message:

	Protocol discriminator
	1000 (MM message for GPRS service)

	Skip indicator
	0000

	T3324 value
	0010 0110 (6 minutes). 
Note: This value should be different from the one included in the ROUTING AREA UPDATING REQUEST message.


[End of modification]
