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	Reason for change:
	Addition of 5 new TCs for eDRX Cell reselection cases and their associated PICS

	
	

	Summary of change:
	Addition of :

20.22.32.3
PEO Reduced Monitoring – Path loss criterion based on C1_OFFSET
41.7.2.1
          PEO Paging / Ready Timer Expiration

41.7.2.2
          PEO Paging / PSM and eDRX

41.7.2.3
          PEO Paging / PEO_BCCH_CHANGE_MARK

41.7.3.1
PEO / Extended UL TBF

And their associated PICS
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	Other comments:
	Linked to 51.010-2 CR0866.

A.2/xxx value must be taken from the TSPC_PSM allocated number.


[Start of modification] 
Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	


…

	20.22.31.1
	Network controlled cell reselection / Downlink transfer / Normal case/ Location and Routing Area Update/ NMO I
	R97
	All GPRS MS
	
	C215
	TSPC_AddInfo_on_auto_GPRS_AP
	

	20.22.31.2
	Network controlled cell reselection / Downlink transfer / Normal case/ Location and Routing Area Update/ NMO II
	R97
	All GPRS MS
	
	C215
	TSPC_AddInfo_on_auto_GPRS_AP
	

	20.22.32.1
	PEO Reduced Monitoring – Path loss criterion based on C1_OFFSET
	R13
	MS supporting eDRX
	
	C613
	
	

	20.22.32.2
	PEO Reduced Monitoring – Reselection based on C1_DELTA
	R13
	MS supporting eDRX
	
	C613
	
	

	20.22.32.3
	PEO Reduced Monitoring – Downlink signalling Failure based on PEO_DSC
	R13
	MS supporting eDRX
	
	C613
	
	

	20.23.1
	Void
	
	
	
	
	
	


[…]
	41.6.3.2
	Intra SGSN PS Handover / Non synchronized cell case / Different RA / successful
	Rel-6
	All GPRS MS supporting PS Handover
	
	C463
	
	

	41.6.3.3
	Intra SGSN PS Handover / Non synchronized cell case / Abnormal Case / T3216 expiry
	Rel-6
	All GPRS MS supporting PS Handover
	
	C463
	
	

	41.7.2.1
	PEO Paging / Ready Timer Expiration
	R13
	MS supporting eDRX
	
	C613
	
	

	41.7.2.2
	PEO Paging / PSM and eDRX
	R13
	MS supporting eDRX and PSM
	
	CXXX
	
	

	41.7.2.3
	PEO Paging / PEO_BCCH_CHANGE_MARK
	R13
	MS supporting eDRX
	
	C613
	
	

	41.7.3.1
	PEO / Extended UL TBF
	R13
	MS supporting eDRX
	
	C613
	
	

	42.1.1.1
	Void
	
	
	
	
	
	


[Next of modification]
Table B.1a: Applicability of tests – Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate


…

	C612
	IF (A.2/94 AND A.2/144 AND NOT (A.2/59 OR A.2/96 OR A.2/97 OR A.2/98)) AND A.5/37 THEN A ELSE N/A
	-- (TSPC_MSB_GANSS AND TSPC_BDS AND NOT (TSPC_A-GPS_Based OR TSPC_GLONASS OR TSPC_MGPS OR TSPC_GALILEO)) AND TSPC_MOLR_POS

	C613
	IF A.2/145 THEN A ELSE N/A
	-- TSPC_eDRX

	Cxxx
	IF A.2/145 AND A.2/xxx THEN A ELSE N/A
	-- TSPC_eDRX and TSPC_PSM

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.


 [End of modification]
