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	*** First Change ***


5.5.1.5
Discontinuous reception (DRX)

A mobile station in packet idle mode shall listen to the radio blocks on CCCH, PCCCH or EC-BCCH as defined in 3GPP TS 45.002. 

In the GPRS attach procedure, defined in 3GPP TS 24.008, the mobile station requests values for the SPLIT_PG_CYCLE and NON_DRX_TIMER parameters to be applied on CCCH or PCCCH.

NOTE:
The support of the SPLIT_PG_CYCLE parameter is optional on CCCH, see 3GPP TS 45.002.

The SPLIT_PG_CYCLE and NON_DRX_TIMER parameters control:

-
the occurrence of paging blocks on CCCH or PCCCH belonging to the mobile station (SPLIT_PG_CYCLE parameter, see 3GPP TS 45.002) in DRX mode (see 3GPP TS 43.064); and

-
the duration of the non-DRX mode period to be applied by the mobile station when it has left the packet transfer mode or the dual transfer mode and then enters the packet idle mode.

There are five cases when the mobile station shall enter a non-DRX mode period.

1)
At the transition from the packet transfer mode to the packet idle mode, the mobile station shall enter the Transfer non-DRX mode period.

2)
At the transition from the dual transfer mode to the dedicated mode or packet idle mode, the mobile station shall enter the Transfer non-DRX mode period.


In both cases, the duration of the Transfer non-DRX mode period is determined by value of the NON_DRX_TIMER parameter, requested in the GPRS attach procedure, and the value of the DRX_TIMER_MAX parameter broadcast in the cell. The mobile station may use the minimum value of these two parameters.


If the mobile station receives a new value of the DRX_TIMER_MAX parameter during the Transfer non-DRX mode period, the mobile station may wait to apply the new value until the next time the Transfer non-DRX mode period is entered.

3)
A mobile station operating in NC2 mode shall enter the NC2 non-DRX mode period when it sends an NC measurement report. The duration of this period is defined by the NC_NON_DRX_PERIOD parameter.

4)
When initiating the MM procedures for GPRS attach and routeing area update defined in 3GPP TS 24.008, the mobile station shall enter the MM non-DRX mode period. This period ends when either of the messages GPRS ATTACH ACCEPT, GPRS ATTACH REJECT, ROUTING AREA UPDATE ACCEPT or ROUTING AREA UPDATE REJECT is received by the mobile station. This period also ends after timeout when waiting for any of these messages.

5)
The mobile station shall enter the MBMS non-DRX mode period when it receives a pre-notification for an MBMS service and MBMS session, and the MBMS service is a broadcast service or is a multicast service previously joined by the mobile station and the MBMS session has not yet been received by the mobile station. The mobile station shall also enter the MBMS non-DRX mode period, if not already in it, when the mobile station sends the MBMS SERVICE REQUEST message, unless the MBMS packet access procedure is performed on MPRACH during fast reception resumption. The mobile station shall also enter the MBMS non-DRX mode period, if not already in it, when it receives a notification for an MBMS service and MBMS session, and the MBMS service is a broadcast service or is a multicast service previously joined by the mobile station and the MBMS session has not yet been received by the mobile station, and the notification:

-
indicates that no counting shall be performed and contains no MBMS p-t-m channel description;

-
or, specifies an MBMS radio bearer starting time which has not yet elapsed. 


The MBMS non-DRX mode period ends when a notification (containing an MBMS p-t-m channel description) or the MBMS ASSIGNMENT message, addressing the same MBMS session and not specifying an MBMS radio bearer starting time or specifying an MBMS radio bearer starting time already elapsed, is received by the mobile station. If the notification or the MBMS ASSIGNMENT message specifies an MBMS radio bearer starting time which has not yet elapsed, the period ends when the point in time denoted by the MBMS radio bearer starting time occurs, unless any subsequent notification or MBMS ASSIGNMENT message addressing the same MBMS session and received by the mobile station, before the point in time denoted by the MBMS radio bearer starting time, provides an up-to-date value of the MBMS radio bearer starting time or does not include an MBMS radio bearer starting time.


The MBMS non-DRX mode period also ends after timeout when waiting for the MBMS notification of the pre-notified MBMS service and MBMS session or after timeout when waiting for the MBMS ASSIGNMENT message.

The non-DRX mode periods defined above run independent of each other and may overlap. The non-DRX mode periods have effect only in packet idle mode. In packet idle mode, the mobile station shall be in non-DRX mode during any of the non-DRX mode periods. Otherwise, the mobile station in packet idle mode may be in DRX mode.

If the mobile station establishes an RR connection during any of the non-DRX mode periods, then that period shall continue to run. 

An exception case is where a mobile station has enabled PEO or EC-EGPRS in which case it shall operate as follows: 

-
When initiating the MM procedures for GPRS attach and routing area update defined in 3GPP TS 24.008 [51], the mobile station shall enter a zero length MM non-DRX mode period.

-
If eDRX has been negotiated (see 3GPP TS 24.008 [51]) then the mobile station shall not request values for the SPLIT_PG_CYCLE or the NON_DRX_TIMER parameter.

-
At the transition from packet transfer mode to packet idle mode, the mobile station shall enter a zero-length Transfer non-DRX mode period.
-
It may negotiate the use of eDRX or PSM with eDRX.  If it has negotiated eDRX or PSM with eDRX then it shall consider eDRX to be supported in all cells in the corresponding Routing Area (i.e. eDRX is negotiated at the Routing Area level). 

-
If a mobile station that has enabled PEO enters extended uplink TBF mode (see sub-clauses 9.3.1a and 9.3.1b) then it monitors the downlink PACCH starting with the 8th 52-multiframe following the 52-multiframe in which it received the PACKET UPLINK ACK/NACK message confirming reception of all uplink RLC data blocks. More specifically, it monitors radio block [(IMSI mod 1e7) mod 12] in that 52-multiframe and in each subsequent 52-multiframe for a matching PACCH message for as long as it remains in extended UL TBF mode or it receives a matching PACCH message. 
-
If the mobile station in EC-EGPRS operation is indicated to continue monitoring the EC-PACCH in the EC-EGPRS PACKET UPLINK ACK/NACK with the Final Ack Indicator bit set to '1’, then it monitors the EC-PACCH, according to its allocated downlink Coverage Class of the TBF, after an initial waiting time as indicated in the EC-EGPRS PACKET UPLINK ACK/NACK message. The mobile station then monitors the EC-PACCH, using a monitoring pattern as indicated in the EC-EGPRS PACKET UPLINK ACK/NACK message, for as long as timer T3238 is running.
-
A mobile station that has enabled PEO uses the lowest eDRX cycle (see 3GPP TS 45.002 [13]) while the Ready timer is running. If eDRX has been negotiated then upon expiration of the Ready timer the mobile station enters the eDRX based power saving state and uses its negotiated eDRX (see 3GPP TS 45.002 [13]). 
-
If PSM has been negotiated (see 3GPP TS 24.008 [51]) it starts the active timer upon expiration of the ready timer. While the active timer is running it remains reachable using the eDRX value last negotiated with the network. If no eDRX value has been negotiated then it uses theDRX cycle applicable to the serving cell while the Active timer is running. When the active timer expires the mobile station enters the PSM based power saving state and will not be reachable until the next time it performs an uplink data transfer. 
	*** Next Change ***


6
Paging procedures

For a mobile station in packet idle mode, the network may use the paging procedures to initiate the establishment of an RR connection, to trigger a cell update from the mobile station prior to a downlink packet transfer, or to send MBMS notification. A number of mobile stations can be paged for either downlink packet transfer or RR connection establishment in the same paging message. Mobile terminated RR connection establishment for GSM services (see 3GPP TS 23.060 [19] shall not be used in packet idle mode when a mobile station has enabled PEO.

For a mobile station in packet transfer mode, the network may use the paging procedures to initiate the establishment of an RR connection. A number of mobile stations can be paged for RR connection establishment in the same paging message. After sending the mobile station a PS HANDOVER COMMAND message the network shall not use paging procedures to initiate the establishment of an RR connection for that mobile station until the PS handover procedure has been completed (see sub-clause 8.10). Mobile terminated RR connection establishment for GSM services (see 3GPP TS 23.060 [19]) shall not be used in packet transfer mode when a mobile station has enabled PEO. 

Paging procedures for RR connection establishment are described in sub-clause 6.1. Paging procedures for downlink packet transfer are described in sub-clause 6.2.

	*** Next Change ***


11.2.5a
EGPRS Packet Channel Request

This message may be sent by an EGPRS capable mobile station in a cell supporting EGPRS and where the EGPRS_PACKET_CHANNEL_REQUEST parameter indicates that this message shall be used.

This message is sent in random mode on the PRACH using the PRACH uplink block format or on the RACH (see 3GPP TS 44.018) using the RACH uplink / Uplink access burst block format defined in 3GPP TS 44.004. The order of bit transmission is defined in 3GPP TS 44.004. The numbering, assembling and field mapping conventions defined for RLC/MAC control blocks in sub-clause 10.0b shall apply. The message is coded in 11‑bit format.

The EGPRS capability is indicated using alternative training sequences (see 3GPP TS 45.002).

Table 11.2.5a.1: EGPRS PACKET CHANNEL REQUEST message content

	Training sequence 
(see 3GPP TS 45.002)
	bits
11…...1
	
Packet Channel Access

	TS1
	< EGPRS Packet channel request message content >
	EGPRS with 8PSK capability in uplink

	TS2
	< EGPRS Packet channel request message content >
	EGPRS without 8PSK capability in uplink


NOTE:
For a mobile station performing a PEO One Phase Access Request where the EGPRS capability bit indicates the MS is GPRS only capable, then the training sequence code used is irrelevant.

Table 11.2.5a.2: EGPRS PACKET CHANNEL REQUEST message content

	< EGPRS Packet channel request message content > ::=


< One Phase Access Request :
0
< MultislotClass : bit (5) >




< Priority : bit (2) >




< RandomBits : bit (3) > >


| < PEO One Phase Access Request :
100
< Access Cause : bit (2)  >




< PEO Priority : bit (1) >




< EGPRS capability : bit (1) >




< RandomBits : bit (3) > >




< Spare : (1) > >


| < One Phase Access Request by Reduced Latency MS : 101
< MultislotClassGroup : bit (3) >




< Priority : bit (2) >




< RandomBits : bit (3) > >


| < Two Phase Access Request :
110000
< Priority : bit (2) > 




< RandomBits : bit (3) > > 


| < Signalling :
110011
< RandomBits : bit (5) > >


| < One phase Access Request in RLC unack mode :
110101
< RandomBits : bit (5) > >


| < Dedicated Channel Request :
110110
< RandomBits : bit (5) > >


| < Emergency call :
110111
< RandomBits : bit (5) > >

| < Two Phase Access Request by IPA capable MS
111000
< Priority : bit (2) >




< RandomBits : bit (3) > >


| < Signalling by IPA capable MS :
111001
< RandomBits : bit (5) > >;




NOTE: 
A mobile station that has enabled PEO (i.e. eDRX or PSM – see 3GPP TS 23.060 [19]) while in a cell that supports PEO, shall always send an EGPRS PACKET CHANNEL REQUEST message with access type ‘PEO One Phase Access Request’ (see Table 11.2.5a.2) on the RACH.

Table 11.2.5a.3: EGPRS PACKET CHANNEL REQUEST details

	MultislotClass (5 bit field)

This information field indicates the EGPRS multislot class of the MS. The multislot class indicated by this field shall be the same as the EGPRS multislot class indicated in the MS Radio Access Capability IE (see 3GPP TS 24.008). The coding is defined in the following table. 

bit
5 4 3 2 1
0 0 0 0 0

multislot class 1
0 0 0 0 1

multislot class 2
: :
: :
1 1 1 0 0

multislot class 29
1 1 1 0 1

multislot class with Tx=1 by IPA capable MS, the network shall assume the MS is multislot class 1

1 1 1 1 0

multislot class with Tx=2 by IPA capable MS, the network shall assume the MS is multislot class 5

1 1 1 1 1

multislot class with Tx=4 by IPA capable MS, the network shall assume the MS is multislot class 12


	Priority (2 bit field)

This information field indicates the requested Radio Priority. This field is coded as shown in the following table. The 8 bit format has a default Radio Priority of 4.
bit
2 1
0 0
Radio Priority 1 (Highest priority)
0 1
Radio Priority 2
1 0
Radio Priority 3
1 1
Radio Priority 4 (Lower priority)

	Access Cause (2 bit field)


This field indicates the type of payload a mobile station has to send as follows:

bit

2 1

0 0

signalling (e.g. page response, cell update, MM signalling, etc)

0 1

single block transfer

1 0

User data transfer - requested RLC mode = acknowledged

1 1

reserved



	PEO Priority (1 bit field)

This field indicates the priority of the uplink data transfer being requested by the mobile station as follows:

0
low priority packet transfer
1
high priority packet transfer



	EGPRS capability (1 bit field)

This field indicates the EGPRS capability of the mobile station as follows:

0
GPRS only capable
1
GPRS and EGPRS capable

	RandomBits (3 bit field or 5 bit field)
For the definition of these three last information fields see Packet Channel Request in sec. 11.2.5.

	MultislotClassGroup (3 bit field)

This information field indicates the set of the EGPRS multislot classes to which the mobile station belongs. The network shall assume the longest transition times (Tta, Ttb, Tra, Trb) and the minimum number of RX, TX and SUM slots common to multislot classes in each set for the assignments (see Annex L).

bit


multislot classes
3 2 1
0 0 0

5-7
0 0 1

9-11
0 1 0

31, 36, 41
0 1 1

12, 32, 37, 42
1 0 0

33, 34, 43 
1 0 1

38, 39
1 1 0

44, 45 
1 1 1

reserved


	*** Last Change ***


12.24
GPRS Cell Options

The GPRS Cell Options information element is used to control a set of cell options related to GPRS.

This information element may include a nested Extension Bit information element to allow future extension of cell option parameters.

Table 12.24.1: GPRS Cell Options information element

	< GPRS Cell Options IE > ::=


< NMO : bit (2) >


< T3168 : bit (3) >


< T3192 : bit (3) >


< DRX_TIMER_MAX : bit (3) >


< ACCESS_BURST_TYPE : bit >


< CONTROL_ACK_TYPE : bit >


< BS_CV_MAX : bit (4) >


{ 0 | 1
< PAN_DEC : bit (3) >




< PAN_INC : bit (3) >




< PAN_MAX : bit (3) > }


-- Optional extension information:

{ 0 | 1
<Extension Length : bit (6)>




< bit (val(Extension Length) + 1)




& { <Extension Information > ! { bit ** = <no string> } } > } ;


	< Extension Information> : : =


{ {
-- R99 extension:


{ 0 | 1 - EGPRS supported by the cell if the choice bit is set to '1'




< EGPRS_PACKET_CHANNEL_REQUEST : bit >





< BEP_PERIOD : bit (4) > }



< PFC_FEATURE_MODE: bit >



< DTM_SUPPORT: bit >



< BSS_PAGING_COORDINATION: bit > }


{
-- REL‑4 extension:


< CCN_ACTIVE : bit >



< NW_EXT_UTBF : bit > }


{
-- REL 6 extension:


< MULTIPLE_TBF_CAPABILITY : bit > 



< EXT_UTBF_NODATA : bit > 



< DTM_ENHANCEMENTS_CAPABILITY : bit >



{ 0


-- MBMS procedures not supported by the cell if the choice bit is set to '0'


| 1


-- MBMS procedures supported by the cell if the choice bit is set to '1'



< DEDICATED_MODE_MBMS_NOTIFICATION_SUPPORT: bit > 





< MNCI_SUPPORT : bit > } }


{
-- Rel-7 extension:


< REDUCED_LATENCY_ACCESS : bit > }


{
-- Rel-10 extension:


< NMO_I_ALTERNATE: bit > }


< spare bit > ** } // ;


-- Extension information may be truncated between released versions of the protocol.










-- The receiver shall assume the value zero for any truncated bit.




Table 12.24.2: GPRS Cell Options information element details

	NMO (2 bit field)
This field is the binary representation of the Network Mode of Operation, see 3GPP TS 23.060:

Bit
2 1
0 0
Network Mode of Operation I
0 1
Network Mode of Operation II
1 0
Network Mode of Operation III
1 1
Reserved.

	T3168 (3 bit field)
This field is the binary representation of the timeout value of timer T3168. Range: 0 to 7. The timeout value is given as the binary value plus one in units of 500 ms.

	T3192 (3 bit field)
This field is the binary representation of the timeout value of timer T3192. Range: 0 to 7. The timeout value is given in the following table. In the case of 0 ms, the timer is not started and the mobile station shall consider T3192 as immediately expiring and follow procedures defined in sub-clauses 9.3.2.6 and 9.3.3.5:

Bit
3 2 1
0 0 0
500 ms
0 0 1
1000 ms
0 1 0
1500 ms
0 1 1
0 ms
1 0 0
80 ms
1 0 1
120 ms
1 1 0
160 ms
1 1 1
200 ms

	DRX_TIMER_MAX (3 bit field)
This field is the binary representation of the parameter DRX_TIMER_MAX. Range: 0 to 7. The parameter value is given as two taken to the power of the binary value minus one (2 (bv - 1) ) in units of 1 second. The binary value zero indicates the parameter value zero (i.e, the parameter takes the values: 0, 1 s, 2 s, 4 s, .. 64 s.)

	ACCESS_BURST_TYPE (1 bit field)
The ACCESS_BURST_TYPE field indicates if the 8 or 11 bit format shall be used in the PACKET CHANNEL REQUEST message, the PS HANDOVER ACCESS message, the PTCCH uplink block (3GPP TS 44.004) and in the PACKET CONTROL ACKNOWLEDGMENT message when the format is four access bursts. The field is coded according to the following table:

0
8-bit format shall be used
1
11-bit format shall be used

	CONTROL_ACK_TYPE (1 bit field)
This field is the binary representation of the default format of the PACKET CONTROL ACKNOWLEDGMENT message:

0
default format is four access bursts
1
default format is RLC/MAC control block.

	BS_CV_MAX (4 bit field)
This field is the binary representation of the parameter BS_CV_MAX. Range: 0 to 15. The value BS_CV_MAX=0 shall be interpreted as value BS_CV_MAX=1 for calculation of T3200 and N3104max values.

	PAN_DEC (3 bit field)
This field is the binary representation of the parameter PAN_DEC. If the field in not included, the default value 0 shall be used. Range: 0 to 7.

	PAN_INC (3 bit field)
This field is the binary representation of the parameter PAN_INC. If the field in not included, the default value 0 shall be used. Range: 0 to 7.

	PAN_MAX (3 bit field)
This field defines the maximum value allowed for counter N3102.

bit
3 2 1
0 0 0
maximum value allowed for counter N3102 is 4
0 0 1
maximum value allowed for counter N3102 is 8
. . .
1 1 1
maximum value allowed for counter N3102 is 32

If the PAN_MAX field in not included, the default value 0 (i.e. N3102 max = 4) shall be used.

	EGPRS_PACKET_CHANNEL_REQUEST (1 bit field)


0
EGPRS capable MSs shall use EGPRS PACKET CHANNEL REQUEST message for uplink TBF 
establishment on the PRACH when there is a PBCCH in the cell or on the RACH when there is no PBCCH in the cell.

1
EGPRS capable MSs shall use two phase packet access with PACKET CHANNEL REQUEST message on the PRACH for uplink TBF establishment when there is a PBCCH in the cell. EGPRS capable MSs shall use two phase packet access with CHANNEL REQUEST message on the RACH when there is no PBCCH in the cell.
As an exception, a mobile station that has enabled PEO (see 3GPP TS 43.064 [5]) shall always send an EGPRS PACKET CHANNEL REQUEST message with access type ‘PEO One Phase Access Request’ (see Table 11.2.5a.2) on the RACH regardless of the value of this field.

	BEP_PERIOD (4 bit field)
This field is applicable in EGPRS TBF mode. For the definition of this field, refer to 3GPP TS 45.008.

	PFC_FEATURE_MODE (1 bit field)

0
The network does not support packet flow context procedures. 
1
The network supports packet flow context procedures.

	DTM_SUPPORT (1 bit field)
This field indicates whether the cell supports DTM or not. It is coded as follows:

0
The cell does not support DTM procedures. 
1
The cell supports DTM procedures. 

	CCN_ACTIVE (1 bit field)
This field indicates whether CCN is enabled in the cell or not. It is coded as follows:

0
CCN is disabled in the cell. 
1
CCN is enabled in the cell.

	NW_EXT_UTBF (1 bit field)
This field indicates whether the network supports the extended uplink TBF mode: 

0
The extended uplink TBF mode is not supported by the network. 
1
The extended uplink TBF mode is supported by the network.

	BSS_PAGING_COORDINATION (1 bit field)
This field indicates the network support of CS paging co-ordination in packet transfer mode during network mode of operation II and III. This field shall be ignored by the mobile station during network mode of operation I or by a mobile station capable of DTM in a cell supporting DTM procedures, in which cases Circuit-Switched paging coordination in packet transfer mode shall be provided by the network. It is coded as follows:

0
The cell does not support Circuit-Switched paging coordination 
1
The cell supports Circuit-Switched paging coordination

	MULTIPLE_TBF_CAPABILITY (1 bit field)
This field indicates whether or not the cell supports multiple TBF procedures for A/Gb mode: 

0
The cell does not support multiple TBF procedures. 
1
The cell supports multiple TBF procedures.

	EXT_UTBF_NODATA (1 bit field)
This field indicates whether the mobile station during extended uplink TBF mode may refrain from sending PACKET UPLINK DUMMY CONTROL BLOCK messages when there is no other RLC/MAC block ready to send in an uplink radio block allocated by the network.

0
The mobile station shall send a PACKET UPLINK DUMMY CONTROL BLOCK message when there is no other RLC/MAC block ready to send in an uplink radio block allocated by the network.

1
The mobile station may refrain from sending a PACKET UPLINK DUMMY CONTROL BLOCK message when there is no other RLC/MAC block ready to send in an uplink radio block allocated by the network.

	DTM_ENHANCEMENTS_CAPABILITY (1 bit field) 
This field indicates whether the cell supports enhanced DTM CS establishment and enhanced DTM CS release or not. It is coded as follows:

0
The cell does not support enhanced DTM CS establishment and enhanced DTM CS release procedures. 
1
The cell supports enhanced DTM CS establishment and enhanced DTM CS release procedures.

	DEDICATED_MODE_MBMS_NOTIFICATION_SUPPORT (1 bit field) 
This field indicates whether the cell supports Dedicated Mode MBMS Notification or not. It is coded as follows:

0
The cell does not support the Dedicated Mode MBMS Notification procedures. 
1
The cell supports the Dedicated Mode MBMS Notification procedures.

	MNCI_SUPPORT (1 bit field)
This field indicates whether the cell supports the distribution of MBMS NEIGHBOURING CELL INFORMATION messages. It is coded as follows:

0
The cell does not support the distribution of MBMS NEIGHBOURING CELL INFORMATION messages
1
The cell supports the distribution of MBMS NEIGHBOURING CELL INFORMATION messages

	REDUCED_LATENCY ACCESS (1 bit field)
This field indicates whether the cell supporting the EGPRS PACKET CHANNEL REQUEST message also supports "One Phase Access Request by Reduced Latency MS", see sub-clause 7.1.2.1.

0
The cell does not support "One Phase Access Request by Reduced Latency MS".
1
The cell supports "One Phase Access Request by Reduced Latency MS".

	NMO_I_ALTERNATE (1 bit field)
This field applies only to mobile stations which have the parameter “NMO_I_Behaviour” set to the value of "1" in the NAS configuration Management Object as specified in 3GPP TS 24.368 [50] or in the USIM file NASCONFIG as specified in 3GPP TS 31.102 [51] (the USIM file having priority if both parameters exist). 

0
The mobile station shall use the Network Mode of Operation indicated in the NMO field.
1
The mobile station shall use Network Mode of Operation I irrespective of the value in the NMO field.


