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	Reason for change:
(

	The specification is ambiguous as how MS should behave if radio link failure occurs during reconfiguration procedure.

It is not specified that if the MS detected radio link failure in the new configuration MS shall perform the actions specified in sublause 7.14.1.12.2 if security is started.
In case of the transition from RRC-Cell_Dedicated to RRC-GRA_PCH, the MS behaviour when the response message fails to be transmitted and radio link failure is detected during that time, before the MS has entered the RRC-GRA_PCH state needs to be covered in the radio bearer control procedures.
Rev 1:

1)“1> if MS would have entered RRC-GRA_PCH as a result of this reconfiguration…” text includes “successful completion of”
2)“act as if the reconfiguration message was not received” is deleted
3) “either” and “and” has been deleted in the paragraph related with the radio link failure occurred on the new configuration
.
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	Section 7.14.1.7 
The behaviour of MS when the response message fails to be transmitted and radio link failure is detected during that time, before the MS has entered the RRC-GRA_PCH state is covered in this section.
It is specified that if the MS detected radio link failure in the new configuration MS shall perform the actions specified in sublause 7.14.1.12.2 if security is started.
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7.14.1.7
Physical channel failure

A physical channel failure occurs in case the criteria defined in 7.18 are not fulfilled.

If the received message (a RADIO BEARER SETUP message, a RADIO BEARER RECONFIGURATION message or a RADIO BEARER RELEASE message) causes the MS to enter in RRC-Cell_Dedicated state and the MS fails to establish the basic physical subchannel(s) indicated in the received message the MS shall:

1>
revert to the configuration prior to the reception of the message (old configuration);

1>
if the old configuration includes dedicated physical channels (RRC-Cell_Dedicated state) and the MS is unable to revert to the old configuration:

2>
initiate a Cell Update procedure according to sub-clause 7.8, using the cause "radio link failure";

2>
after the Cell Update procedure has completed successfully:

3>
proceed as below;

1>
if the old configuration does not include dedicated physical channels (RRC-Cell_Shared state):

2>
select a suitable GRA cell according to 7.8;

2>
if the MS selects another cell than the cell the MS camped on upon reception of the reconfiguration message :

3>
initiate a Cell Update procedure according to sub-clause 7.8, using the cause "cell reselection";

3>
after the Cell Update procedure has completed successfully:

4>
proceed as below;

1>
transmit a failure response message as specified in sub-clause 7.14.1.9, setting the information elements as specified below:

2>
include the IE "RRC Transaction Identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "Failure Cause" to "physical channel failure";

1>
set the variable ORDERED_RECONFURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received;

The procedure ends.

If the criteria for radio link failure is met in the old configuration during the reconfiguration procedure as specified in subclause 7.18.8 the MS shall:

1>
if MS would have entered in RRC-GRA_PCH state as a successful completion of this reconfiguration procedure and MS has already submitted a response message to lower layers:
2>
initiate a Cell Update procedure according to subclause 7.8.1.3, using the cause "radio link failure";

2>
the procedure ends.
If the criteria for radio link failure is met in the new configuration during the reconfiguration procedure (i.e. while MS is waiting for RLC acknowledgement for a response message.) the MS shall act as specified in subclause 7.18.8 and in addition it shall:

1>
if the received reconfiguration causes;

-
the IE "Reconfiguration" in the variable CIPHERING_STATUS to be set to TRUE; or

-
the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to be set to TRUE:

2>
perform the actions specified in subclause 7.14.1.12.2.
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