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	Currently the UPLINK BUSY and Additional Information messages are sent as separate messages on the downlink FACCH of the group channel. The radio block that is used to send the UPLINK BUSY message contains many unused bits. These bits could be used to hold the talker identity and thereby reduce the number of FACCH blocks that are sent.

Additionally, the Additional information message is repeated on the downlink SACCH. However, the UPLINK BUSY message is already sent periodicaly. Thus there is no need to repeat the transmisson of the talker identity on the SACCH in the case that the talker identity can be included in the UPLINK BUSY. 
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3.4.15.3a
Additional Information procedure

In group receive mode, the network sends the talker’s details on the main DCCH in either a VGCS ADDITIONAL INFORMATION or an UPLINK BUSY message. The VGCS ADDITIONAL INFORMATION message is sent in unacknowledged mode on the main DCCH of the voice group channel. In addition the transmission of the VGCS ADDITIONAL INFORMATION message is repeated every T3153 seconds on the SACCH, until the talker is released.

The MS shall pass the information to the upper layers.

9.1.46
Uplink busy

The understanding of this message is only required for mobile stations supporting VGCS talking.

This message is broadcasted on the voice group call channel on the main DCCH, SAPI=0, by the network in unacknowledged mode to inform the mobile station of the uplink status of the voice group call channel. See table 9.1.46.1.

Message type:
UPLINK BUSY

Significance:
dual

Direction:
network to mobile station

Table 9.1.46.1: UPLINK BUSY message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	RR management Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	Uplink busy Message Type
	Message Type
10.4
	M
	V
	1

	31
	Talker Priority and emergency indication
	Talker Priority Status

10.5.2.64
	O
	TLV
	3

	32
	Token
	Token 10.5.2.66
	O
	TV
	5

	33
	Talker Identity
	Talker Identity

10.5.2.65
	O
	TLV
	3 -19


9.1.46.1
Talker Priority and Emergency Indication

This IE contains the talker priority and the status of the emergency mode. If the IE is not present then the MS assumes that the emergency mode is not set and that the network does not support talker priority.

9.1.46.2
Token

This IE contains the 32 bit long token for the validation of the Priority Uplink Request.

9.1.46.3
Talker Identity

This IE contains the identity of the current talker.
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