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R2-99i11
agreed
25.331
067

Selection of initial UE identity
B
interm
3.1.0

R2-99i13
agreed
25.331
069

UE capability verification in the security mode control procedure
B
interm
3.1.0

R2-99j90
agreed
25.331
070
1
DPCH initial power
B
interm
3.1.0

R2-99i15
agreed
25.331
071

Actions when entering idle mode
B
interm
3.1.0

R2-99i17
agreed
25.331
072

Specification of inter-frequency and inter-system reporting events for FDD
B
interm
3.1.0

R2-99j92
agreed
25.331
073
1
Signalling radio bearers
B
interm
3.1.0

R2-99k43
agreed
25.331
077
1
Radio bearer, transport channel and physical channel information elements
B
interm
3.1.0

R2-99k28
agreed
25.331
079
2
RRC signalling for PDCP
B
interm
3.1.0

R2-99k47
agreed
25.331
082
1
Signalling connection release
B
interm
3.1.0

R2-99k38
agreed
25.331
083
1
Addition of cell access restriction information elements to System information
B
interm
3.1.0

R2-99k34
agreed
25.331
092
1
Support of UE autonomous update of a active set on a non-used frequency
B
interm
3.1.0

R2-99k39
agreed
25.331
095
1
TPC combining for power control
B
interm
3.1.0

R2-99j85
agreed
25.331
100
1
Support of physical channel establishment and failure criteria in the UE
B
interm
3.1.0

R2-99j96
agreed
25.331
106
1
System information on FACH
B
interm
3.1.0

R2-99j94
agreed
25.331
108
1
SAPs and Primitives for DS-41 mode
B
interm
3.1.0

R2-99k50
agreed
25.331
110
1
RACH message length signaling on System Information
B
interm
3.1.0

R2-99j80
agreed
25.331
113
1
Routing of NAS messages in UTRAN
B
interm
3.1.0

R2-99j95
agreed
25.331
117
1
Merging the hard handover and some radio bearer control procedures
B
interm
3.1.0

R2-99k88
agreed
25.331
121

Efficient rate command signalling
B
interm
3.1.0

