
3GPP TSG-RAN Meeting #6
Document
(R2-99k47)

Nice, France, 13-15 December 1999









CHANGE REQUEST





25.331
CR
082r1
Current Version:
Intermediate














For submission to: 
TSG-RAN#6
for approval
X

strategic

(for SMG


for information


non-strategic

use only)









Proposed change affects:
(U)SIM

ME
X
UTRAN / Radio
X
Core Network






Source:
TSG-RAN WG2
Date: 
3.12.1999



Subject:
Signalling Connection Release



Work item:




Category: 
F
Correction

Release: 
Phase 2



A
Corresponds to a correction in an earlier release


Release 96


(only one category 
B
Addition of feature
X

Release 97


shall be marked
C
Functional modification of feature


Release 98


with an X)
D
Editorial modification


Release 99
X





Release 00




Reason for 
change:

Currently the possibility of releasing a signalling connection is lacking in 25.331. The addition of this procedure is proposed.





Clauses affected:
8.1, 10.1



Other specs
Other 3G core specifications

(  List of CRs:


affected:
Other GSM core specifications

(  List of CRs:



MS test specifications

(  List of CRs:



BSS test specifications

(  List of CRs:



O&M specifications

(  List of CRs:




Other 
comments:


8.1.X     Signalling connection release procedure
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Figure x.  Signalling connection release procedure, normal case

8.1.X.1
General

The signalling connection release procedure is used to notify to the UE that one of its ongoing signalling connections to a CN domain has been released. The procedure does not initiate the release of the RRC connection. 
8.1.X.2 Initiation of SIGNALLING CONNECTION RELEASE by the UTRAN
The UTRAN may initiate the signalling connection release procedure, if it receives a signalling connection release request from one CN domain and if the UE remains engaged in a signalling connection to another CN domain. 

To initiate the procedure, the UTRAN transmits a SIGNALLING CONNECTION RELEASE message on DCCH using AM RLC.

The IE "Flow Identifier" indicates the signalling flow identities which are released when the CN domain releases the signalling connection to the UE.  
9.4.5.1.1 8.1.X.3 Reception of SIGNALLING CONNECTION RELEASE by the UE
Upon reception of a SIGNALLING CONNECTION RELEASE message, the UE shall indicate the release of all signalling flows identified by the values of the IE “Flow identifier”to the corresponding higher layer entities. 
10.1.x.x  SIGNALLING CONNECTION RELEASE

<Functional description of this message to be included here>

RLC-SAP: AM 

Logical channel: DCCH

Direction: UTRAN(UE
Information Element
Presence
Mult
IE type and reference
Semantics description

Message Type
M




CN information elements





Signalling Flow related information

1 to <maxFlowID>

Flow identifier to be provided for each signalling flow to be released.

   Flow Identifier
M




Range Bound
Explanation

MaxFlowId
Maximum number of flow identifiers
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