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On the RAN2#8 meeting it was agreed to include a number of radio bearers for signalling (“signalling radio bearers”) based on the contribution R2-99e53. In this CR, the following modifications to TS 25.331 are proposed:

1. At RRC connection (re-) establishment, three or optionally four, signalling radio bearers can be established as selected by UTRAN. 

2. The radio bearer identity values 0-3 are reserved for usage by signalling radio bearers, according to the following: RB#0: UM for RRC, RB#1: AM for RRC, RB#2: NAS high priority, RB#3: NAS low priority. Note: The radio bearer for transparent mode signalling (e.g. for rate control) can use any value above 3.

3. A text specifying which signalling radio bearer to use by different messages is added in section 10.1.

4. The IE “signalling link type” is removed. The only available option to configure signalling radio bearers is using the IE “RLC info”, but extensions for using e.g. “Signalling link type” can be added in later protocol versions.

5. The Radio bearer establishment and reconfiguration procedures are modified to be able to establish and reconfigure signalling radio bearers. (Note: No modifications are needed on the Radio bearer release procedure for releasing a signalling radio bearer.)

6. In the Direct transfer procedure a selection on RB #2 or #3 is specified, based on priority indication from the non-access stratum. 

7. In the RRC connection re-establishment, cell update and hard handover procedures the suspension and resumption of data transmission on AM and UM radio bearer #2 and upwards is made to avoid the loss of user data and NAS messages,.
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8.1.8.2
Initiation of direct transfer procedure in the UE

In the UE, the direct transfer procedure shall be initiated, when the upper layers request a transfer of a NAS message. The UE shall transmit the DIRECT TRANSFER message on the uplink DCCH using AM RLC on RB 2 or RB 3. The UE shall select the RB according to the following:

· If the non-access stratum indicates “low priority” for this message, RB 3 shall be selected, if available. Specifically, for a GSM-MAP based CN, RB 2 shall, if available, be selected when “SAPI 3” is requested.
· If the non-access stratum indicates “high priority” for this message, RB 2 shall be selected. Specifically, for a GSM-MAP based CN, RB 2 shall be selected when “SAPI 0” is requested. RB 2 shall also be selected when RB 3 is not available.
The UE shall set IE "CN domain identity" to indicate which CN node the NAS message is destined to.

In, CELL_FACH state, the UE shall include IE "Measured results" into the DIRECT TRANSFER message, if the message is sent to establish a signalling connection and if RACH measurement reporting has been requested in the IE “Intra-frequency reporting quantity for RACH reporting” and the IE “Maximum number of reported cells on RACH” in system information block type 12. 

8.1.8.3
Initiation of direct transfer procedure in the UTRAN

In the UTRAN, the direct transfer procedure shall be initiated, when the upper layers request the transfer of a NAS message or the release of a signalling connection (FFS) The UTRAN shall transmit the DIRECT TRANSFER message on the downlink DCCH using AM RLC on RB 2 or RB 3. The UTRAN should select the RB according to the following:

· If the non-access stratum indicates “low priority” for this message, RB 3 should be selected, if available. Specifically, for a GSM-MAP based CN, RB 2 should, if available, be selected when “SAPI 3” is requested.

· If the non-access stratum indicates “high priority” for this message, RB 2 should be selected. Specifically, for a GSM-MAP based CN, RB 2 should be selected when “SAPI 0” is requested. RB 2 should also be selected when RB 3 is not available.
The UTRAN sets the IE "CN domain identity" to indicate, which CN domain  the NAS message is originated from.

8.3.1.2
Initiation

A UE in CELL_FACH, CELL_PCH or URA_PCH state may apply the cell update procedure for a number of purposes. The specific requirements the UE shall take into account for each case are specified in the following: 

· In CELL_FACH or CELL_PCH state, the UE shall perform the cell update procedure when selecting another cell (cell reselection)

· In CELL_FACH and CELL_PCH state, the UE shall perform the cell update procedure upon expiry of T305 while the UE is in the service area. The UE shall only perform this periodic cell updating if configured by means of the IE “Information for periodical cell and URA update” in System Information Block Type 2. The UE shall initially start timer T305 upon entering CELL_FACH or CELL_PCH state
· In CELL_PCH state and URA_PCH state, the UE shall initiate the cell update procedure if it wants to transmit UL data

· In CELL_PCH and URA_PCH state, the UE shall perform the cell update procedure when receiving a PAGING TYPE 1 message as in subclause 8.1.2.3

· moving to CELL_FACH state, if not already in that state

· delete any C-RNTI and suspend data transmission on RB 2 and upwards, if RLC-AM or RLC-UM is used on those radio bearers
· sending a CELL UPDATE message on the uplink CCCH, 

· starting timer T302 and resetting  counter V302

The IE “cell update cause” shall be used as follows;

· In case of cell reselection: “cell reselection”,

· In case of periodic cell updating: “periodic cell update”,

· In case of UL data transmission: “UL data transmission”,

· In case of paging response: “paging response”.

The IE “AM_RLC error indication” shall be set when the UE detects unrecoverable error in an AM RLC entity for the signalling link. 

The UE shall include an intra-frequency measurement report in the CELL UPDATE message, as specified in the IE “Intra-frequency reporting quantity for RACH reporting” and the IE “Maximum number of reported cells on RACH” in system information block type 12.
8.3.1.5
Reception of the CELL UPDATE CONFIRM message by the UE

Upon receiving the CELL UPDATE CONFIRM message, the UE shall stop timer T302.

The UE shall act upon all received information elements as specified in 8.5.7, unless specified otherwise in the following.

If the CELL UPDATE CONFIRM message includes the IE “CN domain identity” and the IE “NAS system information”, the UE shall forward the content of the IE “NAS system information” to the non-access stratum entity of the UE identified by the IE “CN domain identity”.
If the CELL UPDATE CONFIRM message includes the IE “URA-Id” the UE shall store this URA identity.
If the CELL UPDATE CONFIRM message does not include IE “new C-RNTI”, IE “new U-RNTI”, IE “PRACH info” nor IE “Secondary CCPCH info”, no RRC response message is sent to the UTRAN. 

If the CELL UPDATE CONFIRM message includes the IE “newC-RNTI” and optionally the IE “new U-RNTI” but does not include IE “PRACH info” or IE “Secondary CCPCH info”, the UE shall update its identities and transmit an RNTI REALLOCATION COMPLETE message on the uplink DCCH using the PRACH  indicated in the broadcasted system information.

If the CELL UPDATE CONFIRM message includes the IE “PRACH info” and/or the IE “Secondary CCPCH info”, the UE shall 

· Perform the actions stated in subclauses 8.5.7.6.2 and 8.5.7.6.3

· update its identities if the CELL UPDATE CONFIRM message includes the IE new C-RNTI” and optionally the IE “newU-RNTI”

· transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using the PRACH indicated in CELL UPDATE CONFIRM message
The UE shall enter a state according to subclause 8.5.8 applied on the CELL UPDATE CONFIRM message, unless specified otherwise below.

If the IE “Cell update cause” in CELL UPDATE message was set to “UL data transmission” or “paging response”, the UE shall remain in CELL_FACH state.

If the IE “Cell update cause” in CELL UPDATE message was set to “periodic cell update” or “cell reselection”, the UE shall return to the state it was in before initiating the cell update procedure.

If the CELL UPDATE CONFIRM message includes the IE “DRX cycle length”, the UE shall update DRX cycle length.

In case none of the above conditions apply, the UE shall return to the state it was in before initiating the cell update procedure.

In case the UE ends in CELL_FACH or CELL_PCH state and periodic cell updating is configured, it shall reset timer T305. 
In case the UE does not end in CELL_FACH state, it shall delete its C-RNTI.
If the UE remains in CELL_FACH state and the CELL UPDATE CONFIRM message includes the IE “New C-RNTI” the UE shall then resume data transmission on RB 2 and upwards , if RLC-AM or RLC-UM is used on those radio bearers.

10.1 Radio Resource Control messages

In connected mode, RB 0,1,2 and optionally 3 are available for usage by RRC messages using RLC-UM and RLC-AM on the DCCH. The UE and UTRAN shall select radio bearer for RRC messages using RLC-UM or RLC-AM on the DCCH, according to the following:

· RB 0 shall be used for all messages sent on the DCCH, when using RLC unacknowledged mode (RLC-UM).
· RB 1 shall be used for all messages sent on the DCCH, when using RLC acknowledged mode (RLC-AM), except for the DIRECT TRANSFER message.

· RB 2 or 3 shall be used by the DIIRECT TRANSFER message sent on the DCCH in RLC acknowledged mode (RLC-AM), as specified in subclause 8.1.8.
For RRC messages on the DCCH using RLC transparent mode (RLC-TM), the transparent signalling DCCH shall be used. 

10.1.4.1 RRC CONNECTION RE-ESTABLISHMENT 

<Functional description of this message to be included here>
RLC-SAP: UM 

Logical channel: CCCH, DCCH

Direction: UTRAN ( UE

Information Element
Presence
Range
IE type and reference
Semantics description

Message Type
M




UE information elements





New U-RNTI
O




New C-RNTI
O




Activation time
O




CN information elements





PLMN identity
O


(Note1)

CN related information

0 to <MaxNoCNdomains>

CN related information to be provided for each CN domain

   CN domain identity
O


(Note1)

   NAS system info
O


(Note1)

RB information elements





  RB information

0 to <MaxRBcount>

RB information is sent for each RB affected by this message

      RB identity
M




      CHOICE RLC info type
O


For the first release this choice has only one possible value. This choice type may be extended in future releases.

        RLC info





      RB multiplexing info
M




Transport Channel  Information Elements





TFCS
O


For uplink  TFCSs

TFCS
O


For downlink TFCSs

CHOICE mode





   TDD





      TFCS Identity
O


Uplink TFCS

      TFCS Identity
O


Downlink TFCS

TFC subset
O


For TFCSs in uplink

Uplink transport channels





   Transport channel identity

0 to <MaxDelTrCH>



   Reconfigured TrCH
   information

0 to <MaxReconAddTrCH>



      Transport channel identity
M




      TFS
M




   DRAC information
C DRAC
1 to <MaxReconAddTrCH>



      Dynamic Control





      Transmission time validity





      Time duration before retry





      Silent period duration 
      before release





Downlink transport channels





   Transport channel identity

0 to <MaxDelTrCH>



   Reconfigured TrCH
   information

0 to <MaxReconAddTrCH>



      Transport channel identity
M




      TFS
M




PhyCH information elements





Frequency info
O




Maximum allowed UL TX power
O




Uplink DPCH power control info
O




Uplink radio resource information





   CHOICE channel
    requirement
O




      Uplink DPDCH info





      PRACH info





Downlink radio resource information





   Downlink information

0 to <Max Rlcount>

Send downlink information for each radio link to be set-up

      Primary CCPCH info





      Downlink DPDCH info





      Secondary CCPCH info





CHOICE mode





   FDD





     SSDT indicator
O


FFS

      SSDT Cell ID
C ifSSDT


FFS

      CPCH SET info
O


UL/DL radio resource for CPCH control (Note3)

      Gated Transmission Control info
O


FFS

      Default DPCH Offset Value
O




   TDD





      Uplink Timing Advance
O
















































































































[Note1: Necessity of PLMN is FFS and for CN domain identity and NAS system information, the confirmation in SA WG2 is needed.]
[Note 3: How to map UL and DL radio resource in the message is FFS.]

Condition
Explanation

DRAC
These information elements are only sent for transport channels which use the DRAC procedure

IfSSDT
This IE is sent only when SSDT is to be used

CHOICE channel requirement
Condition under which the given channel requirement  is chosen

Uplink DPCH info


PRACH info


CHOICE RLC info type
Condition under which the given RLC info type  is chosen

RLC info
Allowed when the value of IE “RB identity” is between 0 and 31, inclusive




Range Bound
Explanation

MaxNoCN domains
Maximum number of CN domains



MaxRBcount
Maximum number of RBs to be reconfigured

MaxDelTrCHcount
Maximum number of Transport CHannels to be removed 

MaxReconAddTrCH
Maximum number of transport channels to add and reconfigure

MaxRLcount
Maximum number of radio links

10.1.4.7 RRC CONNECTION SETUP

This message is used by the network to accept the establishment of an RRC connection for an UE, including assignment of  signalling link information, transport channel information and optionally physical channel information.

RLC-SAP: UM 

Logical channel: CCCH

Direction: UTRAN ( UE

Information Element
Presence
Range
IE type and reference
Semantics description

Message Type
M




UE information elements





Initial UE identity
M




U-RNTI
M










C-RNTI
O


Only if assigned to a common transport channel

Activation time
O




UTRAN DRX cycle length
O




DRX Indicator
O




RB information elements











Signalling radio bearers

3 to 4

Information for signalling radio bearers, in the order RB 0 up to 3.

> CHOICE RLC info type
M


For the first release this choice has only one possible value. This choice type may be extended in future releases.

>> RLC info











> RB mapping info
M




TrCH information elements





TFCS
O


Uplink TFCS

TFCS
O


Downlink TFCS

CHOICE mode





   TDD





      TFCS Identity
O


Uplink TFCS

      TFCS Identity
O


Downlink TFCS

TFC subset
O




Uplink transport channel information

0 to <MaxULTrCHCount>

Send transport channel information for each new Uplink transport channel







   Transport channel identity
M




   TFS
M




Downlink transport channel information

0 to <MaxDLTrCHCount>

Send transport channel information for each new downlink transport channel

   





   Transport channel identity
M




   TFS
M




   Transparent mode signalling info
C if TM_DCH
0 or 1



PhyCH information elements





Frequency info
O




Maximum allowed UL TX power
O




Uplink DPCH power control info
O




Uplink radio resource information





   





   CHOICE channel
    requirement
O




      Uplink DPCH info





      PRACH info (for RACH)





Downlink radio resource information





   Downlink DPCH power control
   info
O




CHOICE mode





   FDD





       Downlink DPCH

        compressed
        mode info
O




   Downlink information

0 to <Max RLcount>

Send downlink information for each radio link to be set-up

      Primary CCPCH info





      Downlink DPCH info





      Secondary CCPCH info





    





CHOICE mode





   FDD





      SSDT indicator
O


FFS

      SSDT Cell ID
C ifSSDT


FFS

      CPCH SET Info
O


UL/DL radio resource for CPCH control (Note2)

      Gated Transmission Control info
O, FFS


Note 3

      Default DPCH Offset Value
O




TDD





      Uplink Timing Advance
O




Condition
Explanation

IfSSDT
This IE is sent only when SSDT is to be used

IfTM_DCH
This information is only sent if a DCH carrying transparent mode DCCH information is used, e.g. to send transport format combination commands.

Range Bound
Explanation

MaxULTrCHCoun
Maximum number of new uplink transport channels

MaxDLTrCHCount
Maximum number of new downlink transport channels

MaxRLcoun
Maximum number of radio links to be set up

CHOICE channel requirement
Condition under which the given channel requirement  is chosen

Uplink DPCH info


PRACH info


CHOICE RLC info type
Condition under which the given RLC info type  is chosen

RLC info
Allowed when the value of IE “RB identity” is between 0 and 31, inclusive.




Note 2: How to map UL and DL radio resource in the message is FFS.

Note 3: The activation time should be present when the Gated Transmission control info is present in this message.

10.1.5.4 RADIO  BEARER RECONFIGURATION

This message is sent from UTRAN to reconfigure parameters related to a change of QoS. This procedure can also change the multiplexing of MAC, reconfigure transport channels and physical channels.

RLC-SAP: AM or UM 

Logical channel: DCCH

Direction: UTRAN ( UE

Information Element
Presence
Range
IE type and reference
Semantics description

Message Type
M




UE Information elements





Activation time
O




New C-RNTI
C - RACH/FACH




UTRAN DRX cycle length
O




DRX Indicator
O




RB information elements





  RB information

0 to <MaxRBcount>

RB information is sent for each RB affected by this message

      RB identity
M




      CHOICE RLC info type
O


Presence is FFS. For the first release this choice has only one possible value. This choice type may be extended in future releases.

        RLC info





      RB mapping info
O




      RB suspend/resume
O


Not applicable to the signalling bearer.

Transport Channel  Information Elements





TFCS
O


for uplink TFCS

TFCS
O


for downlink TFCS

CHOICE mode





   TDD





      TFCS Identity
O


Uplink TFCS

      TFCS Identity
O


Downlink TFCS

TFC subset
O


for TFCSs in uplink

Uplink transport channels





   Transport channel identity

0 to <MaxDelTrCH>



   Reconfigured TrCH
   information

0 to <MaxReconAddTrCH>



      Transport channel identity
M




      TFS
M




   DRAC information
C DRAC
1 to <MaxReconAddTrCH>



      Dynamic Control





      Transmission time validity





      Time duration before retry





      Silent period duration 
      before release





Downlink transport channels





   Transport channel identity

0 to <MaxDelTrCH>



   Reconfigured TrCH
   information

0 to <MaxReconAddTrCH>



      Transport channel identity
M




      TFS
M




Physical Channel  information elements





Frequency info
O




Maximum allowed UL TX power
O




Uplink DPCH power control
 info
O




Uplink radio resource information
O




   CHOICE channel
    requirement
O




      Uplink DPCH info





      PRACH info (for RACH)





      CHOICE mode





         FDD





            PRACH info (for FAUSCH)





   





Downlink radio resource
 information





   Downlink DPCH power control
   info
O




   Downlink DPCH compressed
   mode info
O




   Downlink information

0 to <Max RLcount>

Send downlink information for each radio link 

      Primary CCPCH info





      Downlink DPCH info





      Secondary CCPCH info











CHOICE mode





   FDD





      SSDT indicator
O


FFS

      CPCH SET Info
O


UL/DL radio resource for CPCH control (Note2)

      Gated Transmission Control
info
O


FFS, Note 3

      Default DPCH Offset Value
O




   TDD





      Uplink Timing Advance
O




Condition
Explanation

RACH/FACH
This information element is only sent when using RACH/FACH

DRAC
These information elements are only sent for transport channels which use the DRAC procedure

Range Bound
Explanation

MaxRLcount
Maximum number of radio links

MaxRBcount
Maximum number of RBs to be reconfigured

MaxDelTrCHcount
Maximum number of Transport CHannels to be removed 

MaxReconAddTrCH
Maximum number of transport channels to add and reconfigure

CHOICE channel requirement
Condition under which the given channel requirement  is chosen

Uplink DPCH info


PRACH info (for RACH)


PRACH info (for FAUSCH)


CHOICE RLC info type
Condition under which the given RLC info type  is chosen

RLC info
Allowed when the value of IE “RB identity” is between 0 and 31, inclusive




Note 2: How to map UL and DL radio resource in the message is FFS.

Note 3: The activation time should be present when the Gated Transmission control info is present in this message.
10.1.5.10 RADIO  BEARER SETUP

<Functional description of this message to be included here>

RLC-SAP: AM or UM

Logical channel: DCCH

Direction: UTRAN ( UE

Information Element
Presence
Range
IE type and reference
Semantics description

Message Type
M




CN information elements





NAS binding info
M




CN domain identity





UE Information elements





Activation time
O




New C-RNTI
C – RACH/FACH

C-RNTI


UTRAN DRX cycle length
O




DRX Indicator
O




RB information elements





Information for new RBs

1 to <MaxNewRBcount>



   RB identity
M




   CHOICE RLC info type
M


For the first release this choice has only one possible value. This choice type may be extended in future releases.

   > RLC info





   RB mapping info
M




Information for other RB's affected by this message

0 to <MaxOtherRBcount>



   RB identity
M




   RB mapping info
M




Transport Channel  Information Elements





TFCS
O


for uplink TFCS

TFCS
O


for downlink TFCS

CHOICE mode





   TDD





      TFCS Identity
O


Uplink TFCS

      TFCS Identity
O


Downlink TFCS

TFC subset
O


for DCHs in uplink

Uplink transport channels





   Transport channel identity

0 to <MaxDelTrCH>

editor should this be FFS also?

   Reconfigured TrCH
   information

0 to <MaxReconAddTrCH>



      Transport channel identity
M




      TFS
M




   DRAC information
C DRAC
1 to <MaxReconAddTrCH>



      Dynamic Control





      Transmission time validity





      Time duration before retry





      Silent period duration 
     before release





Downlink transport channels





   Transport channel identity

0 to <MaxDelTrCH>

FFS

   Reconfigured TrCH
   information

0 to <MaxReconAddTrCH>



      Transport channel identity
M




      TFS
M




Physical Channel  information elements





Frequency info
O




Maximum allowed UL TX power
O




Uplink DPCH power control
 info
O




Uplink radio resource information
O




CHOICE mode





   FDD





      CPCH SET Info
O


UL/DL radio resource for CPCH control (Note2)

   CHOICE channel
    requirement
O




      Uplink DPCH info





      PRACH Info (for RACH)





      CHOICE mode





         FDD





            PRACH info (for FAUSCH)





   





Downlink radio resource
 information





   Downlink DPCH power control
   info
O




   CHOICE mode





      FDD





         Downlink DPCH compressed
   mode info
O




   Downlink information

0 to <Max RLcount>

Send downlink information for each radio link 

      Primary CCPCH info





      Downlink DPCH info





      Secondary CCPCH info





    





CHOICE mode





   FDD





      SSDT indicator
O


FFS

      SSDT Cell ID
C ifSSDT


FFS

      Gated Transmission Control
info
O


FFS

      Default DPCH Offset Value
O




   TDD





      Uplink Timing Advance
O










Condition
Explanation

RACH/FACH
This information element is only sent when using RACH/FACH

IfSSDT


This IE is  only sent when SSDT is used  and when  a new DCH is being activated

Range Bound
Explanation

MaxRLcount
Maximum number of radio links 

MaxDelTrCHcount
Maximum number of Transport CHannels to be removed 

MaxReconAddcount
Maximum number of Transport CHannels reconfigured or added 

MaxNewRBcount
Maximum number of RBs that could be setup with this message

MaxOtherRBcount


Maximum number of Other RBs (ie RB's not being released) affected by the procedure

CHOICE channel requirement
Condition under which the given channel requirement  is chosen

Uplink DPCH info


PRACH info (for FAUSCH)


PRACH info (for RACH)


CHOICE RLC info type
Condition under which the given RLC info type  is chosen

RLC info
Allowed when the value of IE “RB identity” is between 0 and 31, inclusive




Note 2: How to map UL and DL radio resource in the message is FFS.

Note 3: The activation time should be present when the Gated Transmission control info is present in this message.
10.2.4.1 RB identity

An identification number for the radio bearer affected by a certain message.
Information Element/Group name
Presence
Range
IE type and reference
Semantics description

RB identity
M

INTEGER(0..31)
Values 0-3 shall only be used for signalling radio bearers
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For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc





