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In version 3.0.0, the Receiver Dynamic Range requirement is unclear. The proposed correction specifies that the power of the interference shall be –73 dBm measured in 3.84 MHz.
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comments:


7.3
Dynamic range 

7.3.1
Definition and applicability

Receiver dynamic range is the receiver ability to handle a rise of interference in the reception frequency channel.  The receiver shall fulfil a specified BER requirement for a specified sensitivity degradation of the wanted signal in the presence of an interfering AWGN signal in the same reception frequency channel. 
Minimum bandwidth of AWGN interferer shall be 1.5 times chip rate - 5.76 MHz for a chip rate of 3.84 MHz.
7.3.2
Conformance requirement

The BER shall not exceed 0.001 for the parameters specified in Table 7.2.
Table 7.2 : Dynamic range

Parameter
Level
Unit

Data rate
12.2
kbps

Wanted signal
-91
dBm

Interfering  AWGN signal
-73
dBm/3.84 MHz

7.3.3
Test purpose

The purpose of this test is to verify that the BS meet the dynamic range requirement as specified in TS25.104, clause 7.3.

7.3.4
Method of test

7.3.4.1
Initial conditions

1) Connect the test equipment as shown in Annex B.
2) Terminate the RX port that is not tested.
7.3.4.2
Procedure

1) Adjust the signal generator for the wanted signal to -–91 dBm
2) Adjust the AWGN generator level to –73 dBm/3.84 MHz and set the frequency to the same frequency as the tested channel.
3) Measure the BER for the tested service and verify that it is below the specified level

4) Repeat the measurement for the other RX port
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