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6.6.2.2
Adjacent Channel Leakage power Ratio (ACLR)

6.6.2.2.1
Definition and applicability

Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the transmitted power to the power measured in an adjacent channel. Both the transmitted and the adjacent channel power are measured through a matched filter (root raised cosine and roll-off 0,22) with a noise power bandwidth equal to the chip rate. The requirements shall apply for all configurations of BS (single carrier or multi-carrier), and for all operating modes foreseen by the manufacturer’s specification.

The requirements in this subclause shall apply to base stations intended for general-purpose applications. 

6.6.2.2.2
Conformance requirements

The ACLR shall be equal to or greater than the limits given in Table 6.6.2.2.2.1.

Table 6.6.2.2.2.1: BS ACLR limits

BS adjacent channel offset
ACLR limit

± 5 MHz
[45] dB

± 10 MHz
[55] dB

The reference for this requirement is TS 25.105 subclause 6.6.2.2.1.
6.6.2.2.3
Test purpose

The test purpose is to verify the ability of the BS to limit the interference produced by the transmitted signal to other UTRA receivers operating at the first or second adjacent RF channel.

6.6.2.2.4
Method of test

6.6.2.2.4.1
Initial conditions

(1) Connect the measuring equipment to the antenna connector of the BS under test.

(2) Set the parameters of the BS transmitted signal according to table 6.6.2.2.4.1.1.

Table 6.6.2.2.4.1.1: Parameters of the BS transmitted signal for ACLR testing

Parameter
Value/description

TDD Duty Cycle
TS i; i = 0, 1, 2, ..., 14:



transmit, 
if  i is even;



receive, 
if  i is odd.




Base Station output power
Maximum, according to Manufacturer's declaration 

Number of DPCH in each active TS
9

Power of each DPCH
1/9 of Base Station output power

Data content of DPCH
Real life 

(sufficient irregular)

6.6.2.2.4.2
Procedure

(1) Measure transmitted power over the 2464 active chips of the even time slots TS i (this excludes the guard period), and with a measurement filter that has a RRC filter response with a roll off ( = 0,22 and a bandwidth equal to the chip rate. The power is determined by calculating the RMS value of the signal samples at the measurement filter output taken at the decision points.
(2) Average over TBD time slots.

(3) Measure interference power at the first lower adjacent RF channel (center frequency 5 MHz below the assigned channel frequency of the transmitted signal) over the 2464 active chips of the even time slots TS i  (-this excludes the guard period), and with a measurement filter that has a RRC filter response with a roll off ( = 0,22 and a bandwidth equal to the chip rate. The power is determined by calculating the RMS value of the signal samples at the measurement filter output taken at the decision points.
(4) Average over TBD time slots.

(5) Calculate the ACLR by the ratio 

ACLR = transmitted power acc. to (2) / interference power acc. to (4). 

(6)
Repeat steps (3), (4) and (5) for the second lower adjacent RF channel (center frequency 10 MHz below the assigned channel frequency of the transmitted signal) and also for the first and second upper adjacent RF channel (center frequency 5 MHz and 10 MHz above the assigned channel frequency of the transmitted signal, respectively).

6.6.2.2.5
Test requirements

The ACLR calculated in step (5) of subclause 6.6.2.2.4.2 shall be equal or greater than the limits given in Table 6.6.2.2.2.1.
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