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No.
Doc #
Spec
CR
Rev
Subject
Cat
Version-Current
Version-New

1
R1-000278
25.212
025
2
CR for parity bit attachment to 0 bit transport block
B
3.1.1
3.2.0

2
R1-000241
25.212
029
1
Limitations of blind transport format detection
F
3.1.1
3.2.0

3
R1-000116
25.212
034
1
Clarification of fixed position rate matching
F
3.1.1
3.2.0

4
R1-000170
25.212
035
1
Clarification of DL compressed mode
D
3.1.1
3.2.0

5
R1-000264
25.212
036
-
Reconfiguration of TFCS
F
3.1.1
3.2.0

6
R1-000249
25.212
037
1
Removal of fixed gap position in 25.212
C
3.1.1
3.2.0

7
R1-000347
25.212
038
2
Definition clarification for TS 25.212
D
3.1.1
3.2.0

8
R1-000123
25.212
039
1
Clarification on TFCI coding input
F
3.1.1
3.2.0

9
R1-000242
25.212
041
2
Correction of UL compressed mode by higher layer scheduling
F
3.1.1
3.2.0

10
R1-000418
25.212
042
5
Downlink Compressed Mode by puncturing
C
3.1.1
3.2.0

11
R1-000160
25.212
044
-
Modification of Turbo code internal interleaver
B
3.1.1
3.2.0

12
R1-000211
25.212
045
-
Editorial corrections
F
3.1.1
3.2.0

13
R1-000218
25.212
046
-
SF/2 method: DTX insertion after 2nd interleaver
F
3.1.1
3.2.0

14
R1-000346
25.212
047
1
TFCI coding for FDD
F
3.1.1
3.2.0

15
R1-000238
25.212
048
-
Mapping of TFCI in downlink compressed mode
F
3.1.1
3.2.0

16
R1-000243
25.212
049
-
Editorial changes to Annex A
D
3.1.1
3.2.0

17
R1-000244
25.212
050
-
Removal of rate matching attribute setting for RACH
F
3.1.1
3.2.0

18
R1-000255
25.212
052
-
Padding Function for Turbo coding of small blocks
B
3.1.1
3.2.0

19
R1-000425
25.212
055
2
Clarifications relating to DSCH
F
3.1.1
3.2.0

20
R1-000281
25.212
056
-
Editorial modification of uplink shifting parameter calculation for turbo code puncturing
D
3.1.1
3.2.0

