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1
R1-000233
25.214
043
1
Optimum ID Codes for SSDT Power Control
F
3.1.1
3.2.0

2
R1-000016
25.214
044
-
Editorial clarification to section  5.1.2.2.2
D
3.1.1
3.2.0

3
R1-000130
25.214
047
1
Additional description of TX diversity for PDSCH
B
3.1.1
3.2.0

4
R1-000040
25.214
048
-
Power offset on S-CCPCH
F
3.1.1
3.2.0

5
R1-000314
25.214
050
2
Corrections to uplink power control
F
3.1.1
3.2.0

6
R1-000089
25.214
055
-
Correction of Adjustment loop description
F
3.1.1
3.2.0

7
R1-000266
25.214
056
1
Clarification of TPC command combining for Algorithm 1
C
3.1.1
3.2.0

8
R1-000267
25.214
057
-
Clarification of TPC command combining for Algorithm 2
C
3.1.1
3.2.0

9
R1-000431
25.214
059
2
CPCH:  CD subslot-related additions to 6.2
F
3.1.1
3.2.0

10
R1-000412
25.214
061
1
CPCH: editorial changes and clarifications of 6.2
F
3.1.1
3.2.0

11
R1-000212
25.214
062
-
Editorial corrections
F
3.1.1
3.2.0

12
R1-000353
25.214
064
1
Editorial improvement of the IPDL section
D
3.1.1
3.2.0

13
R1-000344
25.214
065
1
PRACH power offset definition
F
3.1.1
3.2.0

14
R1-000372
25.214
066
1
Radio link synchronisation in UTRA/FDD
C
3.1.1
3.2.0

15
R1-000260
25.214
068
-
Definition for maximum and minimum DL power
B
3.1.1
3.2.0

16
R1-000430
25.214
069
4
Channel assignment and UE channel selection methods of CPCH
B
3.1.1
3.2.0

17
R1-000416
25.214
071
-
Channelization code allocation method for PCPCH message part
C
3.1.1
3.2.0

18
R1-000442
25.214
072
1
Limited power raise used -parameter in DL PC
B
3.1.1
3.2.0

19
R1-000319
25.214
080
-
Downlink power control
D
3.1.1
3.2.0

20
R1-000367
25.214
081
-
Editorial improvement on SSDT power control section
D
3.1.1
3.2.0

