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Currently the start of the timer TDATAfwd is only specified for the SRNS Data Forwarding procedure i.e. for inter-system handover. The timer TDATAfwd is also needed for intra system handover and consequently the start of the timer TDATAfwd needs to be specified for the Relocation Preparation procedure.
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8.6.2
Successful Operation
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Figure 1: Relocation Preparation procedure. Successful operation.

The source RNC shall initiate the procedure by generating RELOCATION REQUIRED message. The source RNC shall decide whether to initiate the intra-system Relocation or the inter-system Relocation. In case of intra-system Relocation the source RNC shall indicate in the Source ID IE the RNC-ID of the source RNC and in the Target ID IE the RNC-ID of the target RNC. In case of inter-system Relocation the source RNC shall indicate in the Source ID IE the Service Area Identifier  and in the Target ID IE the cell global identity of the target system. The source RNC shall indicate the appropriate cause value for the Relocation in the Cause IE.

The source RNC shall determine whether the relocation of SRNS shall be executed with or without involvement of UE. The source RNC shall set the Relocation Type IE accordingly to 'UE involved ' or 'UE not involved '.

The source RNC shall indicate in the RELOCATION REQUIRED message the amount of Iu signalling connections existing for the UE by setting correctly the Number of Iu Instances IE included in the Source to Target RNC Transparent Container IE. This container may also include the necessary information for Relocation co-ordination, security procedures and the handling of UE Capabilities. The container may include the RRC context to be relocated within the RRC Container IE. 

The source RNC shall send the RELOCATION REQUIRED message to CN and the source RNC shall start the timer TRELOCprep.
When the preparation including resource allocation in the target system is ready and CN has decided to continue the relocation of SRNS, CN shall send RELOCATION COMMAND message to the source RNC and the CN shall start the timer TRELOCcompl. 

For each RAB originating from the PS domain,  the RELOCATION COMMAND message may contain Iu transport address and Iu transport association to be used for the forwarding of the DL N-PDU duplicates towards the relocation target. Upon reception of the RELOCATION COMMAND message from the PS domain, the source RNC shall start the timer TDATAfwd.
The Relocation Preparation procedure is terminated in CN by transmission of RELOCATION COMMAND message.

If Relocation Type IE was set to 'UE involved ' by the source RNC and if the target system does not support all existing RABs, the RELOCATION COMMAND message shall contain a list of RABs indicating all the RABs that are not supported by the target system. The source RNC shall pass this information to radio protocols.

Upon reception of RELOCATION COMMAND belonging to ongoing Relocation Preparation procedure the source RNC shall stop the timer TRELOCprep , RNC shall start the timer TRELOCOverall and RNC shall terminate the procedure.

When Relocation Preparation procedure is terminated successfully and when the source RNC is ready, the source RNC should trigger the execution of relocation of SRNS.

In case of intersystem handover to GSM the RNC shall include MS Classmark 2 and MS Classmark 3 IEs received from the UE in the RELOCATION REQUIRED message to CN.

Interactions with other procedures:

If, after RELOCATION REQUIRED message is sent and before the Relocation Preparation procedure is terminated, the source RNC receives a RANAP message initiating an other connection oriented RANAP class 1 or class 3 procedure (except Iu RELEASE COMMAND, which shall be handled normally) via the same Iu signalling connection, the source RNC shall either:

1.
cancel the Relocation Preparation procedure i.e. execute Relocation Cancel procedure and after successful completion of Relocation Cancel procedure the source RNC shall continue the initiated RANAP procedure.

or

2.
terminate the initiated RANAP procedure without any changes in UTRAN by sending appropriate response message to CN. The source RNC shall then continue the relocation of SRNS.

If, after RELOCATION REQUIRED message is sent and before the Relocation Preparation procedure is terminated, the source RNC receives a connection oriented class 2 RANAP message via the same Iu signalling connection (except DIRECT TRANSFER message, which shall be handled normally) and if the source RNC does not decide to cancel the relocation of SRNS by initiating Relocation Cancel procedure, the source RNC shall ignore the received RANAP class 2 message.

After Relocation Preparation procedure is terminated successfully all RANAP messages (except Iu RELEASE COMMAND message, which shall be handled normally) received via the same Iu signalling bearer shall be ignored by the source RNC.
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