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9.2.1.17
Dedicated Measurement Value

The Dedicated Measurement Value shall be the most recent value for this measurement, for which the reporting criteria were met.

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

Dedicated measurement Value






SIR value
C MeasValue

INTEGER(0..63)
According to mapping in 25.215/25.225


SIR error Value
C MeasValue

INTEGER(0..124)

Value=(SIR Error+31)*2


Transmitted Code Power Value
C MeasValue

INTEGER(0..122)
 According to mapping in 25.215/25.225


RSCP
C MeasValue

INTEGER(0..81)
According to mapping in 25.225 (TDD only)


Condition
Explanation

MeasValue
Only one measurement value can be present at the same time.

9.2.1.38
Report Characteristics

The report characteristics, defines how the reporting shall be performed.

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

Report characteristics





  Report characteristics type


ENUMERATED(On Demand, Periodic, Event A, Event B, Event C, Event D, Event E, Event F)


..Periodic Report Information
C – Periodic






Report Periodicity
M

ENUMERATED (10ms…1min) step 10ms,

(1min…1hr) step 1min
The frequency with which the Node B shall send measurement reports. First working assumption!

..Event A
C – Event A






Measurement Threshold
M


The threshold for which the Node B shall trigger a measurement report.



Measurement Hysteresis Time
O

ENUMERATED (10ms…1min) step 10ms,… 


  Event B
C – Event B






Measurement Threshold
M


The threshold for which the Node B shall trigger a measurement report.



Measurement Hysteresis Time
O

ENUMERATED (10ms…1min) step 10ms,… 


  Event C
C – Event C






Measurement Increase/Decrease Threshold
M






Measurement Change Time
M

ENUMERATED (10ms…1min) step 10ms,… 
The time the measurement entity shall rise on (in ms), in order to trigger a measurement report.

  Event D
C – Event D






Measurement Increase/Decrease Threshold
M






Measurement Change Time
M

ENUMERATED (10ms…1min)

step 10ms,… 
The time the measurement entity shall fall (in ms), in order to trigger a measurement report.

  Event E
C – Event E






Measurement Threshold 1
M

Measurement Threshold




Measurement Threshold 2
O

Measurement Threshold




Measurement Hysteresis Time 
O

ENUMERATED (10ms…1min)

step 10ms,…
The hysteresis time in ms



Report Periodicity
O

ENUMERATED (10ms…1min) step 10ms,

(1min…1hr) step 1min
The frequency with which the Node B shall send measurement reports.

  Event F
C – Event F






Measurement Threshold 1
M

Measurement Threshold




Measurement Threshold 2
O

Measurement Threshold




Measurement Hysteresis Time 
O

ENUMERATED (10ms…1min)

step 10ms,…
The hysteresis time in ms



Report Periodicity
O

ENUMERATED (10ms…1min) step 10ms,

(1min…1hr) step 1min
The frequency with which the Node B shall send measurement reports.


Condition
Explanation

C-Periodic
Valid if Report Characteristics Type IE indicates "periodic"

C-Event A
Valid if Report Characteristics Type IE indicates "Event A"

C-Event B
Valid if Report Characteristics Type IE indicates "Event B"

C-Event C
Valid if Report Characteristics Type IE indicates "Event C"

C-Event D
Valid if Report Characteristics Type IE indicates "Event D"

C-Event E
Valid if Report Characteristics Type IE indicates "Event E"

C-Event F
Valid if Report Characteristics Type IE indicates "Event F"

9.2.1.X
Measurement Threshold

(new section)
The Measurement Threshold defines which threshold that shall trigger Event A, B, E or F.

Information Element / Group Name
Presence
Range
IE Type and Reference
Semantics Description

SIR
C – Threshold

INTEGER(0..63)
According to mapping in 25.215/25.225

SIR Error
C – Threshold

INTEGER(0..124)
Value=(SIR Error+31)*2

Transmitted Code Power
C – Threshold

INTEGER(0..122)
According to mapping in 25.215/25.225

RSCP
C – Threshold

INTEGER(0..81)
According to mapping in 25.225 (TDD only)

Condition
Explanation

Threshold
Only one measurement threshold can be present at the same time.

9.2.1.X
Measurement Increase/Decrease Threshold

(new section)
The Measurement Increase/Decrease Threshold defines the threshold that shall trigger Event C or D.

Information Element / Group Name
Presence
Range
IE Type and Reference
Semantics Description

SIR
C – Threshold

INTEGER(0..63)
According to mapping in 25.215/25.225

SIR Error
C – Threshold

INTEGER(0..124)
Value=(SIR Error+31)*2

Transmitted Code Power
C – Threshold

INTEGER(0..122)
According to mapping in 25.215/25.225

RSCP
C – Threshold

INTEGER(0..81)
According to mapping in 25.225 (TDD only)

Condition
Explanation

Threshold
Only one measurement threshold can be present at the same time.

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxNrOfErrors,


maxRateMatching,


maxNrOfTFCs,


maxNrOfTFs,


maxTTI-Count

FROM RNSAP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM RNSAP-CommonDataTypes


ProtocolExtensionContainer{},


RNSAP-PROTOCOL-EXTENSION

FROM RNSAP-Containers;

-- A

AllocationRetentionPriority

::= FrameHandlingPriority

AllowedQueuingTime


::= INTEGER (0..60)

-- seconds

-- B

-- ** NOTE: Size in tabular 1..4,... **

BindingID



::= OCTET STRING (SIZE (1..MAX))

BLER




::= INTEGER (-63..0)

-- Step 0.1 (Range -6.3..0). It is the Log10 of the BLER

BurstType ::= ENUMERATED {


type1 (1),


type2 (2)

}

-- C

Cause ::= CHOICE {


radioNetwork


CauseRadioNetwork,


transmissionNetwork

CauseTransmissionNetwork,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


om-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transaction-not-allowed,


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


unspecified,


...

}

CauseRadioNetwork ::= ENUMERATED {


unknown-C-ID,


cell-not-available,


power-level-not-supported,


ul-scrambling-code-already-in-use,


dl-radio-resources-not-available,


ul-radio-resources-not-available,


measurement-not-supported-for-the-object,


macrodiversity-combining-not-possible,


reconfiguration-not-allowed,


Synchronisation-failure,


unspecified,


...

}

CauseTransmissionNetwork ::= ENUMERATED {


transmission-link-failure,


transmission-port-not-available,


unspecified,


...

}

C-ID




::= INTEGER (0..65535)

CCTrCH-ID



::= INTEGER (0..15)

CellParameterID



::= INTEGER (0..127)

CFN




::= INTEGER (0..255)

ChannelCodingType ::= ENUMERATED {


no-coding,


convolutional-coding,


turbo-coding--,

--
...

}

-- ** TODO **

ChipOffset



::= INTEGER

CodingRate ::= ENUMERATED {


half,


third--,

--
...

}

CompressedModeMethod ::= ENUMERATED {


none,


puncturing,


sF2,


gating

}

CPICH-EcIo



::= INTEGER

CRC-Size 



::= INTEGER (0| 8| 12| 16| 24)

CriticalityDiagnostics ::= SEQUENCE {


procedureCode


ProcedureCode


OPTIONAL,


triggeringMessage

TriggeringMessage

OPTIONAL,


criticalityResponse

Criticality


OPTIONAL,


transactionID


TransactionID


OPTIONAL,


iEsCriticalityResponses

CriticalityDiagnostics-IE-List 
OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} } OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF


SEQUENCE {



criticalityResponse

Criticality,



iE-ID



ProtocolIE-ID,



iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} } OPTIONAL,



...


}

CriticalityDiagnostics-IE-List-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** TODO **

CTFC




::= INTEGER

-- See formula (must be resolved)

CN-CS-DomainIdentifier ::= SEQUENCE {


pLMN-ID



PLMN-ID,


iE-Extensions


ProtocolExtensionContainer { {CN-CS-DomainIdentifier-ExtIEs} } OPTIONAL,


lAC



LAC

}

CN-CS-DomainIdentifier-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CN-PS-DomainIdentifier ::= SEQUENCE {


pLMN-ID



PLMN-ID,


lAC



LAC,


iE-Extensions


ProtocolExtensionContainer { {CN-PS-DomainIdentifier-ExtIEs} } OPTIONAL,


rAC



RAC

}

CN-PS-DomainIdentifier-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **TODO**

CPICH-Power



::= INTEGER

C-RNTI




::= INTEGER (0..65535)

-- D

DCH-CombinationInd


::= INTEGER (0..255)

DCH-ID




::= INTEGER (0..255)

DedicatedMeasurementObjectType ::= ENUMERATED { 


rl, 


all-rl, 


... 

}

-- ** OR:

-- DedicatedMeasurementObjectType
::= INTEGER { 

--
rL(0), 

--
allRL(1)

-- } (0..255)

-- **

DedicatedMeasurementType ::= ENUMERATED { 


sir, 


sir-error, 


transmitted-code-power, 


rSCP, 


... 

}

-- timeslotTSCP is used by TDD only









-- ** NOTE: Extensibility added **

-- **TODO**

DedicatedMeasurementValue ::= CHOICE {


sIR-Value




SIR-Value,


sIR-ErrorValue



SIR-ErrorValue,


transmittedCodePowerValue
TransmittedCodePowerValue,

rSCP





RSCP-Value,
-- TDD only


iE-Extensions


ProtocolExtensionContainer { {DedicatedMeasurementValue-ExtIEs} } OPTIONAL,


...

}

DedicatedMeasurementValue-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** TODO **

DiversityControlField


::= INTEGER

-- ** TODO **

DiversityMode



::= INTEGER

-- ** TODO **

DL-ChannelisationCode


::= INTEGER 

-- ** TODO **

DL-DPCCH-SlotFormat


::= INTEGER

-- ** TODO **

DL-DPCH-SlotNumber


::= INTEGER

DL-EbNo




::= ScaledUL-EbNo

DL-EbNoTarget



::= ScaledUL-EbNo

-- ** TODO **

DL-Power



::= INTEGER

D-RNTI




::= INTEGER (0..1048576)

-- ** OR:

-- D-RNTI



::= BIT STRING (SIZE (20))

-- **

D-RNTI-ReleaseIndication ::= ENUMERATED {


not-release-D-RNTI,


release-D-RNTI

}

-- ** TODO **

DL-ScramblingCode


::= INTEGER

DL-FrameType ::= ENUMERATED {


typeA,


typeB,


...

}

DPCH-ID




::= INTEGER (0..239)

-- **TODO**

DRX-Parameter



::= TBD

-- **TODO**

DSCH-TransportFormatCombinationSet
::= INTEGER

-- **TODO**

DSCH-TFS



::= INTEGER

-- **TODO**

D-FieldLength



::= INTEGER

-- E

EventA ::= SEQUENCE {


measurementTreshold

MeasurementThreshold,


measurementHysteresisTime
ScaledMeasurementHysteresisTime

OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {EventA-ExtIEs} } OPTIONAL,


...

}

EventA-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

EventB ::= SEQUENCE {


measurementTreshold

MeasurementThreshold,


measurementHysteresisTime
ScaledMeasurementHysteresisTime

OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {EventB-ExtIEs} } OPTIONAL,


...

}

EventC ::= SEQUENCE {


measurementIncreaseDecreaseThreshold
MeasurementIncreaseDecreaseThreshold,


measurementChangeTime

ScaledMeasurementChangeTime,


...

}

EventB-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

EventD ::= SEQUENCE {


measurementIncreaseDecreaseThreshold
MeasurementIncreaseDecreaseThreshold,


measurementChangeTime

ScaledMeasurementChangeTime,


iE-Extensions


ProtocolExtensionContainer { {EventD-ExtIEs} } OPTIONAL,


...

}

EventD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

EventE ::= SEQUENCE {


measurementThreshold1

MeasurementThreshold,


measurementThreshold2

MeasurementThreshold


OPTIONAL,


measurementHysteresisTime
ScaledMeasurementHysteresisTime

OPTIONAL,


reportPeriodicity

ReportPeriodicity


OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {EventE-ExtIEs} } OPTIONAL,


...

}

EventE-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

EventF ::= SEQUENCE {


measurementThreshold1

MeasurementThreshold,


measurementThreshold2

MeasurementThreshold


OPTIONAL,


measurementHysteresisTime
ScaledMeasurementHysteresisTime

OPTIONAL,


reportPeriodicity

ReportPeriodicity


OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {EventF-ExtIEs} } OPTIONAL,


...

}

EventF-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- F

FACH-DataFrameSize


::= INTEGER (1..5000)

-- Size of data frame in number of bits

FACH-InitialWindowSize


::= INTEGER { unlimited(255) } (0..255)

-- Number of FACH data frames.

-- 255 = Unlimited number of FACH data frames

-- ** TODO **

FACH-InfoForOptionalS-CCPCH

::= INTEGER

-- ** TODO **

FACH-InfoForS-CCPCH-CoupledToPRACH
::= INTEGER

-- ** TODO **

FDD-DL-ChannelisationCodeNumber

::= INTEGER

-- ** TODO **

FDD-FL-ChannelisationCodeNumber

::= INTEGER

-- ** TODO **

FDD-S-CCPCH-Offset


::= INTEGER

FACH-PriorityIndicator 


::= INTEGER { lowest(0), highest(15) } (0..15)

FrameHandlingPriority


::= INTEGER { lowest(0), highest(15) } (0..15)

FrameOffset



::= INTEGER (0..255)

-- Frames

-- G

GapPositionMode ::= ENUMERATED {


fixed,


flexible

}

GapPeriod 



::= INTEGER (0..255)

-- H

-- I

-- **TODO**

InitialDL-TX-Power


::= INTEGER

-- J

-- K

-- L

LAC




::= OCTET STRING (SIZE (2)) --(EXCEPT ('0000'H|'FFFF'H))

-- ** TODO **

L3-Information



::= INTEGER

-- M

-- ** TODO **

MaxNrOfUL-DPCHs



::= INTEGER

MAC-c-SDU-Length


::= INTEGER (1..5000)

-- **TODO**

MACd-MACsh-TransportFormatSet

::= INTEGER

-- **NOTE: extensibility**

MeasurementCharacteristics ::= SEQUENCE {


measuremtFrequence

TBD,


averagingDuration

TBD,


iE-Extensions


ProtocolExtensionContainer { {MeasurementCharacteristics-ExtIEs} } OPTIONAL,


...

}

MeasurementCharacteristics-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** TODO **

MeanBitRate



::= INTEGER

MeasurementID



::= INTEGER (0..1048576)

-- **OR:

-- MeasurementID


::= BIT STRING (SIZE (20))

-- **

MultipleURAsIndicator ::= ENUMERATED {


single-URA-exists,


multiple-URAs-exist

}

-- ** TODO **

MCC-Digit



::= OCTET STRING (SIZE (3))

-- FFS

-- Reference: 24.008

-- ** TODO **

MNC-Digit



::= OCTET STRING (SIZE (3))

-- FFS

-- Reference: 24.008

ScaledMeasurementChangeTime

::= INTEGER (1..1000)

-- MeasurementChangeTime = ScaledMeasurementChangeTime * 10

-- Unis is ms



ScaledMeasurementHysteresisTime

::= INTEGER (1..1000)

-- MeasurementHysteresisTime = ScaledMeasurementHysteresisTime * 10

-- Unit is ms


MeasurementIncreaseDecreaseThreshold

::= CHOICE {

sir






SIR-Value,


sir-error




SIR-ErrorValue,


transmitted-code-power

TransmittedCodePowerValue,


rscp





RSCP-Value,


...
}


MeasurementThreshold 


::= CHOICE {


sir






SIR-Value,


sir-error




SIR-ErrorValue,


transmitted-code-power

TransmittedCodePowerValue,


rscp





RSCP-Value,


...
}
MidambleShift



::= INTEGER (0..15)

MinUL-ChannelisationCodeLength

::= INTEGER

MultiplexingPosition ::= ENUMERATED {


fixed,


flexible

}

-- N

NrOfTransportBlocks


::= INTEGER (0..4095)

-- O

Offset




::= INTEGER (0..63)

-- P

PD




::= INTEGER (0..2047, ...)

PayloadCRC-PresenceIndicator ::= ENUMERATED {


crc-not-included,


crc-included--,

--
...

}

PSCH-TimeSlot



::= INTEGER (0..6)

Periodic ::= SEQUENCE {


reportPeriodicity

ReportPeriodicity,


iE-Extensions


ProtocolExtensionContainer { {Periodic-ExtIEs} } OPTIONAL,


...

}

Periodic-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** TODO **

PilotBitsUsedIndicator


::= INTEGER

-- ** TODO **

PLMN-ID ::= SEQUENCE {


mCC-digit


MCC-Digit,


iE-Extensions


ProtocolExtensionContainer { {PLMN-ID-ExtIEs} } OPTIONAL,


mNC-digit


MNC-Digit

}

-- FFS

PLMN-ID-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PowerControlMode ::= ENUMERATED {


v0,


v1,


...

}

PowerOffset



::= INTEGER (0..24)

PowerResumeMode ::= ENUMERATED {


v0,


v1,


...

}

-- ** TODO **

PrimaryCPICH-Power


::= INTEGER

PrimaryCPICH-EcNo


::= INTEGER (-30..30)

-- ** TODO **

PrimaryCCPCH-RSCP


::= INTEGER

PrimaryScramblingCode


::= ScramblingCode

PropagationDelay


::= INTEGER (0..255)

SyncCase ::= ENUMERATED {


case1,


case2,


case3--,

--
...

}

-- ** TODO **

PSCH-CCPCH-TimeSlot


::= TimeSlot

-- ** TODO **

PSCH-PCCPCH-TimeSlot


::= TimeSlot

-- ** TODO **

P-CPICH-Power



::= INTEGER

PunctureLimit



::= INTEGER (0..100)

-- Unit is %

-- Q

-- R

-- ** TODO **

RAC




::= INTEGER

-- ** TODO **

-- OCTET STRING? 

RANAP-RelocationInformation

::= BIT STRING

RateMatchingAttribute 


::= INTEGER (1..maxRateMatching)

RepetitionLength 


::= INTEGER (1..63)

RepetitionPeriod ::= ENUMERATED {


v1,


v2,


v4,


v8,


v16,


v32,


v64--,

--
...

}

-- This is changed from the tabular format because it seems that

-- this is what is wanted.

ReportCharacteristics ::= CHOICE {


onDemand


NULL,


periodic


Periodic,


eventA



EventA,


eventB



EventB,


eventC



EventC,


eventD



EventD,


eventE



EventE,


eventF



EventF--,

--
...

}

-- Changed

ReportPeriodicity ::= CHOICE {


msec 



INTEGER (1..1000),


min



INTEGER (1..60)

}

RLC-Mode ::= ENUMERATED {


acknowledged-mode,


unacknowledged-mode,


transparent-mode

}

RL-ID




::= INTEGER (0..31)

RNC-ID




::= INTEGER (0..4095)
-- According mapping in 25.225

RSCP-Value



::= INTEGER (0..81)
-- S

-- Changed BIT STRING -> OCTET STRING

SAC




::= OCTET STRING (SIZE (2))

SAI ::= SEQUENCE {


pLMN-ID



PLMN-ID,


lAC



LAC,


sAC



SAC,


iE-Extensions


ProtocolExtensionContainer { {SAI-ExtIEs} } OPTIONAL

}

SAI-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** TODO **

ScramblingCode



::= INTEGER

ScramblingCodeChange ::= ENUMERATED {


no-code-change,


code-change

}

SIR-ErrorValue


::= INTEGER (0..124)

-- SIR-ErrorValue = (SIR-Error+31)*2 



-- According to mapping in 25.215/25.225

SIR-Value



::= INTEGER (0..63)






-- ** TODO **

SharedChannelType


::= INTEGER

-- ** TODO **

SecondaryCCPCH-SlotFormat

::= INTEGER

SN




::= TimeSlot

SpreadingFactorOfChannelisationCode ::= ENUMERATED {


v256,


v128,


v64,


v32,


v16,


v8,


v4,


v2,


v1

}

-- Changed

S-FieldLength



::= INTEGER (1..2)

S-RNTI




::= INTEGER (0..1048575)

-- From 0 to 2^20-1

-- ** TODO **

SRNC-ID




::= INTEGER

SSDT-CellID ::= ENUMERATED {


a,


b,


c,


d,


e,


f,


g,


h

}

SSDT-CellID-Length ::= ENUMERATED {


short,


medium,


long

}

SSDT-Indication ::= ENUMERATED {


sSDT-active-in-the-UE,


sSDT-not-active-in-the-UE

}

SSDT-SupportIndicator ::= ENUMERATED {


sSDT-not-supported,


sSDT-supported

}

-- T

-- ** TODO **

TBD




::= NULL

-- Remove this type

TDD-ChannelisationCode 


::= INTEGER (1..31)

TDD-PhysicalChannelOffset

::= INTEGER (0..63)

TFCI-Coding ::= ENUMERATED {


v4,


v8,


v16,


v32

}

TFCI-Presence ::= ENUMERATED {


not-present,


present

}

TFCI-SignallingMode ::= ENUMERATED {


normal,


split

}

-- ** TODO **

TimeReference



::= INTEGER

-- TimeReference



::= INTEGER (0..255)

TimeSlot



::= INTEGER (0..14)

ToAWE




::= INTEGER (0..2559)

ToAWS




::= INTEGER (0..1279)

TPC-StepSize ::= ENUMERATED {


half,


one

}

TGD




::= INTEGER (0..255)

TGL




::= INTEGER (3| 4| 7| 10| 14)

TransmissionTimeInterval ::= ENUMERATED {


msec-10,


msec-20,


msec-40,


msec-80--,

--
...

}

TransportBearerID

::= INTEGER (0..4095)

-- Compare title and IE name in table TransportBearerRequestIndicator vs. 

-- FACH-PriorityIndicator

TransportBearerRequestIndicator

::= INTEGER { lowest (0), highest (15) } (0..15)

TransportBlockSize


::= INTEGER (1..5000)

-- Unit is bits

TransportFormatCombinationSet ::= SEQUENCE (SIZE (1..maxNrOfTFCs)) OF


SEQUENCE {



cTFC



CTFC,



iE-Extensions


ProtocolExtensionContainer { {TransportFormatCombinationSet-ExtIEs} } OPTIONAL,



...


}

TransportFormatCombinationSet-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet ::= SEQUENCE {


dynamicParts


TransportFormatSet-DynamicPartList,


semi-staticPart


TransportFormatSet-Semi-staticPart,


iE-Extensions


ProtocolExtensionContainer { {TransportFormatSet-ExtIEs} } OPTIONAL,


...

}

TransportFormatSet-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-DynamicPartList ::= SEQUENCE (SIZE (1..maxNrOfTFs)) OF


SEQUENCE {



nrOfTransportBlocks

NrOfTransportBlocks,



transportBlockSize

TransportBlockSize

OPTIONAL



-- This IE is only present if nrOfTransportBlocks is greater than 0 --,



mode



TransportFormatSet-ModeDP,



iE-Extensions


ProtocolExtensionContainer { {TransportFormatSet-DynamicPartList-ExtIEs} } OPTIONAL,



...


}

TransportFormatSet-DynamicPartList-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-ModeDP ::= CHOICE {


tdd 



TransmissionTimeIntervalList,


-- This IE is mandatory if not defined as semistatic parameter, otherwise it is absent --


...

}

TransmissionTimeIntervalList ::= SEQUENCE (SIZE (1..maxTTI-Count)) OF


SEQUENCE {



transmissionTimeInterval
TransmissionTimeInterval,



iE-Extensions


ProtocolExtensionContainer { {TransmissionTimeIntervalList-ExtIEs} } OPTIONAL,



...


}

TransmissionTimeIntervalList-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- According to mapping in 25.215/25.225

TransmittedCodePowerValue

::= INTEGER (0..122)

TransportFormatSet-Semi-staticPart ::= SEQUENCE {


transmissionTime 

TransmissionTimeInterval,


channelCoding


ChannelCodingType,


codingRate


CodingRate



OPTIONAL


-- This IE is only present if channelCoding is 'convolutional' or 'turbo' --,


rateMatcingAttribute

RateMatchingAttribute,


cRC-Size


CRC-Size,


mode



TransportFormatSet-ModeSSP

OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {TransportFormatSet-Semi-staticPart-ExtIEs} } OPTIONAL,


...

}

TransportFormatSet-Semi-staticPart-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-ModeSSP ::= CHOICE {


tdd



SecondInterleavingMode,


...

}

SecondInterleavingMode ::= ENUMERATED {


frame-related,


timeslot-related,


...

}

-- TransportLayerAddress


::= BIT STRING (1..160, ...)

TransportLayerAddress


::= OCTET STRING (SIZE (1..20, ...))

-- U

UARFCN




::= INTEGER (0..698, ...)

UL-DL-CompressedModeSelection ::= ENUMERATED {


ul-only,


dl-only,


both

}

UL-DeltaEbNo



::= INTEGER (-60..100)

UL-DeltaEbNoAfter


::= INTEGER (-60..100)

-- ** TODO **

UL-EbNo




::= INTEGER

-- ** TODO **

UL-EbNoTarget



::= INTEGER

UC-ID ::= SEQUENCE {


rNC-ID



RNC-ID,


c-ID



C-ID,


iE-Extensions


ProtocolExtensionContainer { {UC-ID-ExtIEs} } OPTIONAL,


...

}

UC-ID-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
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1)
Open the CR cover sheet with MS Word 97. The lastest version of the CR coversheet can be found at:


ftp://ftp.3gpp.org/information/3gCRF-??.DOC


2)
Fill out all areas that are relevant on the CR cover sheet - only the areas that have yellow shading shall be filled out. See Annex A of these instructions for further detail. 


3)
Open the specification to which you wish to make a change. It is very IMPORTANT  to ensure that you are using the latest version of the specification to make the change. The latest versions of all approved 3G specifications is located at:


for the 3GPP:  ftp://ftp.3gpp.org/specifications/      for SMG: http://docbox.etsi.org/tech-org/document/smg/specs

Do a "save as" using a file name related to the tdoc number (e.g. T3-99123.DOC).

4)
If the formatting looks incorrect (most easily noticed by the fact that there is no space between paragraphs), it may be because you do not have the correct document sheet in your MS Word style directory. All 3GPP specification use the style sheet 3GPP_70.DOT. This can be downloaded from:



ftp://ftp.3gpp.org/information/3gpp_70.dot

5)
Go to the beginning of the heading of the first subclause which you want to change. Press <CTRL><SHIFT><HOME> to select everything before that point and delete it.


6)
Switch to the window in MS word that contains your CR cover sheet and do a <CTRL>A   <CTRL>C to select and copy the entire sheet (including the section break at the end). Switch back to the other window with the specification to be changed and paste it in.


7)
Between group of changed pages in the CR, insert a section break (insert / break / next page/)


8)
When all the changes have been made (using the "tools / track changes" feature of MS Word 97), the headers and page number need to be corrected other the headers will contain an error message like "error, reference not found". You can fix this by changing to page layout mode (view / page layout) to see the headers. Then, go to the menu item "view / header and footer", select the frame that contains the error message(s) ini the header and delete them (there are normally 2). Do not delete the page number in the middle. On the left side, write the spec name and current version number For example, "3G TS 21.111 version 3.0.0 (1999-04)". Go back to normal view.


9) 
For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc





