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In the current version of RNSAP the BLER (both UL and DL) are included as mandatory parameters in the messages RL SETUP REQUEST (DCH Information group) and RL RECONFIGURATION PREPARE (DCHs to be Added group). However, the RL RECONFIGURATION REQUEST message the BLER is not included for the DCHs to be Added. This is inconsistent with the two other cases where a new DCH may be established. (When it was agreed to include the BLER it was for all these cases.)
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9.1.16
RADIO LINK RECONFIGURATION REQUEST

9.1.16.1
FDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

Message Type
M




Transaction ID 
M




Allowed Queuing Time
O




UL DPCH Information 

0..1



   TFCS
O


TFCS for the UL.

   Mean Bit Rate
O




DL DPCH Information 

0..1



   TFCS
O


TFCS for the DL.

   TFCI Signalling Mode
O




   Mean Bit Rate
O




DCHs to Modify

0..<maxnoofDCHs>



   DCH ID
M




   Transport Format Set
O


For the UL.

   Transport Format Set
O


For the DL.

   Allocation/Retention Priority
O




   Frame Handling Priority
O




   UL FP Mode
O




   ToAWS
O




   ToAWE
O




DCHs to add

0..<maxnoofDCHs>



   DCH ID
M




   DCH Combination Ind
O




   RLC Mode
M




   Transport Format Set
M


For the UL.

   Transport Format Set
M


For the DL.

   BLER



For the UL.

   BLER



For the DL.

   Allocation/Retention Priority
M




   Frame Handling Priority
M




   Payload CRC Presence Indicator
M




   UL FP mode
M




   ToAWS
M




   ToAWE
M




DCHs to Delete

0..<maxnoofDCHs>



   DCH ID
M




Range Bound
Explanation

MaxnoofDCHs 
Maximum number of DCHs for a UE.

9.1.16.2
TDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

Message Type
M




Transaction ID 
M




Allowed Queuing Time
O




Mean Bit Rate
O


For the UL

Mean Bit Rate
O


For the DL

UL CCTrCH Information

0..<maxnoofCCTrCHs>



   CCTrCH ID
M




   TFCS 
M




DL CCTrCH Information

0..<maxnoofCCTrCHs>



   CCTrCH ID
M




   TFCS
M




DCHs to Modify

0..<maxnoofDCHs>



   DCH ID
M




   CCTrCH ID
O


UL CCTrCH in which the DCH is mapped.

   CCTrCH ID
O


DL CCTrCH in which the DCH is mapped

   Transport Format Set
O


For the UL.

   Transport Format Set
O


For the DL.

   Allocation/Retention Priority
O




   Frame Handling Priority
O




   UL FP Mode
O




   ToAWS
O




   ToAWE
O




DCHs to Add

0..<maxnoofDCHs>



   DCH ID
M




   RLC Mode
M




   CCTrCH ID
M


UL CCTrCH in which the DCH is mapped.

   CCTrCH ID
M


DL CCTrCH in which the DCH is mapped

   DCH Combination Ind
O




   Transport Format Set
M


For the UL.

   Transport Format Set
M


For the DL.

   BLER



For the UL.

   BLER



For the DL.

   Allocation/Retention Priority
M




   Frame Handling Priority
M




   Payload CRC Presence Indicator
M




   UL FP Mode
M




   ToAWS
M




   ToAWE
M




DCHs to Delete

0..<maxnoofDCHs>



   DCH ID
M




Range Bound
Explanation

MaxnoofDCHs 
Maximum number of DCHs for a UE.

MaxnoofCCTrCHs 
Maximum number of CCTrCHs for a UE.

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST FDD

--

-- **************************************************************

RadioLinkReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationRequestFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-AllowedQueuingTime


CRITICALITY ignore
TYPE AllowedQueuingTime



PRESENCE mandatory
} |


{ ID id-UL-DPCH-Information


CRITICALITY ignore
TYPE UL-DPCH-Information-RL-ReconfRqstFDD
PRESENCE optional
} |


{ ID id-DL-DPCH-Information


CRITICALITY ignore
TYPE DL-DPCH-Information-RL-ReconfRqstFDD
PRESENCE optional
} |


{ ID id-DCH-ModifyList-RL-ReconfRqstFDD

CRITICALITY ignore
TYPE DCH-ModifyList-RL-ReconfRqstFDD

PRESENCE mandatory
} |


{ ID id-DCH-AddList-RL-ReconfRqstFDD

CRITICALITY ignore
TYPE DCH-AddList-RL-ReconfRqstFDD

PRESENCE mandatory
} |


{ ID id-DCH-DeleteList-RL-ReconfRqstFDD

CRITICALITY ignore
TYPE DCH-DeleteList-RL-ReconfRqstFDD

PRESENCE mandatory
},


...

}

UL-DPCH-Information-RL-ReconfRqstFDD ::= SEQUENCE {


tFCS





TransportFormatCombinationSet
OPTIONAL,


meanBitRate




MeanBitRate

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-Information-RL-ReconfRqstFDD ::= SEQUENCE {


tFCS





TransportFormatCombinationSet
OPTIONAL,


tFCI-SignallingMode



TFCI-SignallingMode
OPTIONAL,


meanBitRate




MeanBitRate

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-ModifyList-RL-ReconfRqstFDD



::= DCH-IE-ContainerList { {DCH-Modify-RL-ReconfRqstFDD-IEs} }

DCH-Modify-RL-ReconfRqstFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-ModifyItem-RL-ReconfRqstFDD

CRITICALITY ignore
TYPE DCH-ModifyItem-RL-ReconfRqstFDD

PRESENCE mandatory
},


...

}

DCH-ModifyItem-RL-ReconfRqstFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


ul-TransportformatSet



TransportFormatSet
OPTIONAL,


dl-TransportformatSet



TransportFormatSet
OPTIONAL,


allocationRetentionPriority


AllocationRetentionPriority OPTIONAL,


frameHandlingPriority



FrameHandlingPriority
OPTIONAL,


ul-FP-Mode




UL-FP-Mode

OPTIONAL,


toAWS





ToAWS


OPTIONAL,


toAWE





ToAWE


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DCH-ModifyItem-RL-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}

DCH-ModifyItem-RL-ReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-AddList-RL-ReconfRqstFDD



::= DCH-IE-ContainerList { {DCH-Add-RL-ReconfRqstFDD-IEs} }

DCH-Add-RL-ReconfRqstFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-AddItem-RL-ReconfRqstFDD

CRITICALITY ignore
TYPE DCH-AddItem-RL-ReconfRqstFDD

PRESENCE mandatory
},


...

}

DCH-AddItem-RL-ReconfRqstFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


rLC-Mode




RLC-Mode,


dCH-CombinationInd



DCH-CombinationInd
OPTIONAL,


ul-TransportformatSet



TransportFormatSet,


dl-TransportformatSet



TransportFormatSet,


ul-BLER





BLER,


dl-BLER





BLER,


allocationRetentionPriority


AllocationRetentionPriority,


frameHandlingPriority



FrameHandlingPriority,


payloadCRC-PresenceIndicator


PayloadCRC-PresenceIndicator,


ul-FP-Mode




UL-FP-Mode,


toAWS





ToAWS,


toAWE





ToAWE,


iE-Extensions




ProtocolExtensionContainer { {DCH-AddItem-RL-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}

DCH-AddItem-RL-ReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-DeleteList-RL-ReconfRqstFDD



::= DCH-IE-ContainerList { {DCH-Delete-RL-ReconfRqstFDD-IEs} }

DCH-Delete-RL-ReconfRqstFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-DeleteItem-RL-ReconfRqstFDD

CRITICALITY ignore
TYPE DCH-DeleteItem-RL-ReconfRqstFDD

PRESENCE mandatory
},


...

}

DCH-DeleteItem-RL-ReconfRqstFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


iE-Extensions




ProtocolExtensionContainer { {DCH-DeleteItem-RL-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}

DCH-DeleteItem-RL-ReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST TDD

--

-- **************************************************************

RadioLinkReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationRequestTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationRequestTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-AllowedQueuingTime


CRITICALITY ignore
TYPE AllowedQueuingTime



PRESENCE optional
} |


{ ID id-UL-MeanBitRate



CRITICALITY ignore
TYPE MeanBitRate



PRESENCE optional
} |


{ ID id-DL-MeanBitRate



CRITICALITY ignore
TYPE MeanBitRate



PRESENCE optional
} |


{ ID id-UL-CCTrCH-InformationList-RL-ReconfRqstTDD










CRITICALITY ignore
TYPE UL-CCTrCH-InformationList-RL-ReconfRqstTDD
PRESENCE mandatory
} |


{ ID id-DL-CCTrCH-InformationList-RL-ReconfRqstTDD










CRITICALITY ignore
TYPE DL-CCTrCH-InformationList-RL-ReconfRqstTDD
PRESENCE mandatory
} |


{ ID id-DCH-ModifyList-RL-ReconfRqstTDD

CRITICALITY ignore
TYPE DCH-ModifyList-RL-ReconfRqstTDD

PRESENCE mandatory
} |


{ ID id-DCH-AddList-RL-ReconfRqstTDD

CRITICALITY ignore
TYPE DCH-AddList-RL-ReconfRqstTDD

PRESENCE mandatory
} |


{ ID id-DCH-DeleteList-RL-ReconfRqstTDD

CRITICALITY ignore
TYPE DCH-DeleteList-RL-ReconfRqstTDD

PRESENCE mandatory
},


...

}

UL-CCTrCH-InformationList-RL-ReconfRqstTDD

::= CCTrCH-IE-ContainerList { {UL-CCTrCH-Information-RL-ReconfRqstTDD-IEs} }

UL-CCTrCH-Information-RL-ReconfRqstTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-Information-RL-ReconfRqstTDD
CRITICALITY ignore
TYPE UL-CCTrCH-Information-RL-ReconfRqstTDD
PRESENCE mandatory
},


...

}

UL-CCTrCH-Information-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


tFCS





TransportFormatCombinationSet,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCH-Information-RL-ReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-Information-RL-ReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationList-RL-ReconfRqstTDD

::= CCTrCH-IE-ContainerList { {DL-CCTrCH-Information-RL-ReconfRqstTDD-IEs} }

DL-CCTrCH-Information-RL-ReconfRqstTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-Information-RL-ReconfRqstTDD
CRITICALITY ignore
TYPE DL-CCTrCH-Information-RL-ReconfRqstTDD
PRESENCE mandatory
},


...

}

DL-CCTrCH-Information-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


tFCS





TransportFormatCombinationSet,


iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCH-Information-RL-ReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-Information-RL-ReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-ModifyList-RL-ReconfRqstTDD



::= DCH-IE-ContainerList { {DCH-Modify-RL-ReconfRqstTDD-IEs} }

DCH-Modify-RL-ReconfRqstTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-ModifyItem-RL-ReconfRqstTDD

CRITICALITY ignore
TYPE DCH-ModifyItem-RL-ReconfRqstTDD

PRESENCE mandatory
},


...

}

DCH-ModifyItem-RL-ReconfRqstTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


ul-CCTrCH-ID




CCTrCH-ID

OPTIONAL,


dl-CCTrCH-ID




CCTrCH-ID

OPTIONAL,


ul-TransportformatSet



TransportFormatSet
OPTIONAL,


dl-TransportformatSet



TransportFormatSet
OPTIONAL,


allocationRetentionPriority


AllocationRetentionPriority OPTIONAL,


frameHandlingPriority



FrameHandlingPriority
OPTIONAL,


ul-FP-Mode




UL-FP-Mode

OPTIONAL,


toAWS





ToAWS


OPTIONAL,


toAWE





ToAWE


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DCH-ModifyItem-RL-ReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

DCH-ModifyItem-RL-ReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-AddList-RL-ReconfRqstTDD



::= DCH-IE-ContainerList { {DCH-Add-RL-ReconfRqstTDD-IEs} }

DCH-Add-RL-ReconfRqstTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-AddItem-RL-ReconfRqstTDD

CRITICALITY ignore
TYPE DCH-AddItem-RL-ReconfRqstTDD

PRESENCE mandatory
},


...

}

DCH-AddItem-RL-ReconfRqstTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


rLC-Mode




RLC-Mode,


ul-CCTrCH-ID




CCTrCH-ID,


dl-CCTrCH-ID




CCTrCH-ID,


dCH-CombinationInd



DCH-CombinationInd
OPTIONAL,


ul-TransportformatSet



TransportFormatSet,


dl-TransportformatSet



TransportFormatSet,


ul-BLER





BLER,


dl-BLER





BLER,


allocationRetentionPriority


AllocationRetentionPriority,


frameHandlingPriority



FrameHandlingPriority,


ul-FP-Mode




UL-FP-Mode,


toAWS





ToAWS,


toAWE





ToAWE,


iE-Extensions




ProtocolExtensionContainer { {DCH-AddItem-RL-ReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

DCH-AddItem-RL-ReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-DeleteList-RL-ReconfRqstTDD



::= DCH-IE-ContainerList { {DCH-Delete-RL-ReconfRqstTDD-IEs} }

DCH-Delete-RL-ReconfRqstTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-DeleteItem-RL-ReconfRqstTDD

CRITICALITY ignore
TYPE DCH-DeleteItem-RL-ReconfRqstTDD

PRESENCE mandatory
},


...

}

DCH-DeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


iE-Extensions




ProtocolExtensionContainer { {DCH-DeleteItem-RL-ReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

DCH-DeleteItem-RL-ReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION RESPONSE FDD

--

-- **************************************************************




