3GPP TSG-RAN Working Group Meeting #11
Document
R3-000756

Nice, France,  28th February – 3rd March 2000

e.g. for 3GPP use the format  TP-99xxx 

or for SMG, use the format  P-99-xxx







CHANGE REQUEST
Please see embedded help file at the bottom of this
page for instructions on how to fill in this form correctly.




25.423
CR
25 R1
Current Version:
3.0.0








GSM (AA.BB) or 3G (AA.BBB) specification number (

( CR number as allocated by MCC support team



For submission to: 
TSG RAN #7
For approval
x

Strategic

(for SMG

list expected approval meeting # here (
for information


non-strategic

use only)





Form: CR cover sheet, version 2 for 3GPP and SMG        The latest version of this form is available from: ftp://ftp.3gpp.org/Information/CR-Form-v2.doc



Proposed change affects:
(U)SIM

ME

UTRAN / Radio
x
Core Network


(at least one should be marked with an X)



Source:
RAN-WG3 
Date: 
Feb , 2000



Subject:
Inclusion of Beta C/D in TFCS (update of R3-000501)



Work item:




Category: 
F
Correction
x
Release: 
Phase 2



A
Corresponds to a correction in an earlier release


Release 96


(only one category 
B
Addition of feature


Release 97


shall be marked
C
Functional modification of feature


Release 98


with an X)
D
Editorial modification


Release 99
x





Release 00




Reason for 
change:

The Beta C and Beta D are the gain factors used for the DPCCH and DPDCH respectively.

These Beta’s may vary per TFC and are provided by the UTRAN to the UE as part of the TFCS. In order to enable a node-B only measuring the DPCCH SIR to estimate the SIR for the DPDCH, which is used as input for certain decoders, it is proposed to extend the TFCS with the inclusion of the Beta’s in line with the RRC approach as was agreed based on R2-000082 (CR 134) from Nortel.

One deviation from R2-000082 is the fact that the Beta’s are not included mandatory (which seems to be an error), but only conditionaly depending on the channel.
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9.2.1.53
Transport Format Combination Set

The Transport Format Combination Set is defined as a set of Transport Format Combinations on a Coded Composite Transport Channel. It is the allowed Transport Format Combinations of the corresponding Transport Channels. The DL Transport Format Combination Set is applicable for DL Transport Channels.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

TFCS

1 to <maxnoofTFCs>

The first instance of the parameter corresponds to TFC zero, the second to 1 and so on.

> CTFC
M

INTEGER(0..MaxCTFC-1)
Integer number calculated according to ref. [Error! Reference source not found.

> CHOICE Gain Factors
C- PhysChan




>> Signalled Gain Factors





     >>> Gain Factor (C
M

Integer (0..15)
For UL DPCCH or control part of PRACH in FDD; mapping in accordance to TS 25.213

     >>> Gain Factor (D
M

Integer (0..15)
For UL DPDCH or data part of PRACH in FDD: mapping in accordance to TS 25.213

     >>> Reference TFC nr
O

Integer (0..15)
If this TFC is a reference TFC, this IE indicates the reference number

>>Computed Gain Factors





     >>> Reference TFC nr
M

Integer (0..15)
Indicates the reference TFC to be used to calculate the gain factors for this TFC

Condition
Explanation

PhysChan
The choice shall be present if the TFCS concerns a UL DPCH or PRACH channel in FDD, not when the TFCS is used for other physical channels.

Range bound
Explanation

MaxnoofTFCs
The maximum number of Transport Format Combinations (1024).

MaxCTFC
Maximum number of the CTFC value is calclulated according to the following:
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with the notation according to ref. [Error! Reference source not found.].

9.3.4. Information Elements Definitions

-- B

BetaCD ::= INTEGER (0..15)

-- ** NOTE: Size in tabular 1..4,... **

BindingID



::= OCTET STRING (SIZE (1..MAX))

BLER




::= INTEGER (-63..0)

-- Step 0.1 (Range -6.3..0). It is the Log10 of the BLER

BurstType ::= ENUMERATED {


type1 (1),


type2 (2)

}

-- R

-- ** TODO **

RAC




::= INTEGER

-- ** TODO **

-- OCTET STRING? 

RANAP-RelocationInformation

::= BIT STRING

RateMatchingAttribute 


::= INTEGER (1..maxRateMatching)

RefTFCNumber ::= INTEGER (0..15)

RepetitionLength 


::= INTEGER (1..63)

RepetitionPeriod ::= ENUMERATED {


v1,


v2,


v4,


v8,


v16,


v32,


v64--,

--
...

}

-- This is changed from the tabular format because it seems that

-- this is what is wanted.

ReportCharacteristics ::= CHOICE {


onDemand


NULL,


periodic


Periodic,


eventA



EventA,


eventB



EventB,


eventC



EventC,


eventD



EventD,


eventE



EventE,


eventF



EventF--,

--
...

}

-- Changed

ReportPeriodicity ::= CHOICE {


msec 



INTEGER (1..1000),


min



INTEGER (1..60)

}

RLC-Mode ::= ENUMERATED {


acknowledged-mode,


unacknowledged-mode,


transparent-mode

}

RL-ID




::= INTEGER (0..31)

RNC-ID




::= INTEGER (0..4095)

-- T

-- ** TODO **

TBD




::= NULL

-- Remove this type

TDD-ChannelisationCode 


::= INTEGER (1..31)

TDD-PhysicalChannelOffset

::= INTEGER (0..63)

TFCI-Coding ::= ENUMERATED {


v4,


v8,


v16,


v32

}

TFCI-Presence ::= ENUMERATED {


not-present,


present

}

TFCI-SignallingMode ::= ENUMERATED {


normal,


split

}

-- ** TODO **

TimeReference



::= INTEGER

-- TimeReference



::= INTEGER (0..255)

TimeSlot



::= INTEGER (0..14)

ToAWE




::= INTEGER (0..2559)

ToAWS




::= INTEGER (0..1279)

TPC-StepSize ::= ENUMERATED {


half,


one

}

TGD




::= INTEGER (0..255)

TGL




::= INTEGER (3| 4| 7| 10| 14)

TransmissionTimeInterval ::= ENUMERATED {


msec-10,


msec-20,


msec-40,


msec-80--,

--
...

}

TransportBearerID

::= INTEGER (0..4095)

-- Compare title and IE name in table TransportBearerRequestIndicator vs. 

-- FACH-PriorityIndicator

TransportBearerRequestIndicator

::= INTEGER { lowest (0), highest (15) } (0..15)

TransportBlockSize


::= INTEGER (1..5000)

-- Unit is bits

TransportFormatCombination-Beta ::= CHOICE {


SEQUENCE {



betaC


BetaCD,



betaD


BetaCD,


    refTFCNumber
RefTFCNumber
OPTIONAL


}


refTFCNumber

RefTFCNumber

}

TransportFormatCombinationSet ::= SEQUENCE (SIZE (1..maxNrOfTFCs)) OF


SEQUENCE {



cTFC



CTFC,


tFC-Beta


TransportFormatCombination-Beta 
OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {TransportFormatCombinationSet-ExtIEs} } OPTIONAL,



...


}

TransportFormatCombinationSet-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet ::= SEQUENCE {


dynamicParts


TransportFormatSet-DynamicPartList,


semi-staticPart


TransportFormatSet-Semi-staticPart,


iE-Extensions


ProtocolExtensionContainer { {TransportFormatSet-ExtIEs} } OPTIONAL,


...

}

TransportFormatSet-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-DynamicPartList ::= SEQUENCE (SIZE (1..maxNrOfTFs)) OF


SEQUENCE {



nrOfTransportBlocks

NrOfTransportBlocks,



transportBlockSize

TransportBlockSize

OPTIONAL



-- This IE is only present if nrOfTransportBlocks is greater than 0 --,



mode



TransportFormatSet-ModeDP,



iE-Extensions


ProtocolExtensionContainer { {TransportFormatSet-DynamicPartList-ExtIEs} } OPTIONAL,



...


}

TransportFormatSet-DynamicPartList-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-ModeDP ::= CHOICE {


tdd 



TransmissionTimeIntervalList,


-- This IE is mandatory if not defined as semistatic parameter, otherwise it is absent --


...

}

TransmissionTimeIntervalList ::= SEQUENCE (SIZE (1..maxTTI-Count)) OF


SEQUENCE {



transmissionTimeInterval
TransmissionTimeInterval,



iE-Extensions


ProtocolExtensionContainer { {TransmissionTimeIntervalList-ExtIEs} } OPTIONAL,



...


}

TransmissionTimeIntervalList-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-Semi-staticPart ::= SEQUENCE {


transmissionTime 

TransmissionTimeInterval,


channelCoding


ChannelCodingType,


codingRate


CodingRate



OPTIONAL


-- This IE is only present if channelCoding is 'convolutional' or 'turbo' --,


rateMatcingAttribute

RateMatchingAttribute,


cRC-Size


CRC-Size,


mode



TransportFormatSet-ModeSSP

OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {TransportFormatSet-Semi-staticPart-ExtIEs} } OPTIONAL,


...

}

TransportFormatSet-Semi-staticPart-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-ModeSSP ::= CHOICE {


tdd



SecondInterleavingMode,


...

}

SecondInterleavingMode ::= ENUMERATED {


frame-related,


timeslot-related,


...

}

-- TransportLayerAddress


::= BIT STRING (1..160, ...)

TransportLayerAddress


::= OCTET STRING (SIZE (1..20, ...))
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