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5.1.2.x
Cell Re-selection in Cell_FACH
NOTE:
For Inter-frequency cell re-selection in Cell_FACH state, the cell re-selection delay is dependent on the amount of Measurement Occasions that is provided by the network.

Cell selection and cell reselection delays are applicable when the repetition period of all relevant system information blocks is not more than 1280 ms.

5.1.2.x.1
Cell re-selection single carrier multi cell case

5.1.2.x.1.1
Cell re-selection delay

When the UE is camped in Cell_FACH state on one of the cells, the UE shall be capable of re-selecting a new cell according the cell re-selection criteria. The cell re-selection delay is then defined as a time from when radio conditions are changed according to the test scenario to the moment in time when the UE starts sending the RRC Cell Update message to the UTRAN. 

5.1.2.x.1.1.1
Test parameters
Table x-x
Parameter
Unit
Cell 1
Cell 2
Cell 3
Cell 4
Cell 5
Cell 6



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 1
Channel 1
Channel 1
Channel 1
Channel 1

CPICH_Ec/Ior
dB
 -10 
 -10 
 -10 
 -10 
 -10 
 -10 

PCCPCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

SCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

PICH_Ec/Ior
dB
 -15 
 -15 
 -15 
 -15 
 -15 
 -15 

OCNS_Ec/Ior
dB
-0.941
-0.941
-0.941
-0.941
-0.941
-0.941
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or

I

I

ˆ


dB
7.3 
10.27
10.27
7.3 
0.27
0.27
0.27
0.27
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I


dBm/3.84 MHz
–70

CPICH_Ec/Io
dB
 -16 
  -13 
 -13 
 -16 
 -23 
 -23 
 -23
 -23

Propagation Condition 

 AWGN 

Cell_selection_and_
reselection_quality_measure

CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0

Qqualmin
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qrxlevmin
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

UE_TXPWR_
MAX_RACH
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qoffset
dB
C1, C2: [ ]
C1, C3: [ ]
C1, C4: [ ]
C1, C5: [ ]
C1, C6: [ ]
C2, C1: [ ]
C2, C3: [ ]
C2, C4: [ ]
C2, C5: [ ]
C2, C6: [ ]
C3, C1: [ ]
C3, C2: [ ]
C3, C4: [ ]
C3, C5: [ ]
C3, C6: [ ]
C4, C1: [ ]
C4, C2: [ ]
C4, C3: [ ]
C4, C5: [ ]
C4, C6: [ ]
C5, C1: [ ]
C5, C2: [ ]
C5, C3: [ ]
C5, C4: [ ]
C5, C6: [ ]
C6, C1: [ ]
C6, C2: [ ]
C6, C3: [ ]
C6, C4: [ ]
C6, C5: [ ]

Qhyst 
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

PENALTY_TIME
s
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

TEMP_OFFSET
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Treselection
s
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Sintrasearch
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Time T1 is X seconds and T2 is Y seconds.

NOTE:
T1 and T2 need to be defined so that cell re-selection reaction time is taken into account.

5.1.2.x.1.1.2
Minimum requirements

Cell re-selection shall be correct in more than [X %] of the cases. Cell re-selection is correct if within [x] seconds the UE re-selects a new cell, which fulfils the cell re-selection criteria.

5.1.2.x.2
Cell re-selection multi carrier multi cell case
NOTE:
The scheduling of Measurement Occasions needs to be defined for the purpose of these scenarios.
5.1.2.x.2.1
Cell re-selection delay

When the UE is camped in Cell_FACH state on one of the cells, the UE shall be capable of re-selecting a new cell according the cell re-selection criteria. The cell re-selection delay is then defined as a time from when radio conditions are changed according to the test scenario to the moment in time when the UE starts sending the RRC Cell Update message to the UTRAN.

5.1.2.x.2.1.1
Test Parameters
Table x-x
Parameter
Unit
Cell 1
Cell 2
Cell 3
Cell 4
Cell 5
Cell 6



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 2
Channel 1
Channel 1
Channel 2
Channel 2

CPICH_Ec/Ior
dB
 -10 
 -10 
 -10 
 -10 
 -10 
 -10 

PCCPCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

SCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

PICH_Ec/Ior
dB
 -15 
 -15 
 -15 
 -15 
 -15 
 -15 

OCNS_Ec/Ior
dB
-0.941
-0.941
-0.941
-0.941
-0.941
-0.941
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or

I

I

ˆ


dB
-3.4
2.2
2.2
-3.4
-7.4 
-4.8
-7.4 
-4.8
-4.8 
-7.4
-4.8
-7.4
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I


dBm/3.84 MHz
 -70 

CPICH_Ec/Io
dB
 -16 
  -13 
 -13 
 -16 
 -20 
 -20
 -20
 -20

Propagation Condition 

AWGN

Cell_selection_
and_reselection_
quality_measure

CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0

Qqualmin
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qrxlevmin
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

UE_TXPWR_
MAX_RACH
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qoffset
dB
C1, C2: [ ]
C1, C3: [ ]
C1, C4: [ ]
C1, C5: [ ]
C1, C6: [ ]
C2, C1: [ ]
C2, C3: [ ]
C2, C4: [ ]
C2, C5: [ ]
C2, C6: [ ]
C3, C1: [ ]
C3, C2: [ ]
C3, C4: [ ]
C3, C5: [ ]
C3, C6: [ ]
C4, C1: [ ]
C4, C2: [ ]
C4, C3: [ ]
C4, C5: [ ]
C4, C6: [ ]
C5, C1: [ ]
C5, C2: [ ]
C5, C3: [ ]
C5, C4: [ ]
C5, C6: [ ]
C6, C1: [ ]
C6, C2: [ ]
C6, C3: [ ]
C6, C4: [ ]
C6, C5: [ ]

Qhyst 
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

PENALTY_TIME
s
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

TEMP_OFFSET
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Treselection
s
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Sintrasearch
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Sintersearch
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Time T1 is X seconds and T2 is Y seconds.

5.1.2.x.2.1.2
Minimum requirements

Cell re-selection shall be correct in more than [X %] of the cases. Cell re-selection is correct if within [x] seconds the UE re-selects a new cell, which fulfils the cell re-selection criteria.

5.1.2.y
Cell Re-selection in Cell_PCH
Cell selection and cell reselection delays are applicable when the repetition period of all relevant system information blocks is not more than 1280 ms and the length of DRX cycle is not longer than [640] ms.

5.1.2.y.1
Requirements for Cell re-selection single carrier multi cell case

5.1.2.y.1.1
Cell re-selection delay

When the UE is camped in Cell_PCH state on one of the cells, the UE shall be capable of re-selecting a new cell according the cell re-selection criteria. The cell re-selection delay is then defined as a time from when radio conditions are changed according to the test scenario to the moment in time when the UE starts sending the RRC Cell Update message to the UTRAN.

5.1.2.y.1.2
Test Parameters

Table x-x

Parameter
Unit
Cell 1
Cell 2
Cell 3
Cell 4
Cell 5
Cell 6



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 1
Channel 1
Channel 1
Channel 1
Channel 1

CPICH_Ec/Ior
dB
 -10 
 -10 
 -10 
 -10 
 -10 
 -10 

PCCPCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

SCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

PICH_Ec/Ior
dB
 -15 
 -15 
 -15 
 -15 
 -15 
 -15 

OCNS_Ec/Ior
dB
-0.941
-0.941
-0.941
-0.941
-0.941
-0.941
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or

I

I

ˆ


dB
7.3 
10.27
10.27
7.3 
0.27
0.27
0.27
0.27
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I


dBm/3.84 MHz
–70

CPICH_Ec/Io
dB
 -16 
  -13 
 -13 
 -16 
 -23 
 -23 
 -23
 -23

Propagation Condition 

 AWGN 

Cell_selection_and_
reselection_quality_measure

CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0

Qqualmin
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qrxlevmin
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

UE_TXPWR_
MAX_RACH
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qoffset
dB
C1, C2: [ ]
C1, C3: [ ]
C1, C4: [ ]
C1, C5: [ ]
C1, C6: [ ]
C2, C1: [ ]
C2, C3: [ ]
C2, C4: [ ]
C2, C5: [ ]
C2, C6: [ ]
C3, C1: [ ]
C3, C2: [ ]
C3, C4: [ ]
C3, C5: [ ]
C3, C6: [ ]
C4, C1: [ ]
C4, C2: [ ]
C4, C3: [ ]
C4, C5: [ ]
C4, C6: [ ]
C5, C1: [ ]
C5, C2: [ ]
C5, C3: [ ]
C5, C4: [ ]
C5, C6: [ ]
C6, C1: [ ]
C6, C2: [ ]
C6, C3: [ ]
C6, C4: [ ]
C6, C5: [ ]

Qhyst 
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

PENALTY_TIME
s
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

TEMP_OFFSET
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Treselection
s
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Sintrasearch
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Time T1 is X seconds and T2 is Y seconds.

NOTE:
T1 and T2 need to be defined so that cell re-selection reaction time is taken into account.

5.1.2.y.1.3
Performance Requirements

Cell re-selection shall be correct in more than [X %] of the cases. Cell re-selection is correct if within [5] seconds the UE re-selects a new cell, which fulfils the cell re-selection criteria.

5.1.2.y.2
Cell re-selection multi carrier multi cell case

5.1.2.y.2.1
Cell re-selection delay

When the UE is camped in Cell_PCH state on one of the cells, the UE shall be capable of re-selecting a new cell according the cell re-selection criteria. The cell re-selection delay is then defined as a time from when radio conditions are changed according to the test scenario to the moment in time when the UE starts sending the RRC Cell Update message to the UTRAN.

5.1.2.y.2.2
Test Parameters

Table x-x

Parameter
Unit
Cell 1
Cell 2
Cell 3
Cell 4
Cell 5
Cell 6



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 2
Channel 1
Channel 1
Channel 2
Channel 2

CPICH_Ec/Ior
dB
 -10 
 -10 
 -10 
 -10 
 -10 
 -10 

PCCPCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

SCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

PICH_Ec/Ior
dB
 -15 
 -15 
 -15 
 -15 
 -15 
 -15 

OCNS_Ec/Ior
dB
-0.941
-0.941
-0.941
-0.941
-0.941
-0.941
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or

I

I
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dB
-3.4
2.2
2.2
-3.4
-7.4 
-4.8
-7.4 
-4.8
-4.8 
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-4.8
-7.4
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I


dBm/3.84 MHz
 -70 

CPICH_Ec/Io
dB
 -16 
  -13 
 -13 
 -16 
 -20 
 -20
 -20
 -20

Propagation Condition 

AWGN

Cell_selection_
and_reselection_
quality_measure

CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0

Qqualmin
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qrxlevmin
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

UE_TXPWR_
MAX_RACH
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qoffset
dB
C1, C2: [ ]
C1, C3: [ ]
C1, C4: [ ]
C1, C5: [ ]
C1, C6: [ ]
C2, C1: [ ]
C2, C3: [ ]
C2, C4: [ ]
C2, C5: [ ]
C2, C6: [ ]
C3, C1: [ ]
C3, C2: [ ]
C3, C4: [ ]
C3, C5: [ ]
C3, C6: [ ]
C4, C1: [ ]
C4, C2: [ ]
C4, C3: [ ]
C4, C5: [ ]
C4, C6: [ ]
C5, C1: [ ]
C5, C2: [ ]
C5, C3: [ ]
C5, C4: [ ]
C5, C6: [ ]
C6, C1: [ ]
C6, C2: [ ]
C6, C3: [ ]
C6, C4: [ ]
C6, C5: [ ]

Qhyst 
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

PENALTY_TIME
s
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

TEMP_OFFSET
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Treselection
s
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Sintrasearch
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Sintersearch
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Time T1 is X seconds and T2 is Y seconds.

5.1.2.y.2.3
Minimum Requirements

Cell re-selection shall be correct in more than [X %] of the cases. Cell re-selection is correct if within [x] seconds the UE re-selects a new cell, which fulfils the cell re-selection criteria.

5.1.2.z
Cell Re-selection in URA_PCH
Cell selection and cell reselection delays are applicable when the repetition period of all relevant system information blocks is not more than 1280 ms and the length of DRX cycle is not longer than [640] ms.

5.1.2.z.1
Requirements for Cell re-selection single carrier multi cell case

5.1.2.z.1.1
Cell re-selection delay

When the UE is camped URA_PCH state on one of the cells, the UE shall be capable of re-selecting a new cell according the cell re-selection criteria. The cell re-selection delay is then defined as a time from when radio conditions are changed according to the test scenario to the moment in time when the UE starts sending the RRC Cell Update message to the UTRAN.

5.1.2.z.1.2
Test Parameters

Table x-x

Parameter
Unit
Cell 1
Cell 2
Cell 3
Cell 4
Cell 5
Cell 6



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 1
Channel 1
Channel 1
Channel 1
Channel 1

CPICH_Ec/Ior
dB
 -10 
 -10 
 -10 
 -10 
 -10 
 -10 

PCCPCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

SCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

PICH_Ec/Ior
dB
 -15 
 -15 
 -15 
 -15 
 -15 
 -15 

OCNS_Ec/Ior
dB
-0.941
-0.941
-0.941
-0.941
-0.941
-0.941
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I
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dB
7.3 
10.27
10.27
7.3 
0.27
0.27
0.27
0.27
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I


dBm/3.84 MHz
–70

CPICH_Ec/Io
dB
 -16 
  -13 
 -13 
 -16 
 -23 
 -23 
 -23
 -23

Propagation Condition 

 AWGN 

Cell_selection_and_
reselection_quality_measure

CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0

Qqualmin
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qrxlevmin
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

UE_TXPWR_
MAX_RACH
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qoffset
dB
C1, C2: [ ]
C1, C3: [ ]
C1, C4: [ ]
C1, C5: [ ]
C1, C6: [ ]
C2, C1: [ ]
C2, C3: [ ]
C2, C4: [ ]
C2, C5: [ ]
C2, C6: [ ]
C3, C1: [ ]
C3, C2: [ ]
C3, C4: [ ]
C3, C5: [ ]
C3, C6: [ ]
C4, C1: [ ]
C4, C2: [ ]
C4, C3: [ ]
C4, C5: [ ]
C4, C6: [ ]
C5, C1: [ ]
C5, C2: [ ]
C5, C3: [ ]
C5, C4: [ ]
C5, C6: [ ]
C6, C1: [ ]
C6, C2: [ ]
C6, C3: [ ]
C6, C4: [ ]
C6, C5: [ ]

Qhyst 
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

PENALTY_TIME
s
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

TEMP_OFFSET
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Treselection
s
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Sintrasearch
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

All cells shall belong to different UTRAN Registration Areas (URA)

Time T1 is X seconds and T2 is Y seconds.

NOTE:
T1 and T2 need to be defined so that cell re-selection reaction time is taken into account.

5.1.2.z.1.3
Minimum Requirements

Cell re-selection shall be correct in more than [X %] of the cases. Cell re-selection is correct if within [x] seconds the UE re-selects a new cell, which fulfils the cell re-selection criteria.

5.1.2.z.2
Requirements for Cell re-selection multi carrier multi cell case

5.1.2.z.2.1
Cell re-selection delay

When the UE is camped in URA_PCH state on one of the cells, the UE shall be capable of re-selecting a new cell according the cell re-selection criteria. The cell re-selection delay is then defined as a time from when radio conditions are changed according to the test scenario to the moment in time when the UE starts sending the RRC Cell Update message to the UTRAN.

5.1.2.z.2.2
Test Parameters

Table x-x

Parameter
Unit
Cell 1
Cell 2
Cell 3
Cell 4
Cell 5
Cell 6



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 2
Channel 1
Channel 1
Channel 2
Channel 2

CPICH_Ec/Ior
dB
 -10 
 -10 
 -10 
 -10 
 -10 
 -10 

PCCPCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

SCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

PICH_Ec/Ior
dB
 -15 
 -15 
 -15 
 -15 
 -15 
 -15 

OCNS_Ec/Ior
dB
-0.941
-0.941
-0.941
-0.941
-0.941
-0.941
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-3.4
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-7.4 
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[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qrxlevmin
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

UE_TXPWR_
MAX_RACH
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qoffset
dB
C1, C2: [ ]
C1, C3: [ ]
C1, C4: [ ]
C1, C5: [ ]
C1, C6: [ ]
C2, C1: [ ]
C2, C3: [ ]
C2, C4: [ ]
C2, C5: [ ]
C2, C6: [ ]
C3, C1: [ ]
C3, C2: [ ]
C3, C4: [ ]
C3, C5: [ ]
C3, C6: [ ]
C4, C1: [ ]
C4, C2: [ ]
C4, C3: [ ]
C4, C5: [ ]
C4, C6: [ ]
C5, C1: [ ]
C5, C2: [ ]
C5, C3: [ ]
C5, C4: [ ]
C5, C6: [ ]
C6, C1: [ ]
C6, C2: [ ]
C6, C3: [ ]
C6, C4: [ ]
C6, C5: [ ]
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dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

PENALTY_TIME
s
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

TEMP_OFFSET
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Treselection
s
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Sintrasearch
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Sintersearch
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

All cells shall belong to different UTRAN Registration Areas (URA)
Time T1 is X seconds and T2 is Y seconds.

5.1.2.z.2.3
Minimum Requirements

Cell re-selection shall be correct in more than [X %] of the cases. Cell re-selection is correct if within [x] seconds the UE re-selects a new cell, which fulfils the cell re-selection criteria.
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