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4
Idle Mode Tasks

4.1
Introduction

NOTE:
The paging period and the repetition rate of relevant system information blocks needs to be defined.
4.2
RF Cell Selection Scenario

NOTE:
Some performance requirements in agreed scenarios are added into this subclause. More scenarios will be added later.

4.2.1
Cell Selection Single carrier Single cell case

4.2.1.1
Cell Selection delay

The cell selection delay is defined as a time the UE needs for sending RRC Connection Request for Location Registration to UTRAN after the power has been switched on with a valid USIM and PIN is disabled.

4.2.1.1.1
Test parameters
The stored information of the last registered PLMN is utilsed in this test. The stored information includes the UTRA RF CHANNEL NUMBER. The active cell in the test does not contain any neighbour cells in its measurement control information.

Table 4‑1
Parameter
Unit
Cell 1

UTRA RF Channel Number

Channel 1

CPICH_Ec/Ior
dB
 -10 

PCCPCH_Ec/Ior
dB
 -12 

SCH_Ec/Ior
dB
  -12 

PICH_Ec/Ior
dB
 -15 

OCNS_Ec/Ior
dB
-0.941
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or

I

I

ˆ


dB
 0  
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I


dBm/3.84 MHz
-70 

CPICH_Ec/Io
dB
-13

Propagation Condition 

 AWGN 

Qqualmin
dB 
[ ]

Qrxlevmin
dBm
[ ]

UE_TXPWR_MAX_RACH
dBm
[ ]

4.2.1.1.2
Minimum Requirement 
Cell selection shall be correct in more than [X %] of the cases. Cell selection is correct if within [5] seconds the UE camps on the cell.

4.2.2
Cell Selection multi carrier multi cell case

4.2.2.1
Cell selection delay

The cell selection delay is defined as a time the UE needs for sending RRC Connection Request for Location Registration message to UTRAN after the power has been switched on with a valid USIM and PIN is disabled.

4.2.2.1.1 Test parameters
The stored information of the last registered PLMN is utilised in this test. The stored information includes one of the UTRA RF CHANNEL NUMBERs used in the test. All the cells in the test are given in the measurement control information of each cell, which are on the RF carrier stored to the UE.

NOTE:
Here pilot pollution case with different power levels for cells could be included.

Table 4-2
Parameter
Unit
Cell 1
Cell 2
Cell 3
Cell 4
Cell 5
Cell 6

UTRA RF Channel Number

Channel 1
Channel 1
Channel 1
Channel 2
Channel 2
Channel 2

CPICH_Ec/Ior
dB
-10
-10
-10
-10
-10
-10

PCCPCH_Ec/Ior
dB
-12
-12
-12
-12
-12
-12

SCH_Ec/Ior
dB
-12
-12
-12
--12
-12
-12

PICH_Ec/Ior
dB
-15
-15
-15
-15
-15
-15

OCNS_Ec/Ior
dB
-0.941
-0.941
-0.941
-0.941
-0.941-
-0.941
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ˆ


dB
5.3
2.3
-1.7
6.3
14.3
2.3
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I


dBm/3.84 MHz
-70
-70

CPICH_Ec/Io
dB
-13
-16
-20
-19
-11
-23

Propagation Condition

AWGN
AWGN

Qqualmin
dB
[ ]
[ ]


[ ]
[ ]
[ ]
[ ]

Qrxlevmin
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

UE_TXPWR_MAX_RACH
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qoffsets, n
dB
C1, C2: [ ]
C1, C3: [ ]
C1, C4: [ ]
C1, C5: [ ]
C1, C6: [ ]
C2, C1: [ ]
C2, C3: [ ]
C2, C4: [ ]
C2, C5: [ ]
C2, C6: [ ]
C3, C1: [ ]
C3, C2: [ ]
C3, C4: [ ]
C3, C5: [ ]
C3, C6: [ ]
C4, C1: [ ]
C4, C2: [ ]
C4, C3: [ ]
C4, C5: [ ]
C4, C6: [ ]
C5, C1: [ ]
C5, C2: [ ]
C5, C3: [ ]
C5, C4: [ ]
C5, C6: [ ]
C6, C1: [ ]
C6, C2: [ ]
C6, C3: [ ]
C6, C4: [ ]
C6, C5: [ ]

4.2.1.1.2 Minimum requirement
Cell selection shall be correct in more than [X%] of the cases. Cell selection is correct if within [5+x] seconds the UE camps on the cell, which fulfils the cell selection criteria.

4.3
RF Cell Re-Selection Scenario

NOTE:
One performance requirement in agreed scenario is added into this subclause. More scenarios will be added later.

4.3.1
Cell Re-Selection single carrier multi cell case

4.3.1.1
Cell re-selection delay

When the UE is camped on one of the cells, the UE shall be capable of re-selecting a new cell according the cell re-selection criteria. The cells, which are possible to be re-reselected during the test are belonging to different location areas. The cell re-selection delay is then defined as a time from when CPICH_Ec/Io is changed on cell 1 and 2 to the moment in time when the UE starts sending the RRC Connection request for Location Update message to the UTRAN.

4.3.1.1.1 Test parameters

One of the 6 cells in Table 4-3 is serving cell and all others are given in the measurement control information of the serving cell. 2 of the cells are possible for cell re-selection and 4 of the cells are steady interfering cells.

Table 4-3
Parameter
Unit
Cell 1
Cell 2
Cell 3
Cell 4
Cell 5
Cell 6



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 1
Channel 1
Channel 1
Channel 1
Channel 1

CPICH_Ec/Ior
dB
 -10 
 -10 
 -10 
 -10 
 -10 
 -10 

PCCPCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

SCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

PICH_Ec/Ior
dB
 -15 
 -15 
 -15 
 -15 
 -15 
 -15 

OCNS_Ec/Ior
dB
-0.941
-0.941
-0.941
-0.941
-0.941
-0.941
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or

I

I

ˆ


dB
7.3 
10.27
10.27
7.3 
0.27


0.27
0.27


0.27
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dBm/3.84 MHz
–70

CPICH_Ec/Io
dB
 -16 
  -13 
 -13 
 -16 
 -23 


 -23 


 -23 


 -23 



Propagation Condition 

 AWGN 



Cell_selection_and_
reselection_quality_measure

CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0

Qqualmin
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qrxlevmin
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

UE_TXPWR_MAX_
RACH
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qoffsets, n
dB
C1, C2: [ ]
C1, C3: [ ]
C1, C4: [ ]
C1, C5: [ ]
C1, C6: [ ]
C2, C1: [ ]
C2, C3: [ ]
C2, C4: [ ]
C2, C5: [ ]
C2, C6: [ ]
C3, C1: [ ]
C3, C2: [ ]
C3, C4: [ ]
C3, C5: [ ]
C3, C6: [ ]
C4, C1: [ ]
C4, C2: [ ]
C4, C3: [ ]
C4, C5: [ ]
C4, C6: [ ]
C5, C1: [ ]
C5, C2: [ ]
C5, C3: [ ]
C5, C4: [ ]
C5, C6: [ ]
C6, C1: [ ]
C6, C2: [ ]
C6, C3: [ ]
C6, C4: [ ]
C6, C5: [ ]

Qhyst
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

PENALTY_TIME
s
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

TEMP_OFFSET
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Treselection
s
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Sintrasearch
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Time T1 is X seconds and T2 is Y seconds.

NOTE:
T1 and T2 need to be defined so that cell re-selection reaction time is taken into account.

4.3.1.1.2 Minimum requirements

Cell re-selection shall be correct in more than [X %] of the cases. Cell re-selection is correct if within [5] seconds the UE re-reselects a new cell, which fulfils the cell re-selection criteria.

4.31.13
Cell List Size

[The UE shall be capable of recording at least [6] of the strongest cells according to the cell re-selection criteria. The number of the strongest cells recorded inside the UE shall be at least [6].]

4.3.1.1.4
Maximum number of cells to be monitored

For re-selection purposes, the UE shall be capable of monitoring at least up to 32 neighbouring cells given in the measurement control information. The exact number of cells to be monitored will be determined by the measurement control information broadcast in the serving cell.

4.3.2
Requirements for Cell Re-Selection multi carrier multi cell case

4.3.2.1
Cell re-selection delay

When the UE is camped on one of the cells,  the UE shall be capable of re-selecting a new cell according the cell re-selection criteria. The cells, which are possible to be re-reselected during the test are transmitting on different frequencies and are belonging to different location areas. The cell re-selection delay is then defined as a time from when CPICH_Ec/Io is changed on cell 1 and 2 to the moment in time when the UE starts sending the RRC Connection request for Location Update message to the UTRAN.

4.3.2.1.1 Test parameters
6 cells are given in the measurement control information of the serving cell, 3 on each of the two frequencies.  One of the 6 cells in 4.4 is the serving cell, totally 2 of the cells are possible for cell re-selection and 4 of the cells are interfering cells.
Table 4-4
Parameter
Unit
Cell 1
Cell 2
Cell 3
Cell 4
Cell 5
Cell 6



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 2
Channel 1
Channel 1
Channel 2
Channel 2

CPICH_Ec/Ior
dB
 -10 
 -10 
 -10 
 -10 
 -10 
 -10 

PCCPCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

SCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

PICH_Ec/Ior
dB
 -15 
 -15 
 -15 
 -15 
 -15 
 -15 

OCNS_Ec/Ior
dB
-0.941
-0.941
-0.941
-0.941
-0.941
-0.941
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or

I

I

ˆ


dB
-3.4
2.2
2.2
-3.4
-7.4 
-4.8
-7.4 
-4.8
-4.8 
-7.4
-4.8
-7.4
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I


dBm/3.84 MHz
 -70 

CPICH_Ec/Io
dB
 -16 
  -13 
 -13 
 -16 
 -20 
 -20
 -20
 -20

Propagation Condition 

AWGN



Cell_selection_and_
reselection_quality_measure

CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0

Qqualmin
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qrxlevmin
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

UE_TXPWR_MAX_
RACH
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qoffsets, n
dB
C1, C2: [ ]
C1, C3: [ ]
C1, C4: [ ]
C1, C5: [ ]
C1, C6: [ ]
C2, C1: [ ]
C2, C3: [ ]
C2, C4: [ ]
C2, C5: [ ]
C2, C6: [ ]
C3, C1: [ ]
C3, C2: [ ]
C3, C4: [ ]
C3, C5: [ ]
C3, C6: [ ]
C4, C1: [ ]
C4, C2: [ ]
C4, C3: [ ]
C4, C5: [ ]
C4, C6: [ ]
C5, C1: [ ]
C5, C2: [ ]
C5, C3: [ ]
C5, C4: [ ]
C5, C6: [ ]
C6, C1: [ ]
C6, C2: [ ]
C6, C3: [ ]
C6, C4: [ ]
C6, C5: [ ]

Qhyst
dB
[2]
[2]
[2]
[ 2]
[2]
[2]

PENALTY_TIME
s
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

TEMP_OFFSET
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Treselection
s
[ 5]
[ 5]
[5]
[ 5]
[ 5]
[5]

Sintrasearch
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Sintersearch
dB
[-8 ]
[-8 ]
[-8 ]
[-8 ]
[-8 ]
[-8 ]

Time T1 is X seconds and T2 is Y seconds.

4.3.2.1.2 Minimum requirements
Cell re-selection shall be correct in more than [90%] of the cases. Cell re-selection is correct if within Nt seconds the UE re-reselects a new cell, which fulfils the cell re-selection criteria and stays steady on that cell until the channel conditions are changed again. 




































































































































































































_978865520.unknown

_997805625.doc
How to create a CR
Michael Sanders, 3GPP support team, (last updated 2/09/99)

1)
Open the CR cover sheet with MS Word 97. The lastest version of the CR coversheet can be found at:


ftp://ftp.3gpp.org/information/3gCRF-??.DOC


2)
Fill out all areas that are relevant on the CR cover sheet - only the areas that have yellow shading shall be filled out. See Annex A of these instructions for further detail. 


3)
Open the specification to which you wish to make a change. It is very IMPORTANT  to ensure that you are using the latest version of the specification to make the change. The latest versions of all approved 3G specifications is located at:


for the 3GPP:  ftp://ftp.3gpp.org/specifications/      for SMG: http://docbox.etsi.org/tech-org/document/smg/specs

Do a "save as" using a file name related to the tdoc number (e.g. T3-99123.DOC).

4)
If the formatting looks incorrect (most easily noticed by the fact that there is no space between paragraphs), it may be because you do not have the correct document sheet in your MS Word style directory. All 3GPP specification use the style sheet 3GPP_70.DOT. This can be downloaded from:



ftp://ftp.3gpp.org/information/3gpp_70.dot

5)
Go to the beginning of the heading of the first subclause which you want to change. Press <CTRL><SHIFT><HOME> to select everything before that point and delete it.
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