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8.3.4
Synchronised Radio Link Reconfiguration Preparation

8.3.4.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of all Radio Links related to one UE-UTRAN connection within a DRNS.

This procedure shall use the signalling bearer connection for the relevant UE context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.4.2
Successful Operation
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Figure 1: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION PREPARE message to the DRNC.

Upon reception, the DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

If the RADIO LINK RECONFIGURATION PREPARE message includes the Allowed Queuing Time IE the DRNS may queue the request before providing a response to the SRNC.
DCH Modification:

If the RADIO LINK RECONFIGURATION PREPARE message includes the Allocation/Retention Priority IE for a DCH to be modified, the DRNS should use this information when reserving resources for this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes the Frame Handling Priority IE for a DCH to be modified, the DRNS should store this information for this DCH in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the DRNS once the new configuration has been activated.

If the RADIO LINK RECONFIGURATION PREPARE message includes the Transport Format Set  IE for the UL of a DCH to be modified, the DRNS shall apply the new Transport Format Set in the Uplink of this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes the Transport Format Set IE for the DL of a DCH to be modified, the DRNS shall apply the new Transport Format Set in the Downlink of this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes the UL FP Mode IE for a DCH to be modified, the DRNS shall apply the new FP Mode in the Uplink of the user plane for this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes on the ToAWS IE for a DCH to be modified, the DRNS shall apply the new ToAWS in the user plane for this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes on the ToAWE IE for a DCH to be modified, the DRNS shall apply the new ToAWE in the user plane for this DCH in the new configuration.

[FDD - If the DRAC Control IE is present and set to "requested"  in the RADIO LINK RECONFIGURATION PREPARE message for at least one DCH and if the DRNC supports the DRAC, the DRNC shall indicate in the RADIO LINK RECONFIGURATION READY message the Secondary CCPCH Info IE  to be received on FACH, for each Radio Link. If the DRNC does not support DRAC,  it shall not provide these IEs in the RADIO LINK RECONFIGURATION READY message.]

DCH Addition:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCH to be added to the Radio Link(s), the DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message and include these DCH in the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes the DCH Combination Indicator IE for a DCH to be added, the DRNS shall:

1.
treat all DCHs with the same value of this IE as a set of co-ordinated DCHs; and

2.
include this DCH in the new configuration only if it can include all DCHs with the same value of the DCH Combination Indicator IE in the new configuration.

[FDD - For DCHs with a unique or no "DCH Combination Ind" and the QE-Selector IE set to "selected DCH", the Transport channel BER from that DCH shall be the base for the QE in the UL data frames. If no Transport channel BER is available for the selected DCH the Physical channel BER shall be used for the QE, ref. [25.427]. If the QE-Selector is set to "non-selected DCH", the Physical channel BER shall be used for the QE in the UL data frames, ref. [25.427]].

[FDD - For DCHs with the same "DCH Combination Ind" the Transport channel BER from the DCH with the QE-Selector IE set to "selected DCH" shall be used for the QE in the UL data frames, ref. [25.427]. If no Transport channel BER is available for the selected DCH the Physical channel BER shall be used for the QE, ref. [25.427]. If all DCHs have QE-Selector IE set to "non-selected DCH" the Physical channel BER shall be used for the QE, ref. [25.427]].

The DRNS should store the Frame Handling Priority IE received for a DCH to be added in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the DRNS once the new configuration has been activated.

The DRNS shall use the included UL FP Mode IE for a DCH to be added as the new FP Mode in the Uplink of the user plane for this DCH in the new configuration.

The DRNS shall use the included ToAWS IE for a DCH to be added as the new Time of Arrival Window Start Point in the user plane for this DCH in the new configuration.

The DRNS shall use the included ToAWE IE for a DCH to be added as the new Time of Arrival Window End Point in the user plane for this DCH in the new configuration.

[FDD - If the DRAC Control IE is set to "requested"  in the RADIO LINK RECONFIGURATION PREPARE message for at least one DCH and if the DRNC supports the DRAC, the DRNC shall indicate in the RADIO LINK RECONFIGURATION READY message the Secondary CCPCH Info IE  to be received on FACH, for each Radio Link. If the DRNC does not support DRAC,  it shall not provide these IEs in the RADIO LINK RECONFIGURATION READY message.]

DCH Deletion:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCH to be deleted from the Radio Link(s), the DRNS shall not include this DCH in the new configuration.

If all of the DCHs belonging to a set of co-ordinated DCHs are requested to be deleted, the DRNS shall not include this set of co-ordinated DCHs in the new configuration.

Physical Channel Modification:

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Uplink Scrambling Code IE, the DRNS shall apply this Uplink Scrambling Code to the new configuration.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes one or more Uplink Channelisation Code IEs, the DRNS shall apply the new Uplink Channelisation Code(s) in the new configuration.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes one or more Spreading Factor of Channelisation Code (DL) IE, for each Spreading Factor of Channelisation Code (DL) IE the DRNS shall allocate one new Downlink Channelisation Code per Radio Link and apply the new Downlink Channelisation Code(s) to the new configuration. Each Downlink Channelisation Code allocated for the new configuration shall be included as a Channelisation Code (DL) IE in the RADIO LINK RECONFIGURATION READY message when sent to the SRNC.]

The DRNS shall use the TFCS IE for the UL when reserving resources for the uplink of the new configuration. The DRNS shall apply the new TFCS in the Uplink of [TDD – the CCTrCH of] the new configuration.

The DRNS shall use the TFCS IE for the DL when reserving resources for the downlink of the new configuration. The DRNS shall apply the new TFCS in the Downlink of [TDD – the CCTrCH of] the new configuration.

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes on the UL DPCCH Structure IE, group the DRNS shall apply the new Uplink DPCCH Structure to the new configuration.]

FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the UL SIR Target IE, the DRNS shall set the UL inner loop power control to the UL SIR target when the new configuration is being used.]

[TDD – The DRNC shall include all the IEs corresponding to the new physical channel resources for the DL DPCH and/or the UL DPCH to be reconfigured in the RADIO LINK RECONFIGURATION READY message sent to the SRNC.]

SSDT Activation/Deactivation:

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the SSDT Indication IE set to "SSDT Active in the UE", the DRNS may activate SSDT using the SSDT Cell Identity IE and SSDT Cell Identity Length IE in the new configuration.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the SSDT Indication IE set to "SSDT not Active in the UE", the DRNS shall deactivate SSDT in the new configuration.]

If the requested modifications are allowed by the DRNS, and the DRNS has successfully reserved the required resources for the new configuration of the Radio Link(s) it shall respond to the SRNC with the RADIO LINK RECONFIGURATION READY message. When this procedure has been completed successfully there exist a Prepared Reconfiguration, as defined in subclause 3.1.

The DRNS decides the maximum and minimum SIR for the uplink of the Radio Link(s) and shall return this in the Maximum Uplink SIR IE and Minimum Uplink SIR IE for each Radio Link in the RADIO LINK RECONFIGURATION READY message.

In case of a set of co-ordinated DCHs requiring a new transport bearer on Iur the DCH Information Response IE group shall be included only for one of the DCHs in the set of co-ordinated DCHs.

In case of a Radio Link being combined with another Radio Link within the DRNS the DCH Information Response IE group shall be included only for one of the combined Radio Links.

8.3.7
Unsynchronised Radio Link Reconfiguration

8.3.7.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE‑UTRAN connection within a DRNS.

The procedure is used when there is no need to synchronise the time of the switching from the old to the new radio link configuration in the cells used by the UE-UTRAN connection within the DRNS.

This procedure shall use the signalling bearer connection for the relevant UE context.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.7.2
Successful Operation
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Figure 2: Unsynchronised Radio Link Reconfiguration procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION REQUEST message to the DRNC.

Upon reception, the DRNS shall modify the configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

If the RADIO LINK RECONFIGURATION REQUEST message includes the Allowed Queuing Time IE the DRNS may queue the request before providing a response to the SRNC.
DCH Modification:

If the RADIO LINK RECONFIGURATION REQUEST message includes on the Allocation/Retention Priority IE for a DCH to be modified, the DRNS should use this new value when reserving resources for this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the Frame Handling Priority IE for a DCH to be modified, the DRNS should store this information for this DCH in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the DRNS once the new configuration has been activated.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the Transport Format Set  IE for the UL of a DCH to be modified, the DRNS shall apply the new Transport Format Set in the Uplink of this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the Transport Format Set IE for the DL of a DCH to be modified, the DRNS shall apply the new Transport Format Set in the Downlink of this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the UL FP Mode IE for a DCH to be modified, the DRNS shall apply the new FP Mode in the Uplink of the user plane for this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the ToAWS IE for a DCH to be modified, the DRNS shall apply the new ToAWS in the user plane for this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the ToAWE IE for a DCH to be modified, the DRNS shall apply the new ToAWE in the user plane for this DCH in the new configuration.

[FDD - If the DRAC Control IE is present and set to "requested"  in the RADIO LINK RECONFIGURATION REQUEST message for at least one DCH and if the DRNC supports the DRAC, the DRNC shall indicate in the RADIO LINK RECONFIGURATION RESPONSE message the Secondary CCPCH Info IE  to be received on FACH, for each Radio Link. If the DRNC does not support DRAC,  it shall not provide these IEs in the RADIO LINK RECONFIGURATION RESPONSE message.]

DCH Addition:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCH to be added to the Radio Link(s), the DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message and include these DCH in the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes the DCH Combination Indicator IE for a DCH to be added, the DRNS shall:

1.
treat all DCHs with the same value of this IE as a set of co-ordinated DCHs; and

2.
include this DCH in the new configuration only if it can include all DCHs with the same value of the DCH Combination Indicator IE in the new configuration.

[FDD - For DCHs with a unique or no "DCH Combination Ind" and the QE-Selector IE set to "selected DCH", the Transport channel BER from that DCH shall be the base for the QE in the UL data frames. If no Transport channel BER is available for the selected DCH the Physical channel BER shall be used for the QE, ref. [25.427]. If the QE-Selector is set to "non-selected DCH", the Physical channel BER shall be used for the QE in the UL data frames, ref. [25.427]].

[FDD - For DCHs with the same "DCH Combination Ind" the Transport channel BER from the DCH with the QE‑Selector IE set to "selected DCH" shall be used for the QE in the UL data frames, ref. [25.427]. If no Transport channel BER is available for the selected DCH the Physical channel BER shall be used for the QE, ref. [25.427]. If all DCHs have QE-Selector IE set to "non-selected DCH" the Physical channel BER shall be used for the QE, ref. [25.427]].

The DRNS should store the Frame Handling Priority IE received for a DCH to be added in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the DRNS once the new configuration has been activated.

The DRNS shall use the included UL FP Mode IE for a DCH to be added as the new FP Mode in the Uplink of the user plane for this DCH in the new configuration.

The DRNS shall use the included ToAWS IE for a DCH to be added as the new Time of Arrival Window Start Point in the user plane for this DCH in the new configuration.

The DRNS shall use the included ToAWE IE for a DCH to be added as the new Time of Arrival Window End Point in the user plane for this DCH in the new configuration.

[FDD - If the DRAC Control IE is set to "requested"  in the RADIO LINK RECONFIGURATION REQUEST message for at least one DCH and if the DRNC supports the DRAC, the DRNC shall indicate in the RADIO LINK RECONFIGURATION RESPONSE message the Secondary CCPCH Info IE and the Reference to System Information blocks IE to be received on FACH, for each Radio Link. If the DRNC does not support DRAC,  it shall not provide these IEs in the RADIO LINK RECONFIGURATION RESPONSE message.

DCH Deletion:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCH to be deleted from the Radio Link(s), the DRNS shall not include this DCH in the new configuration.

If all of the DCHs belonging to a set of co-ordinated DCHs are requested to be deleted, the DRNS shall not include this set of co-ordinated DCHs in the new configuration.

Physical Channel Modification:

If the RADIO LINK RECONFIGURATION REQUEST message includes on the TFCS IE for the UL, the DRNS shall apply the new TFCS in the Uplink of [TDD – the CCTrCH of] the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the TFCS IE for the DL, the DRNS shall apply the new TFCS in the Downlink of [TDD – the CCTrCH of] the new configuration.

If the requested modifications are allowed by the DRNS, the DRNS has successfully allocated the required resources, and changed to the new configuration it shall respond to the SRNC with the RADIO LINK RECONFIGURATION RESPONSE message.

The DRNS decides the maximum and minimum SIR for the uplink of the Radio Link(s) and shall return this in the IEs Maximum Uplink SIR and Minimum Uplink SIR for each Radio Link in the RADIO LINK RECONFIGURATION RESPONSE message.

In case of a set of co-ordinated DCHs requiring a new transport bearer on Iur the DCH Information Response IE group shall be included only for one of the DCH in the set of co-ordinated DCHs.

In case of a Radio Link being combined with another Radio Link within the DRNS the DCH Information Response IE group shall be included only for one of the combined Radio Links.

9.1.12
RADIO LINK RECONFIGURATION READY

9.1.12.1
FDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID 
M



–


RL Information Response

0..<maxnoofRLs>


EACH
ignore

>RL ID
M



–


>Maximum Uplink SIR
O

Uplink SIR

–


>Minimum Uplink SIR
O

Uplink SIR

–


>Secondary CCPCH Info

0..1


–


>>FDD S-CCPCH Offset
M


Corresponds to: S-CCPCH,k , see ref. [8]
–


>>DL Scrambling Code
M



–


>>FDD DL Channelisation Code

 Number
M



–


>>TFCS
M


For the DL.
–


>>Secondary CCPCH Slot Format
M



–


>>TFCI presence
C - SlotFormat



–


>>MultiplexingPosition
M



–


>>STTD Indicator
M



–


>>FACH/PCH Information

1 .. <maxFACHcount+1>


–


>>>TFS



For each FACH, and the PCH when multiplexed on the same Secondary CCPCH


–


>>Scheduling Information

1


–


>>>IB_SG REP
M



–


>>>Segment Information

1..

<maxIBSEG>


–


>>>>IB SG POS
M



–


>Downlink Code Information

0..<maxnoofDLCodes>


GLOBAL
ignore

>>DL Scrambling Code
M



–


>>FDD DL Channelisation Code Number
M



–


>DCH Information Response 

0..<maxnoofDCHs>

Only one DCH per set of co-ordinated DCHs shall be included.

The IE group shall be included only once per DCH per set of combined RLs.
GLOBAL
ignore

>>DCH ID
M



–


>>Binding ID
M



–


>>Transport Layer Address
M



–



































Criticality Diagnostics
O



YES
ignore

Condition
Explanation

SlotFormat
This IE is present only if the Secondary CCPCH Slot Format is equal to any of the value 8 to 17

Range bound
Explanation

MaxnoofDCHs
Maximum number of DCHs.

MaxnoofRLs
Maximum number of RLs for a UE.

MaxnoofDLCodes
Maximum number of Downlink Channelisation Codes.

MaxFACHCount
Maximum number of FACH's mapped onto secondary CCPCH's

MaxIBSEG
Maximum number of  segments for one Information Block

9.1.12.2
TDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID 
M



–


RL Information Response

0..1


YES
ignore

>RL ID
M



–


>Maximum Uplink SIR 
O

Uplink SIR

–


>Minimum Uplink SIR
O

Uplink SIR

–


>UL CCTrCH Information

0..<maxnoofCCTrCHs>


GLOBAL
ignore

>>CCTrCH ID
M



–


>>UL DPCH Information

1..<maxnoofDPCHs>


GLOBAL
ignore

>>>DPCH ID
M



–


>>>TDD Channelisation Code
O



–


>>>Burst Type
O



–


>>>Midamble Shift
O



–


>>>Time Slot
O



–


>>>TDD Physical Channel Offset
O



–


>>>Repetition Period
O



–


>>>Repetition Length
O



–


>>>TFCI Presence
O



–


>DL CCTrCH Information

0..<maxnoofCCTrCHs>


GLOBAL
ignore

>>CCTrCH ID
M



–


>>DL DPCH Information

1..<maxnoofDPCHs>


GLOBAL
ignore

>>>DPCH ID
M



–


>>>TDD Channelisation Code
O



–


>>>Burst Type
O



–


>>>Midamble Shift
O



–


>>>Time Slot
O



–


>>>TDD Physical Channel Offset
O



–


>>> Repetition Period
O



–


>>>Repetition Length
O



–


>>>TFCI Presence
O



–


>DCH Information Response 

0..<maxnoofDCHs>

Only one DCH per set of co-ordinated DCHs shall be included. 

The IE group shall be included only once per DCH per set of combined RLs.
GLOBAL
ignore

>>DCH ID
M



–


>>Binding ID
M



–


>>Transport Layer Address
M



–



































Criticality Diagnostics
O



YES
ignore

Range bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for a UE.

MaxnoofCCTrCHs
Maximum number of CCTrCHs for a UE.

Maxnoof DPCHs
Maximum number of DPCHs in one CCTrCH.

9.1.17
RADIO LINK RECONFIGURATION RESPONSE

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID 
M



–


RL Information Response

0..<maxnoofRLs>


EACH
ignore

>RL ID
M



–


>Maximum Uplink SIR
O

Uplink SIR

–


>Minimum Uplink SIR
O

Uplink SIR

–


>Secondary CCPCH Info

0..1


–


>>FDD S-CCPCH Offset
M


Corresponds to: S-CCPCH,k , see ref. [8]
–


>>DL Scrambling Code
M



–


>>FDD DL Channelisation Code

 Number
M



–


>>TFCS
M


For the DL.
–


>>Secondary CCPCH Slot Format
M



–


>>TFCI presence
C - SlotFormat



–


>>MultiplexingPosition
M



–


>>STTD Indicator
M



–


>>FACH/PCH Information

1 .. <maxFACHcount+1>


–


>>>TFS



For each FACH, and the PCH when multiplexed on the same Secondary CCPCH


–


>>Scheduling Information

1


–


>>>IB_SG REP
M



–


>>>Segment Information

1..

<maxIBSEG>


–


>>>>IB SG POS
M



–


>DCH Information Response

0..<maxnoofDCHs>

Only one DCH per set of co-ordinated DCHs shall be included.

The IE group shall be included only once per DCH per set of combined RLs.
GLOBAL
ignore

>>DCH ID
M



–


>>Binding ID
M



–


>>Transport Layer Address
M



–



































Criticality Diagnostics
O



YES
ignore

Condition
Explanation

SlotFormat
This IE is present only if the Secondary CCPCH Slot Format is equal to any of the value 8 to 17

Range Bound
Explanation

MaxnoofDCHs 
Maximum number of DCHs for a UE.

MaxnoofRLs 
Maximum number of RLs for a UE.

MaxSysinfoFACHCount
Maximum number of references to system information blocks on the FACH

MaxIBSEG
Maximum number of  segments for one Information Block

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************

RNSAP-PDU-Contents -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AllocationRetentionPriority,


AllowedQueuingTime,


BLER,


BindingID,


BurstType,


C-ID,


C-RNTI,


CCTrCH-ID,


CellIndividualOffset,


CFN,


CFNOffset,

ClosedLoopMode1-SupportIndicator,


ClosedLoopMode2-SupportIndicator,


CN-CS-DomainIdentifier,


CN-PS-DomainIdentifier,


Cause,


CellParameterID,


ChipOffset,


CompressedModeMethod,


CriticalityDiagnostics,


D-FieldLength,


D-RNTI,


D-RNTI-ReleaseIndication,


DCH-CombinationInd,


DCH-ID,


DL-DPCH-SlotFormat,


DL-SIRTarget,


DL-FrameType,


DL-Power,


DL-ScramblingCode,


DPCHConstantValue,


DPCH-ID,


DRACControl,


DRXCycleLengthCoefficient,


DedicatedMeasurementType,

DedicatedMeasurementValue,


DiversityControlField,


DiversityMode,


FACH-InitialWindowSize,


FACH-PriorityIndicator,


FDD-DL-ChannelisationCodeNumber,


FDD-S-CCPCH-Offset,


FDD-TPC-DownlinkStepSize,

FrameHandlingPriority,


FrameOffset,


GapPeriod,


GapPositionMode,


IB-SG-POS,

IB-SG-REP,

IMSI,


L3-Information,


LimitedPowerIncrease,


MAC-c-SDU-Length,


MaximumAllowedULTxPower,


MaxNrOfUL-DPCHs,


MeasurementFilterCoefficient,


MeasurementID,


MidambleShift,


MinUL-ChannelisationCodeLength,


MultipleURAsIndicator,


MultiplexingPosition,


PD,


PayloadCRC-PresenceIndicator,

PCCPCH-Power,

PowerAdjustmentType,

PowerControlMode,


PowerOffset,


PowerResumeMode,


PrimaryCCPCH-RSCP,


PrimaryCPICH-EcNo,


PrimaryCPICH-Power,


PrimaryScramblingCode,


PropagationDelay,


PunctureLimit,


QE-Selector,


RANAP-RelocationInformation,


RL-ID,


RL-Set-ID,


RNC-ID,


RepetitionLength,


RepetitionPeriod,


ReportCharacteristics,


S-FieldLength,


S-RNTI,


SCH-TimeSlot,

SAI,


SN,


SSDT-CellID,


SSDT-CellID-Length,


SSDT-Indication,


SSDT-SupportIndicator,


STTD-Indicator,

STTD-SupportIndicator,


ScaledMaxAdjustmentPeriod,

ScaledMaxAdjustmentStep,


ScramblingCodeChange,


SecondaryCCPCH-SlotFormat,


SyncCase,


TDD-ChannelisationCode,


TDD-PhysicalChannelOffset,


TDD-TPC-DownlinkStepSize,

TFCI-Coding,


TFCI-Presence,


TFCI-SignallingMode,


TGD,


TGL,


TimeSlot,


ToAWE,


ToAWS,


TransmitDiversityIndicator,


TransportBearerID,


TransportBearerRequestIndicator,


TFCS,


TransportFormatSet,


TransportLayerAddress,


TrCH-SrcStatisticsDescr,


TxDiversityIndicator,


UARFCN,


UC-ID,


UL-DeltaSIR,


UL-DeltaSIRAfter,


UL-DL-CompressedModeSelection,


UL-DPCCH-SlotFormat,


UL-InterferenceLevel,

UL-SIR,


UL-FP-Mode,


UL-ScramblingCode,


URA-ID

FROM RNSAP-IEs


PrivateIE-Container{},

ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Container{},


RNSAP-PRIVATE-IES,


RNSAP-PROTOCOL-EXTENSION,


RNSAP-PROTOCOL-IES,


RNSAP-PROTOCOL-IES-PAIR

FROM RNSAP-Containers


maxNrOfCCTrCHs,


maxNrOfDCHs,


maxNrOfDL-Codes,


maxNrOfDPCHs,


maxNrOfMACcSDU-Length,


maxNrOfRLs,


maxNrOfRLSets,


maxNrOfRLs-1,


maxNrOfRLs-2,


maxNrOfSCCPCHs,


maxNrOfULTs,

maxNrOfCMpatterns,

maxRNCinURA,


maxNrOfNeighbouringRNCs,


maxNrOfFDDNeighboursPerRNC,


maxNrOfTDDNeighboursPerRNC,


maxFACHCountPlus1,


maxIBSEG,


id-AllRLItem-DM-Rprt,

id-AllRLItem-DM-Rsp,

id-AllRL-SetItem-DM-Rprt,

id-AllRL-SetItem-DM-Rsp,

id-AllowedQueuingTime,


id-BindingID,


id-C-ID,


id-C-RNTI,


id-CFN,


id-CN-CS-DomainIdentifier,


id-CN-PS-DomainIdentifier,


id-Cause,


id-CellItem-PagingRqst,

id-CM-PatternInformationItem-CompressedModePrep,


id-CM-PatternInformationList-CompressedModePrep,


id-CombiningItem-RL-AdditionFailureFDD,

id-CombiningItem-RL-AdditionRspFDD,

id-CombiningItem-RL-AdditionRspTDD,

id-CombiningItem-RL-SetupFailureFDD,

id-CombiningItem-RL-SetupRspFDD,

id-CriticalityDiagnostics,


id-D-RNTI,


id-D-RNTI-ReleaseIndication,






id-DCH-AddList-RL-ReconfPrepFDD,


id-DCH-AddList-RL-ReconfPrepTDD,


id-DCH-AddList-RL-ReconfRqstFDD,


id-DCH-AddList-RL-ReconfRqstTDD,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfRqstFDD,


id-DCH-DeleteList-RL-ReconfRqstTDD,


id-DCH-Information-RL-SetupRqstFDD,


id-DCH-InformationList-RL-SetupRqstTDD,


id-DCH-InformationRresponseListIE-RL-ReconfReadyFDD,

id-DCH-InformationRresponseListIE-RL-ReconfReadyTDD,


id-DCH-InformationRresponseListIE-RL-ReconfRsp,





id-DCH-ModifyList-RL-ReconfPrepFDD,


id-DCH-ModifyList-RL-ReconfPrepTDD,


id-DCH-ModifyList-RL-ReconfRqstFDD,


id-DCH-ModifyList-RL-ReconfRqstTDD,

id-DCH-InformationResponseListIE-RL-SetupRspTDD,


id-DL-CCTrCH-InformationItem-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,

id-DL-CCTrCH-InformationItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD,

id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD,


id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-DL-CCTrCH-InformationList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationList-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationList-RL-SetupRqstTDD,

id-DL-CodeInformationListIE-PhyChReconfRqstFDD,

id-DL-CodeInformationListIE-RL-AdditionFailureFDD,

id-DL-CodeInformationListIE-RL-AdditionRspFDD,

id-DL-CodeInformationListIE-RL-ReconfReadyFDD,

id-DL-CodeInformationListIE-RL-SetupFailureFDD,

id-DL-DPCH-Information-RL-ReconfPrepFDD,


id-DL-DPCH-Information-RL-SetupRqstFDD,


id-DL-DPCH-Information-RL-ReconfRqstFDD,

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD,

id-DL-DPCH-InformationItem-RL-AdditionRspTDD,

id-DL-DPCH-InformationItem-RL-SetupRspTDD,

id-DL-DPCH-InformationListIE-RL-ReconfReadyTDD,

id-DL-SIRTarget,


id-DLReferencePower,


id-DLReferencePowerList-DL-PC-Rqst,


id-DL-ReferencePowerInformation-DL-PC-Rqst,


id-DRXCycleLengthCoefficient,


id-DedicatedMeasurementObjectType-DM-Rprt,


id-DedicatedMeasurementObjectType-DM-Rqst,


id-DedicatedMeasurementObjectType-DM-Rsp,


id-DedicatedMeasurementType,


id-DiversityIndicationItem-RL-AdditionFailureFDD,

id-DiversityIndicationItem-RL-AdditionRspFDD,

id-DiversityIndicationItem-RL-AdditionRspTDD,

id-DiversityIndicationItem-RL-SetupFailureFDD,

id-DiversityIndicationItem-RL-SetupRspFDD,

id-FACH-InfoForOptionalS-CCPCH-CTCH-ResourceRspFDD,


id-FACH-InfoForOptionalS-CCPCH-CTCH-ResourceRspTDD,


id-FACH-InfoForS-CCPCH-CoupledToPRACHorPCPCH-CTCH-ResourceRspFDD,


id-FACH-InfoForS-CCPCH-CoupledToPRACH-CTCH-ResourceRspTDD,

id-IMSI,


id-L3-Information,

id-MAC-c-SDU-LengthListIE-CTCH-ResourceRspFDD,

id-MAC-c-SDU-LengthListIE-CTCH-ResourceRspTDD,

id-MAC-c-SDU-LengthListIE-option-CTCH-ResourceRspFDD,

id-MAC-c-SDU-LengthListIE-option-CTCH-ResourceRspTDD,

id-MaxAdjustmentPeriod,

id-MaxAdjustmentStep,

id-MeasurementFilterCoefficient,


id-MeasurementID,


id-MultipleURAsIndicator,


id-NeighbouringFDD-CellInformationItem-RL-AdditionFailureFDD,

id-NeighbouringFDD-CellInformationItem-RL-AdditionRsp,

id-NeighbouringFDD-CellInformationItem-RL-SetupFailureFDD,

id-NeighbouringFDD-CellInformationItem-RL-SetupRsp,


id-NeighbouringTDD-CellInformationItem-RL-AdditionFailureFDD,

id-NeighbouringTDD-CellInformationItem-RL-AdditionRsp,

id-NeighbouringTDD-CellInformationItem-RL-SetupFailureFDD,

id-NeighbouringTDD-CellInformationItem-RL-SetupRsp,


id-Neighbouring-CellInformationItem-RL-SetupFailureFDD,

id-Neighbouring-CellInformationItem-RL-SetupRsp,

id-NonCombiningItem-RL-AdditionFailureFDD,

id-NonCombiningItem-RL-AdditionRspFDD,

id-NonCombiningItem-RL-AdditionRspTDD,

id-NonCombiningOrIEnotPresenItem-RL-SetupFailureFDD,


id-NonCombiningOrIEnotPresenItem-RL-SetupRspFDD,

id-PagingArea-PagingRqst,

id-PriorityIndicatorAndInitialWindowSizeListIE-CTCH-ResourceRspFDD,


id-PriorityIndicatorAndInitialWindowSizeListIE-CTCH-ResourceRspTDD,


id-PriorityIndicatorAndInitialWindowSizeListIE-option-CTCH-ResourceRspFDD,


id-PriorityIndicatorAndInitialWindowSizeListIE-option-CTCH-ResourceRspTDD,

id-PowerAdjustmentType,


id-ProcedureScope-DL-PC-Rqst,


id-RANAP-RelocationInformation,


id-RL-Information-PhyChReconfRqstFDD,


id-RL-Information-PhyChReconfRqstTDD,


id-RL-Information-RL-AdditionRqstFDD,


id-RL-Information-RL-AdditionRqstTDD,


id-RL-Information-RL-DeletionRqst,


id-RL-Information-RL-FailureInd,


id-RL-Information-RL-ReconfPrepFDD,


id-RL-Information-RL-RestoreInd,


id-RL-Information-RL-SetupRqstFDD,


id-RL-Information-RL-SetupRqstTDD,


id-RL-InformationItem-DM-Rprt,


id-RL-InformationItem-DM-Rqst,


id-RL-InformationItem-DM-Rsp,


id-RL-InformationItem-RL-SetupRqstFDD,


id-RL-InformationList-RL-AdditionRqstFDD,


id-RL-InformationList-RL-DeletionRqst,


id-RL-InformationList-RL-ReconfPrepFDD,


id-RL-InformationResponse-RL-AdditionRspTDD,


id-RL-InformationResponse-RL-ReconfReadyTDD,


id-RL-InformationResponse-RL-SetupRspTDD,


id-RL-InformationResponseItem-RL-AdditionRspFDD,


id-RL-InformationResponseItem-RL-ReconfReadyFDD,


id-RL-InformationResponseItem-RL-ReconfRsp,


id-RL-InformationResponseItem-RL-SetupRspFDD,


id-RL-InformationResponseList-RL-AdditionRspFDD,


id-RL-InformationResponseList-RL-ReconfReadyFDD,


id-RL-InformationResponseList-RL-ReconfRsp,


id-RL-InformationResponseList-RL-SetupRspFDD,


id-RLItem-DM-Rprt,

id-RLItem-DM-Rqst,

id-RLItem-DM-Rsp,

id-RL-ReconfigurationFailure-RL-ReconfFail,


id-RL-ReconfigurationFailureList-RL-ReconfFail,


id-RL-Set-InformationItem-DM-Rprt,


id-RL-Set-InformationItem-DM-Rqst,


id-RL-Set-InformationItem-DM-Rsp,


id-RL-Set-Information-RL-FailureInd,


id-RL-Set-Information-RL-RestoreInd,


id-RL-SetItem-DM-Rprt,

id-RL-SetItem-DM-Rqst,

id-RL-SetItem-DM-Rsp,

id-RNCsWithCellsInTheAccessedURA-List-UL-ST-Ind,


id-ReportCharacteristics,


id-Reporting-Object-RL-FailureInd,

id-Reporing-Object-RL-RestoreInd,

id-S-RNTI,


id-SAI,


id-SRNC-ID,

id-SecondaryCCPCHListIE-CTCH-ResourceRspTDD,

id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD,


id-SuccessfulRL-InformationResponseList-RL-SetupFailureFDD,


id-TransportBearerID,


id-TransportBearerRequestIndicator,


id-TransportLayerAddress,


id-UC-ID,


id-UL-CCTrCH-Information-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationItem-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationList-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationList-RL-SetupRqstTDD,

id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,

id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD,


id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,


id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-UL-DPCH-Information-RL-ReconfPrepFDD,


id-UL-DPCH-Information-RL-ReconfRqstFDD,

id-UL-DPCH-Information-RL-SetupRqstFDD,

id-UL-DPCH-InformationItem-PhyChReconfRqstTDD,

id-UL-DPCH-InformationItem-RL-AdditionRspTDD,

id-UL-DPCH-InformationItem-RL-SetupRspTDD,

id-UL-DPCH-InformationListIE-RL-ReconfReadyTDD,

id-UL-SIRTarget,


id-URA-ID,


id-URAItem-PagingRqst,


id-UnsuccessfulRL-InformationResponse,


id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD,


id-UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD,


id-UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD

FROM RNSAP-Constants;

.. Text omitted ..

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION READY FDD

--

-- **************************************************************

RadioLinkReconfigurationReadyFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationReadyFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationReadyFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationReadyFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseList-RL-ReconfReadyFDD
CRITICALITY ignore
TYPE RL-InformationResponseList-RL-ReconfReadyFDD

PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponseList-RL-ReconfReadyFDD

::= RL-IE-ContainerList0 { {RL-InformationResponse-RL-ReconfReadyFDD-IEs} }

RL-InformationResponse-RL-ReconfReadyFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-ReconfReadyFDD
CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-ReconfReadyFDD

PRESENCE mandatory
},


...

}

RL-InformationResponseItem-RL-ReconfReadyFDD ::= SEQUENCE {


rL-ID






RL-ID,


max-UL-SIR





UL-SIR


OPTIONAL,


min-UL-SIR





UL-SIR


OPTIONAL,


secondary-CCPCH-Info


Secondary-CCPCH-Info-RL-ReconfReadyFDD

OPTIONAL,

dl-CodeInformationList


DL-CodeInformationList-RL-ReconfReadyFDD
OPTIONAL,




dCHsInformationResponseList

DCH-InformationResponseList-RL-ReconfReadyFDD
OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponseItem-RL-ReconfReadyFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponseItem-RL-ReconfReadyFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Secondary-CCPCH-Info-RL-ReconfReadyFDD ::= SEQUENCE {


fDD-S-CCPCH-Offset





FDD-S-CCPCH-Offset,


dl-ScramblingCode





DL-ScramblingCode,


fDD-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,


dl-TFCS








TFCS,


secondaryCCPCH-SlotFormat



SecondaryCCPCH-SlotFormat,


tFCI-Presence






TFCI-Presence
OPTIONAL,


-- This IE is present only if the Secondary CCPCH Slot Format is equal to any of the value 8 to 17


multiplexingPosition




MultiplexingPosition,


sTTD-Indicator






STTD-Indicator,


fACH-PCH-InformationList



FACH-PCH-InformationList-RL-ReconfReadyFDD,


schedulingInformation




SchedulingInformation-RL-ReconfReadyFDD,


iE-Extensions






ProtocolExtensionContainer { { Secondary-CCPCH-Info-RL-ReconfReadyFDD-ExtIEs} } OPTIONAL,


...

}

Secondary-CCPCH-Info-RL-ReconfReadyFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

FACH-PCH-InformationList-RL-ReconfReadyFDD ::= SEQUENCE (SIZE(1..maxFACHCountPlus1)) OF FACH-PCH-InformationItem-RL-ReconfReadyFDD
FACH-PCH-InformationItem-RL-ReconfReadyFDD ::= SEQUENCE {


transportFormatSet



TransportFormatSet,


iE-Extensions




ProtocolExtensionContainer { { FACH-PCH-InformationItem-RL-ReconfReadyFDD-ExtIEs} } OPTIONAL,


...

}

FACH-PCH-InformationItem-RL-ReconfReadyFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SchedulingInformation-RL-ReconfReadyFDD ::= SEQUENCE {


iB-SG-Rep






IB-SG-REP,


segmentInformationList



SegmentInformationList-RL-ReconfReadyFDD,


iE-Extensions





ProtocolExtensionContainer { { SchedulingInformation-RL-ReconfReadyFDD-ExtIEs } } OPTIONAL,



...

}

SchedulingInformation-RL-ReconfReadyFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SegmentInformationList-RL-ReconfReadyFDD ::= SEQUENCE (SIZE(1..maxIBSEG)) OF SegmentInformationItem-RL-ReconfReadyFDD
SegmentInformationItem-RL-ReconfReadyFDD ::= SEQUENCE {


iB-SG-POS





IB-SG-POS,


iE-Extensions




ProtocolExtensionContainer { {  SegmentInformationItem-RL-ReconfReadyFDD-ExtIEs } } OPTIONAL,


...

}

SegmentInformationItem-RL-ReconfReadyFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CodeInformationList-RL-ReconfReadyFDD ::= ProtocolIE-Container {{ DL-CodeInformationListIEs-RL-ReconfReadyFDD }}

DL-CodeInformationListIEs-RL-ReconfReadyFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CodeInformationListIE-RL-ReconfReadyFDD   CRITICALITY ignore
TYPE DL-CodeInformationListIE-RL-ReconfReadyFDD

PRESENCE mandatory },


...

}
DL-CodeInformationListIE-RL-ReconfReadyFDD ::= SEQUENCE (SIZE (0..maxNrOfDL-Codes)) OF DL-CodeInformationItem-RL-ReconfReadyFDD

DL-CodeInformationItem-RL-ReconfReadyFDD ::= SEQUENCE {


dl-ScramblingCode




DL-ScramblingCode,


fdd-DL-ChannelisationCodeNumber

FDD-DL-ChannelisationCodeNumber,


iE-Extensions





ProtocolExtensionContainer { { DL-CodeInformationItem-RL-ReconfReadyFDD–ExtIEs } } OPTIONAL,


...

}

DL-CodeInformationItem-RL-ReconfReadyFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationResponseList-RL-ReconfReadyFDD



::= ProtocolIE-Container { {DCH-InformationResponseListIEs-RL-ReconfReadyFDD} }

DCH-InformationResponseListIEs-RL-ReconfReadyFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponseListIE-RL-ReconfReadyFDD

CRITICALITY ignore
TYPE DCH-InformationResponseListIE-RL-ReconfReadyFDD

PRESENCE mandatory
},


...

}

DCH-InformationResponseListIE-RL-ReconfReadyFDD ::= SEQUENCE (SIZE (0..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-ReconfReadyFDD
DCH-InformationResponseItem-RL-ReconfReadyFDD ::= SEQUENCE {


dCH-ID






DCH-ID,


bindingID





BindingID,


transportLayerAddress


TransportLayerAddress,


iE-Extensions




ProtocolExtensionContainer { {DCH-InformationResponseItem-RL-ReconfReadyFDD-ExtIEs} } OPTIONAL,


...

}

DCH-InformationResponseItem-RL-ReconfReadyFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

































RadioLinkReconfigurationReadyFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION READY TDD

--

-- **************************************************************

RadioLinkReconfigurationReadyTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationReadyTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationReadyTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationReadyTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponse-RL-ReconfReadyTDD








CRITICALITY ignore
TYPE RL-InformationResponse-RL-ReconfReadyTDD
PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponse-RL-ReconfReadyTDD ::= SEQUENCE {


rL-ID






RL-ID,


max-UL-SIR





UL-SIR


OPTIONAL,


min-UL-SIR





UL-SIR


OPTIONAL,


ul-CCTrCH-Information


UL-CCTrCH-InformationList-RL-ReconfReadyTDD 
OPTIONAL,


dl-CCTrCH-Information


DL-CCTrCH-InformationList-RL-ReconfReadyTDD
OPTIONAL,




dCHsInformationResponseList

DCH-InformationResponseList-RL-ReconfReadyTDD
OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponse-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponse-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationList-RL-ReconfReadyTDD 

::= ProtocolIE-Container {{UL-CCTrCHInformationListIEs-RL-ReconfReadyTDD}}
UL-CCTrCHInformationListIEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD   CRITICALITY ignore
TYPE UL-CCTrCHInformationListIE-RL-ReconfReadyTDD

PRESENCE mandatory },


...

}
UL-CCTrCHInformationListIE-RL-ReconfReadyTDD ::= SEQUENCE (SIZE (0..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationItem-RL-ReconfReadyTDD
UL-CCTrCH-InformationItem-RL-ReconfReadyTDD ::= SEQUENCE {


cCTrCH-ID





CCTrCH-ID,


ul-DPCH-Information



UL-DPCH-InformationList-RL-ReconfReadyTDD,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCH-InformationItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-InformationItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UL-DPCH-InformationList-RL-ReconfReadyTDD ::= ProtocolIE-Container {{UL-DPCH-InformationListIEs-RL-ReconfReadyTDD}}
UL-DPCH-InformationListIEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationListIE-RL-ReconfReadyTDD   CRITICALITY ignore
TYPE UL-DPCH-InformationListIE-RL-ReconfReadyTDD

PRESENCE mandatory },


...

}
UL-DPCH-InformationListIE-RL-ReconfReadyTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-DPCH-InformationItem-RL-ReconfReadyTDD
UL-DPCH-InformationItem-RL-ReconfReadyTDD ::= SEQUENCE {


dPCH-ID





DPCH-ID,


tDD-ChannelisationCode



TDD-ChannelisationCode


OPTIONAL,


burstType




BurstType



OPTIONAL,


midambleShift




MidambleShift



OPTIONAL,


timeSlot




TimeSlot



OPTIONAL,


tDD-PhysicalChannelOffset


TDD-PhysicalChannelOffset

OPTIONAL,


repetitionPeriod



RepetitionPeriod


OPTIONAL,


repetitionLength



RepetitionLength


OPTIONAL,


tFCI-Presence




TFCI-Presence



OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-InformationList-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-InformationList-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationList-RL-ReconfReadyTDD 

::= ProtocolIE-Container {{DL-CCTrCHInformationListIEs-RL-ReconfReadyTDD}} 

DL-CCTrCHInformationListIEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD   CRITICALITY ignore
TYPE DL-CCTrCHInformationListIE-RL-ReconfReadyTDD

PRESENCE mandatory },


...

}
DL-CCTrCHInformationListIE-RL-ReconfReadyTDD ::= SEQUENCE (SIZE (0..maxNrOfCCTrCHs)) OF DL-CCTrCH-InformationItem-RL-ReconfReadyTDD
DL-CCTrCH-InformationItem-RL-ReconfReadyTDD ::= SEQUENCE {


cCTrCH-ID





CCTrCH-ID,


dl-DPCH-Information



DL-DPCH-InformationList-RL-ReconfReadyTDD,


iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCH-InformationItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-InformationItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DL-DPCH-InformationList-RL-ReconfReadyTDD ::= ProtocolIE-Container {{DL-DPCH-InformationListIEs-RL-ReconfReadyTDD}}

DL-DPCH-InformationListIEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationListIE-RL-ReconfReadyTDD   CRITICALITY ignore
TYPE DL-DPCH-InformationListIE-RL-ReconfReadyTDD

PRESENCE mandatory },


...

}
DL-DPCH-InformationListIE-RL-ReconfReadyTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF DL-DPCH-InformationItem-RL-ReconfReadyTDD
DL-DPCH-InformationItem-RL-ReconfReadyTDD ::= SEQUENCE {


dPCH-ID





DPCH-ID,


tDD-ChannelisationCode



TDD-ChannelisationCode


OPTIONAL,


burstType




BurstType



OPTIONAL,


midambleShift




MidambleShift



OPTIONAL,


timeSlot




TimeSlot



OPTIONAL,


tDD-PhysicalChannelOffset


TDD-PhysicalChannelOffset

OPTIONAL,


repetitionPeriod



RepetitionPeriod


OPTIONAL,


repetitionLength



RepetitionLength


OPTIONAL,


tFCI-Presence




TFCI-Presence



OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-InformationList-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-InformationList-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationResponseList-RL-ReconfReadyTDD



::= ProtocolIE-Container { {DCH-InformationResponseListIEs-RL-ReconfReadyTDD} }

DCH-InformationResponseListIEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponseListIE-RL-ReconfReadyTDD

CRITICALITY ignore
TYPE DCH-InformationResponseListIE-RL-ReconfReadyTDD

PRESENCE mandatory
},


...

}

DCH-InformationResponseListIE-RL-ReconfReadyTDD ::= SEQUENCE (SIZE (0..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-ReconfReadyTDD
DCH-InformationResponseItem-RL-ReconfReadyTDD ::= SEQUENCE {


dCH-ID






DCH-ID,


bindingID





BindingID,


transportLayerAddress


TransportLayerAddress,


iE-Extensions




ProtocolExtensionContainer { {DCH-InformationResponseItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

DCH-InformationResponseItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

































RadioLinkReconfigurationReadyTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION COMMIT

--

-- **************************************************************

RadioLinkReconfigurationCommit ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationCommit-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationCommit-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationCommit-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-CFN




CRITICALITY ignore
TYPE CFN




PRESENCE mandatory
},


...

}

RadioLinkReconfigurationCommit-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION FAILURE

--

-- **************************************************************

RadioLinkReconfigurationFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationFailure-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationFailure-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationFailure-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-RL-ReconfigurationFailureList-RL-ReconfFail

CRITICALITY ignore
TYPE RL-ReconfigurationFailureList-RL-ReconfFail
PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-ReconfigurationFailureList-RL-ReconfFail

::= RL-IE-ContainerList0 { {RL-ReconfigurationFailure-RL-ReconfFail-IEs} }

RL-ReconfigurationFailure-RL-ReconfFail-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-ReconfigurationFailure-RL-ReconfFail
CRITICALITY ignore
TYPE RL-ReconfigurationFailure-RL-ReconfFail
PRESENCE mandatory
},


...

}

RL-ReconfigurationFailure-RL-ReconfFail ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {RL-ReconfigurationFailure-RL-ReconfFail-ExtIEs} } OPTIONAL,


...

}

RL-ReconfigurationFailure-RL-ReconfFail-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationFailure-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION CANCEL

--

-- **************************************************************

RadioLinkReconfigurationCancel ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationCancel-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationCancel-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationCancel-IEs RNSAP-PROTOCOL-IES ::= {


...

}

RadioLinkReconfigurationCancel-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST FDD

--

-- **************************************************************

RadioLinkReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationRequestFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-AllowedQueuingTime


CRITICALITY reject
TYPE AllowedQueuingTime



PRESENCE optional
} |


{ ID id-UL-DPCH-Information-RL-ReconfRqstFDD


CRITICALITY reject
TYPE UL-DPCH-Information-RL-ReconfRqstFDD
PRESENCE optional
} |


{ ID id-DL-DPCH-Information-RL-ReconfRqstFDD


CRITICALITY reject
TYPE DL-DPCH-Information-RL-ReconfRqstFDD
PRESENCE optional
} |


{ ID id-DCH-ModifyList-RL-ReconfRqstFDD

CRITICALITY reject
TYPE DCH-ModifyList-RL-ReconfRqstFDD

PRESENCE optional
} |


{ ID id-DCH-AddList-RL-ReconfRqstFDD

CRITICALITY reject
TYPE DCH-AddList-RL-ReconfRqstFDD

PRESENCE optional
} |


{ ID id-DCH-DeleteList-RL-ReconfRqstFDD

CRITICALITY reject
TYPE DCH-DeleteList-RL-ReconfRqstFDD

PRESENCE optional
},


...

}

UL-DPCH-Information-RL-ReconfRqstFDD ::= SEQUENCE {


tFCS






TFCS
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-Information-RL-ReconfRqstFDD ::= SEQUENCE {


tFCS






TFCS
OPTIONAL,


tFCI-SignallingMode



TFCI-SignallingMode
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-ModifyList-RL-ReconfRqstFDD



::= SEQUENCE (SIZE (0..maxNrOfDCHs)) OF DCH-ModifyItem-RL-ReconfRqstFDD

DCH-ModifyItem-RL-ReconfRqstFDD ::= SEQUENCE {


dCH-ID






DCH-ID,


ul-TransportformatSet


TransportFormatSet
OPTIONAL,


dl-TransportformatSet


TransportFormatSet
OPTIONAL,


allocationRetentionPriority

AllocationRetentionPriority OPTIONAL,


frameHandlingPriority


FrameHandlingPriority
OPTIONAL,


ul-FP-Mode





UL-FP-Mode

OPTIONAL,


toAWS






ToAWS


OPTIONAL,


toAWE






ToAWE


OPTIONAL,


dRACControl





DRACControl

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {DCH-ModifyItem-RL-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}

DCH-ModifyItem-RL-ReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-AddList-RL-ReconfRqstFDD



::= SEQUENCE (SIZE (0..maxNrOfDCHs)) OF DCH-AddItem-RL-ReconfRqstFDD

DCH-AddItem-RL-ReconfRqstFDD ::= SEQUENCE {


dCH-ID







DCH-ID,


dCH-CombinationInd




DCH-CombinationInd
OPTIONAL,


limitedPowerIncrease



LimitedPowerIncrease,


trCH-SrcStatisticsDescr



TrCH-SrcStatisticsDescr,


ul-TransportformatSet



TransportFormatSet,


dl-TransportformatSet



TransportFormatSet,


ul-BLER







BLER,


dl-BLER







BLER,


allocationRetentionPriority


AllocationRetentionPriority,


frameHandlingPriority



FrameHandlingPriority,


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


qE-Selector






QE-Selector,


toAWS







ToAWS,


toAWE







ToAWE,


dRACControl






DRACControl,

iE-Extensions





ProtocolExtensionContainer { {DCH-AddItem-RL-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}

DCH-AddItem-RL-ReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-DeleteList-RL-ReconfRqstFDD



::= SEQUENCE (SIZE (0..maxNrOfDCHs)) OF DCH-DeleteItem-RL-ReconfRqstFDD

DCH-DeleteItem-RL-ReconfRqstFDD ::= SEQUENCE {


dCH-ID






DCH-ID,


iE-Extensions




ProtocolExtensionContainer { {DCH-DeleteItem-RL-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}

DCH-DeleteItem-RL-ReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST TDD

--

-- **************************************************************

RadioLinkReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationRequestTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationRequestTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-AllowedQueuingTime


CRITICALITY reject
TYPE AllowedQueuingTime



PRESENCE optional
} |


{ ID id-UL-CCTrCH-InformationList-RL-ReconfRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationList-RL-ReconfRqstTDD
PRESENCE optional
} |


{ ID id-DL-CCTrCH-InformationList-RL-ReconfRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationList-RL-ReconfRqstTDD
PRESENCE optional
} |


{ ID id-DCH-ModifyList-RL-ReconfRqstTDD

CRITICALITY reject
TYPE DCH-ModifyList-RL-ReconfRqstTDD

PRESENCE optional
} |


{ ID id-DCH-AddList-RL-ReconfRqstTDD

CRITICALITY reject
TYPE DCH-AddList-RL-ReconfRqstTDD

PRESENCE optional
} |


{ ID id-DCH-DeleteList-RL-ReconfRqstTDD

CRITICALITY reject
TYPE DCH-DeleteList-RL-ReconfRqstTDD

PRESENCE optional
},


...

}

UL-CCTrCH-InformationList-RL-ReconfRqstTDD

::= CCTrCH-IE-ContainerList0 { {UL-CCTrCH-InformationList-RL-ReconfRqstTDD-IEs} }

UL-CCTrCH-InformationList-RL-ReconfRqstTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationItem-RL-ReconfRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationItem-RL-ReconfRqstTDD
PRESENCE mandatory
},


...

}

UL-CCTrCH-InformationItem-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


tFCS





TFCS,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCH-InformationItem-RL-ReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-InformationItem-RL-ReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationList-RL-ReconfRqstTDD

::= CCTrCH-IE-ContainerList0 { {DL-CCTrCH-InformationList-RL-ReconfRqstTDD-IEs} }

DL-CCTrCH-InformationList-RL-ReconfRqstTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationItem-RL-ReconfRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationItem-RL-ReconfRqstTDD
PRESENCE mandatory
},


...

}

DL-CCTrCH-InformationItem-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


tFCS





TFCS,


iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCH-InformationItem-RL-ReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-InformationItem-RL-ReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-ModifyList-RL-ReconfRqstTDD



::= SEQUENCE (SIZE(0..maxNrOfDCHs)) OF DCH-ModifyItem-RL-ReconfRqstTDD

DCH-ModifyItem-RL-ReconfRqstTDD ::= SEQUENCE {


dCH-ID






DCH-ID,


ul-CCTrCH-ID




CCTrCH-ID

OPTIONAL,


dl-CCTrCH-ID




CCTrCH-ID

OPTIONAL,


ul-TransportformatSet


TransportFormatSet
OPTIONAL,


dl-TransportformatSet


TransportFormatSet
OPTIONAL,


allocationRetentionPriority

AllocationRetentionPriority OPTIONAL,


frameHandlingPriority


FrameHandlingPriority
OPTIONAL,


ul-FP-Mode





UL-FP-Mode

OPTIONAL,


toAWS






ToAWS


OPTIONAL,


toAWE






ToAWE


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DCH-ModifyItem-RL-ReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

DCH-ModifyItem-RL-ReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-AddList-RL-ReconfRqstTDD



::= SEQUENCE (SIZE(0..maxNrOfDCHs)) OF DCH-AddItem-RL-ReconfRqstTDD

DCH-AddItem-RL-ReconfRqstTDD ::= SEQUENCE {


dCH-ID






DCH-ID,


limitedPowerIncrease


LimitedPowerIncrease,


trCH-SrcStatisticsDescr


TrCH-SrcStatisticsDescr,


ul-CCTrCH-ID




CCTrCH-ID,


dl-CCTrCH-ID




CCTrCH-ID,


dCH-CombinationInd



DCH-CombinationInd
OPTIONAL,


ul-TransportformatSet


TransportFormatSet,


dl-TransportformatSet


TransportFormatSet,


ul-BLER






BLER,


dl-BLER






BLER,


allocationRetentionPriority

AllocationRetentionPriority,


frameHandlingPriority


FrameHandlingPriority,


ul-FP-Mode





UL-FP-Mode,


toAWS






ToAWS,


toAWE






ToAWE,


iE-Extensions




ProtocolExtensionContainer { {DCH-AddItem-RL-ReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

DCH-AddItem-RL-ReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-DeleteList-RL-ReconfRqstTDD



::= SEQUENCE (SIZE(0..maxNrOfDCHs)) OF DCH-DeleteItem-RL-ReconfRqstTDD

DCH-DeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


iE-Extensions




ProtocolExtensionContainer { {DCH-DeleteItem-RL-ReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

DCH-DeleteItem-RL-ReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION RESPONSE
--

-- **************************************************************

RadioLinkReconfigurationResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationResponse-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationResponse-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationResponse-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseList-RL-ReconfRsp

CRITICALITY ignore
TYPE RL-InformationResponseList-RL-ReconfRsp


PRESENCE optional
} |

{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponseList-RL-ReconfRsp

::= RL-IE-ContainerList0 { {RL-InformationResponse-RL-ReconfRsp-IEs} }

RL-InformationResponse-RL-ReconfRsp-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-ReconfRsp

CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-ReconfRsp

PRESENCE mandatory
},


...

}

RL-InformationResponseItem-RL-ReconfRsp ::= SEQUENCE {


rL-ID






RL-ID,


max-UL-SIR





UL-SIR


OPTIONAL,


min-UL-SIR





UL-SIR


OPTIONAL,

secondary-CCPCH-Info


Secondary-CCPCH-Info-RL-ReconfRsp

OPTIONAL,



dCHsInformationResponseList

DCH-InformationResponseList-RL-ReconfRsp
OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponseItem-RL-ReconfRsp-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponseItem-RL-ReconfRsp-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Secondary-CCPCH-Info-RL-ReconfRsp ::= SEQUENCE {


fDD-S-CCPCH-Offset





FDD-S-CCPCH-Offset,


dl-ScramblingCode





DL-ScramblingCode,


fDD-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,


dl-TFCS








TFCS,


secondaryCCPCH-SlotFormat



SecondaryCCPCH-SlotFormat,


tFCI-Presence






TFCI-Presence
OPTIONAL,


-- This IE is present only if the Secondary CCPCH Slot Format is equal to any of the value 8 to 17


multiplexingPosition




MultiplexingPosition,


sTTD-Indicator






STTD-Indicator,


fACH-PCH-InformationList



FACH-PCH-InformationList-RL-ReconfRsp,


schedulingInformation




SchedulingInformation-RL-ReconfRsp,


iE-Extensions






ProtocolExtensionContainer { { Secondary-CCPCH-Info-RL-ReconfRsp-ExtIEs} } OPTIONAL,


...

}

Secondary-CCPCH-Info-RL-ReconfRsp-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

FACH-PCH-InformationList-RL-ReconfRsp ::= SEQUENCE (SIZE(1..maxFACHCountPlus1)) OF FACH-PCH-InformationItem-RL-ReconfRsp
FACH-PCH-InformationItem-RL-ReconfRsp ::= SEQUENCE {


transportFormatSet



TransportFormatSet,


iE-Extensions




ProtocolExtensionContainer { { FACH-PCH-InformationItem-RL-ReconfRsp-ExtIEs} } OPTIONAL,


...

}

FACH-PCH-InformationItem-RL-ReconfRsp-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SchedulingInformation-RL-ReconfRsp ::= SEQUENCE {


iB-SG-Rep





IB-SG-REP,


segmentInformationList


SegmentInformationList-RL-ReconfRsp,


iE-Extensions




ProtocolExtensionContainer { { SchedulingInformation-RL-ReconfRsp-ExtIEs } } OPTIONAL,



...

}

SchedulingInformation-RL-ReconfRsp-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SegmentInformationList-RL-ReconfRsp ::= SEQUENCE (SIZE(1..maxIBSEG)) OF SegmentInformationItem-RL-ReconfRsp
SegmentInformationItem-RL-ReconfRsp ::= SEQUENCE {


iB-SG-POS





IB-SG-POS,


iE-Extensions




ProtocolExtensionContainer { {  SegmentInformationItem-RL-ReconfRsp-ExtIEs } } OPTIONAL,


...

}

SegmentInformationItem-RL-ReconfRsp-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-InformationResponseList-RL-ReconfRsp



::= ProtocolIE-Container { {DCH-InformationResponseListIEs-RL-ReconfRsp} }

DCH-InformationResponseListIEs-RL-ReconfRsp RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponseListIE-RL-ReconfRsp

CRITICALITY ignore
TYPE DCH-InformationResponseListIE-RL-ReconfRsp

PRESENCE mandatory
},


...

}

DCH-InformationResponseListIE-RL-ReconfRsp ::= SEQUENCE (SIZE (0..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-ReconfRsp
DCH-InformationResponseItem-RL-ReconfRsp ::= SEQUENCE {


dCH-ID






DCH-ID,


bindingID





BindingID,


transportLayerAddress


TransportLayerAddress,


iE-Extensions




ProtocolExtensionContainer { {DCH-InformationResponseItem-RL-ReconfRsp-ExtIEs} } OPTIONAL,


...

}

DCH-InformationResponseItem-RL-ReconfRsp-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-AddList-RL-ReconfRsp



::= ProtocolIE-Container { {DCH-AddListIEs-RL-ReconfRsp} }

DCH-AddListIEs-RL-ReconfRsp RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-AddListIE-RL-ReconfRsp

CRITICALITY ignore
TYPE DCH-AddListIE-RL-ReconfRsp

PRESENCE mandatory
},


...

}

DCH-AddListIE-RL-ReconfRsp ::= SEQUENCE (SIZE(0..maxNrOfDCHs)) OF DCH-AddItem-RL-ReconfRsp
DCH-AddItem-RL-ReconfRsp ::= SEQUENCE {


dCH-ID






DCH-ID,


bindingID





BindingID,


transportLayerAddress


TransportLayerAddress,


iE-Extensions




ProtocolExtensionContainer { {DCH-AddItem-RL-ReconfRspFDD-ExtIEs} } OPTIONAL,


...

}

DCH-AddItem-RL-ReconfRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-ModifyList-RL-ReconfRsp


::= ProtocolIE-Container { {DCH-ModifyListIEs-RL-ReconfRsp} }

DCH-ModifyListIEs-RL-ReconfRsp RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-ModifyListIE-RL-ReconfRsp
CRITICALITY ignore
TYPE DCH-ModifyListIE-RL-ReconfRsp

PRESENCE mandatory
},


...

}

DCH-ModifyListIE-RL-ReconfRsp ::= SEQUENCE (SIZE(0..maxNrOfDCHs)) OF DCH-ModifyItem-RL-ReconfRsp
DCH-ModifyItem-RL-ReconfRsp ::= SEQUENCE {


dCH-ID






DCH-ID,


bindingID





BindingID,


transportLayerAddress


TransportLayerAddress,


iE-Extensions




ProtocolExtensionContainer { {DCH-ModifyItem-RL-ReconfRsp-ExtIEs} } OPTIONAL,


...

}

DCH-ModifyItem-RL-ReconfRsp-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationResponse-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RNSAP-Constants -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-commonTransportChannelResourcesInitiationFDD



INTEGER ::= 0

id-commonTransportChannelResourcesInitiationTDD



INTEGER ::= 1

id-commonTransportChannelResourcesRelease




INTEGER ::= 2

id-compressedModeCancellationFDD






INTEGER ::= 3

id-compressedModeCommitFDD








INTEGER ::= 4

id-compressedModePrepareFDD








INTEGER ::= 5

id-downlinkPowerControl









INTEGER ::= 6

id-downlinkSignallingTransfer







INTEGER ::= 7

id-errorIndication










INTEGER ::= 8

id-measurementFailure









INTEGER ::= 9

id-measurementInitiation








INTEGER ::= 10

id-measurementReporting









INTEGER ::= 11

id-measurementTermination








INTEGER ::= 12

id-pagingRequest










INTEGER ::= 13

id-physicalChannelReconfiguration






INTEGER ::= 14

id-privateMessage










INTEGER ::= 15

id-radioLinkAddition









INTEGER ::= 16

id-radioLinkDeletion









INTEGER ::= 17

id-radioLinkFailure










INTEGER ::= 18

id-radioLinkRestoration









INTEGER ::= 19

id-radioLinkSetup










INTEGER ::= 20

id-srnsRelocationCommit









INTEGER ::= 21

id-synchronisedRadioLinkReconfigurationCancellation


INTEGER ::= 22

id-synchronisedRadioLinkReconfigurationCommit



INTEGER ::= 23

id-synchronisedRadioLinkReconfigurationPrepare



INTEGER ::= 24

id-unSynchronisedRadioLinkReconfiguration




INTEGER ::= 25

id-uplinkSignallingTransfer








INTEGER ::= 26

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs 








INTEGER ::= 65535

maxProtocolExtensions 






INTEGER ::= 65535

maxProtocolIEs








INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxRateMatching






INTEGER ::= 10

maxNrOfTFCs







INTEGER ::= 10

maxNrOfTFs







INTEGER ::= 10

maxNrOfCCTrCHs






INTEGER ::= 10

maxNrOfDCHs







INTEGER ::= 10

maxNrOfDL-Codes






INTEGER ::= 10

maxNrOfDPCHs






INTEGER ::= 10

maxNrOfErrors






INTEGER ::= 10

maxNrOfMACcSDU-Length




INTEGER ::= 10

maxNrOfRLs







INTEGER ::= 10

maxNrOfRLSets






INTEGER ::= 10
maxNrOfRLs-1






INTEGER ::= 10

maxNrOfRLs-2






INTEGER ::= 10

maxNrOfSCCPCHs






INTEGER ::= 10
maxNrOfULTs







INTEGER ::= 15
maxNrOfCMpatterns





INTEGER ::= 8
maxRNCinURA







INTEGER ::= 10

maxTTI-Count






INTEGER ::= 10

maxCTFC-1







INTEGER ::= 10

maxNrOfNeighbouringRNCs




INTEGER ::= 10

maxNrOfFDDNeighboursPerRNC



INTEGER ::= 10

maxNrOfTDDNeighboursPerRNC



INTEGER ::= 10

maxFACHCountPlus1





INTEGER ::= 10

maxIBSEG







INTEGER ::= 16

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AllRLItem-DM-Rprt













INTEGER ::= 0

id-AllRLItem-DM-Rsp














INTEGER ::= 1

id-AllRL-SetItem-DM-Rprt












INTEGER ::= 2

id-AllRL-SetItem-DM-Rsp













INTEGER ::= 3

id-AllowedQueuingTime













INTEGER ::= 4

id-BindingID















INTEGER ::= 5

id-C-ID

















INTEGER ::= 6

id-C-RNTI
















INTEGER ::= 7

id-CFN

















INTEGER ::= 8

id-CN-CS-DomainIdentifier












INTEGER ::= 9

id-CN-PS-DomainIdentifier












INTEGER ::= 10

id-Cause
















INTEGER ::= 11

id-CellItem-PagingRqst













INTEGER ::= 12

id-CM-PatternInformationItem-CompressedModePrep







INTEGER ::= 13

id-CM-PatternInformationList-CompressedModePrep







INTEGER ::= 14

id-CombiningItem-RL-AdditionFailureFDD









INTEGER ::= 15

id-CombiningItem-RL-AdditionRspFDD










INTEGER ::= 16

id-CombiningItem-RL-AdditionRspTDD










INTEGER ::= 17

id-CombiningItem-RL-SetupFailureFDD










INTEGER ::= 18

id-CombiningItem-RL-SetupRspFDD











INTEGER ::= 19

id-CriticalityDiagnostics












INTEGER ::= 20

id-D-RNTI
















INTEGER ::= 21

id-D-RNTI-ReleaseIndication












INTEGER ::= 22




id-DCH-AddList-RL-ReconfPrepFDD











INTEGER ::= 26

id-DCH-AddList-RL-ReconfPrepTDD











INTEGER ::= 27

id-DCH-AddList-RL-ReconfRqstFDD











INTEGER ::= 28

id-DCH-AddList-RL-ReconfRqstTDD











INTEGER ::= 29

id-DCH-DeleteList-RL-ReconfPrepFDD










INTEGER ::= 30

id-DCH-DeleteList-RL-ReconfPrepTDD










INTEGER ::= 31

id-DCH-DeleteList-RL-ReconfRqstFDD










INTEGER ::= 32

id-DCH-DeleteList-RL-ReconfRqstTDD










INTEGER ::= 33

id-DCH-Information-RL-SetupRqstFDD










INTEGER ::= 34

id-DCH-InformationList-RL-SetupRqstTDD









INTEGER ::= 35




id-DCH-ModifyList-RL-ReconfPrepFDD










INTEGER ::= 39

id-DCH-ModifyList-RL-ReconfPrepTDD










INTEGER ::= 40

id-DCH-ModifyList-RL-ReconfRqstFDD










INTEGER ::= 41

id-DCH-ModifyList-RL-ReconfRqstTDD










INTEGER ::= 42

id-DCH-InformationRresponseListIE-RL-ReconfReadyFDD






INTEGER ::= xx

id-DCH-InformationRresponseListIE-RL-ReconfReadyTDD






INTEGER ::= xx

id-DCH-InformationRresponseListIE-RL-ReconfRsp







INTEGER ::= xx

id-DCH-InformationResponseListIE-RL-SetupRspTDD







INTEGER ::= 43

id-DL-CCTrCH-InformationItem-RL-ReconfPrepTDD







INTEGER ::= 44

id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD






INTEGER ::= 45

id-DL-CCTrCH-InformationItem-RL-ReconfRqstTDD







INTEGER ::= 46

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD







INTEGER ::= 47

id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD






INTEGER ::= 48

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD






INTEGER ::= 49

id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD







INTEGER ::= 50

id-DL-CCTrCH-InformationList-RL-ReconfPrepTDD







INTEGER ::= 51

id-DL-CCTrCH-InformationList-RL-ReconfRqstTDD







INTEGER ::= 52

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD







INTEGER ::= 53

id-DL-CodeInformationListIE-PhyChReconfRqstFDD







INTEGER ::= 54

id-DL-CodeInformationListIE-RL-AdditionFailureFDD






INTEGER ::= 55

id-DL-CodeInformationListIE-RL-AdditionRspFDD







INTEGER ::= 56

id-DL-CodeInformationListIE-RL-ReconfReadyFDD







INTEGER ::= 57

id-DL-CodeInformationListIE-RL-SetupFailureFDD







INTEGER ::= 58

id-DL-DPCH-Information-RL-ReconfPrepFDD









INTEGER ::= 59

id-DL-DPCH-Information-RL-SetupRqstFDD









INTEGER ::= 60

id-DL-DPCH-Information-RL-ReconfRqstFDD









INTEGER ::= 61

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD







INTEGER ::= 62

id-DL-DPCH-InformationItem-RL-AdditionRspTDD







INTEGER ::= 63

id-DL-DPCH-InformationItem-RL-SetupRspTDD








INTEGER ::= 64

id-DL-DPCH-InformationListIE-RL-ReconfReadyTDD







INTEGER ::= 65

id-DL-SIRTarget















INTEGER ::= 66

id-DLReferencePower














INTEGER ::= 67

id-DLReferencePowerList-DL-PC-Rqst










INTEGER ::= 68

id-DL-ReferencePowerInformation-DL-PC-Rqst








INTEGER ::= 69

id-DRXCycleLengthCoefficient











INTEGER ::= 70

id-DedicatedMeasurementObjectType-DM-Rprt








INTEGER ::= 71

id-DedicatedMeasurementObjectType-DM-Rqst








INTEGER ::= 72

id-DedicatedMeasurementObjectType-DM-Rsp








INTEGER ::= 73

id-DedicatedMeasurementType












INTEGER ::= 74

id-DiversityIndicationItem-RL-AdditionFailureFDD






INTEGER ::= 75

id-DiversityIndicationItem-RL-AdditionRspFDD







INTEGER ::= 76

id-DiversityIndicationItem-RL-AdditionRspTDD







INTEGER ::= 77

id-DiversityIndicationItem-RL-SetupFailureFDD







INTEGER ::= 78

id-DiversityIndicationItem-RL-SetupRspFDD








INTEGER ::= 79

id-FACH-InfoForOptionalS-CCPCH-CTCH-ResourceRspFDD






INTEGER ::= 80

id-FACH-InfoForOptionalS-CCPCH-CTCH-ResourceRspTDD






INTEGER ::= 81

id-FACH-InfoForS-CCPCH-CoupledToPRACHorPCPCH-CTCH-ResourceRspFDD


INTEGER ::= 82

id-FACH-InfoForS-CCPCH-CoupledToPRACH-CTCH-ResourceRspTDD




INTEGER ::= 83

id-IMSI

















INTEGER ::= 84

id-L3-Information














INTEGER ::= 85

id-MAC-c-SDU-LengthListIE-CTCH-ResourceRspFDD







INTEGER ::= 86

id-MAC-c-SDU-LengthListIE-CTCH-ResourceRspTDD







INTEGER ::= 87

id-MAC-c-SDU-LengthListIE-option-CTCH-ResourceRspFDD





INTEGER ::= 88

id-MAC-c-SDU-LengthListIE-option-CTCH-ResourceRspTDD





INTEGER ::= 89

id-MaxAdjustmentPeriod













INTEGER ::= 90

id-MaxAdjustmentStep













INTEGER ::= 91

id-MeasurementFilterCoefficient











INTEGER ::= 92

id-MeasurementID














INTEGER ::= 93

id-MultipleURAsIndicator












INTEGER ::= 94

id-Neighbouring-CellInformationItem-RL-SetupFailureFDD





INTEGER ::= 95
id-Neighbouring-CellInformationItem-RL-SetupRsp







INTEGER ::= 96

id-NonCombiningItem-RL-AdditionFailureFDD








INTEGER ::= 97

id-NonCombiningItem-RL-AdditionRspFDD









INTEGER ::= 98

id-NonCombiningItem-RL-AdditionRspTDD









INTEGER ::= 99

id-NonCombiningOrIEnotPresenItem-RL-SetupFailureFDD






INTEGER ::= 100

id-NonCombiningOrIEnotPresenItem-RL-SetupRspFDD







INTEGER ::= 101

id-PagingArea-PagingRqst












INTEGER ::= 102

id-PriorityIndicatorAndInitialWindowSizeListIE-CTCH-ResourceRspFDD


INTEGER ::= 103

id-PriorityIndicatorAndInitialWindowSizeListIE-CTCH-ResourceRspTDD


INTEGER ::= 104

id-PriorityIndicatorAndInitialWindowSizeListIE-option-CTCH-ResourceRspFDD
INTEGER ::= 105

id-PriorityIndicatorAndInitialWindowSizeListIE-option-CTCH-ResourceRspTDD
INTEGER ::= 106

id-PowerAdjustmentType













INTEGER ::= 107

id-ProcedureScope-DL-PC-Rqst











INTEGER ::= 108

id-RANAP-RelocationInformation











INTEGER ::= 109

id-RL-Information-PhyChReconfRqstFDD









INTEGER ::= 110

id-RL-Information-PhyChReconfRqstTDD









INTEGER ::= 111

id-RL-Information-RL-AdditionRqstFDD









INTEGER ::= 112

id-RL-Information-RL-AdditionRqstTDD









INTEGER ::= 113

id-RL-Information-RL-DeletionRqst










INTEGER ::= 114

id-RL-Information-RL-FailureInd











INTEGER ::= 115

id-RL-Information-RL-ReconfPrepFDD










INTEGER ::= 116

id-RL-Information-RL-RestoreInd











INTEGER ::= 117

id-RL-Information-RL-SetupRqstFDD










INTEGER ::= 118

id-RL-Information-RL-SetupRqstTDD










INTEGER ::= 119

id-RL-InformationItem-DM-Rprt











INTEGER ::= 120

id-RL-InformationItem-DM-Rqst











INTEGER ::= 121

id-RL-InformationItem-DM-Rsp











INTEGER ::= 122

id-RL-InformationItem-RL-SetupRqstFDD









INTEGER ::= 123

id-RL-InformationList-RL-AdditionRqstFDD








INTEGER ::= 124

id-RL-InformationList-RL-DeletionRqst









INTEGER ::= 125

id-RL-InformationList-RL-ReconfPrepFDD









INTEGER ::= 126

id-RL-InformationResponse-RL-AdditionRspTDD








INTEGER ::= 127

id-RL-InformationResponse-RL-ReconfReadyTDD








INTEGER ::= 128

id-RL-InformationResponse-RL-SetupRspTDD








INTEGER ::= 129

id-RL-InformationResponseItem-RL-AdditionRspFDD







INTEGER ::= 130

id-RL-InformationResponseItem-RL-ReconfReadyFDD







INTEGER ::= 131

id-RL-InformationResponseItem-RL-ReconfRsp








INTEGER ::= 132

id-RL-InformationResponseItem-RL-SetupRspFDD







INTEGER ::= 133

id-RL-InformationResponseList-RL-AdditionRspFDD







INTEGER ::= 134

id-RL-InformationResponseList-RL-ReconfReadyFDD







INTEGER ::= 135

id-RL-InformationResponseList-RL-ReconfRsp








INTEGER ::= 136
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INTEGER ::= 137

id-RLItem-DM-Rprt














INTEGER ::= 138

id-RLItem-DM-Rqst














INTEGER ::= 139

id-RLItem-DM-Rsp














INTEGER ::= 140

id-RL-ReconfigurationFailure-RL-ReconfFail








INTEGER ::= 141

id-RL-ReconfigurationFailureList-RL-ReconfFail







INTEGER ::= 142

id-RL-Set-InformationItem-DM-Rprt










INTEGER ::= 143

id-RL-Set-InformationItem-DM-Rqst










INTEGER ::= 144

id-RL-Set-InformationItem-DM-Rsp










INTEGER ::= 145

id-RL-Set-Information-RL-FailureInd










INTEGER ::= 146

id-RL-Set-Information-RL-RestoreInd










INTEGER ::= 147

id-RL-SetItem-DM-Rprt













INTEGER ::= 148

id-RL-SetItem-DM-Rqst













INTEGER ::= 149

id-RL-SetItem-DM-Rsp













INTEGER ::= 150

id-RNCsWithCellsInTheAccessedURA-List-UL-ST-Ind







INTEGER ::= 151

id-ReportCharacteristics












INTEGER ::= 152

id-Reporting-Object-RL-FailureInd










INTEGER ::= 153

id-Reporing-Object-RL-RestoreInd










INTEGER ::= 154

id-S-RNTI
















INTEGER ::= 155

id-SAI

















INTEGER ::= 156

id-SRNC-ID
















INTEGER ::= 157

id-SecondaryCCPCHListIE-CTCH-ResourceRspTDD








INTEGER ::= 158

id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD




INTEGER ::= 159

id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD





INTEGER ::= 160

id-SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD



INTEGER ::= 161

id-SuccessfulRL-InformationResponseList-RL-SetupFailureFDD




INTEGER ::= 162

id-TransportBearerID













INTEGER ::= 163

id-TransportBearerRequestIndicator










INTEGER ::= 164

id-TransportLayerAddress












INTEGER ::= 165

id-UC-ID
















INTEGER ::= 166

id-UL-CCTrCH-Information-RL-ReconfPrepTDD








INTEGER ::= 167

id-UL-CCTrCH-InformationItem-RL-ReconfRqstTDD







INTEGER ::= 168

id-UL-CCTrCH-InformationList-RL-ReconfPrepTDD







INTEGER ::= 169

id-UL-CCTrCH-InformationList-RL-ReconfRqstTDD







INTEGER ::= 170

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD







INTEGER ::= 171

id-UL-CCTrCH-InformationList-RL-SetupRqstTDD







INTEGER ::= 172

id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD






INTEGER ::= 173

id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD






INTEGER ::= 174

id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD






INTEGER ::= 175

id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD







INTEGER ::= 176

id-UL-DPCH-Information-RL-ReconfPrepFDD









INTEGER ::= 177

id-UL-DPCH-Information-RL-ReconfRqstFDD









INTEGER ::= 178

id-UL-DPCH-Information-RL-SetupRqstFDD









INTEGER ::= 179

id-UL-DPCH-InformationItem-PhyChReconfRqstTDD







INTEGER ::= 180
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INTEGER ::= 182
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INTEGER ::= 183

id-UL-SIRTarget















INTEGER ::= 184

id-URA-ID
















INTEGER ::= 185

id-URAItem-PagingRqst
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