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change:

In the current xxxAP specifications the structure of chapter 9.1 is not aligned. Some specifications have a subchapter structure and some others do not. Some specifications have a table of all xxxAP messages and some others do not.

To unify the structure of chapter 9.1 this CR changes the structure to be:


9.1
Message Functional Definition and Content


9.1.1
General


9.1.2
Message Contents


9.1.2.1
Presence


9.1.2.2
Criticality

9.1.3 <First Message> 

Where chapter 9.1.1 shall not include any table of messages.
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Other 
comments:


9.1
Message Functional Definition and Content

9.1.1
General

This subclause defines the structure of the messages required for the RNSAP protocols.































































































































9.1.2
Message Contents

9.1.2.1
Presence
An information element can be of the following types:

M 
The information element is mandatory, i.e. always present in the message

O 
The information element is optional, i.e. may or may not be present in the message independently on the presence or value of other information elements in the same message

C# 
The presence of the information element is conditional to the presence or to the value of another information element, as reported in the table below the message containing the explanation of the condition.

In case of an information element group, the group is preceded by a name for the info group (in bold). It is also indicated how many times a group may be repeated in the message and whether the group is conditional. Each group may be also repeated within one message. The presence field of the information elements inside one group defines if the information element is mandatory, optional or conditional if the group is present.

9.1.2.2
Criticality

Each information element or Group of information elements may have a criticality information applied to it.
Following cases are possible:

–
No criticality information is applied explicitly.

YES
Criticality information is applied. 'YES' is usable only for non-repeatable information elements.

GLOBAL
The information element and all its repetitions together have one common criticality information. 'GLOBAL' is usable only for repeatable information elements.

EACH
Each repetition of the information element has its own criticality information. It is not allowed to assign different criticality values to the repetitions. 'EACH' is usable only for repeatable information elements.




