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9.2.1.41
Message Type

The Message Type uniquely identifies the message being sent.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type





>Procedure ID

1



>>Procedure Code
M

ENUMERATED (
COMMON TRANSPORT CHANNEL SETUP,

COMMON TRANSPORT CHANNEL RECONFIGURATION,

COMMON TRANSPORT CHANNEL DELETION,

BLOCK RESOURCE,

UNBLOCK RESOURCE,

AUDIT REQUIRED,

AUDIT,

COMMON MEASUREMENT INITIATION,

COMMON MEASUREMENT REPORTING,

COMMON MEASUREMENT TERMINATION,

COMMON MEASUREMENT FAILURE,

CELL SETUP,

CELL RECONFIGURATION,

CELL DELETION,

RESOURCE STATUS INDICATION,

SYSTEM INFORMATION UPDATE,

RL SETUP,
RL ADDITION,

SYNCHRONISED RL RECONFIGURATION PREPARATION,

SYNCHRONISED RL RECONFIGURATION COMMIT,

SYNCHRONISED RL RECONFIGURATION CANCELLATION,

UNSYNCHRONISED RL RECONFIGURATION,

RL DELETION,

DL POWER CONTROL,

DEDICATED MEASUREMENT INITIATION,

DEDICATED MEASUREMENT REPORTING,

DEDICATED MEASUREMENT TERMINATION,

DEDICATED MEASUREMENT FAILURE,

RL FAILURE,

RL RESTORATION,

COMPRESSED MODE PREPARATION,

COMPRESSED MODE COMMIT,

COMPRESSED MODE CANCELLATION

ERROR INDICATION,

 …)


>>Ddmode
M

ENUMERATED (FDD, TDD, Common)
Common = common to FDD and TDD.

>Type of Message
M

ENUMERATED (Initiating Message, Successful Outcome, Unsuccessful Outcome, Outcome)





