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Reason for 
change:

Currently in the Ralio Link Setup procedure description is mentioned following requirement concerning the setting of initial DL TX power in DRNS. [FDD – The DRNS shall start the DL transmission using the indicated DL TX power level (if received) or the decided DL TX power level on each DL channelisation code of a RL until UL synchronisation is achieved for the concerning RLS or a DL POWER CONTROL REQUEST message is received.]

Since it is required that either of Initial DL TX Power IE or Primary CPICH Ec/No IE shall be received from SRNC in RL Setup in order to set initial DL TX power in DRNS it is proposed to change the presence of Initial DL TX Power IE and Primary CPICH Ec/No IE from optional to conditional in RADIO LINK SETUP REQUEST message tabular. 


Condition is based on the precence of another information element so that either of Initial DL TX Power IE or Primary CPICH Ec/No IE shall be present in RL SETUP REQUEST message.
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9.1.3
RADIO LINK SETUP REQUEST

9.1.3.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


S-RNTI
M

9.2.1.53

YES
reject

D-RNTI
O

9.2.1.24

YES
reject

Allowed Queuing Time
O

9.2.1.2

YES
reject

UL DPCH Information

1


YES
reject

>UL Scrambling Code
M

9.2.2.53

–


>Min UL Channelisation Code Length 
M

9.2.2.25

–


>Max Number of UL DPDCHs
C – CodeLen

9.2.2.24

–


>Puncture Limit
M

9.2.1.46
For the UL.
–


>TFCS
M

TFCS for the UL 9.2.1.63

–


>UL DPCCH Slot Format
M

9.2.2.52

–


>Uplink SIR Target
O

Uplink SIR

9.2.1.69

–


>Diversity mode
M

9.2.2.8

–


>D Field Length
C-FB

9.2.2.5

–


>SSDT Cell Identity Length
O

9.2.2.41

–


>S Field Length
O

9.2.2.36

–


DL DPCH Information

1


YES
reject

>TFCS
M

TFCS for the DL.

9.2.1.63

–


>DL DPCH Slot Format
M

9.2.2.9

–


>Number of DL channelisation codes
M



–


>TFCI Signalling Mode
M

9.2.2.46

–


>TFCI Presence
C- SlotFormat

9.2.1.55

–


>Multiplexing  Position
M

9.2.2.26

–


>Power Offset Information

1


–


>>PO1
M

Power Offset
9.2.2.30
Power offset for the TFCI bits.
–


>>PO2
M

Power Offset
9.2.2.30
Power offset for the TPC bits.
–


>>PO3
M

Power Offset
9.2.2.30
Power offset for the pilot bits.
–


>FDD TPC Downlink Step Size
M

9.2.2.16

–


>Limited Power Increase
M

9.2.1.33

–


DCH Information

1..<maxnoofDCHs>


GLOBAL
reject

>Payload CRC Presence Indicator
M

9.2.1.42

–


>UL FP Mode
M

9.2.1.67

–


>ToAWS
M

9.2.1.58

–


>ToAWE
M

9.2.1.57

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.16

–


>>TrCh Source Statistics Descriptor
M

9.2.1.65

–


>>Transport Format Set
M

9.2.1.64
For the UL.
–


>>Transport Format Set
M

9.2.1.64
For the DL.
–


>>BLER 
M

9.2.1.3
For the UL.
–


>>BLER 
M

9.2.1.3
For the DL.
–


>>Allocation/Retention  Priority
M

9.2.1.1

–


>>Frame Handling Priority
M

9.2.1.29

–


>>QE-Selector
M

9.2.2.34

–


>>DRAC control
M

9.2.2.13

–


DSCH Information

0..1


YES
reject

>DSCH Info

1..<maxnoofDSCHs>


EACH
reject

>>DSCH ID
M



–


>>TrCh Source

Statistics Descriptor
M



–


>>Transport Format 

Set
M


For DSCH
–


>>Allocation/Retention

Priority
M



–


>>Scheduling Priority

Indicator
M



–


>>BLER 
M



–


>PDSCH RL ID
M

RL ID




>TFCS
M

TFCS for the DL.
For DSCH
–


RL Information

1…<maxnoofRLs>


EACH
notify

>RL ID
M

9.2.1.49

–


>C-Id
M

9.2.1.6

–


>First RLS Indicator
M



-


>Frame Offset
M

9.2.1.30

–


>Chip Offset
M

9.2.2.1

–


>Propagation Delay
O

9.2.2.33

–


>Diversity Control Field
C – NotFirstRL

9.2.2.6

–


>Initial DL TX Power
C_ifAlone

DL Power

9.2.2.10

–


>Primary CPICH Ec/No
C_ifAlone

9.2.2.32

–


>SSDT Cell Identity 
O

9.2.2.40

–


>Transmit Diversity Indicator
C –
Diversity mode

9.2.2.50

–


Transmission Gap Pattern Sequence Information
O



YES
reject

Active Pattern Sequence Information
O



YES
reject

Condition
Explanation

CodeLen
This IE is present only if "Min UL Channelisation Code length" equals to 4

FB
This IE is present only if Feed Back mode diversity is activated.

SlotFormat
This IE is only present if the DL DPCH Slot Format is equal to any of the values 12 to 16.

NotFirstRL
This IE is present only if the RL is not the first one in the RL Information.

Diversity mode
This IE is present unless Diversity Mode IE in UL DPCH Information group is "none"

C_Ifalone
Either Initial DL TX Power IE or Primary CPICH Ec/No IE shall be present.

Range bound
Explanation

MaxnoofDSCHs
Maximum number of DSCHs for one UE.

MaxnoofDCHs
Maximum number of DCHs for one UE.

MaxnoofRLs
Maximum number of RLs for one UE.

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************


-- **************************************************************

--

-- RADIO LINK SETUP REQUEST FDD

--

-- **************************************************************

RadioLinkSetupRequestFDD ::= SEQUENCE {

protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupRequestFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-S-RNTI




CRITICALITY reject
TYPE S-RNTI 




PRESENCE mandatory
} |


{ ID id-D-RNTI




CRITICALITY reject
TYPE D-RNTI




PRESENCE optional
} |


{ ID id-AllowedQueuingTime


CRITICALITY reject
TYPE AllowedQueuingTime 


PRESENCE optional
} |


{ ID id-UL-DPCH-Information-RL-SetupRqstFDD
CRITICALITY reject
TYPE UL-DPCH-Information-RL-SetupRqstFDD

PRESENCE mandatory
} |


{ ID id-DL-DPCH-Information-RL-SetupRqstFDD
CRITICALITY reject
TYPE DL-DPCH-Information-RL-SetupRqstFDD

PRESENCE mandatory
} |


{ ID id-DCH-Information-RL-SetupRqstFDD

CRITICALITY reject
TYPE DCH-InformationList-RL-SetupRqstFDD

PRESENCE mandatory
} |


{ ID id-DSCH-Information-RL-SetupRqstFDD
CRITICALITY reject
TYPE DSCH-Information-RL-SetupRqstFDD


PRESENCE optional

} |

{ ID id-RL-Information-RL-SetupRqstFDD

CRITICALITY notify
TYPE RL-InformationList-RL-SetupRqstFDD

PRESENCE mandatory
}|


{ ID id-Transmission-Gap-Pattern-Sequence-Information

CRITICALITY reject
TYPE Transmission-Gap-Pattern-Sequence-Information
 PRESENCE optional } |
{ ID id-Active-Pattern-Sequence-Information
CRITICALITY reject
TYPE Active-Pattern-Sequence-Information
 PRESENCE optional },

...

}

UL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


ul-ScramblingCode



UL-ScramblingCode,


minUL-ChannelisationCodeLength


MinUL-ChannelisationCodeLength,


maxNrOfUL-DPCHs




MaxNrOfUL-DPCHs


OPTIONAL


-- This IE is present only if minUL-ChannelisationCodeLength equals to 4 -- ,


ul-PunctureLimit



PunctureLimit,


ul-TFCS






TFCS,


ul-DPCCH-SlotFormat



UL-DPCCH-SlotFormat,


ul-SIRTarget




UL-SIR


OPTIONAL,


diversityMode




DiversityMode,


d-FieldLength




D-FieldLength


OPTIONAL


-- This IE is present only if Feed Back mode diversity is activated -- ,


sSDT-CellIdLength



SSDT-CellID-Length

OPTIONAL,


s-FieldLength




S-FieldLength


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-Information-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


tFCS






TFCS,


dl-DPCH-SlotFormat



DL-DPCH-SlotFormat,


nrOfDLchannelisationcodes

NrOfDLchannelisationcodes,

tFCI-SignallingMode



TFCI-SignallingMode,


tFCI-Presence




TFCI-Presence


OPTIONAL


-- This IE is present if Slot Format is from 12 to 16 --,


multiplexingPosition



MultiplexingPosition,


powerOffsetInformation



SEQUENCE {



po1-ForTFCI-Bits



PowerOffset,



po2-ForTPC-Bits




PowerOffset,



po3-ForPilotBits



PowerOffset,



...


},


fdd-dl-TPC-DownlinkStepSize

FDD-TPC-DownlinkStepSize,

limitedPowerIncrease


LimitedPowerIncrease,

iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-Information-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationList-RL-SetupRqstFDD 


::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationItem-RL-SetupRqstFDD

DCH-InformationItem-RL-SetupRqstFDD ::= SEQUENCE {


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


toAWS







ToAWS,


toAWE







ToAWE,

dCH-SpecificInformationList


DCH-SpecificInformationList-RL-SetupRqstFDD,

iE-Extensions





ProtocolExtensionContainer { {DCH-InformationItem-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

DCH-InformationItem-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-SpecificInformationList-RL-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-SpecificItem-RL-SetupRqstFDD

DCH-SpecificItem-RL-SetupRqstFDD ::=
SEQUENCE {

dCH-ID







DCH-ID,


trCH-SrcStatisticsDescr



TrCH-SrcStatisticsDescr,


ul-transportFormatSet



TransportFormatSet,


dl-transportFormatSet



TransportFormatSet,


ul-BLER







BLER,


dl-BLER







BLER,


allocationRetentionPriority


AllocationRetentionPriority,


frameHandlingPriority



FrameHandlingPriority,


qE-Selector






QE-Selector,


dRACControl






DRACControl,

iE-Extensions





ProtocolExtensionContainer { {DCH-SpecificItem-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

DCH-SpecificItem-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


dSCH-Information




DSCH-Info-RL-SetupRqstFDD,


pdSCH-RL-ID






RL-ID,


tFCS







TFCS,


iE-Extensions





ProtocolExtensionContainer { {DSCH-Information-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

DSCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Info-RL-SetupRqstFDD ::= DSCH-IE-ContainerList {{DSCH-InformationItemIEs-RL-SetupRqstFDD} }

DSCH-InformationItemIEs-RL-SetupRqstFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationItem-RL-SetupRqstFDD
CRITICALITY reject
TYPE DSCH-InformationItem-RL-SetupRqstFDD 
PRESENCE mandatory
},


...

}

DSCH-InformationItem-RL-SetupRqstFDD ::= SEQUENCE {


dSCH-ID







DSCH-ID,


trChSourceStatisticsDescriptor

TrCH-SrcStatisticsDescr,


transportFormatSet




TransportFormatSet,


allocationRetentionPriority 

AllocationRetentionPriority,


schedulingPriorityIndicator


SchedulingPriorityIndicator,


bLER







BLER,


iE-Extensions




ProtocolExtensionContainer { {DSCH-InformationItem-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

DSCH-InformationItem-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationList-RL-SetupRqstFDD 


::= RL-IE-ContainerList1 { {RL-InformationItemIEs-RL-SetupRqstFDD} }

RL-InformationItemIEs-RL-SetupRqstFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationItem-RL-SetupRqstFDD
CRITICALITY notify
TYPE RL-InformationItem-RL-SetupRqstFDD 

PRESENCE mandatory
},


...

}

RL-InformationItem-RL-SetupRqstFDD ::= SEQUENCE {


rL-ID






RL-ID,


c-ID






C-ID,


firstRLS-indicator



FirstRLS-Indicator,

frameOffset





FrameOffset,


chipOffset





ChipOffset,


propagationDelay



PropagationDelay

OPTIONAL,


diversityControlField


DiversityControlField

OPTIONAL


-- This IE is present only if the RL is not the first one in the RL-InformationList-RL-SetupRqstFDD --,


dl-InitialTX-Power



DL-Power


OPTIONAL,


primaryCPICH-EcNo



PrimaryCPICH-EcNo


OPTIONAL,

-- Either Initial DL TX Power IE or Primary CPICH Ec/No IE shall be present.

sSDT-CellID





SSDT-CellID


OPTIONAL,


transmitDiversityIndicator

TransmitDiversityIndicator

OPTIONAL,


-- This IE is present unless Diversity Mode IE in UL DPCH Information group is "none"

iE-Extensions




ProtocolExtensionContainer { {RL-InformationItem-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationItem-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkSetupRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Text omitted








