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8.6.5
Transport channel information elements

8.6.5.1
Transport Format Set

If the IE "transport channel identity" and the IE "Transport format set" is included, the UE shall:

-
store the transport format set for that transport channel. 

If neither the IE "transport channel identity" nor the IE "Transport format set" is included, the UE shall:

     -
consider the stored transport format set as valid information. 
If the IE "Transport format Set" has the choice "Transport channel type" set to "Dedicated transport channel", the UE shall:

-
Calculate the transport block size for all transport formats in the TFS using the following


TB size = RLC PDU size + MAC header size,

where:

-
MAC header size is calculated according to 3GPP TS 25.321 if MAC multiplexing is used. Otherwise it is 0 bits.
8.6.5.2
Transport format combination set

If the IE "Transport format combination set" is included, the UE shall for that direction (uplink or downlink):

-
remove a previously stored transport format combination set if this exists;

-
store the new transport format combination set present in the IE "Transport format combination set";

-
start to respect those transport format combinations. 
If the IE "Transport format combination set" is not included and if there is no addition/removal/replacement of transport channels, the UE shall for that direction (uplink or downlink):

-
consider a previously stored transport format combination set if this exists as valid information.
For downlink CCTrCHs if no TFCS is stored in the UE the UE shall consider all possible transport format combinations and calculate the possible TFCI values according to the IE transport format combination set.

For downlink CCTrCHs if a TFCS is stored in the UE and

-
if the IE "Transport format combination set" is not included and transport channels are deleted in the message, the UE shall:

-
remove the affected transport format combinations from the transport format combination set, recalculate the TFCI values and start to respect those transport format combinations

-
if the IE "Transport format combination set" is not included and transport channels are added in the message, the UE shall:

-
consider all possible new combinations to be valid and recalculate the TFCI values and start to respect those transport format combinations. In TDD the new transport format combinations are considered to belong to the TFCS with the ID 1 of DCH type.

-
if the IE "Transport format combination set" is not included and transport channels are replaced the UE shall:

-
consider all possible transport format combinations to be valid and calculate the TFCI values accordingly.

8.6.5.3
Transport format combination subset

If the IE "Transport format combination subset" is included, the UE shall:

-
restrict the transport format combination set in the uplink to that transport format combination subset. If the transport format combination subset indicates the "full transport format combination set" any restriction on transport format combination set is released and the UE may use the full transport format combination set.

10
Message and information element functional definition and content

10.2.51
TRANSPORT CHANNEL RECONFIGURATION

This message is used by UTRAN to configure the transport channel of a UE. This also includes a possible reconfiguration of physical channels. The message can also be used to assign a TFC subset and reconfigure physical channel.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Message Type
	MP
	
	Message Type
	

	UE Information Elements
	
	
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.14
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.17
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.45
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	

	DRX Indicator
	MP
	
	DRX Indicator 10.3.3.10
	

	UTRAN DRX cycle length coefficient
	MD
	
	UTRAN DRX cycle length coefficient 10.3.3.47
	Default value is the existing value of UTRAN DRX cycle length coefficient

	CN Information Elements
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	

	UTRAN mobility information elements
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	

	RB information elements
	
	
	
	

	RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation

	>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	

	TrCH Information Elements
	
	
	
	

	Uplink transport channels
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	

	CHOICE mode
	OP
	
	
	

	>FDD
	
	
	
	

	>>CPCH set ID
	OP
	
	CPCH set ID 10.3.5.3
	

	>> Added or Reconfigured TrCH
 information for DRAC list
	OP
	1 to <maxTrCH>
	
	

	>>>DRAC static information
	MP
	
	DRAC static information 10.3.5.7
	

	>TDD
	
	
	
	(no data)

	Downlink transport channels
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information

10.3.5.1
	

	PhyCH information elements
	
	
	
	

	Frequency info
	MD
	
	Frequency info 10.3.6.35
	Default value is the existing value of frequency information

	Uplink radio resources
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.38
	Default value is the existing maximum UL TX power

	CHOICE channel requirement
	OP
	
	
	At least one spare choice (criticality = reject) required

	>Uplink DPCH info 
	
	
	Uplink DPCH info 10.3.6.86
	

	>PRACH Info (for RACH) 
	
	
	PRACH Info (for RACH) 10.3.6.51
	

	>CPCH SET Info
	
	
	CPCH SET Info 10.3.6.12
	

	Downlink radio resources
	
	
	
	

	CHOICE mode
	
	
	
	

	>FDD
	
	
	
	

	>>Downlink PDSCH information
	OP
	
	Downlink PDSCH information 10.3.6.29
	

	>TDD
	
	
	
	(no data)

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.23
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link 

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.26
	


11.1
General message structure

-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION

--

-- ***************************************************

TransportChannelReconfiguration::= CHOICE {


v1







SEQUENCE {



v1-IEs






TransportChannelReconfiguration-v1-IEs,



nonCriticalExtensions


SEQUENCE {}


},


criticalExtensions



SEQUENCE {}

}

TransportChannelReconfiguration-v1-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}
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