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8.6.7.5
Cell Reporting Quantities

If the IE "Cell Reporting Quantities" is received by the UE, the UE shall store the content of the IE "Cell Reporting Quantities" to the variable MEASUREMENT_IDENTITY.

The UE shall include measured results in MEASUREMENT REPORT as specified in the IE "Cell Reporting Quantity", except for the following case:

If the IE "Cell Identity" is set to TRUE, the UE shall:

-
in CELL_FACH state:

-
report the IE "Cell Identity" that is given in System Information Block type 4 (or type 3, if System Information Block type4 is not being broadcast).
-
in CELL_DCH state:

-
treat the IE as if the IE "Cell Identity" is set to FALSE.
If the IE "Proposed TGSN Reporting required" is set to TRUE, the UE shall:
-
if compressed mode was used to monitor a TDD cell and the variable TGSN_REPORTED is set to FALSE
-
report the IE "Proposed TGSN" indicating the TGSN that suits best to the measured cell
-
set the variable TGSN_REPORTED to TRUE
-
otherwise

-
omit the IE “Proposed TGSN”
10.3.7.3
Cell measured results

Includes non frequency related measured results for a cell.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Cell Identity
	OP
	
	Cell Identity 10.3.2.2
	

	SFN-SFN observed time difference
	OP
	
	SFN-SFN observed time difference 10.3.7.88
	

	CFN-SFN observed time difference
	OP
	
	CFN-SFN observed time difference 10.3.7.6
	Note 2

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.59
	

	>>CPICH Ec/N0
	OP
	
	Integer(-20..0)
	In dB

	>>CPICH RSCP
	OP
	
	Integer(-115..-40)
	In dBm

	>>Pathloss
	OP
	
	Integer(46..158)
	In dB

	>TDD
	
	
	
	

	>>Cell parameters Id
	MP
	
	Cell parameters Id 10.3.6.8
	

	>> Proposed TGSN
	OP
	
	Integer (0..14)
	Proposal for the next TGSN

	>>Primary CCPCH RSCP
	OP
	
	Primary CCPCH RSCP info 10.3.7.79
	

	>>Pathloss
	OP
	
	Integer(46..158)
	In dB

	>> Timeslot list
	OP
	1 to < maxTS>
	
	

	>>>Timeslot ISCP
	MP
	
	Timeslot ISCP Info 10.3.7.90
	The UE shall report the Timeslot ISCP in the same order as indicated in the cell info 


NOTE 1:
Feasibility of performing these measurements with compressed mode is unclear.

10.3.7.5
Cell reporting quantities

Includes non frequency related cell reporting quantities.

For all boolean types TRUE means inclusion in the report is requested.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	SFN-SFN observed time difference
	MP
	
	Enumerated(No report, type 1, type 2)
	

	CFN-SFN observed time difference
	MP
	
	Boolean
	

	Cell Identity
	MP
	
	Boolean
	

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>CPICH Ec/N0
	MP
	
	Boolean
	

	>>CPICH RSCP
	MP
	
	Boolean
	

	>>Pathloss
	MP
	
	Boolean
	

	>TDD
	
	
	
	

	>>Timeslot ISCP
	MP
	
	Boolean
	

	>> Proposed TGSN Reporting required
	MP
	
	Boolean
	

	>>Primary CCPCH RSCP
	MP
	
	Boolean
	

	>>Pathloss
	MP
	
	Boolean
	


13.4.17
TGSN_REPORTED
This variable identifies whether an IE “Proposed TGSN” was reported to the UTRAN
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Proposed TGSN reported
	MP
	
	Boolean
	


11.3.7
Measurement information elements

CellMeasuredResults ::=



SEQUENCE {


cellIdentity





CellIdentity





OPTIONAL,


sfn-SFN-ObsTimeDifference


SFN-SFN-ObsTimeDifference


OPTIONAL,


cfn-SFN-ObsTimeDifference


CFN-SFN-ObsTimeDifference


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




cpich-Ec-N0






CPICH-Ec-N0




OPTIONAL,




cpich-RSCP






CPICH-RSCP




OPTIONAL,




pathloss






Pathloss




OPTIONAL



},



tdd








SEQUENCE {




cellParametersID




CellParametersID,



proposed_TGSN





TGSN





OPTIONAL,



primaryCCPCH-RSCP




PrimaryCCPCH-RSCP


OPTIONAL,




timeslotISCP-List




TimeslotISCP-List


OPTIONAL



}


}

}

CellReportingQuantities ::=


SEQUENCE {


sfn-SFN-OTD-Type




SFN-SFN-OTD-Type,


cellIdentity





BOOLEAN,


cfn-SFN-ObsTimeDifference


BOOLEAN,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




cpich-Ec-N0






BOOLEAN,




cpich-RSCP






BOOLEAN,




pathloss






BOOLEAN



},



tdd








SEQUENCE {




timeslotISCP





BOOLEAN,



proposedTGSN_ReportingRequired

BOOLEAN,



primaryCCPCH-RSCP




BOOLEAN,




pathloss






BOOLEAN



}


}

}
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Introduction



In section 8.1.2.3 of TS25.133 (Requirements for Support of Radio Resource Management) the requirements for TDD monitoring should be stated. Right now only one compressed mode pattern according to TS25.101 Annex A5 Table A-22 with a gap length of 7 slots is proposed for this purpose. Whilst for FDD inter frequency measurements variable gap length of 5, 7 ,10 and 14 slots are proposed (TS25.133 section 8.1.2.2). 



General



The purpose of section 8.1.2.3 is to describe the requirements for TDD monitoring means P-CCPCH RSCP measurements. In TDD two possible frame structures can be distinguished as shown in the following figure.



Fig.1:TDD frame structure:
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Case 1)
SCH and P-CCPCH allocated in TS#k, k=0….14



Case 2)
SCH allocated in two TS: TS#k and TS#k+8, k=0…6; P-CCPCH allocated in TS#k and S-CCPCH in TS#k+8 (or an other channel providing the beacon function [1]).


No prior knowledge of the position of the TDD SCH slot containing the P-CCPCH can be assumed, therefore the whole TDD frame  in case 1 (only SCH in slot k) and half of it in case 2 (SCH in slot k and k+8) scenario has to be monitored. This requirement already implies that a compressed mode pattern of  7 slots is not sufficient. 



Case 2  shows  the second frame structure. This case is more suitable in applications where support of GSM is essential. In this case we have two SCH slots in k and k+8 in addition the P-CCPCH is located in slot k and the other beacon channel (e.g. S-CCPCH) in slot k+8. The RSCP is done on the beacon therefore it can be performed in either slots. This means that monitoring 8 complete consecutive TDD slots is sufficient. This can be performed with a FDD compressed mode pattern consisting of 11 consecutive slots ( D(6,5) or D(5,6) in two frames see TS25.212). A pattern with a gap length of 11 slots leads to 7,3ms monitoring time, due to the frequency change 2x500µs have to be subtracted. The remaining 6,3ms are sufficient to monitor 9,5 TDD slots. Assuming that the slot boundaries can’t be met directly this leads to at least 8 complete consecutive TDD slots what is adequate. The previous explanations are illustrated in figure 2. According to TS25.215 section 6.1.1.2 parameterisation of the compressed mode the proposed compressed mode pattern for TDD monitoring can be described as follows,: 



TGSN=9; TGL1=11 or TGSN=10 ;TGL1=11 



Fig. 2: TDD case 2 monitoring using FDD compressed mode
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IF case 1  has to be monitored a different compressed mode pattern has to be used, consisting of two transmission gaps. According to TS25.215 the maximum size for a gap length is 14 slots. A gap length of 14 slots allows a monitoring time of 12.5 slots of the TDD frame, including the required switching times. Due to the possible different position of the slot boundaries this ensures that at least 11 complete TDD slots can be monitored. Thus an additional gap monitoring the remaining 4 TDD slots is required. This can be achieved with an additional gap consisting of 7 slots. The calculation to verify this can be performed in the same manner as previously described. In addition this method is illustrated in figure 3. According to TS25.215 section 6.1.1.2 parameterisation of the compressed mode, the proposed compressed mode pattern for case 1 can be described as follows: TGSN=8; TGL1=14; TGD=26; TGL2=7



Fig. 3: TDD case 1 monitoring using FDD compressed mode
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Reducing the  Gap Length 



It is known that transmission gap patterns with long transmission gap decrease the transmission capacity, therefore they should be reduced to a minimum.



After the UE has once performed a measurement using one of the previously described pattern the position of the P-CCPCH of the measured TDD cell is known. This information stays valid for a certain time. Based on this knowledge the gap length of the pattern could be reduced (to 4 slots) if the UE provides this information to UTRAN. This method would be an improvement for further measurements of this specific TDD cell, but would require signaling support to signal the proposed TGSN to the UTRAN.
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Fig. 4 schematic of the signaling support


Proposal



According to the precedent explanations the compressed mode pattern proposed for the TDD measurements in section 8.1.2.3 TS25.133 should be changed. 



In addition to that it is proposed to allow the reporting of TGSN and TGL1 to the UTRAN 
RRC, to give the UTRAN the possibility to configure an optimized compressed mode pattern.  



If there is an agreement to the stated principles, detailed CRs to TS 25.133 and TS 25.331 will be  provided. 
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