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In the current NBAP specification it is unclear whether grouping of measurement results is mandatory or optional. Grouping of measurements cannot be mandatory since it is only relevant for measurements initiated with the Report Characteristics set to “Periodic”. The specification is thus ambiguous on this point.

To avoid having the above ambiguity this CR changes the grouping of measurement results (for multiple measurement objects) to be optional in the Node B. 
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8.3.8.2
Successful Operation
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Figure 38: Dedicated Measurement Initiation procedure: Successful Operation

The procedure is initiated with a DEDICATED MEASUREMENT INITIATION REQUEST message sent from the CRNC to the Node B using the communication control port assigned to the Node B communication context.

Upon reception, the Node B shall initiate the requested measurement according to the parameters given in the request. Unless specified below the meaning of the parameters are given in other specifications.

If the Node B Communication Context ID IE equals the reserved value 'All NBCC', this measurement request shall apply for all current and future Node B Communication Contexts controlled via the Communication Control Port on which the DEDICATED MEASUREMENT INITIATION REQUEST message was received. Otherwise, this measurement request shall apply for the requested Node B Communication Context ID only.

If the Dedicated Measurement Object Type IE is set to “RL”, measurement results shall be reported for all indicated Radio Links.

[FDD - If the Dedicated Measurement Object Type IE is set to “RLS”, measurement results shall be reported for all indicated Radio Link Sets.]
If the Dedicated Measurement Object Type IE is set to “ALL RL”, measurement results shall be reported for all current and future Radio Links within the Node B Communication Context.

[FDD - If the Dedicated Measurement Object Type IE is set to “ALL RLS”, measurement results shall be reported for all existing and future Radio Link Sets within the Node B Communication Context.]

[TDD - If DPCH Id is provided within the RL Information the measurement request shall apply for the requested physical channel individually.]

Report characteristics 
The Report Characteristics IE is set to how the reporting of the measurement shall be performed.

If the Report Characteristics IE is set to 'On-Demand', the Node B shall return the result of the measurement immediately.

If the Report Characteristics IE is set to 'Periodic', the Node B shall periodically initiate a Measurement Report procedure for this measurement, with the requested report frequency.

If the Report Characteristics IE is set to 'Event A', the Node B shall initiate a Measurement Reporting procedure when the measured entity rises above the requested threshold and stays there for the requested hysteresis time. If no hysteresis time is given, the Node B shall use the value zero for the hysteresis time.

If the Report Characteristics IE is set to 'Event B', the Node B shall initiate a Measurement Reporting procedure when the measured entity falls below the requested threshold and stays there for the requested hysteresis time. If no hysteresis time is given, the Node B shall use the value zero for the hysteresis time.

If the Report Characteristics IE is set to 'Event C', the Node B shall initiate a Measurement Reporting procedure when the measured entity rises more than the requested threshold within the requested time.

If the Report Characteristics IE is set to 'Event D', the Node B shall initiate a Measurement Reporting procedure when the measured entity falls more than the requested threshold within the requested time.

If the Report Characteristics IE is set to 'Event E', the Node B shall initiate a Measurement Reporting procedure when the measured entity rises above the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). The Node B shall also initiate a Measurement Reporting procedure when the measured entity falls below the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time' (Report B). If the Report Periodicity IE is provided, the Node B shall initiate Measurement Reporting procedures periodically, with the requested frequency, between Report A and Report B. If 'Measurement Threshold 2' is not present, the Node B shall use 'Measurement Threshold 1' instead. If no 'Measurement Hysteresis Time' is provided, the Node B shall use the value zero as hysteresis times for both Report A and Report B.

If the Report Characteristics IE is set to 'Event F', the Node B shall initiate a Measurement Reporting procedure when the measured entity falls below the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). The Node B shall also initiate a Measurement Reporting procedure when the measured entity rises above the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time' (Report B). If the Report Periodicity IE is provided, the Node B shall initiate Measurement Reporting procedures periodically, with the requested frequency, between Report A and Report B. If 'Measurement Threshold 2' is not present, the Node B shall use 'Measurement Threshold 1' instead. If no 'Measurement Hysteresis Time' is provided, the Node B shall use the value zero as hysteresis times for both Report A and Report B.

If at the start of the measurement, the reporting criteria are fulfilled for any of Event A, Event B, Event E or Event F, the Node B shall initiate a Measurement Reporting procedure immediately, and then continue with the measurements as specified in the DEDICATED MEASUREMENT INITIATION REQUEST message.

Higher layer filtering 
The Measurement Filter Coefficient IE indicates how filtering of the measurement values shall be performed before measurement event evaluation and reporting.

The averaging shall  be performed according to the following formula.
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The variables in the formula are defined as follows

Fn   is the updated filtered  measurement result

Fn-1   is  the old filtered measurement result

Mn is the latest received measurement result from physical layer measurements

a = 1/2(k/2) , where k is the parameter received in the Measurement Filter Coefficient IE. If the Measurement Filter Coefficient IE is not present, a shall be set to 1 (no filtering) 

In order to initialise the averaging filter, F0 is set to M1 when the first measurement result from the physical layer measurement is received.

Response message
If the Node B was able to initiate the measurement requested by the CRNC it shall respond with the DEDICATED MEASUREMENT INITIATION RESPONSE message using the communication control port assigned to the Node B communication context. The message shall include the same Measurement Id that was used in the measurement request. 

Only in the case when Report Characteristics IE is set to "On-Demand", the DEDICATED MEASUREMENT INITIATION RESPONSE message shall contain the measurement result. In this case also the Dedicated Measurement Object IE shall be included if it was included in the request message.

8.3.9.2
Successful Operation
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Figure 40: Dedicated Measurement Reporting procedure: Successful Operation

If the requested measurement reporting criteria are met, the Node B shall initiate a Measurement Reporting procedure. The DEDICATED MEASUREMENT REPORT message shall use the communication control port assigned to the Node B communication context. If the measurement was initiated (by the Dedicated Measurement Initiation procedure) for multiple dedicated measurement objects, the Node B may include measurement values for multiple objects in the DEDICATED MEASUREMENT REPORT message.Unless specified below, the meaning of the parameters are given in other specifications.

The Dedicated Measurement Id IE shall be set to the Dedicated Measurement Id provided by the CRNC when initiating the measurement with the Dedicated Measurement Initiation procedure.

If the achieved measurement accuracy does not fulfil the given accuracy requirement, the Measurement not available shall be reported.
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