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5.3.1.1.2
Mapping between logical channels and transport channels

5.3.1.1.2.1
Mapping in Uplink

In Uplink, the following connections between logical channels and transport channels exist:

-
CCCH can be mapped to RACH;

-
DCCH can be mapped to RACH;

-
DCCH can be mapped to CPCH (in FDD mode only);

-
DCCH can be mapped to DCH;

-
DCCH can be mapped to USCH (in TDD mode only);

-
DTCH can be mapped to RACH;

-
DTCH can be mapped to CPCH (in FDD mode only);

-
DTCH can be mapped to DCH;

-
DTCH can be mapped to USCH (in TDD mode only);

-
SHCCH can be mapped to RACH (in TDD mode only);

-
SHCCH can be mapped to USCH (in TDD mode only).

5.3.1.1.2.2
Mapping in Downlink

In Downlink, the following connections between logical channels and transport channels exist:

-
BCCH can be mapped to BCH;

-
BCCH can be mapped to FACH;

-
PCCH can be mapped to PCH;

-
CCCH can be mapped to FACH;

-
DCCH can be mapped to FACH;

-
DCCH can be mapped to DSCH;

-
DCCH can be mapped to DCH;

-
DTCH can be mapped to FACH;

-
DTCH can be mapped to DSCH;

-
DTCH can be mapped to DCH;

-
CTCH can be mapped to FACH;

-
SHCCH can be mapped to FACH (in TDD mode only).

-
SHCCH can be mapped to DSCH (in TDD mode only).









The mappings as seen from the UE and UTRAN sides are shown in Figure 4 and Figure 5 respectively. Figure 6 illustrates the mapping from the UE in relay operation. Note that ODMA logical channels and transport channels are employed only in relay link transmissions (i.e. not used for uplink or downlink transmissions on the UE-UTRAN radio interface). 

 


Figure 4: Logical channels mapped onto transport channels, seen from the UE side




Figure 5: Logical channels mapped onto transport channels, seen from the UTRAN side 

 


Figure 6: Logical channels mapped onto transport channels, seen from the UE side (relay only)
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