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4
UE radio access capability parameters

In the following the UE radio capability parameters are defined. In addition the relevant RRC configuration parameters are shown when applicable. When using the RRC configuration parameters, UTRAN needs to respect the UE capabilities. Only parameters for which there is a need to set different values for different UEs are considered as UE capability parameters. Therefore, the capabilities that are the same for all UEs, including baseline capabilities, are not listed here.

UTRAN is responsible for the respect of the UE capabilities when configuring the RBs. Actions in the UE when capabilities are in conflict with a UTRAN request are specified in RRC.

4.1
PDCP parameters

Header compression algorithm supported

Defines whether header compression algorithms will be supported by the UE. If it will be supported it will be the RFC 2507 as specified in 3GPP TS 25.323.
4.2
BMC parameters

No UE radio access capability parameters identified.

4.3
RLC parameters

NOTE:
It is FFS whether some of the RLC functions should be considered as UE capabilities.

Total RLC AM buffer size

The total buffer size across all RLC AM entities puts requirements on memory.

UTRAN controls that the UE capability can be fulfilled through the following parameters:

1.
The number of RLC AM entities configured (no explicit RRC parameter);

2. UL PDU size;
3.
DL PDU size;
3.
Transmission window size (in number of PDUs);

4.
Receiving window size (in number of PDUs).

 The following criterion must be fulfilled in the configuration:
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where i is the RLC "entity number".
Maximum number of AM entities

The number of AM entities affect the main part of the total processing and memory capacity to be shared between different RLC machines.
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