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	Reason for change:
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	Possible ambiguity in the acknowledgment status for the in-between PDUs in a LIST SUFI and RLIST SUFI

  

	
	

	Summary of change:
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	LIST SUFI and RLIST SUFI are used to indicate missing PDUs only
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11.5.2.2
STATUS PDU contents to set

The size of the STATUS PDU shall be equal to one of the allowed PDU sizes. The information that needs to be transmitted in a status report can be split into several STATUS PDUs if one STATUS PDU does not accommodate all the information. A SUFI cannot be split into several STATUS PDUs. Indication of the same PU shall not be given in more than one STATUS PDU of a STATUS report, but the ACK SUFI can be present in more than one STATUS PDU of a status report.

Which SUFI fields to use is implementation dependent, but the status report shall include information about PUs that have been received and information about all PUs detected as missing. Bitmap SUFI is used to indicate both received and/or missing PDUs. List SUFI and/or Relative List SUFI are used to indicate missing PDUs only. Acknowledgement SUFI is used to indicate the received PDUs. (For SUFI details see 9.2.2.11.) No information shall be given for PUs with SN(VR(H), i.e. PUs that have not yet reached the receiver.

Padding shall be inserted if the SUFI fields do not fill an entire STATUS PDU. If the PDU contains padding the last SUFI field shall be either an ACK SUFI or a NO_MORE SUFI. If there is no padding in the STATUS PDU, NO_MORE SUFI or ACK SUFI does not need to be included in the STATUS PDU.
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